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3.	There are squre brackets for the requirments in Clause 8.2.1.2.2.1.1
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START OF CHANGE 1

[bookmark: _Toc97562255][bookmark: _Toc104122482][bookmark: _Toc104205433][bookmark: _Toc104206640][bookmark: _Toc104503600][bookmark: _Toc106127522][bookmark: _Toc123057887][bookmark: _Toc124255182][bookmark: _Toc124255373][bookmark: _Toc124255510][bookmark: _Toc131688348][bookmark: _Toc137372990][bookmark: _Toc138884933]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[bookmark: _Hlk97557962][1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 38.521-5: "NR; User Equipment (UE) conformance specification; Radio transmission and reception; Part 5: Satellite access Radio Frequency (RF) and performance requirements ".
[3]	Recommendation ITU-R M.1545: "Measurement uncertainty as it applies to test limits for the terrestrial component of International Mobile Telecommunications-2000".
[4]		3GPP TS 38.108: "NR; Satellite Node radio transmission and reception"
[5]	3GPP TS 38.101-1: "NR; User Equipment (UE) radio transmission and reception; Part 1: Range 1 Standalone".
[6]	3GPP TS 38.101-4: "NR; User Equipment (UE) radio transmission and reception; Part 4: Performance requirements". 
[7]	3GPP TS 38.213: "NR; Physical layer procedures for control"
[8]	3GPP TS 38.331: " Radio Resource Control (RRC) protocol specification".
[9]	3GPP TS 38.300: "NR; NR and NG-RAN Overall description; Stage-2".
[10]	3GPP TS 36.101: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) radio transmission and reception".
[11]	3GPP TS 38.306: "User Equipment (UE) radio access capabilities".
[12]	3GPP TR 38.811: "Study on New Radio (NR) to support non-terrestrial networks".
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START OF CHANGE 2

[bookmark: _Toc21338163][bookmark: _Toc29808271][bookmark: _Toc37068190][bookmark: _Toc37083733][bookmark: _Toc37084075][bookmark: _Toc40209437][bookmark: _Toc40209779][bookmark: _Toc45892738][bookmark: _Toc53176595][bookmark: _Toc61120871][bookmark: _Toc67918015][bookmark: _Toc76298058][bookmark: _Toc76572070][bookmark: _Toc76651937][bookmark: _Toc76652775][bookmark: _Toc83742047][bookmark: _Toc91440537][bookmark: _Toc98849322][bookmark: _Toc106543172][bookmark: _Toc106737267][bookmark: _Toc107233034][bookmark: _Toc107234624][bookmark: _Toc107419593][bookmark: _Toc107476886][bookmark: _Toc114565699][bookmark: _Toc115267787][bookmark: _Toc123057984][bookmark: _Toc124255279][bookmark: _Toc124255470][bookmark: _Toc124255607][bookmark: _Toc131688445][bookmark: _Toc137373087][bookmark: _Toc138885030]8.2.1.1.2	Applicability of requirements for optional UE features
[bookmark: _Hlk19883175]The performance requirements in Table 8.2.1.1.2-1 shall apply for UEs which support optional UE features only.
Table 8.2.1.1.2-1: Requirements applicability for optional UE features
	UE feature/capability [TBD11]
	Test type
	Test list
	Applicability notes

	NR NTN access (nonTerrestrialNetwork-r17)
	FR1 FDD
	PDSCH
	Clause 8.2.1.2.2.1 (Test 1-1, Test 1-2, Test 1-3, Test 1-4)
	

	NR NTN scenario support (ntn-ScenarioSupport-r17)
	FR1 FDD
	PDSCH
	Clause 8.2.1.2.2.1 (Test 1-1, Test 1-2, Test 1-3, Test 1-4)
	The requirements apply only when ntn-ScenarioSupport-r17 is “ngso” or is not inculdedincluded.

	Increasing the number of HARQ processes (max-HARQ-ProcessNumber-r17)
	FR1 FDD
	PDSCH
	Clause 8.2.1.2.2.1 (Test 1-3)
	

	Disabled HARQ feedback for downlink transmission (harq-FeedbackDisabled-r17)
	FR1 FDD
	PDSCH
	Clause 8.2.1.2.2.1 (Test 1-4)
	

	Note:	For UE supports NTN access (nonTerrestrialNetwork-r17), the requirements in TS38.101-4 also applies to UE according to UE’s capability
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START OF CHANGE 3

Table 8.2.1.2.2.1.1-3: Minimum performance for Rank 1
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1-1
	R.PDSCH.1-1.1 FDD
	10 / 15
	QPSK, 0.30
	NTN-TDLA100-200
	1x2, ULA Low
	70
	[0.3]

	1-2
	R.PDSCH.1-2.1 FDD
	10 / 15
	16QAM, 0.48
	NTN-TDLC5-200
	1x2, ULA Low
	70
	[7.6]

	1-3
	R.PDSCH.1-1.1 FDD
	10 / 15
	QPSK, 0.30
	NTN-TDLC5-200
	1x2, ULA Low
	70
	[-0.4]

	1-4
	R.PDSCH.1-1.1 FDD
	10 / 15
	QPSK, 0.30
	NTN-TDLA100-200
	1x2, ULA Low
	70*
	[1.1]
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START OF CHANGE 4

[bookmark: _Toc123058003][bookmark: _Toc124255298][bookmark: _Toc124255489][bookmark: _Toc124255626][bookmark: _Toc131688464][bookmark: _Toc137373106][bookmark: _Toc138885049]B.2.1	Delay profiles
The delay profiles are derived from the TR 38.811 [12x] NTN-TDL models for the desired delay spread and tap resolution. After scaling the normalized delay spread values for each tap by the desired RMS delay spread, the tap delays are quantized to a delay resolution of 5ns by rounding to the nearest multiple of the delay resolution. 
Table B.2.1-1: Delay profiles for NR NTN channel models
	Type
	Model
	Delay spread (r.m.s.)
	Delay resolution

	NLOS
	NTN-TDLA100
	100 ns
	5 ns

	LOS
	NTN-TDLC5
	5 ns
	5 ns
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image1.emf
UE - NR - Capability - v1700  Applicability  

nonTerrestrialNetwork - r17  ntn - ScenarioSupport - r17  

Supported  GSO only  FFS  

NGSO only  UE  needs to pass the  additional LEO test in  TS38.101 - 5  and TS38.101 - 4  requirements  

N/A   Note: N/A means UE  supports both G S O and  NGSO  UE needs to pass the  additional LEO test in  TS38.101 - 5  and TS38.101 - 4  requirements  

Not supported  N/A  UE needs to pass  TS38.101 - 4 requirements only  

 


