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[bookmark: OLE_LINK6]<< Start of change >>
[bookmark: _Toc104503610][bookmark: _Toc106127532][bookmark: _Toc104206650][bookmark: _Toc104122492][bookmark: _Toc123057897][bookmark: _Toc124256590][bookmark: _Toc104205443][bookmark: _Toc97562265]5	Operating bands and channel arrangement
[bookmark: _Toc131734909][bookmark: _Toc84413437][bookmark: _Toc29802728][bookmark: _Toc37251229][bookmark: _Toc36107470][bookmark: _Toc75466997][bookmark: _Toc69083990][bookmark: _Toc76509019][bookmark: _Toc45888614][bookmark: _Toc45888015][bookmark: _Toc29801679][bookmark: _Toc83580319][bookmark: _Toc61372637][bookmark: _Toc106127540][bookmark: _Toc21344195][bookmark: _Toc68230577][bookmark: _Toc76718009][bookmark: _Toc84404828][bookmark: _Toc123057905][bookmark: _Toc131734911][bookmark: _Toc61367254][bookmark: _Toc124256598][bookmark: _Toc29802103]5.3	UE channel bandwidth
5.3.2	Maximum transmission bandwidth configuration
[bookmark: _Hlk497144372][bookmark: _Hlk505013260]The maximum transmission bandwidth configuration NRB for each UE channel bandwidth and subcarrier spacing is specified in Table 5.3.2-1.
Table 5.3.2-1: Maximum transmission bandwidth configuration NRB
	[bookmark: _Toc76509020][bookmark: _Toc69083991][bookmark: _Toc29802104][bookmark: _Toc61372638][bookmark: _Toc45888016][bookmark: _Toc76718010][bookmark: _Toc68230578][bookmark: _Toc83580320][bookmark: _Toc29801680][bookmark: _Toc21344196][bookmark: _Toc84413438][bookmark: _Toc37251230][bookmark: _Toc75466998][bookmark: _Toc61367255][bookmark: _Toc29802729][bookmark: _Toc45888615][bookmark: _Toc84404829][bookmark: _Toc36107471]SCS (kHz)
	5 
MHz
	10
MHz
	15
MHz
	20
MHz
	30
MHz

	
	NRB
	NRB
	NRB
	NRB
	NRB

	15
	25
	52
	79
	106
	160

	30
	11
	24
	38
	51
	78

	60
	N/A
	11
	18
	24
	38



[bookmark: _Toc131734912][bookmark: _Toc106127541][bookmark: _Toc124256599][bookmark: _Toc123057906]5.3.3	Minimum guardband and transmission bandwidth configuration
The minimum guardband for each UE channel bandwidth and SCS is specified in Table 5.3.3-1,
Table 5.3.3-1: Minimum guardband for each UE channel bandwidth and SCS (kHz)
	SCS (kHz)
	5 
MHz
	10
MHz
	15
MHz
	20
MHz
	30
MHz

	15
	242.5
	312.5
	382.5
	452.5
	592.5

	30
	505
	665
	645
	805
	945

	60
	N/A
	1010
	990
	1330
	1290



NOTE:	The minimum guardbands have been calculated using the following equation: (BWChannel x 1000 (kHz) - NRB x SCS x 12) / 2 - SCS/2, where NRB are from Table 5.3.2-1.
<< Unchanged  part>>
[bookmark: _Toc131734914]5.3.5	UE channel bandwidth per operating band
The requirements in this specification apply to the combination of channel bandwidths, SCS and operating bands shown in Table 5.3.5-1. The transmission bandwidth configuration in Table 5.3.2-1 shall be supported for each of the specified channel bandwidths. The channel bandwidths are specified for both the TX and RX path.
Table 5.3.5-1: Channel bandwidths for each NTN satellite band
	NTN satellite band
	SCS
kHz
	UE Channel bandwidth (MHz)

	
	
	5
	10
	15
	20
	30

	
	15
	5
	10
	15
	20
	30

	n256
	30
	
	10
	15
	20
	30

	
	60
	
	10
	15
	20
	30

	
	15
	5
	10
	15
	20
	30

	n255
	30
	
	10
	15
	20
	30

	
	60
	
	10
	15
	20
	30


<< End change >>

