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Introduction
In this contribution, we provided our views on NR sidelink relay enhancements.

Discussion 
In the RAN4#107 meeting, following agreements were made.
	Issue 1-1: The requirements for the selection/reselection of the relay UE
<Agreement>
The legacy requirement on selection/reselection of relay UE is applicable to R18 scenarios.

Issue 1-2: Interruption time in multipath scenario
<Agreement>
The existing interruptions due to RRC reconfiguration and SL DRX are applicable to multipath scenario (Uu and U2N path). FFS whether and how to capture this in the specification.

Issue 1-3: Measurement accuracy
<Agreement>
Discovery signal measurements accuracy (clause 10.4.5 in TS38.133) can be applied. No need to define new requirement.



RAN4 agreed that the existing legacy requirement can be reused for R18 sidelink relay scenarios. There is a minor open issue on whether and how to capture interruption time requirement in the specification. We think the existing requirements cover multipath scenario and not captured with specifically multipath scenarios. So, we prefer not to capture interruption time requirement for multipath scenario in TS 38.133 but for readability of specification.
Proposal 1: Not to capture interruption time requirement for multipath scenario in TS 38.133.

Conclusion 
In this contribution, we provide our views on the RRM issues for Rel-18 NTN enhancement, and we propose
Proposal 1: Not to capture interruption time requirement for multipath scenario in TS 38.133.

Reference
[1] R4-2310059, “WF on SL Relay RRM Requirements”, LG Electronics
