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[bookmark: _Hlk45267085]Table 5.5A.3.2-1: NR CA configurations and bandwidth combinations sets defined for inter-band CA (three bands)
	NR CA configuration
	Uplink CA configuration
or single uplink carrier6
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	[bookmark: OLE_LINK12]<Unchanged texts are omitted>

	[bookmark: OLE_LINK14]CA_n3A-n40A-n41A
	CA_n3A-n40A
CA_n3A-n41A
CA_n40A-n41A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n3
	See n3 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n40
	See n40 channel bandwidths in Table 5.3.5-1
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	

	CA_n3A-n40A-n41C
	CA_n3A-n40A
CA_n3A-n41A
CA_n40A-n41A
	n3
	See n3 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n40
	See n40 channel bandwidths in Table 5.3.5-1
	

	
	
	n41
	CA_n41C_BCS4 and 5
	

	<Unchanged texts are omitted>

	[bookmark: OLE_LINK1]CA_n3A-n41A-n79A
	[bookmark: OLE_LINK4]CA_n3A-n41A
CA_n3A-n79A
CA_n41A-n79A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 100
	

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n3
	5, 10, 15, 20, 25, 30
	1

	
	
	n41
	10, 15, 20, 40, 50, 60, 80
	

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n3
	5, 10, 15, 20, 25, 30
	2

	
	
	[bookmark: OLE_LINK2]n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n79
	40, 50, 60, 80, 100
	

	[bookmark: OLE_LINK5]
	
	n3
	See n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1 
	

	
	
	n79
	See n79 channel bandwidths in Table 5.3.5-1 
	

	CA_n3A-n41C-n79A
	CA_n41C
CA_n3A-n41A
CA_n3A-n79A
CA_n41A-n79A
	n3
	See n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n41
	CA_n41C_BCS4 and 5
	

	
	
	n79
	See n79 channel bandwidths in Table 5.3.5-1 
	

	<Unchanged texts are omitted>

	[bookmark: OLE_LINK3]CA_n8A-n40A-n41A
	[bookmark: OLE_LINK6]CA_n8A-n40A
CA_n8A-n41A
CA_n40A-n41A
	[bookmark: OLE_LINK7]n8
	5, 10, 15, 20
	0

	
	
	[bookmark: OLE_LINK8]n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	

	
	
	[bookmark: OLE_LINK9]n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n8
	See n8 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n40
	See n40 channel bandwidths in Table 5.3.5-1 
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1 
	

	CA_n8A-n40A-n41C
	CA_n41C
CA_n8A-n40A
CA_n8A-n41A
CA_n40A-n41A
	n8
	See n8 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n40
	See n40 channel bandwidths in Table 5.3.5-1 
	

	
	
	n41
	CA_n41C_BCS4 and 5 
	

	<Unchanged texts are omitted>

	CA_n40A-n41A-n79A
	CA_n40A-n41A
CA_n40A-n79A
CA_n41A-n79A
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 100
	

	
	
	n79
	, 40, 50, 60, 80, 100
	

	
	
	n40
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n41
	10, 15, 20, 40, 50, 60
	

	
	
	n79
	, 40, 50, 60, 80, 100
	

	
	
	n40
	See n40  channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	

	
	
	n79
	See n79 channel bandwidths in Table 5.3.5-1
	

	CA_n40A-n41C-n79A
	CA_n41C
CA_n41A-n79A
CA_n40A-n41A
CA_n40A-n79A
	n40
	See n40  channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41C_BCS4 and 5
	

	
	
	n79
	See n79 channel bandwidths in Table 5.3.5-1
	

	[bookmark: OLE_LINK13]<Unchanged texts are omitted>

	NOTE 1:	This UE channel bandwidth is applicable only to downlink
NOTE 2:	For the 20 MHz bandwidth, the minimum requirements are specified for NR UL carrier frequencies confined to either 713-723 MHz or 728-738 MHz.
NOTE 3: 	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.
NOTE 4:	The minimum requirements only apply for non-simultaneous Tx/Rx between all carriers for TDD combinations.
NOTE 5:	Simultaneous Rx/Tx capability for TDD combinations does not apply for UEs supporting band n78 with an n77 implementation.
NOTE 6:	Only single uplink carriers with power class other than PC3 are listed.
NOTE 7:	Power Class 2 is allowed for this uplink combination or single uplink carrier in this downlink/uplink combination
NOTE 8:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an SCell part of DC or CA configuration.
NOTE 9:	Power Class 1.5 is allowed for single uplink carrier in this downlink/uplink combination
NOTE 10: 	For a band combination which include band n7 and n38 simultaneously, carriers in band n7 and n38 can only be configured as downlink carriers. Power imbalance between downlink carriers on Band n7 and Band n38 is assumed to be within 6dB.
NOTE 11: UL carrier shall be supported in Band n28 only. Power imbalance between downlink carriers on Band 7 and Band 38 is assumed to be within 6dB.
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