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----------------------------------------------------- Beginning of Change ------------------------------------------------------------
Table A.3.2.2.5-12: PDSCH Reference Channel for TDD UL-DL pattern FR2.120-1 and HST-DPS scenario
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.5-12.1 TDD
	R.PDSCH.5-12.2 TDD
	
	
	

	Channel bandwidth
	MHz
	200
	200
	
	
	

	Subcarrier spacing
	kHz
	120
	120
	
	
	

	Allocated resource blocks
	PRBs
	132
	132
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	
	9
	9
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	
	13
	13
	
	
	

	Allocated slots per 2 frames
	
	127
	126
	
	
	

	MCS table
	
	64QAM
	64QAM
	
	
	

	MCS index
	
	17
	17
	
	
	

	Modulation
	
	64QAM
	64QAM
	
	
	

	Target Coding Rate
	
	0.43
	0.43
	
	
	

	Number of MIMO layers
	
	2
	2
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	
	1812
	1218
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	
	18
	18
	
	
	

	  For Slot i = 1
	
	18
	N/A (Note 4)
	
	
	

	Overhead for TBS determination
	
	6
	6
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	Bits
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	Bits
	6148057376
	6148057376
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	Bits
	90176
	90176
	
	
	

	  For Slot i = 1
	
	90176
	N/A (Note 4)
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	Bits
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	Bits
	24
	24
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	Bits
	24
	24
	
	
	

	  For Slot i = 1
	
	24
	N/A (Note 4)
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	CBs
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	CBs
	78
	78
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	CBs
	11
	11
	
	
	

	  For Slot i = 1
	
	11
	N/A (Note 4)
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	Bits
	N/A
	N/A
	
	
	

	  For Slots i = 2 and 82 (Note 3)
	Bits
	195696
	180720
	
	
	

	  For Slots i = 3 and 83 (Note 3)
	Bits
	131544122832
	116568107856
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	Bits
	146520137808
	146520137808
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {2,…,79,82,…,159}
	Bits
	210672
	210672
	
	
	

	  For Slot i = 1
	Bits
	210672
	N/A (Note 4)
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	520.138526.704
	515.629522.195
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
Note 3:	Binary Channel Bits are calculated under assumption of 52 PRBs TRS allocation when the number of allocated resource blocks are more than 52.
Note 4:	SS/PBCH block is transmitted in slot #1 with periodicity 20ms




------------------------------------------------------------- End of change ------------------------------------------------------------

