

	
3GPP TSG-RAN4 Meeting #108	R4-2312799
Toulouse, France, 21st Aug 2023 - 25th Aug 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.174
	CR
	0063
	rev
	-
	Current version:
	16.8.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	[NR_IAB-Perf] CR for TS 38.174 FRC Correction in PDCCH Table (NR_IAB, Rel-16, CAT F)

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	R4

	
	

	Work item code:
	NR_IAB-Perf
	
	Date:
	2023-08-11

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	The FRCs in PDCCH Table do not align with the Aggregation Level.

	
	

	Summary of change:
	Change the FRC for Test Number 2 from M-FR1-A.3.4-1 to M-FR1-A.3.4-2; and change the FRC for Test Number 3 from M-FR1-A.3.4-1 to M-FR1-A.3.4-3

	
	

	Consequences if not approved:
	Wrong SNR value in the measurement

	
	

	Clauses affected:
	8.2.2.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	AI 4.5

	
	

	This CR's revision history:
	



Page 1


<Start of change 1>
[bookmark: _Toc74583288][bookmark: _Toc76542101][bookmark: _Toc82450083][bookmark: _Toc82450731][bookmark: _Toc89949120][bookmark: _Toc98755509][bookmark: _Toc106182562][bookmark: _Toc137495169][bookmark: _Toc138775166][bookmark: _Toc138945945][bookmark: _Hlk142585422]8.2.2.2.2	Minimum requirements
The Pm-dsg shall be equal to or smaller than 1%, for the cases stated in Table 8.2.2.2.2-1 at the given SNR with the test parameters stated in Table 8.2.2.2.1-1.
Table 8.2.2.2.2-1: Minimum requirements for PDCCH
	Test number
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	CORESET RB
	CORESET duration
	Aggregation level
	FRC (Annex A)
	Propagation conditions (Annex I)
	Antenna configuration
	Pm-dsg (%)
	SNR
(dB)

	1
	40/30
	102
	1
	2
	M-FR1-A.3.4-1
	TDLA30-10
	1x4, ULA Low
	1
	2.1

	2
	40/30
	102
	1
	4
	M-FR1-A.3.4-12
	TDLA30-10
	1x4, ULA Low
	1
	0.7

	3
	40/30
	90
	1
	8
	M-FR1-A.3.4-13
	TDLA30-10
	2x4, ULA Low
	1
	-4.1
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