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------------------------------ Modified section ------------------------------
[bookmark: _Toc486924820][bookmark: _Toc66811430]4.8	Requirements for BS capable of multi-band operation
For BS capable of multi-band operation, the RF requirements in clause 6 and 7 apply for each supported operating band unless otherwise stated. For some requirements it is explicitly stated that specific additions or exclusions to the requirement apply for BS capable of multi-band operation. In the case of multiband operation of a BS, single-RAT operation and the corresponding applicability of the requirements for each operating band is determined based on the RAT configuration within only that operating band, unless otherwise stated.
For BS capable of multi-band operation, various structures in terms of combinations of different transmitter and receiver implementations (multi-band or single band) with mapping of transceivers to one or more antenna port(s) in different ways are possible. In the case where multiple bands are mapped on separate antenna connectors, the following applies:
-	Single-band transmitter spurious emissions, operating band unwanted emissions, ACLR, transmitter intermodulation and receiver spurious emissions requirements apply to each antenna connector.
-	If the BS is configured for single-band operation, single-band requirements shall apply to the antenna connector configured for single-band operation and no exclusions or provisions for multi-band capable BS are applicable. Single-band requirements are tested separately at the antenna connector configured for single-band operation, with all other antenna connectors terminated.
For a BS capable of multi-band operation supporting BC3 bands for TDD, the RF requirements in the present specification assume synchronized operation, where no simultaneous uplink and downlink occur between the bands.
The RF requirements in the present specification are FFS for multi-band operation supporting bands for both FDD and TDD are not covered by the present release of this specification.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc21092192][bookmark: _Toc29762407][bookmark: _Toc36026512][bookmark: _Toc37178839][bookmark: _Toc46222720][bookmark: _Toc61111533][bookmark: _Toc66810095][bookmark: _Toc74835933][bookmark: _Toc76502874][bookmark: _Toc89849850][bookmark: _Toc98662894]6.6.2.4.2	Unsynchronized operation for BC3 
In certain regions, the following requirements may apply to a TDD BS operating in BC3 in the same geographic area and in the same operating band as another TDD system without synchronisation. For this case the emissions shall not exceed -52 dBm/MHz in each supported downlink operating band except in:
-	The frequency range from 10 MHz below the lower Base Station RF Bandwidth edge to the frequency 10 MHz above the upper Base Station RF Bandwidth edge of each supported band.
NOTE 1: 	Local or regional regulations may specify another excluded frequency range, which may include frequencies where synchronised TDD systems operate.
NOTE 2:	TDD base stations that are synchronized and operating in BC3 can transmit without these additional co-existence requirements.
NOTE 3:	Unsynchronized operation for BC3 BS with any NR configuration is not covered by the present release of this specificationFFS.
------------------------------ End of modified section ------------------------------

