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Introduction
Briefly introduce background, the scope of this email discussion (e.g. list of treated agenda items) and provide some guidelines for email discussion if necessary.
This document is the summary for RRM Core requirements for NR_IDC_enh.
Topic #1: Title
Main technical topic overview. The structure can be done based on sub-agenda basis. 
Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2311847
	Xiaomi
	Proposal 1: No new RRM impact is expected for the DRX solution in Rel-18 IDC.
Proposal 2: No impacts on RRM requirements are expected for FDM solution in Rel-18 IDC.

	R4-2311852
	Xiaomi
	draft CR on introduction of the requirements for IDC enhancements for NR and MR-DC

	R4-2311914
	Apple
	Observation 1: With the latest LS from RAN2, there is no ambiguity in how to count the number of dropped UL slots in case of difference SCS used by CCs within the same CG.
Proposal 1: It is confirmed that no new RRM impact is expected for the DRX solution in Rel-18 IDC.
Proposal 2: A similar approach as adopted by LTE to defining RRM requirements can be implemented.

	[bookmark: OLE_LINK2][bookmark: OLE_LINK3]R4-2312364
	Ericsson
	[bookmark: OLE_LINK1]Proposal 1: Add a chapter to present the interpretations (as LS listed) for autonomous denial solution in clause 3.6 ﻿‘Applicability of requirements in this specification version’ of TS 38.133.

	R4-2312365
	Ericsson
	Proposal 1: No further enhancement on RRM requirements to deal with TDM/FDM IDC.

	R4-2312855
	Huawei, HiSilicon
	Proposal 1: No new RRM impact is expected for the DRX solution in Rel-18 IDC.
Proposal 2: RAN4 to clarify that measurement reporting delay can be longer when IDC autonomous denial is configured.
Proposal 3: RAN4 not to specify impact of FDM IDC solutions on RRM requirements.

	R4-2313369
	Nokia, Nokia Shanghai Bell
	Proposal 1:Introduce a generic requirement in 38.133 addressing that the existing requirements are to be met when UE is provided with IDC solution.
Proposal 2:Captured explicitly in each section if UE is allowed additional relaxation due to being provided with IDC solution. 
Proposal 3:Clarify in 36.133 that LTE autonomous denial configuration is only for the LTE frequency in EN-DC.



Open issues summary
Before Meeting, moderators shall summarize list of open issues, candidate options and possible WF (if applicable) based on companies’ contributions.
Sub-topic 1-1 RRM impact of TDM IDC solutions
Sub-topic description:
Open issues and candidate options before meeting:
Issue 1-1: RRM impact of DRX solution
· Proposals
· Option 1 (Xiaomi, Apple, Huawei): No new RRM impact is expected for the DRX solution in Rel-18 IDC. 
· Recommended WF
· Agree on option 1.

Issue 1-2: RRM impact of autonomous denial solution
For NR autonomous denial solution, a LS[R2-2306594] sent from RAN2 is copied below:
	1. Overall Description:
According to the RAN2#122 meeting discussion, RAN2 discussed the UE behaviours regarding how to count the number of dropped UL slots for autonomous denial across all CC(s) within the same CG and the combination configuration of the LTE autonomous denial configuration and the NR autonomous denial configuration in EN-DC. RAN2 achieved the following agreements for autonomous denial solution:
· [bookmark: _Hlk135838078]The LTE autonomous denial configuration is only for the LTE frequency in EN-DC.
· The UE sums up the denied UL slots together across all CC(s) in the CG.
· The UE sums up the UL slots together across all CC(s) in the CG as validity time period.
· The dropped/denied UL slots across CCs at the same time are counted as a single slot (based on longest slot). The details are up to UE implementation. 
2. Actions:
To RAN4
ACTION: RAN2 kindly asks RAN4 to take the above information into account for the further work, and define the corresponding RRM requirements if needed.


· Proposals
· Option 1 (Huawei, Nokia, Xiaomi): RAN4 to clarify that measurement reporting delay can be longer when IDC autonomous denial is configured. 
· Option 2 (Xiaomi, Nokia): Clarify that UE should meet the existing RRM requirements of L1 and L3 measurement for IDC solution.
· Option 3 (Nokia): Clarify in 36.133 that LTE autonomous denial configuration is only for the LTE frequency in EN-DC.
· Recommended WF
· Agree on option 1 and option 2, and discuss option 3.

Sub-topic 1-2 RRM impact of FDM IDC solution
Sub-topic description 
Open issues and candidate options before meeting:
Issue 1-2: RRM impact of FDM IDC solution
· Proposals
· Option 1 (Apple): A similar approach as adopted by LTE to defining RRM requirements can be implemented 
· Option 1a (Xiaomi): No impacts on RRM requirements are expected for FDM solution in Rel-18 IDC
· Option 1b (Ericsson): No further enhancement on RRM requirements to deal with TDM/FDM IDC
· Option 1c (Huawei): RAN4 not to specify impact of FDM IDC solutions on RRM requirements
· Recommended WF
· Agree on that no impacts on RRM requirements are expected for FDM solution in Rel-18 IDC.
	
Sub-topic 1-3 Spec impact
Sub-topic description 
Open issues and candidate options before meeting:
Issue 1-2: How to capture the agreements in TS 38.133
· Proposals
· Option 1 (Ericsson): Add a chapter to present the interpretations (as LS listed) for autonomous denial solution in clause 3.6 ‘Applicability of requirements in this specification version’ of TS 38.133.
· Option 2 (Nokia): Captured explicitly in each section if UE is allowed additional relaxation due to being provided with IDC solution.
· Option 3 (Nokia): Introduce a generic requirement in 38.133 addressing that the existing requirements are to be met when UE is provided with IDC solution.
· Recommended WF
· [bookmark: _GoBack]Discuss the options

