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1 Topic #1: Type-2 NR-CA/EN-DC UE for 2 layer MIMO case (non-collocated non-contiguous intra-band)
1.1.1 Sub-topic 1-1: UE supporting Type 2 NR-CA/EN-DC behavior configured between Type 1 and Type 2
< Issue 1-1: How UE supporting Type 2 NR-CA/EN-DC behaves between Type 1 and Type 2 >
· Proposals

· Option 1: Introduce new signaling during RRC Reconf. 

· Option 2: Reuse the existing RRC Reconf.
WF: 
· Take Option 1 as the baseline.
1.1.2 Sub-topic 1-2: UE RF requirements for Type 2 NR-CA/EN-DC
< Issue 1-2-1: Minimum frequency separation requirements >
Agreement
· Send LS to RAN5 to introduce the test condition for the conformance test for non-collocated non-contiguous ENDC/NRCA Type 2 UE.
· For test setting, center of BWanother relative to edge of BWwanted is assumed to be at least 80MHz+BWanother/2 away from the edge of the wanted CC in this release of the specification. 

< Issue 1-2-2: UL carrier within same TDD band or overlapping frequency range of DL carriers >
· Proposals

· Option 1
· There shall be no UL carrier within same TDD band or overlapping frequency range of DL carriers for non-collocated intra-band TDD NR CA combos due to mis-aligned UL/DL timing would introduce serious self-desense.
· Option 2
· There will never be simultaneous UE DL and UE UL at any point in time with synchronized TDD network and Guard period correctly dimensioned (based on largest overlap cell). Therefore, we do not think there is an issue.
WF

· Option 2. We do not think there is an issue in Rel-18. 
