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The Error Vector Magnitude is a measure of the difference between the reference waveform and the measured waveform. This difference is called the error vector. Before calculating the EVM, the measured waveform is corrected by the sample timing offset and RF frequency offset. Then the carrier leakage shall be removed from the measured waveform before calculating the EVM.
The measured waveform is further equalised using the channel estimates subjected to the EVM equaliser spectrum flatness requirement specified in sub-clauses 6.4.2.4 and 6.4.2.5. For DFT-s-OFDM waveforms, the EVM result is defined after the front-end FFT and IDFT as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %. For CP-OFDM waveforms, the EVM result is defined after the front-end FFT as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %.
The basic EVM measurement interval in the time domain is one preamble sequence for the PRACH and one slot for PUCCH and PUSCH in the time domain. The EVM measurement interval is reduced by any symbols that contains an allowable power transient in the measurement interval as as defined in clause 6.3.3.
The RMS average of the basic EVM measurements over 10 subframes for the average EVM case, and over 60 subframes for the reference signal EVM case, for the different modulation schemes shall not exceed the values specified in Table 6.4.2.1-1 for the parameters defined in Table 6.4.2.1-2 or 6.4.2.1-3, depending on UE power class. For EVM evaluation purposes, all 13 PRACH preamble formats and all 5 PUCCH formats are considered to have the same EVM requirement as QPSK modulated. 
The requirement is verified with the test metric of EVM (Link=TX beam peak direction, Meas=Link angle). 
Table 6.4.2.1-1: Minimum requirements for error vector magnitude
	
Parameter
	Unit
	Average EVM level
	Reference signal EVM level

	Pi/2 BPSK 
	%
	30.0
	30.0

	QPSK 
	%
	17.5
	17.5

	16 QAM 
	%
	12.5
	12.5

	64 QAM 
	%
	8.0
	8.0

	256 QAM
	%
	3.51
	3.51

	 NOTE 1: It is applicable for MCS#20,#21,#22 and #23 in band n257, n258 and n261 and MCS#20, #21 and #22 in band n259 and n260 as specified in TS38.214 Table 5.1.3.1-2.



Table 6.4.2.1-2: Parameters for Error Vector Magnitude for power class 1 in FR2-1
	
Parameter
	Unit
	Level

	UE EIRP
	dBm
	 4

	UE EIRP for UL 16 QAM
	dBm
	 7

	UE EIRP for UL 64 QAM
	dBm
	 11

	Operating conditions
	
	Normal conditions



Table 6.4.2.1-2a: Parameters for Error Vector Magnitude for power class 1 in FR2-2
	
	
	Level

	
Parameter
	Unit
	100 MHz
	400 MHz
	800 MHz
	1600 MHz
	2000 MHz

	UE EIRP
	dBm
	 4
	 2
	 5
	 8
	 9

	UE EIRP for UL 16 QAM
	dBm
	 7
	 5
	 8
	 11
	 12

	UE EIRP for UL 64 QAM
	dBm
	 11
	 9
	 12
	 15
	 16

	Operating conditions
	Normal Conditions

	NOTE 1:	PTRS is configured for 16 QAM and 64 QAM



Table 6.4.2.1-3: Parameters for Error Vector Magnitude for power class 2, 3, 4 and 7 in FR2-1
	
Parameter
	Unit
	Level

	UE EIRP
	dBm
	 -13

	UE EIRP for UL 16 QAM
	dBm
	 -10

	UE EIRP for UL 64 QAM
	dBm
	 -6

	Operating conditions
	
	Normal conditions



Table 6.4.2.1-3a: Parameters for Error Vector Magnitude for power class 3 in FR2-2
	
	
	Level

	
Parameter
	Unit
	100 MHz
	400 MHz
	800 MHz
	1600 MHz
	2000 MHz

	UE EIRP
	dBm
	 -13
	 -11
	 -8 
	 -5 
	 -4 

	UE EIRP for UL 16 QAM
	dBm
	 -10
	 -8 
	 -5 
	 -2 
	 -1 

	UE EIRP for UL 64 QAM
	dBm
	 -6
	 -4 
	 -1 
	 2 
	 3 

	Operating conditions
	Normal Conditions

	NOTE 1:	PTRS is configured for 16 QAM and 64 QAM



Table 6.4.2.1-3b: Parameters for Error Vector Magnitude for power class 2 in FR2-2
	
	
	Level

	
Parameter
	Unit
	100 MHz
	400 MHz
	800 MHz
	1600 MHz
	2000 MHz

	UE EIRP
	dBm
	 -13
	 -11
	 -8
	 -5
	 -4

	UE EIRP for UL 16 QAM
	dBm
	 -10
	 -8
	 -5
	 -2
	 -1

	UE EIRP for UL 64 QAM
	dBm
	 -6
	 -4
	 -1
	 2
	 3

	Operating conditions
	Normal Conditions

	NOTE 1:	PTRS is configured for 16 QAM and 64 QAM



Table 6.4.2.1-4: Parameters for Error Vector Magnitude for power class 5 in FR2-1
	
Parameter
	Unit
	Level

	UE EIRP
	dBm
	 -6

	UE EIRP for UL 16 QAM
	dBm
	 -3

	UE EIRP for UL 64 QAM
	dBm
	 1

	Operating conditions
	
	Normal conditions
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