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The number of RX antenna ports for different RF operating bands is up to UE declaration.
The UE shall support 2 or 4 RX antenna ports for different RF operating bands. The operating bands, where 4 RX antenna ports shall be the baseline, are defined in clause 7.2 of TS 38.101-1 [6]. The UE requirements applicability for UEs with different number of RX antenna ports is defined in Table 6.1.1.2-1.
Table 6.1.1.2-1: Requirements applicability
	Supported RX antenna ports
	Test type
	Test list

	UE supports only 2RX 
	CQI
	All tests in Clause 6.2.2

	
	PMI
	All tests in Clause 6.3.2

	
	RI
	All tests in Clause 6.4.2

	UE supports only 4RX or both 2RX and 4RX
	CQI
	All tests in Clause 6.2.3

	
	PMI
	All tests in Clause 6.3.3

	
	RI
	All tests in Clause 6.4.3

	UE supports 2Rx, 4Rx and 8Rx, or
UE supports 4Rx and 8Rx

	CQI
	Tests in Clause 6.2.3(Note 1)
All tests in Clause 6.2.4


	
	PMI
	All tests in Clause 6.3.3

	
	RI
	All tests in Clause 6.4.3

	UE supports 2Rx and 8Rx
	CQI
	Tests in Clause 6.2.2(Note 2)
All tests in Clause 6.2.4


	
	PMI
	All tests in Clause 6.3.2

	
	RI
	All tests in Clause 6.4.2

	UE supports only 8Rx
	CQI
	All tests in Clause 6.2.4

	
	PMI
	N/A

	
	RI
	N/A

	Note 1: 	8Rx capable UEs are tested on any of the 4Rx supported RF bands by connecting 4 out of 8 Rx with data source from system simulator, and the other 4 Rx are connected with zero input, depending on UE’s declaration and AP configuration. Requirements specified with 4Rx should be applied.
Note 2: 	8Rx capable UEs are tested on any of the 2Rx supported RF bands by connecting 2 out of 8 Rx with data source from system simulator, and the other 6 Rx are connected with zero input, depending on UE’s declaration and AP configuration. Requirements specified with 2Rx should be applied.



