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--------------Start of text proposal-------------
[bookmark: _Toc13080228][bookmark: _Toc29811727][bookmark: _Toc36817279][bookmark: _Toc37260196][bookmark: _Toc37267584][bookmark: _Toc44712186][bookmark: _Toc45893499][bookmark: _Toc53178221][bookmark: _Toc53178672][bookmark: _Toc61178898][bookmark: _Toc61179368][bookmark: _Toc67916664][bookmark: _Toc74663262][bookmark: _Toc82621802][bookmark: _Toc90422649][bookmark: _Toc106782842][bookmark: _Toc107311733][bookmark: _Toc107419317][bookmark: _Toc107474944][bookmark: _Toc114255537][bookmark: _Toc115186217][bookmark: _Toc123049031][bookmark: _Toc123051950][bookmark: _Toc123054419][bookmark: _Toc123717520][bookmark: _Toc124157096][bookmark: _Toc124266500][bookmark: _Toc131595858][bookmark: _Toc131740856][bookmark: _Toc131766390][bookmark: _Toc138837612][bookmark: _Toc138934698][bookmark: _Toc21127519]6.7.2	Minimum requirements for BS type 1-C
[bookmark: _Toc29811728][bookmark: _Toc36817280][bookmark: _Toc37260197][bookmark: _Toc37267585][bookmark: _Toc44712187][bookmark: _Toc45893500][bookmark: _Toc53178222][bookmark: _Toc53178673][bookmark: _Toc61178899][bookmark: _Toc61179369][bookmark: _Toc67916665][bookmark: _Toc74663263][bookmark: _Toc82621803][bookmark: _Toc90422650][bookmark: _Toc106782843][bookmark: _Toc107311734][bookmark: _Toc107419318][bookmark: _Toc107474945][bookmark: _Toc114255538][bookmark: _Toc115186218][bookmark: _Toc123049032][bookmark: _Toc123051951][bookmark: _Toc123054420][bookmark: _Toc123717521][bookmark: _Toc124157097][bookmark: _Toc124266501][bookmark: _Toc131595859][bookmark: _Toc131740857][bookmark: _Toc131766391][bookmark: _Toc138837613][bookmark: _Toc138934699]6.7.2.1	Co-location minimum requirements
For BS type 1-C, the wanted signal and interfering signal centre frequency is specified in table 6.7.2.1‑1, where interfering signal level is Rated total output power (Prated,t,AC) at antenna connector in the operating band – 30 dB.
The requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.
For a BS operating in non-contiguous spectrum, the requirement is also applicable inside a sub-block gap for interfering signal offsets where the interfering signal falls completely within the sub-block gap. The interfering signal offset is defined relative to the sub-block edges.
For a multi-band connector, the requirement shall apply relative to the Base Station RF Bandwidth edges of each supported operating band. In case the Inter RF Bandwidth gap is less than 3*BWChannel (where BWChannel is the minimal BS channel bandwidth of the band), the requirement in the gap shall apply only for interfering signal offsets where the interfering signal falls completely within the Inter RF Bandwidth gap.
The transmitter intermodulation level shall not exceed the unwanted emission limits in clauses 6.6.3, 6.6.4 and 6.6.5 in the presence of an NR interfering signal according to table 6.7.2.1-1.
Table 6.7.2.1-1: Interfering and wanted signals for the co-location transmitter intermodulation requirement
	Parameter
	Value

	Wanted signal type
	NR single carrier, or multi-carrier, or multiple intra-band contiguously or non-contiguously aggregated carriers, with NB-IoT operation in NR in-band if supported.

	Interfering signal type
	NR signal, the minimum BS channel bandwidth (BWChannel) with 15 kHz SCS of the band defined in clause 5.3.5.  

	Interfering signal level
	Rated total output power (Prated,t,AC) in the operating band – 30 dB

	Interfering signal centre frequency offset from the lower/upper edge of the wanted signal or edge of sub-block inside a sub-block gap
	
, for n=1, 2 and 3 

	NOTE 1:	Interfering signal positions that are partially or completely outside of any downlink operating band of the base station are excluded from the requirement, unless the interfering signal positions fall within the frequency range of adjacent downlink operating bands in the same geographical area. In case that none of the interfering signal positions fall completely within the frequency range of the downlink operating band, TS 38.141-1 [5] provides further guidance regarding appropriate test requirements. 
NOTE 2:	In Japan, NOTE 1 is not applied in Band n77, n78, n79.   
NOTE3:    In Band n100, n106, n26, n28, n85, each BWChannel in interfering signal type and interfering signal centre frequency is set to 5MHz when BS doesn’t support 3MHz bandwidth.
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