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------------------------------ Modified section ------------------------------
[bookmark: _Toc138882224][bookmark: _Toc137397981][bookmark: _Toc131537774][bookmark: _Toc124156014][bookmark: _Toc122013195][bookmark: _Toc115191365][bookmark: _Toc106201511][bookmark: _Toc98773751][bookmark: _Toc89955324][bookmark: _Toc82595293][bookmark: _Toc76545190][bookmark: _Toc75242844][bookmark: _Toc74961934][bookmark: _Toc66728130][bookmark: _Toc61182816][bookmark: _Toc58862823][bookmark: _Toc58860319][bookmark: _Toc53182578][bookmark: _Toc45884555][bookmark: _Toc37272309][bookmark: _Toc36645255][bookmark: _Toc29809870][bookmark: _Toc21100072]7.7	Receiver intermodulation
[bookmark: _Toc138882225][bookmark: _Toc137397982][bookmark: _Toc131537775][bookmark: _Toc124156015][bookmark: _Toc122013196][bookmark: _Toc115191366][bookmark: _Toc106201512][bookmark: _Toc98773752][bookmark: _Toc89955325][bookmark: _Toc82595294][bookmark: _Toc76545191][bookmark: _Toc75242845][bookmark: _Toc74961935][bookmark: _Toc66728131][bookmark: _Toc61182817][bookmark: _Toc58862824][bookmark: _Toc58860320][bookmark: _Toc53182579][bookmark: _Toc45884556][bookmark: _Toc37272310][bookmark: _Toc36645256][bookmark: _Toc29809871][bookmark: _Toc21100073]7.7.1	Definition and applicability
Third and higher order mixing of the two interfering RF signals can produce an interfering signal in the band of the desired channel. Intermodulation response rejection is a measure of the capability of the receiver to receive a wanted signal on its assigned channel frequency at the antenna connector for BS type 1-C or TAB connector for BS type 1-H in the presence of two interfering signals which have a specific frequency relationship to the wanted signal.
[bookmark: _Toc138882226][bookmark: _Toc137397983][bookmark: _Toc131537776][bookmark: _Toc124156016][bookmark: _Toc122013197][bookmark: _Toc115191367][bookmark: _Toc106201513][bookmark: _Toc98773753][bookmark: _Toc89955326][bookmark: _Toc82595295][bookmark: _Toc76545192][bookmark: _Toc75242846][bookmark: _Toc74961936][bookmark: _Toc66728132][bookmark: _Toc61182818][bookmark: _Toc58862825][bookmark: _Toc58860321][bookmark: _Toc53182580][bookmark: _Toc45884557][bookmark: _Toc37272311][bookmark: _Toc36645257][bookmark: _Toc29809872][bookmark: _Toc21100074]7.7.2	Minimum requirement
The minimum requirements for BS type 1-C and BS type 1-H are in TS 38.104 [2], clause 7.7.2.
[bookmark: _Toc138882227][bookmark: _Toc137397984][bookmark: _Toc131537777][bookmark: _Toc124156017][bookmark: _Toc122013198][bookmark: _Toc115191368][bookmark: _Toc106201514][bookmark: _Toc98773754][bookmark: _Toc89955327][bookmark: _Toc82595296][bookmark: _Toc76545193][bookmark: _Toc75242847][bookmark: _Toc74961937][bookmark: _Toc66728133][bookmark: _Toc61182819][bookmark: _Toc58862826][bookmark: _Toc58860322][bookmark: _Toc53182581][bookmark: _Toc45884558][bookmark: _Toc37272312][bookmark: _Toc36645258][bookmark: _Toc29809873][bookmark: _Toc21100075]7.7.3	Test purpose
[bookmark: _Toc66728134][bookmark: _Toc61182820][bookmark: _Toc58862827][bookmark: _Toc58860323][bookmark: _Toc53182582][bookmark: _Toc45884559][bookmark: _Toc37272313][bookmark: _Toc36645259][bookmark: _Toc29809874][bookmark: _Toc21100076]
The test purpose is to verify the ability of the BS receiver to inhibit the generation of intermodulation products in its non-linear elements caused by the presence of two high-level interfering signals at frequencies with a specific relationship to the frequency of the wanted signal.
[bookmark: _Toc138882228][bookmark: _Toc137397985][bookmark: _Toc131537778][bookmark: _Toc124156018][bookmark: _Toc122013199][bookmark: _Toc115191369][bookmark: _Toc106201515][bookmark: _Toc98773755][bookmark: _Toc89955328][bookmark: _Toc82595297][bookmark: _Toc76545194][bookmark: _Toc75242848][bookmark: _Toc74961938]7.7.4	Method of test
[bookmark: _Toc138882229][bookmark: _Toc137397986][bookmark: _Toc131537779][bookmark: _Toc124156019][bookmark: _Toc122013200][bookmark: _Toc115191370][bookmark: _Toc106201516][bookmark: _Toc98773756][bookmark: _Toc89955329][bookmark: _Toc82595298][bookmark: _Toc76545195][bookmark: _Toc75242849][bookmark: _Toc74961939][bookmark: _Toc66728135][bookmark: _Toc61182821][bookmark: _Toc58862828][bookmark: _Toc58860324][bookmark: _Toc53182583][bookmark: _Toc45884560][bookmark: _Toc37272314][bookmark: _Toc36645260][bookmark: _Toc29809875][bookmark: _Toc21100077]7.7.4.1	Initial conditions
Test environment: Normal; see annex B.2.
RF channels to be tested for single carrier (SC): M; see clause 4.9.1
Base Station RF Bandwidth positions to be tested for multi-carrier (MC) and/or CA:
-	MRFBW for single-band connector(s), see clause 4.9.1,
-	BRFBW_T'RFBW and B'RFBW_TRFBW for multi-band connector(s), see clause 4.9.1.
NOTE:	When testing in M (or MRFBW), if the interferer is fully or partially located outside the supported frequency range, then the test shall be done instead in B (or BRFBW) and T (or TRFBW), and only with the interferer located inside the supported frequency range.
[bookmark: _Toc138882230][bookmark: _Toc137397987][bookmark: _Toc131537780][bookmark: _Toc124156020][bookmark: _Toc122013201][bookmark: _Toc115191371][bookmark: _Toc106201517][bookmark: _Toc98773757][bookmark: _Toc89955330][bookmark: _Toc82595299][bookmark: _Toc76545196][bookmark: _Toc75242850][bookmark: _Toc74961940][bookmark: _Toc66728136][bookmark: _Toc61182822][bookmark: _Toc58862829][bookmark: _Toc58860325][bookmark: _Toc53182584][bookmark: _Toc45884561][bookmark: _Toc37272315][bookmark: _Toc36645261][bookmark: _Toc29809876][bookmark: _Toc21100078]7.7.4.2	Procedure
The minimum requirement is applied to all connectors under test.
For BS type 1-H the procedure is repeated until all TAB connectors necessary to demonstrate conformance have been tested; see clause 7.1.
1)	Connect the connector under test to measurement equipment as shown in annex D.2.7 for BS type 1-C and in annex D.4.6 for BS type 1-H. 
2)	For FDD operation, set the BS to transmit:
-	For single carrier operation set the connector under test to transmit at manufacturers declared rated carrier output power (Prated,c,AC or Prated,c,TABC, D.21).
-	For a connector under test declared to be capable of multi-carrier and/or CA operation (D.15-D.16) set the connector under test to transmit on all carriers configured using the applicable test configuration and corresponding power setting specified in clauses 4.7 and 4.8 using the corresponding test models or set of physical channels in clause 4.9.2.
3)	Set the signal generator for the wanted signal to transmit as specified in table 7.7.5-1 and 7.7.5-3.
4)	Set the signal generator for the interfering signal to transmit at the frequency offset and as specified in table 7.7.5-2 and 7.7.5-4.
5)	Measure the throughput according to annex A.1, as well as annex A.14 of TS 36.141 [24] for a BS declared to be capable of NB-IoT operation in NR in-band (D.41).
In addition, for a multi-band connector, the following steps shall apply:
6)	For multi-band connector and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.
[bookmark: _Toc138882231][bookmark: _Toc137397988][bookmark: _Toc131537781][bookmark: _Toc124156021][bookmark: _Toc122013202][bookmark: _Toc115191372][bookmark: _Toc106201518][bookmark: _Toc98773758][bookmark: _Toc89955331][bookmark: _Toc82595300][bookmark: _Toc76545197][bookmark: _Toc75242851][bookmark: _Toc74961941][bookmark: _Toc66728137][bookmark: _Toc61182823][bookmark: _Toc58862830][bookmark: _Toc58860326][bookmark: _Toc53182585][bookmark: _Toc45884562][bookmark: _Toc37272316][bookmark: _Toc36645262][bookmark: _Toc29809877][bookmark: _Toc21100079]7.7.5	Test requirements
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted signal at the assigned channel frequency and two interfering signals coupled to the BS type 1-C antenna connector or BS type 1-H TAB connector, with the conditions specified in tables 7.7.5-1 and 7.7.5-2 for intermodulation performance in any operating band except for band n46, n96 and n102, and 7.7.5-1a for band n46, n96 and n102 and in tables 7.7.5-3, and 7.7.5-4 for narrowband intermodulation performance. Narrowband intermodulation requirements are not applied for band n46, n96, n102 and n104. The reference measurement channel for the wanted signal is identified in tables 7.2.5-1 to 7.2.5-3 for each channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex E.
For NB-IoT operation in NR in-band, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted signal at the assigned channel frequency and two interfering signals coupled to the BS type 1-C antenna connector, with the conditions specified in tables 7.7.5-1 and 7.7.5-2 for intermodulation performance and in tables 7.7.5-3, and 7.7.5-4 for narrowband intermodulation performance. The reference measurement channel for the NB-IoT wanted signal is identified in clause 7.2.5 of TS 36.141 [24]. The characteristics of the interfering signal is further specified in annex E.
The subcarrier spacing for the modulated interfering signal shall in general be the same as the subcarrier spacing for the wanted signal, except for the case of wanted signal subcarrier spacing 60 kHz and BS channel bandwidth <=20MHz, for which the subcarrier spacing of the interfering signal should be 30 kHz.
The receiver intermodulation requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth edges. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.
For a BS operating in non-contiguous spectrum within any operating band, the narrowband intermodulation requirement applies in addition inside any sub-block gap in case the sub-block gap is at least as wide as the channel bandwidth of the NR interfering signal in table 7.7.5-2 or 7.7.5-4. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band connectors, the intermodulation requirement applies in addition inside any Inter RF Bandwidth gap, in case the gap size is at least twice as wide as the NR interfering signal centre frequency offset from the Base Station RF Bandwidth edge.
For a multi-band connectors, the narrowband intermodulation requirement applies in addition inside any Inter RF Bandwidth gap in case the gap size is at least as wide as the NR interfering signal in tables 7.7.5-2 and 7.7.5-4. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.
Table 7.7.5-1: General intermodulation requirement
	Base Station type
	Wanted Signal mean power (dBm)
	Mean power of interfering signals (dBm)
	Type of interfering signals

	Wide Area BS
	PREFSENS + 6 dB 
	-52
	

	Medium Range BS
	PREFSENS + 6 dB 
	-47
	See table 7.7.5-2

	Local Area BS
	PREFSENS + 6 dB 
	-44
	

	NOTE:	PREFSENS depends on the RAT and the BS class. For NR, PREFSENS depends also on the BS channel bandwidth as specified in TS 38.104 [2], table 7.2.2-1, 7.2.2-2 and 7.2.2-3. For NB-IoT, PREFSENS depends also on the sub-carrier spacing as specified in tables 7.2-5, 7.2-6 and 7.2-8 of TS 36.141 [24]. 



Table 7.7.5-1a: General intermodulation requirement for band n46, n96 and n102
	Base Station Type
	Wanted Signal mean power (dBm)
	Mean power of interfering signals (dBm)
	Type of interfering signals

	Medium Range BS
	PREFSENS +6 dB 
	-47
	See Table 7.7.5-2a

	Local Area BS
	PREFSENS +6 dB 
	-44
	

	NOTE:	PREFSENS depends on the RAT and the BS class. For NR, PREFSENS depends also on the BS channel bandwidth, see clause 7.2.5.




Table 7.7.5-2: Interfering signals for intermodulation requirement
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering signal centre frequency offset from the lower/upper Base Station RF Bandwidth edge (MHz)
	Type of interfering signal (Note 3)

	3
	±4.5
	CW

	
	±10.5
	3 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 15 RBs 

	5
	±7.5
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal, (Note 1)

	10
	±7.465
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal, (Note 1)

	15
	±7.43
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal, (Note 1)

	20
	±7.395
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal, (Note 1)

	25
	±7.465
	CW

	
	±25
	20MHz DFT-s-OFDM NR signal, (Note 2)

	30
	±7.43
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	35
	±7.44
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	40
	±7.45
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	45
	±7.37
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	50
	±7.35
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	60
	±7.49
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	70
	±7.42
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	80
	±7.44
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	90
	±7.46
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	100
	±7.48
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	NOTE 1:	For the 15 kHz subcarrier spacing, the number of RB is 25. For the 30 kHz subcarrier spacing, the number of RB is 10.
NOTE 2:	For the 15 kHz subcarrier spacing, the number of RB is 100. For the 30 kHz subcarrier spacing, the number of RB is 50. For the 60 kHz subcarrier spacing, the number of RB is 24. 
NOTE 3:	The RBs shall be placed adjacent to the transmission bandwidth configuration edge which is closer to the Base Station RF Bandwidth edge.



Table 7.7.5-2a: Interfering signals for intermodulation requirement for band n46, n96 and n102
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering signal centre frequency offset from the lower/upper Base Station RF Bandwidth edge (MHz)
	Type of interfering signal
(Note 2)

	10
	±7.57
	CW (Note 3)

	
	±25
	20 MHz DFT-s-OFDM NR signal (Note 1, 3)

	20
	±7.50
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal (Note 1)

	40
	±7.45
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal (Note 1)

	60
	±7.49
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal (Note 1)

	80
	±7.44
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal (Note 1)

	NOTE 1:	Number of RBs is 100 for 15 kHz subcarrier spacing and 50 for 30 kHz subcarrier spacing.
NOTE 2: 	The RBs shall be placed adjacent to the transmission bandwidth configuration edge which is closer to the Base Station RF Bandwidth edge.
NOTE 3:	This type of interfering signal is only applied for band n46, n96 and n102.



Table 7.7.5-3: Narrowband intermodulation performance requirement in FR1
	BS type
	Wanted signal mean power (dBm)
(Note 1)
	Mean power of interfering signals (dBm)
	Type of interfering signal

	Wide Area BS
	PREFSENS + 6 dB
	-52
	

	Medium Range BS
	PREFSENS + 6 dB
	-47
	See table 7.7.5-4

	Local Area BS
	PREFSENS + 6 dB
	-44
	

	NOTE 1:	PREFSENS depends on the RAT. For NR, PREFSENS depends also on the BS channel bandwidth as specified in TS 38.104 [2], table 7.2.2-1, 7.2.2-2 and 7.2.2-3. For NB-IoT, PREFSENS depends also on the sub-carrier spacing as specified in tables 7.2-5, 7.2-6 and 7.2-8 of TS 36.141 [24].
NOTE 2:	For NB-IoT, the requirement shall apply only for a FRC A1-3 of TS 36.141 [24] mapped to the frequency range at the channel edge adjacent to the interfering signals.
NOTE 3:	For NB-IoT, the frequency offset shall be adjusted to accommodate the IMD product to fall in the NB-IoT RB for NB-IoT operation in NR in-band.
NOTE 4:	For NB-IoT, if a BS RF receiver fails the test of the requirement, the test shall be performed with the CW interfering signal frequency shifted away from the wanted signal by 180 kHz and the NR interfering signal frequency shifted away from the wanted signal by 360 kHz. If the BS RF receiver still fails the test after the frequency shift, then the BS RF receiver shall be deemed to fail the requirement.



Table 7.7.5-4: Interfering signals for narrowband intermodulation requirement in FR1
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering RB centre frequency offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (kHz) (Note 3)
	Type of interfering signals

	3
	±360
	CW

	
	±960
	3 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 1 RB (Note 1)

	5
	±360
	CW

	
	±1420
	5 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	10
	±370
	CW

	
	±1960
	5 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	15 (Note 2)
	±380
	CW

	
	±1960
	5 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	20 (Note 2)
	±390
	CW

	
	±2320
	5 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	25 (Note 2)
	±325
	CW

	
	±2350
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	30 (Note 2)
	±335
	CW

	
	±2350
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	35 (Note 2)
	±345
	CW

	
	±2350
	20MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	40 (Note 2)
	±355
	CW

	
	±2710
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	45 (Note 2)
	±365
	CW

	
	±2710
	20MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	50 (Note 2)
	±375
	CW

	
	±2710
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	60 (Note 2)
	±395
	CW

	
	±2710
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	70 (Note 2)
	±415
	CW

	
	±2710
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	80 (Note 2)
	±435
	CW

	
	±2710
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	90 (Note 2)
	±365
	CW

	
	±2530
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	100 (Note 2)
	±385
	CW

	
	±2530
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	Note 1:	Interfering signal consisting of one resource block positioned at the stated offset, the BS channel bandwidth of the interfering signal is located adjacently to the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap.
Note 2:	This requirement shall apply only for a G-FRC mapped to the frequency range at the channel edge adjacent to the interfering signals.
Note 3:	The centre of the interfering RB refers to the frequency location between the two central subcarriers.



[bookmark: _Toc138882232][bookmark: _Toc137397989][bookmark: _Toc131537782][bookmark: _Toc124156022][bookmark: _Toc122013203][bookmark: _Toc115191373][bookmark: _Toc106201519]7.7.5.1	Additional narrowband intermodulation requirement for Band n100
The following requirement shall apply to BS operating in Band n100 in CEPT countries. For the wanted and interfering signals coupled to the antenna connector, using the parameters in table 7.7.5.1-1 and 7.7.5.1-2, the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channel.
Table 7.7.5.1-1: Additional narrowband intermodulation requirement for n100
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Type of interfering signals

	PREFSENS + 6dB
	Wide Area BS: -39 (Note 2)
	See Table 7.7.5.1-2

	NOTE 1:	PREFSENS depends on the BS channel bandwidth as specified in clause 7.2.2.
NOTE 2: 	Interfering signal mean power level was derived considering an interfering signal with 10% duty cycle. For more details, refer to TR 38.853.



Table 7.7.5.1-2: Interferer frequency offset for additional narrowband intermodulation requirement for n100
	BS channel bandwidth of the lowest carrier received (MHz)
	Interfering RB centre frequency offset from the lower Base Station RF Bandwidth edge (kHz) 
(Note 3)
	Type of interfering signal

	3
	-360
	CW

	
	-960
	3 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 1 RB (Note 1)

	5
	-360
	CW

	
	-1420
	5 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 1 RB (Note 1)

	[bookmark: _Hlk103765458]NOTE 1:	Interfering signal consisting of one resource block positioned at the stated offset, the BS channel bandwidth of the interfering signal is located adjacently to the lower Base Station RF Bandwidth edge.
NOTE 2:	This requirement shall apply only for a G-FRC mapped to the frequency range at the channel edge adjacent to the interfering signals.
NOTE 3: 	The centre of the interfering RB refers to the frequency location between the two central subcarriers.


------------------------------ End of modified section ------------------------------

