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3.2	Symbols
For the purposes of the present document, the following symbols apply:
ΔFGlobal	Granularity of the global frequency raster
ΔFRaster	Band dependent channel raster granularity
ΔfOOB	Δ Frequency of Out Of Band emission
ΔFTX-RX	Maximum deviation to the Tx-Rx carrier center frequency separation for asymmetric uplink/downlink channel bandwidth operation
∆MPRc	Allowed Maximum Power Reduction relaxation for serving cell c
ΔPPowerClass	Adjustment to maximum output power for a given power class
RB	The starting frequency offset between the allocated RB and the measured non-allocated RB
ΔRIB,c	Allowed reference sensitivity relaxation due to support for inter-band CA operation, for serving cell c
ΔRIBC	Allowed reference sensitivity relaxation due to support for intra-band contiguous CA operation
ΔRIBNC	Allowed reference sensitivity relaxation due to support for intra-band non-contiguous CA operation
ΔRIB,4R	Reference sensitivity adjustment due to support for 4 antenna ports
ΔRIB,8R	Reference sensitivity adjustment due to support for 8 antenna ports
ΔR1R	Reference sensitivity adjustment due to support for 1 antenna ports
ΔShift	Channel raster offset
TC	Allowed operating band edge transmission power relaxation
TC,c	Allowed operating band edge transmission power relaxation for serving cell c
ΔTIB,c	Allowed maximum configured output power relaxation due to support for inter-band CA operation, inter-band NR-DC operation and due to support for SUL operations, for serving cell c
BWChannel	Channel bandwidth
BWChannel,block	Sub-block bandwidth, expressed in MHz. BWChannel,block= Fedge,block,high- Fedge,block,low
BWChannel_CA	Aggregated channel bandwidth, expressed in MHz
BWChannel,max	Maximum channel bandwidth supported among all bands in a release
BWGB	max( BWGB,Channel(k) )
BWGB,Channel(k)	Minimum guard band defined in clause 5.3A.1 of carrier k
BWDL	Channel bandwidth for DL
BWUL	Channel bandwidth for UL
BWinterferer	Bandwidth of the interferer
Ceil(x)	Rounding upwards; ceil(x) is the smallest integer such that ceil(x) ≥ x
Floor(x)	Rounding downwards; floor(x) is the greatest integer such that floor(x) ≤ x
FC	RF reference frequency on the channel raster, given in table 5.4.2.2-1
FC,block, high	Fc of the highest transmitted/received carrier in a sub-block	
FC,block, low	Fc of the lowest transmitted/received carrier in a sub-block
FC,low	The Fc of the lowest carrier, expressed in MHz
FC,high	The Fc of the highest carrier, expressed in MHz
FDL_low	The lowest frequency of the downlink operating band
FDL_high	The highest frequency of the downlink operating band
FUL_low	The lowest frequency of the uplink operating band
FUL_high	The highest frequency of the uplink operating band
Fedge,block,low	The lower sub-block edge, where Fedge,block,low = FC,block,low - Foffset, low.
Fedge,block,high	The upper sub-block edge, where Fedge,block,high = FC,block,high + Foffset, high.
Fedge , low	The lower edge of aggregated channel bandwidth, expressed in MHz. Fedge,low = FC,low - Foffset,low.
Fedge, high	The higher edge of aggregated channel bandwidth, expressed in MHz. Fedge,high = FC,high + Foffset,high.
FInterferer (offset)	Frequency offset of the interferer (between the center frequency of the interferer and the carrier frequency of the carrier measured)
FInterferer	Frequency of the interferer
FIoffset	Frequency offset of the interferer (between the center frequency of the interferer and the closest edge of the carrier measured)
Foffset	Frequency offset from FC_high to the higher edge or FC_low to the lower edge.
Foffset,high	Frequency offset from FC,high to the upper UE RF Bandwidth edge, or from FC,block, high to the upper sub-block edge
Foffset,low	Frequency offset from FC,low to the lower UE RF Bandwidth edge, or from FC,block, low to the lower sub-block edge
FOOB	The boundary between the NR out of band emission and spurious emission domains
FREF	RF reference frequency
FREF-Offs	Offset used for calculating FREF
FREF, shift	RF reference frequency for Supplementary Uplink (SUL) bands, the uplink of all FDD bands, and TDD bands
Fuw (offset)	The frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the interferer
GBChannel	Minimum guard band defined in clause 5.3.3, expressed in kHz
LCRB	Transmission bandwidth which represents the length of a contiguous resource block allocation expressed in units of resources blocks
Max()	The largest of given numbers
Min()	The smallest of given numbers

	Physical resource block number
NRACLR	NR ACLR
NRB	Transmission bandwidth configuration, expressed in units of resource blocks
NRB_agg	The number of the aggregated RBs within the fully allocated aggregated channel bandwidth 
 for carrier 1 to j, where μ is defined in TS 38.211 [6]
NRB,c	The transmission bandwidth configuration of component carrier c, expressed in units of resource blocks
 for carrier j, where μ is defined in TS 38.211 [6]
NRB,largest BW	The largest transmission bandwidth configuration of the component carriers in the bandwidth combination, expressed in units of resource blocks
NRB,low	The transmission bandwidth configurations according to Table 5.3.2-1 for the lowest assigned component carrier in clause 5.3A.1
NRB,high	The transmission bandwidth configurations according to Table 5.3.2-1 for the highest assigned component carrier in clause 5.3A.1
NREF	NR Absolute Radio Frequency Channel Number (NR-ARFCN)
NREF-Offs	Offset used for calculating NREF
PCMAX	The configured maximum UE output power
PCMAX, c	The configured maximum UE output power for serving cell c
PCMAX, f, c	The configured maximum UE output power for carrier f of serving cell c in each slot
PEMAX	Maximum allowed UE output power signalled by higher layers
PEMAX, c	Maximum allowed UE output power signalled by higher layers for serving cell c
PInterferer	Modulated mean power of the interferer
Plargest BW	Power of the largest transmission bandwidth configuration of the component carriers in the bandwidth combination
PPowerClass	The nominal UE power (i.e., no tolerance)
P-MPRc	Power Management Maximum Power Reduction for serving cell c
PRB	The transmitted power per allocated RB, measured in dBm
PUMAX	The measured configured maximum UE output power
Puw	Power of an unwanted DL signal
Pw	Power of a wanted DL signal
RBstart	The lowest RB index of transmitted resource blocks
RBstart_CA	The lowest RB index of transmitted resource blocks for intra-band contiguous CA
SCSc	SCS for the component carrier c, expressed in kHz
SCSlargest BW	SCS for the largest transmission bandwidth configuration of the component carriers in the bandwidth combination, expressed in kHz
SCSlow	SCS for the lowest assigned component carrier in clause 5.3A.1, expressed in kHz
SCShigh	SCS for the highest assigned component carrier in clause 5.3A.1, expressed in kHz
tp		Transient Period value signalled by the UE
tpstart		Start position of transient period relative to the symbol boundary
T(PCMAX, f, c)	Tolerance for applicable values of PCMAX, f, c for configured maximum UE output power for carrier f of serving cell c
TL,c	Absolute value of the lower tolerance for the applicable operating band as specified in clause 6.2.1
SSREF	SS block reference frequency position
UTRAACLR	UTRA ACLR
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6.2.4	Configured transmitted power
The UE is allowed to set its configured maximum output power PCMAX,f,c for carrier f of serving cell c in each slot. The configured maximum output power PCMAX,f,c is set within the following bounds:
PCMAX_L,f,c ≤  PCMAX,f,c  ≤  PCMAX_H,f,c with
	PCMAX_L,f,c = MIN {PEMAX,c– ∆TC,c,  (PPowerClass – ΔPPowerClass) – MAX(MAX(MPRc+∆MPRc, A-MPRc)+ ΔTIB,c + ∆TC,c + ∆TRxSRS, P-MPRc) }
PCMAX_H,f,c = MIN {PEMAX,c,  PPowerClass – ΔPPowerClass }
where
	PEMAX,c is the value given by either the p-Max IE or the field additionalPmax of the NR-NS-PmaxList IE, whichever is applicable according to TS 38.331[7];
	PPowerClass is the maximum UE power specified in Table 6.2.1-1 and in Table 6.2F.1-1 for shared spectrum access operation, without taking into account the tolerance specified in the Table 6.2.1-1 and in Table 6.2F.1-1 for shared spectrum access operation;
	When  the IE powerBoostPi2BPSK is set to 1, PEMAX,c is increased by +3 dB for a power class 3 capable UE operating in TDD bands n40, n41, n77, n78, and n79 with PI/2 BPSK modulation and UE indicates support for UE capability powerBoosting-pi2BPSK and 40% or less symbols in certain evaluation period are used for UL transmission when PEMAX,c ≥ 20 dBm (The exact evaluation period is no less than one radio frame).
	When the IE powerBoostPi2BPSK is set to 1, ΔPPowerClass = -3 dB for a power class 3 capable UE operating in TDD bands n40, n41, n77, n78, and n79 with Pi/2 BPSK modulation and UE indicates support for UE capability powerBoosting-pi2BPSK and 40% or less slots in radio frame are used for UL transmission.
	ΔPPowerClass =
-	3 dB for a power class 2 capable UE or 6 dB for a power class 1.5 UE when P-max of 23 dBm or lower is indicated; or when the field of UE capability maxUplinkDutyCycle-PC2-FR1 is absent and the field of UE capability maxUplinkDutyCycle-PC1dot5-MPE-FR1 is absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than 50%; or when the field of UE capability maxUplinkDutyCycle-PC2-FR1 is not absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than maxUplinkDutyCycle-PC2-FR1 as defined in TS 38.306 (The exact evaluation period is no less than one radio frame); or when the field of UE capability maxUplinkDutyCycle-PC1dot5-MPE-FR1 is not absent and half the percentage of uplink symbols transmitted in a certain evaluation period is larger than maxUplinkDutyCycle-PC1dot5-MPE-FR1 as defined in TS 38.306 (The exact evaluation period is no less than one radio frame). 
-	3 dB for a power class 1.5 capable UE when P-max of between 23 dBm and 26 dB is indicated; or when the field of UE capability maxUplinkDutyCycle-PC2-FR1 is absent and the field of UE capability maxUplinkDutyCycle-PC1dot5-MPE-FR1 is absent and the percentage of uplink symbols transmitted in a certain evaluation period is between 25% and 50%; or when the field of UE capability maxUplinkDutyCycle-PC2-FR1 is not absent and the percentage of uplink symbols transmitted in a certain evaluation period is between maxUplinkDutyCycle-PC2-FR1 and maxUplinkDutyCycle-PC2-FR1/2 as defined in TS 38.306 (The exact evaluation period is no less than one radio frame); or when the field of UE capability maxUplinkDutyCycle-PC1dot5-MPE-FR1 is not absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than maxUplinkDutyCycle-PC1dot5-MPE-FR1 as defined in TS 38.306 (The exact evaluation period is no less than one radio frame).
-	3dB when the UE is configured with SUL configurations and the requirements of default power class are applied as specified in sub-clause 6.2C.1 on the band where UE indicates power class 2; 
-	3dB is applied during SRS transmission occasions with usage in SRS-ResourceSet set as ‘antennaSwitching’ with configured SRS resources in each SRS resource set(s) consisting of one SRS port when PC2 capable UE with txDiversity-r16 capability or PC1.5 capable UE further indicates SRS-TxSwitch capability ‘t1r2’ or ‘t1r4’ or ‘t1r1-t1r2’ or ‘t1r1-t1r2-t1r4’ or further indicates srs-AntennaSwitchingBeyond4RX-r17 as ‘t1r8’;
-	0 dB otherwise;
	∆TIB,c is the additional tolerance for serving cell c as specified in clause 6.2A.4.2 for NR CA, clause 6.2C.2 for SUL, or TS 38.101-3 clause  6.2B.4.2 for EN-DC; ∆TIB,c = 0 dB otherwise; In case the UE supports more than one of band combinations for V2X operating bands for concurrent operation, CA, SUL or DC, and an operating band belongs to more than one band combinations then
a)	When the operating band frequency range is ≤ 1 GHz, the applicable additional ∆TIB,c shall be the average value for all band combinations defined in clause 6.2A.4.2, 6.2C.2 in this specification and 6.2B.4.2 in TS 38.101-3 [3], truncated to one decimal place that apply for that operating band among the supported band combinations. In case there is a harmonic relation between low band UL and high band DL, then the maximum ∆TIB,c among the different supported band combinations involving such band shall be applied
b)	When the operating band frequency range is > 1 GHz, the applicable additional ∆TIB,c shall be the maximum value for all band combinations defined in clause 6.2A.4.2, 6.2C.2 in this specification and 6.2B.4.2 in TS 38.101-3 [3] for the applicable operating bands.
	∆TC,c = 1.5dB when NOTE 3 in Table 6.2.1-1 in 38.101-1 applies for a serving cell c, otherwise ∆TC,c = 0 dB ;
	MPRc and A-MPRc for serving cell c are specified in clause 6.2.2 and clause 6.2.3, respectively and in clause 6.2F.2 and clause 6.2F.3 respectively for shared spectrum access operation;
	∆MPRc for serving cell c is specified in clause 6.2.2 and in clause 6.2F.2 for shared spectrum access operation.
	∆TRxSRS is applied during SRS transmission occasions with usage in SRS-ResourceSet set as ‘antennaSwitching’ when 
a)	UE transmits SRS on the second SRS resource in every configured SRS resource set when the SRS-TxSwitch capability is indicated as 't1r2' or 't1r1-t1r2' 
b)	UE transmits SRS on the second, third and fourth SRS resources of the total 4 SRS resources from all configured SRS resource set(s) consisting of one SRS port when the SRS-TxSwitch capability is indicated as 't1r4' or, 't1r4-t2r4' or 't1r1-t1r2-t1r4' or, 't1r1-t1r2-t2r2-t1r4-t2r4' 
c)	UE transmits SRS from the second SRS port pair on the second SRS resource in every configured SRS resource set consisting of two SRS ports when the SRS-TxSwitch capability is indicated as ' t2r4' or ' t1r4-t2r4', or 't1r1-t1r2-t2r2-t2r4' or 't1r1-t1r2-t2r2-t1r4-t2r4', or
d)	UE transmits SRS to a DL-only carrier
e) UE transmits SRS on the second, third, fourth, fifth, sixth, senventh and eighth SRS resources of the total 8 SRS resources from all configured SRS resource set(s) consisting of one SRS port when the srs-AntennaSwitchingBeyond4RX-r17 capability is indicated as 't1r8' or 't1r8-t2r8', or
f) UE transmits SRS from the SRS port pair on the second, third and fourth SRS resource in every configured SRS resource set consisting of two SRS ports when the SRS-TxSwitch capability is indicated as ' t2r8' or ' t1r8-t2r8'.
For SRS-TxSwitch capabilities indicated as 't1r2', 't1r1-t1r2', 't1r4', 't1r4-t2r4', 't1r1-t1r2-t1r4', 't1r1-t1r2-t2r2-t2r4' or 't1r1-t1r2-t2r2-t1r4-t2r4', the following applies:
· 	The value of ∆TRxSRS is 4.5dB for bands whose FUL_high is higher than the FUL_low of n79 and 3 dB for bands whose FUL_high is lower than the FUL_low of n79 when the device is capable of power class 3 or power class 5 or power class 1.5 in the band, or when the device is capable of power class 2 in the band and ΔPPowerClass = 3 dB, or when UE indicating txDiversity-r16..  
· 	The value of ∆TRxSRS is 7.5dB for bands whose FUL_high is higher than the FUL_low of n79 and 6 dB for bands whose FUL_high is lower than the FUL_low of n79 during SRS transmission occasions with configured SRS resources consisting of one SRS port when the device is capable of power class 2 in the band and ΔPPowerClass = 0 dB and not indicating txDiversity-r16.
For SRS-TxSwitch capabilities indicated as 't1r8' or 't2r8', the following applies:
· The value of ∆TRxSRS is 5.5 dB for bands whose FUL_high is higher than the FUL_low of n79 and 4.0 dB for bands whose FUL_high is lower than the FUL_low of n79 when the device is capable of power class 3 or power class 5 or power class 1.5 in the band, or when the device is capable of power class 2 in the band and ΔPPowerClass = 3 dB, or when UE indicating txDiversity-r16. 
· The value of ∆TRxSRS is 8.5 dB for bands whose FUL_high is higher than the FUL_low of n79 and 7.0 dB for bands whose FUL_high is lower than the FUL_low of n79 during SRS transmission occasions with configured SRS resources consisting of one SRS port when the device is capable of power class 2 in the band and ΔPPowerClass = 0 dB and not indicating txDiversity-r16.
For SRS-TxSwitch capability indicated as 't1r8-t2r8', the following applies:
· The value of ∆TRxSRS is 6.0 dB for bands whose FUL_high is higher than the FUL_low of n79 and 4.5 dB for bands whose FUL_high is lower than the FUL_low of n79 when the device is capable of power class 3 or power class 5 or power class 1.5 in the band, or when the device is capable of power class 2 in the band and ΔPPowerClass = 3 dB, or when UE indicating txDiversity-r16. 
· The value of ∆TRxSRS is 9.0 dB for bands whose FUL_high is higher than the FUL_low of n79 and 7.5 dB for bands whose FUL_high is lower than the FUL_low of n79 during SRS transmission occasions with configured SRS resources consisting of one SRS port when the device is capable of power class 2 in the band and ΔPPowerClass = 0 dB and not indicating txDiversity-r16.
For other SRS transmissions ∆TRxSRS is zero;
	P-MPRc is the power management maximum power reduction for
a)	ensuring compliance with applicable electromagnetic energy absorption requirements and addressing unwanted emissions / self desense requirements in case of simultaneous transmissions on multiple RAT(s) for scenarios not in scope of 3GPP RAN specifications;
b)	ensuring compliance with applicable electromagnetic energy absorption requirements in case of proximity detection is used to address such requirements that require a lower maximum output power.
	The UE shall apply P-MPRc for serving cell c only for the above cases. For UE conducted conformance testing P-MPRc shall be 0 dB
NOTE 1:	P-MPRc was introduced in the PCMAX,f,c equation such that the UE can report to the gNB the available maximum output transmit power. This information can be used by the gNB for scheduling decisions.
NOTE 2:	P-MPRc may impact the maximum uplink performance for the selected UL transmission path.

TREF and Teval are specified in Table 6.2.4-1. For each TREF, the PCMAX,L,c for serving cell c are evaluated per Teval and given by the minimum  value taken over the transmission(s) within the Teval; the minimum PCMAX_L,f,c over one or more Teval is then applied for the entire TREF
Table 6.2.4-1: Evaluation and reference periods for Pcmax
	TREF
	Teval
	Teval with frequency hopping

	Physical channel length
	Physical channel length
	Min(Tno_hopping, Physical Channel Length)



The measured configured maximum output power PUMAX,f,c shall be within the following bounds:
	PCMAX_L,f,c  –  MAX{TL,c, T(PCMAX_L,f,c)}  ≤  PUMAX,f,c  ≤  PCMAX_H,f,c  +  T(PCMAX_H,f,c).
where the tolerance T(PCMAX,f,c) for applicable values of PCMAX,f,c is specified in Table 6.2.4-1. The tolerance TL,c is the absolute value of the lower tolerance for the applicable operating band as specified in Table 6.2.1-1 and in Table 6.2F.1-1 for shared spectrum access operation.
Table 6.2.4-1: PCMAX tolerance
	PCMAX,f,c  (dBm)
	Tolerance T(PCMAX,f,c) (dB)

	23 < PCMAX,c ≤ 33
	2.0

	21 ≤ PCMAX,c ≤ 23
	2.0

	20 ≤ PCMAX,c < 21
	2.5

	19 ≤ PCMAX,c < 20
	3.5

	18 ≤ PCMAX,c < 19
	4.0

	13 ≤ PCMAX,c < 18
	5.0

	8 ≤ PCMAX,c < 13
	6.0

	-40 ≤ PCMAX,c < 8
	7.0
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[bookmark: _Hlk75461937]The UE is required to be equipped with a minimum of two Rx antenna ports in all operating bands except for the bands n7, n38, n41, n48, n77, n78, n79, n104 where the UE is required to be equipped with a minimum of four Rx antenna ports. This requirement applies when the band is used as a standalone band or as part of a band combination.
For the single carrier REFSENS requirements in Clause 7, the UE shall be verified with two Rx antenna ports in all supported frequency bands, additional requirements for four Rx ports shall be verified in operating bands where the UE is equipped with four Rx antenna ports, and additional requirements for four and eight Rx ports shall be verified in operating bands where the UE is equipped with eight Rx antenna ports.
For Rx requirements other than single carrier REFSENS in Clause 7, the UE shall be verified with four or eight Rx antenna ports (selected based on the maximum Rx antenna port supported by the UE) and skip two Rx antenna ports requirements in operating bands where the UE is equipped with four Rx antenna ports, or skip both two and four Rx antenna ports requirements in operating bands where the UE is equipped with eight Rx antenna ports, otherwise, the UE shall be verified with two Rx antenna ports.
The above rules apply for all clauses with the exception of clause 7.9.
A Redcap UE is required to be equipped with a minimum of single Rx antenna port and maximum of two Rx antenna ports. Clause 7 requirements for four Rx antenna ports do not apply to a RedCap UE.


7.3	Reference sensitivity
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The reference sensitivity power level REFSENS is the minimum mean power applied to each one of the UE antenna ports for all UE categories, at which the throughput shall meet or exceed the requirements for the specified reference measurement channel.
In later clauses of Clause 7 where the value of REFSENS is used as a reference to set the corresponding requirement:
in all bands, the UE shall be verified against those requirements by applying the REFSENS value in Table 7.3.2-1a,  Table 7.3.2-1b and Table 7.3.2-1c or Table 7.3.2-1d with 2 Rx antenna ports tested;
for bands where the UE is required to be equipped with 4 Rx antenna ports, the UE shall additionally be verified against those requirements by applying the resulting REFSENS value derived from the requirement in Table 7.3.2-2 with 4 Rx antenna ports tested.
[for bands where the UE is equipped with 8 Rx antenna ports, the UE shall be verified against those requirements by applying the resulting REFSENS value derived from the requirement in Table 7.3.2-2a with 8 Rx antenna ports tested.]
7.3.2	Reference sensitivity power level
[bookmark: _Hlk78840538]The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2.2, A3.2 and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.2-1a, Table 7.3.2-1b, Table 7.3.2-1c, Table 7.3.2-1d and Table 7.3.2-2.

Table 7.3.2-1a: Two antenna port reference sensitivity QPSK PREFSENS for FDD bands
	[bookmark: _Hlk78840273]Operating band / SCS / Channel bandwidth

	Operating Band
	SCS kHz
	5
MHz
(dBm)
	10
MHz
(dBm)
	15
MHz
(dBm)
	20
MHz
(dBm)
	25
MHz
(dBm)
	30 MHz (dBm)
	35 MHz (dBm)
	40
MHz
(dBm)
	45 MHz (dBm)
	50
MHz
(dBm)

	n1
	15
	-100.0
	-96.8
	-95.0
	-93.8
	-92.7
	-91.9
	
	-90.6
	-90.1
	-89.6

	
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	-92.0
	
	-90.7
	-90.2
	-89.7

	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	-92.1
	
	-90.9
	-90.3
	-89.7

	n2
	15
	-98
	-94.8
	-93
	-91.8
	-90.7
	-84.1
	-83.6
	-81.5
	
	

	
	30
	
	-95.1
	-93.1
	-92
	-90.8
	-84.2
	-83.7
	-81.6
	
	

	
	60
	
	-95.5
	-93.4
	-92.2
	-90.9
	-84.3
	-83.8
	-81.7
	
	

	n3
	15
	-97.0
	-93.8
	-92.0
	-90.8
	-89.7
	-88.9
	-86.2
	-82.3
	-81.3
	-79.7

	
	30
	
	-94.1
	-92.1
	-91.0
	-89.8
	-89.0
	-86.3
	-82.4
	-81.4
	-79.8

	
	60
	
	-94.5
	-92.4
	-91.2
	-90.0
	-89.1
	-86.4
	-82.6
	-81.5
	-79.9

	n5
	15
	-98.0
	-94.8
	-93.0
	-86.8
	-84.8
	
	
	
	
	

	
	30
	
	-95.1
	-93.1
	-88.6
	-84.9
	
	
	
	
	

	n71
	15
	-98.0
	-94.8
	-93.0
	-91.8
	-90.7
	-89.9
	-89.2
	-88.6
	
	-81.5

	
	30
	
	-95.1
	-93.1
	-92.0
	-90.8
	-90.0
	-89.3
	-88.7
	
	-81.5

	
	60
	
	-95.5
	-93.4
	-92.2
	-91.0
	-90.1
	-89.4
	-88.9
	
	-81.5

	n8
	15
	-97.0
	-93.8
	-91.4
	-85.8
	-83.6
	
	-78.4
	
	
	

	
	30
	
	-94.1
	-91.7
	-87.2
	-84.7
	
	-78.5
	
	
	

	n12
	15
	-97.0
	-93.8
	-84.0
	
	
	
	
	
	
	

	
	30
	
	-94.1
	-84.1
	
	
	
	
	
	
	

	n13
	15
	-97.0
	-93.8
	
	
	
	
	
	
	
	

	
	30
	
	-94.1
	
	
	
	
	
	
	
	

	n14
	15
	-97.0
	-93.8
	
	
	
	
	
	
	
	

	
	30
	
	-94.1
	
	
	
	
	
	
	
	

	n18
	15
	-100.0
	-96.8
	-95.0
	
	
	
	
	
	
	

	
	30
	
	-97.1
	-95.1
	
	
	
	
	
	
	

	n20
	15
	-97.0
	-93.8
	-91.0
	-89.8
	
	
	
	
	
	

	
	30
	
	-94.1
	-91.1
	-90.0
	
	
	
	
	
	

	n24
	15
	-100.0
	-96.8
	
	
	
	
	
	
	
	

	
	30
	
	-97.1
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	
	
	
	
	
	
	
	

	n25
	15
	-96.5
	-93.3
	-91.5
	-90.3
	-89.3
	-82.2
	-81.7
	-79.5
	-77.6
	

	
	30
	
	-93.6
	-91.6
	-90.5
	-89.4
	-82.3
	-81.8
	-79.6
	-77.7
	

	
	60
	
	-94.0
	-91.9
	-90.7
	-89.6
	-82.4
	-81.9
	-79.7
	-77.8
	

	n26
	15
	-97.56
	-94.56
	-92.76
	-87.6
	-84.5
	-81.7
	
	
	
	

	
	30
	
	-94.86
	-92.76
	-87.7
	-84.6
	-81.8
	
	
	
	

	n28
	15
	-98.5
	-95.5
	-93.5
	-90.8
	-84.2
	-78.5
	
	
	
	

	
	30
	
	-95.6
	-93.6
	-91.0
	-84.2
	-78.6
	
	
	
	

	n30
	15
	-99.0
	-95.8
	
	
	
	
	
	
	
	

	
	30
	
	-96.1
	
	
	
	
	
	
	
	

	n65
	15
	-99.5
	-96.3
	-94.5
	-93.3
	
	
	
	
	
	-89.2

	
	30
	
	-96.6
	-94.6
	-93.5
	
	
	
	
	
	-89.3

	
	60
	
	-97.0
	-94.9
	-93.7
	
	
	
	
	
	-89.4

	n66
	15
	-99.5
	-96.3
	-94.5
	-93.3
	-92.2
	-91.4
	-90.7
	-90.1
	-89.6
	

	
	30
	
	-96.6
	-94.6
	-93.5
	-92.3
	-91.5
	-90.8
	-90.2
	-89.7
	

	
	60
	
	-97.0
	-94.9
	-93.7
	-92.5
	-91.6
	-90.9
	-90.4
	-89.8
	

	
	15
	-100.0
	-96.8
	-95.0
	-93.8
	-92.7
	
	
	
	
	

	n70
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	
	
	
	
	

	n71
	15
	-97.2
	-94.0
	-91.6
	-86.0
	-84.19
-74.810
	-82.59
-67.110
	-80.7

	
	
	

	
	30
	
	-94.3
	-91.9
	-87.4
	-84.29
-74.910
	-82.69
-67.210
	-80.8

	
	
	

	n74
	15
	-99.53
	-96.33
	-94.53
	-89.33
	
	
	
	
	
	

	
	30
	
	-96.63
	-94.63
	-89.53
	
	
	
	
	
	

	
	60
	
	-97.03
	-94.93
	-89.63
	
	
	
	
	
	

	n85
	15
	-97.0
	-93.8
	-84.0
	
	
	
	
	
	
	

	
	30
	
	-94.1
	-84.1
	
	
	
	
	
	
	

	n100
	15
	-100
	
	
	
	
	
	
	
	
	

	n105
	15
	-97.28
	-94.0
	-91.6
	-86.9
	-85.1
	-83.8
	-82.5
	
	
	

	
	30
	
	-94.3
	-91.9
	-87.9
	-85.5
	-84.3
	-82.6
	
	
	

	NOTE 1:	Four Rx antenna ports shall be the baseline for this operating band except for two Rx vehicular UE. Four Rx antenna ports for RedCap UE is not supported for this operating band.
NOTE 2:	The transmitter shall be set to PUMAX as defined in clause 6.2.4
NOTE 3:	The requirement is modified by -0.5 dB when the assigned NR channel bandwidth is confined within     1475.9 - 1510.9 MHz.
NOTE 4:	Void
NOTE 5:	Void
NOTE 6:	Values are modified by -0.5dB when carrier channel BW is between 865MHz and 894MHz.
NOTE 7:	Void.
NOTE 8:	DL channels overlapping the 612-617MHz range have 0.5dB added to the REFSENS
NOTE 9:	Applies to UEs that support a maximum uplink BW of 20 MHz in this band.
NOTE 10:	Applies to UEs that support optional symmetric UL/DL for this BW.



Table 7.3.2-1b: Two antenna port reference sensitivity QPSK PREFSENS for TDD, SDL and FDD with variable duplex operation bands
	[bookmark: _Hlk78840377]Operating band / SCS / Channel bandwidth / REFSENS

	Operating band
	SCS
kHz
	Channel bandwidth (MHz)
	REFSENS (dBm)8
	Duplex Mode

	n297
	15
	5,10
	-97 + 10log10(NRB/25)
	SDL

	
	30
	10
	-94.1 + 10log10(NRB/24)
	

	n34
	15
	5, 10, 15
	-100 + 10log10(NRB/25)
	TDD

	
	30
	10, 15
	-97.1 + 10log10(NRB/24)
	

	
	60
	10, 15
	-97.5 + 10log10(NRB/11)
	

	n381
	15
	5, 10, 15, 20, 25, 30, 40
	-100 + 10log10(NRB/25)
	TDD

	
	30
	10, 15, 20, 25, 30, 40
	-97.1 + 10log10(NRB/24)
	

	
	60
	10, 15, 20, 25, 30, 40
	-97.5 + 10log10(NRB/11)
	

	n39
	15
	5, 10, 15, 20, 25, 30, 40
	-100 + 10log10(NRB/25)
	TDD

	
	30
	10, 15, 20, 25, 30, 40
	-97.1 + 10log10(NRB/24)
	

	
	60
	10, 15, 20, 25, 30, 40
	-97.5 + 10log10(NRB/11)
	

	n40
	15
	5, 10, 15, 20, 25, 30, 40, 50
	-100 + 10log10(NRB/25)
	TDD

	
	30
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	-97.1 + 10log10(NRB/24)
	

	
	60
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	-97.5 + 10log10(NRB/11)
	

	n411, n901
	15
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	-94.8 + 10log10(NRB/52)
	TDD

	
	30
	10, 15, 20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	-95.1 + 10log10(NRB/24)
	

	
	60
	10, 15, 20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	-95.5 + 10log10(NRB/11)
	

	n481
	15
	5, 10, 15, 20, 30, 40, 505
	-99 + 10log10(NRB/25)
	TDD

	
	30
	10, 15, 20, 30, 40, 505, 605, 705, 805, 905, 1005
	-96.1 + 10log10(NRB/24)
	

	
	60
	10, 15, 20, 30, 40, 505, 605, 705, 805, 905, 1005
	-96.5 + 10log10(NRB/11)
	

	n50
	15
	5, 10, 15, 20, 30, 40, 50
	-100 + 10log10(NRB/25)
	TDD

	
	30
	10, 15, 20, 30, 40, 50, 60, 80
	-97.1 + 10log10(NRB/24)
	

	
	60
	10, 15, 20, 30, 40, 50, 60, 80
	-97.5 + 10log10(NRB/11)
	

	n51
	15
	5
	-100
	TDD

	n53
	15
	5, 10
	-100 + 10log10(NRB/25)
	TDD

	
	30
	10
	-97.1
	

	
	60
	10
	-97.5
	

	n54
	15
	5
	-100
	TDD

	n677
	15
	5, 10, 15, 20
	-100 + 10log10(NRB/25)
	SDL

	
	30
	10, 15, 20
	-97.1 + 10log10(NRB/24)
	

	n757
	15
	5,10,15,20,25,30,40,50
	-100 + 10log10(NRB/25)
	SDL

	
	30
	10,15,20,25,30,40,50
	-97.1 + 10log10(NRB/24)
	

	
	60
	10,15,20,25,30,40,50
	-97.5 + 10log10(NRB/11)
	

	n767
	15
	5
	-95.3 + 10log10(NRB/52)
	SDL

	n771,4
	15
	10, 15, 20, 25, 30, 40, 50
	-95.3 + 10log10(NRB/52)
	TDD

	
	30
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	-95.6 + 10log10(NRB/24)
	

	
	60
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	-96.0 + 10log10(NRB/11)
	

	n781
	15
	10, 15, 20, 25, 30, 40, 50
	-95.8 + 10log10(NRB/52)
	TDD

	
	30
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	-96.1 + 10log10(NRB/24)
	

	
	60
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	-96.5 + 10log10(NRB/11)
	

	n791
	15
	10, 20, 30, 40, 50
	-95.8 + 10log10(NRB/52)
	TDD

	
	30
	10, 20, 30, 40, 50, 60, 70, 80, 90, 100
	-96.1 + 10log10(NRB/24)
	

	
	60
	10, 20, 30, 40, 50, 60, 70, 80, 90, 100
	-96.5 + 10log10(NRB/11)
	

	n91
	15
	5
	-100
	FDD

	n92
	15
	5,10,15,20
	-100 + 10log10(NRB/25)
	FDD

	
	30
	10,15,20
	-97.1 + 10log10(NRB/24)
	

	n93
	15
	5
	-100
	FDD

	n94
	15
	5,10,15,20
	-100 + 10log10(NRB/25)
	FDD

	
	30
	10,15,20
	-97.1 + 10log10(NRB/24)
	

	n101
	15
	5, 10
	-100 + 10log10(NRB/25)
	TDD

	
	30
	10
	-97.1 + 10log10(NRB/24)
	

	n1041,10
	15
	20, 30, 40, 50
	-90.7 + 10log10(NRB/106)
	TDD

	
	30
	20, 30, 40, 50, 60, 70, 80, 90, 100
	-90.8 + 10log10(NRB/51)
	

	
	60
	20, 30, 40, 50, 60, 70, 80, 90, 100
	-91.1 + 10log10(NRB/24)
	

	NOTE 1:	Four Rx antenna ports shall be the baseline for this operating band except for two Rx vehicular UE. Four Rx antenna ports for RedCap UE is not supported for this operating band.
NOTE 2:	The transmitter shall be set to PUMAX as defined in clause 6.2.4.
NOTE 3:	Void
NOTE 4:	The requirement is modified by -0.5 dB when the assigned UE channel bandwidth is confined within 3300 - 3800 MHz.
NOTE 5:	For these bandwidths, the minimum requirements are restricted to operation when carrier is configured as a downlink carrier part of CA configuration.
NOTE 6:	Void
NOTE 7:	For SDL bands, the reference sensitivity requirements shall be verified by inter-band CA combinations with SDL band, which are supported by UE.
NOTE 8:	The REFSENS value is rounded to the nearest number down to one decimal point. “NRB” in REFSENS formula is the maximum transmission bandwidth configuration as defined in Table 5.3.2-1.
NOTE 9:	Void.
NOTE 10:	A UE may implement two RX antenna ports for band n104 when conditions are met. The exact conditions are FFS.



For power class 2 UEs, certain degradation of the reference sensitivity in Table 7.3.2-1a is allowed. The maximum amount of degradation is specified in Table 7.3.2-1c, and in Table 7.3.2-1d for a UE that indicates txDiversity-r16 [15].
Table 7.3.2-1c Reference Sensitivity Degradation from PC3 to PC2 for FDD bands for UE not supporting Tx Diversity
	Operating Band
	5
MHz
(dB)
	10
MHz
(dB)
	15
MHz
(dB)
	20
MHz
(dB)
	25
MHz
(dB)
	30 MHz (dB)
	35 MHz (dB)
	40
MHz
(dB)
	45 MHz (dB)
	50
MHz
(dB)

	n1
	0
	0
	0
	0
	0
	0
	-
	0
	0
	0

	n3
	0.5
	0.5
	0.5
	0.5
	0.6
	0.8
	1.1
	1.5
	2.3
	2.8

	NOTE 1:	The transmitter shall be set to PUMAX as defined in clause 6.2.4



[bookmark: OLE_LINK2][bookmark: OLE_LINK1][bookmark: OLE_LINK5]Table 7.3.2-1d Reference Sensitivity Degradation from PC3 to PC2 for FDD bands for UE supporting Tx Diversity
	Operating Band
	5
MHz
(dB)
	10
MHz
(dB)
	15
MHz
(dB)
	20
MHz
(dB)
	25
MHz
(dB)
	30 MHz (dB)
	35 MHz (dB)
	40
MHz
(dB)
	45 MHz (dB)
	50
MHz
(dB)

	n1
	0
	0
	0
	0
	0
	0
	-
	0
	0
	0

	n3
	1.4
	1.5
	1.5
	1.5
	1.6
	1.7
	2.8
	5
	5.5
	6.0

	NOTE 1:	The transmitter shall be set to PUMAX as defined in clause 6.2G.4



For UE(s) equipped with 4 Rx antenna ports, reference sensitivity for 2Rx antenna ports in Table 7.3.2-1a and in Table 7.3.2-1b shall be modified by the amount given in ΔRIB,4R in Table 7.3.2-2 for the applicable operating bands.
Table 7.3.2-2: Four antenna port reference sensitivity allowance ΔRIB,4R
	Operating band
	ΔRIB,4R (dB)

	n5, n8, n28, n71, n85, n105
	-2.71

	n1, n2, n3, n25, n30, n40, n7, n34, n38, n39, n41, n66, n70
	-2.7

	n48, n77, n78, n79, n104
	-2.2

	NOTE 1:	4 Rx operation is targeted for FWA form factor



For UE(s) equipped with 8 Rx antenna ports, reference sensitivity for 2Rx antenna ports in Table 7.3.2-1a and in Table 7.3.2-1b shall be modified by the amount given in ΔRIB,8R in Table 7.3.2-2a for the applicable operating bands.
Table 7.3.2-2a: Eight antenna port reference sensitivity allowance ΔRIB,8R
	Operating band
	ΔRIB,8R (dB)

	n7
	-4.5

	n41
	-4.3

	n77, n78, n79
	-4.0

	NOTE 1:	8 Rx operation is targeted for FWA/CPE/Vehicle/Industrial devices form factor.
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The reference receive sensitivity (REFSENS) requirement specified in Table 7.3.2-1a, Table 7.3.2-1b, Table 7.3.2-1c, Table 7.3.2-1d, and Table 7.3.2-2, and Table 7.3.2-2a shall be met with uplink transmission bandwidth less than or equal to that specified in Table 7.3.2-3.
3GPP

Table 7.3.2-3: Uplink configuration for reference sensitivity
	Operating band / SCS (kHz) / Channel bandwidth (MHz) / Duplex mode

	Operating Band
	SCS
	5
	10
	15
	20
	25
	30
	35
	40
	45
	50
	60
	70
	80
	90
	100
	Duplex Mode

	n1
	15
	25
	501
	751
	1001
	1281
	1281
	
	1281
	1281
	1281
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	501
	641
	641
	
	641
	641
	641
	
	
	
	
	
	

	
	60
	
	101
	18
	24
	301
	301
	
	301
	301
	301
	
	
	
	
	
	

	n2
	15
	25
	501
	501
	501
	501
	481
	401
	401
	
	
	
	
	
	
	
	FDD

	
	30
	101
	24
	241
	241
	241
	241
	201
	201
	
	
	
	
	
	
	
	

	
	60
	
	101
	101
	101
	101
	101
	101
	101
	
	
	
	
	
	
	
	

	n3
	15
	25
	501
	501
	501
	501
	501
	501
	501
	501
	501
	
	
	
	
	
	FDD

	
	30
	
	24
	241
	241
	241
	241
	241
	241
	241
	241
	
	
	
	
	
	

	
	60
	
	101
	101
	101
	101
	101
	101
	101
	101
	101
	
	
	
	
	
	

	n5
	15
	25
	251
	201
	201
	Note 5
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	121
	101
	101
	Note 5
	
	
	
	
	
	
	
	
	
	
	

	n7
	15
	25
	501
	751
	751
	721
	641
	451
	451
	
	451
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	361
	361
	321
	201
	201
	
	201
	
	
	
	
	
	

	
	60
	
	101
	18
	181
	181
	161
	101
	101
	
	101
	
	
	
	
	
	

	n8
	15
	25
	251
	201
	201
	Note 5
	
	Note 5
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	121
	101
	101
	Note 5
	
	Note 5
	
	
	
	
	
	
	
	
	

	n12
	15
	201
	201
	201
	
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	
	
	
	
	
	
	
	
	
	
	
	
	

	n13
	15
	201
	201
	
	
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n14
	15
	201
	201
	
	
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n18
	15
	25
	251
	251
	
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	
	
	
	
	
	
	
	
	
	
	
	
	

	n20
	15
	25
	201
	202
	202
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	102
	102
	
	
	
	
	
	
	
	
	
	
	
	

	n24
	15
	25
	50
	
	
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	24
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	10
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n25
	15
	25
	501
	501
	501
	501
	481
	401
	401
	Note 5
	
	
	
	
	
	
	FDD

	
	30
	
	24
	241
	241
	241
	241
	201
	201
	Note 5
	
	
	
	
	
	
	

	
	60
	
	101
	101
	101
	101
	101
	101
	101
	Note 5
	
	
	
	
	
	
	

	n26
	15
	25
	251
	251
	251
	Note 5
	Note 5
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	121
	121
	121
	Note 5
	Note 5
	
	
	
	
	
	
	
	
	
	

	n28
	15
	25
	251
	251
	251
	251
	251
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	101
	101
	101
	
	
	
	
	
	
	
	
	
	

	n30
	15
	201
	201
	
	
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n34
	15
	25
	50
	75
	
	
	
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	10
	18
	
	
	
	
	
	
	
	
	
	
	
	
	

	n38
	15
	25
	50
	75
	100
	128
	160
	
	216
	
	
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	64
	75
	
	100
	
	
	
	
	
	
	
	

	
	60
	
	10
	18
	24
	30
	36
	
	50
	
	
	
	
	
	
	
	

	n39
	15
	25
	50
	75
	100
	128
	160
	
	216
	
	
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	64
	75
	
	100
	
	
	
	
	
	
	
	

	
	60
	
	10
	18
	24
	30
	36
	
	50
	
	
	
	
	
	
	
	

	n40
	15
	25
	50
	75
	100
	128
	160
	
	216
	
	270
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	64
	75
	
	100
	
	128
	162
	180
	216
	243
	270
	

	
	60
	
	10
	18
	24
	30
	36
	
	50
	
	64
	75
	90
	100
	120
	135
	

	n41, n90
	15
	25
	50
	75
	100
	128
	160
	180
	216
	240
	270
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	64
	75
	90
	100
	108
	128
	162
	180
	216
	243
	270
	

	
	60
	
	10
	18
	24
	30
	36
	40
	50
	54
	64
	75
	90
	100
	120
	135
	

	n48
	15
	25
	50
	75
	100
	
	160
	
	216
	
	
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	
	75
	
	100
	
	
	
	
	
	
	
	

	
	60
	
	10
	18
	24
	
	36
	
	50
	
	
	
	
	
	
	
	

	n50
	15
	25
	50
	75
	100
	
	160
	
	216
	
	270
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	
	75
	
	100
	
	128
	162
	
	Note 3
	
	
	

	
	60
	
	10
	18
	24
	
	36
	
	50
	
	64
	75
	
	Note 3
	
	
	

	n51
	15
	25
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	TDD

	n53
	15
	25
	50
	
	
	
	
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	24
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	10
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n54
	15
	25
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	TDD

	n65
	15
	25
	501
	751
	1001
	
	
	
	
	
	1281
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	501
	
	
	
	
	
	641
	
	
	
	
	
	

	
	60
	
	101
	18
	24
	
	
	
	
	
	301
	
	
	
	
	
	

	n66
	15
	25
	501
	751
	1001
	1281
	160
	1801
	216
	[2401]
	
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	501
	641
	751
	901
	1001
	[1081]
	
	
	
	
	
	
	

	
	60
	
	101
	18
	24
	301
	361
	401
	501
	[541]
	
	
	
	
	
	
	

	n70
	15
	25
	501
	751
	Note 3
	Note 3
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	Note 3
	Note 3
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	101
	18
	Note 3
	Note 3
	
	
	
	
	
	
	
	
	
	
	

	n71
	15
	25
	251
	201
	201
	201,6
	201,6
	Note 5
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	121
	101
	101
	101,6
	101,6
	Note 5
	
	
	
	
	
	
	
	
	

	n74
	15
	25
	251
	251
	251
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	101
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	51
	51
	51
	
	
	
	
	
	
	
	
	
	
	
	

	n77
	15
	
	50
	75
	100
	128
	160
	
	216
	
	270
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	64
	75
	
	100
	
	128
	162
	180
	216
	243
	270
	

	
	60
	
	10
	18
	24
	30
	36
	
	50
	
	64
	75
	90
	100
	120
	135
	

	n78
	15
	
	50
	75
	100
	128
	160
	
	216
	
	270
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	64
	75
	
	100
	
	128
	162
	180
	216
	243
	270
	

	
	60
	
	10
	18
	24
	30
	36
	
	50
	
	64
	75
	90
	100
	120
	135
	

	n79
	15
	
	50
	
	100
	
	160
	
	216
	
	270
	
	
	
	
	
	TDD

	
	30
	
	24
	
	50
	
	75
	
	100
	
	128
	162
	180
	216
	243
	270
	

	
	60
	
	10
	
	24
	
	36
	
	50
	
	64
	75
	90
	100
	120
	135
	

	n85
	15
	201
	201
	201
	
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	
	
	
	
	
	
	
	
	
	
	
	
	

	n91
	15
	254
	201,4
	
	
	
	
	
	
	
	
	
	
	
	
	
	FDD

	n92
	15
	25
	201
	201
	201
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	101
	
	
	
	
	
	
	
	
	
	
	
	

	n93
	15
	254
	251,4
	
	
	
	
	
	
	
	
	
	
	
	
	
	FDD

	n94
	15
	25
	251
	201
	201
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	121
	101
	101
	
	
	
	
	
	
	
	
	
	
	
	

	n100
	15
	25
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	FDD

	n101
	15
	25
	50
	
	
	
	
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	24
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n104
	15
	
	
	
	100
	
	
	
	216
	
	270
	
	
	
	
	
	TDD

	
	30
	
	
	
	50
	
	
	
	100
	
	128
	162
	180
	216
	243
	270
	

	
	60
	
	
	
	24
	
	
	
	50
	
	64
	75
	90
	100
	120
	135
	

	n105
	15
	25
	251
	201
	201
	Note 5
	Note 5
	Note 5
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	121
	101
	101
	Note 5
	Note 5
	Note 5
	
	
	
	
	
	
	
	
	

	Note 1:	UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.3.2-1).
Note 2:	For Band 20; for 15 kHz SCS, in the case of 15 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 11 and in the case of 20 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 16; for 30 kHz SCS, in the case of 15 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 6 and in the case of 20 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 8; for 60 kHz SCS, in the case of 15 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 3 and in the case of 20 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 4;
Note 3:	For DL channel bandwidths that do not have symmetric UL channel bandwidth, highest valid UL configuration with lowest TX-RX separation (Table 5.4.4-1) shall be used unless otherwise specified.
Note 4:	For band n91 and n93, largest supported UL bandwidth configuration shall be used.
Note 5:	For this DL channel bandwidth, the UL configuration of the highest UL channel bandwidth specified in Table 5.3.6-1 and the default Tx-Rx frequency separation specified in Table 5.4.4-1 shall be used.
Note 6:	UEs supporting the optional symmetrical UL/DL bandwidths shall use this UL configuration. UEs not supporting this uplink channel BW shall use the configuration for 20 MHz.




Unless given by Table 7.3.2-4, the minimum requirements specified in Tables 7.3.2-1a, Tables 7.3.2-1b, Tables 7.3.2-1c, Tables 7.3.2-1d and 7.3.2-2 shall be verified with the network signalling value NS_01 (Table 6.2.3-1) configured.

Table 7.3.2-4: Network signaling value for reference sensitivity
	Operating band
	Network Signalling value

	n2
	NS_03

	n12
	NS_06

	n13
	NS_06

	n14
	NS_06

	n24
	NS_56

	n25
	NS_03

	n30
	NS_21

	n48
	NS_27

	n53
	NS_45

	n54
	NS_62

	n66
	NS_03

	n70
	NS_03

	n71
	NS_35

	n85
	NS_06
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