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[bookmark: OLE_LINK6]Issue 1-1:  The test signals for type1-C, 1-H and 1-O.
Agreement online: 
· The test signals for type1-C, 1-H and 1-O in TS 38.141-1 and 38.141-2 could be reused by ATG BS.

[bookmark: OLE_LINK16]Issue 1-2:  Test configuration for ATG BS single carrier in TS38.141-1.
WF: Follow sections 4.8.3 and 4.9.1 in 38.141-1 (with no changes) if the ATG BS supports a single carrier.

Issue 1-3:  Test Model for ATG BS in TS38.141-1.
· Proposals: All the test models, except for the following test models in 38.141-1 could be reused for ATG BS.
· [bookmark: OLE_LINK54][bookmark: OLE_LINK53]FR1 test model 2b (NR-FR1-TM2b), 
· [bookmark: OLE_LINK55]FR1 test model 3.1b (NR-FR1-TM3.1b), and 
· NB-IoT operation in NR in-band test model (NR-N-TM).
WF: 
· Except the 3 listed test models in the above proposal, to reuse all the other test modes.
· For the 3 listed test models:
· Ok to remove the third one. 
· FFS on the first two.

Issue 1-4:  Test tolerance for ATG BS types 1-C, 1-H and 1-O.
Agreement online: 
· For ATG BS conductive and OTA conformance RF requirements test, to adopt the same test tolerance for TN BS conductive and OTA RF requirements conformance test, respectively.

Issue 1-5:  Test requirements for ATG BS TAE
Agreement online: 
· There are no TAE test requirements for ATG BS.

