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Introduction
This part includes contributions in agenda 5.11 and 5.11.1.
In RAN4 #108 meeting, the WF R4-2314906 was discussed. 
Topic #1: Revised WID
Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2316398
	KDDI
	Proposal:  Revise WID considering Type-2 inter-band EN-DC with overlapping or partially overlapping bands.



Open issues summary
Sub-topic 1-1 : Revised WID
Sub-topic description:
R4-2316398 (KDDI) proposes to revise WID considering Type-2 inter-band EN-DC with overlapping or partially overlapping bands based on the result of RAN Plenary #101 meeting.
Open issues and candidate options before e-meeting:
Issue 1-1: Revised WID
· Proposals
· Revise WID considering Type-2 inter-band EN-DC with overlapping or partially overlapping bands based on the result of RAN Plenary #101 meeting. (KDDI)
· Recommended WF
· Collect companies’ views

Topic #2: Type-2 NR-CA/EN-DC UE for 2 layer MIMO case (non-collocated non-contiguous intra-band)
Companies’ contributions summary
	T-doc#
	Company
	Proposals / Observations

	R4-2315447
	Samsung
	Proposal 1: (some restriction added based on the RAN-P LS as below red marked)
For TDD-TDD inter-band EN-DC with overlapping or partially overlapping bands
This new BS signalling is expected to be applicable for TDD-TDD inter-band EN-DC with overlapping or partially overlapping bands provided the Rel-18 and forward UE has indicated “interBandMRDC-WithOverlapDL-Bands-r16”. 
Proposal 2: RAN4 shall take the newly introduced BS signaling into Rel-18 RF specification implementation

	R4-2315544
	MediaTek
	Observation 1: Under the current agreements in the LS, the new BS signalling could be sent to Rel-16/Rel-17 legacy UEs supporting “interBandMRDC-WithOverlapDL-Bands-r16”, which may lead to unknown behaviour for the legacy UEs. 
Proposal 1: This new BS signalling is expected to be applicable for TDD-TDD inter-band EN-DC with overlapping or partially overlapping bands and TDD-TDD intra-band NR-CA provide the Rel-18 and forward UE has indicated “interBandMRDC-WithOverlapDL-Bands-r16” and [New Capability] respectively.



Open issues summary
Sub-topic 2-1 : agreed RAN Plenary LS on signaling support for intra-band non-collocated NR-CA,EN-DC (RP-232692)
Sub-topic description:
R4-2315447 (Samsung) and R4-2315544 (MediaTek) propose to change the agreed LS on signaling support for intra-band non-collocated NR-CA,EN-DC (RP-232692).
Open issues and candidate options before e-meeting:
Issue 2-1:  Change the agreed RAN Plenary LS (RP-232692)
· Proposals
· Option 1: (Samsung)
(Some restriction added based on the RAN-P LS as below red marked)
For TDD-TDD inter-band EN-DC with overlapping or partially overlapping bands
This new BS signalling is expected to be applicable for TDD-TDD inter-band EN-DC with overlapping or partially overlapping bands provided the Rel-18 and forward UE has indicated “interBandMRDC-WithOverlapDL-Bands-r16”.
· Option 2: (MediaTek)
This new BS signalling is expected to be applicable for TDD-TDD inter-band EN-DC with overlapping or partially overlapping bands and TDD-TDD intra-band NR-CA provide the Rel-18 and forward UE has indicated “interBandMRDC-WithOverlapDL-Bands-r16” and [New Capability] respectively.
· Option 3: (Moderator)
· Wait RAN2’s decision or progress, because the RAN Plenary LS was To: RAN2 and Cc: RAN4.
· Recommended WF
· Collect companies’ views

CRs for 38.101-1
	T-doc 
	Company
	Title/Comments
	Recommendation

	R4-2315448
CAT-B:
	Samsung, KDDI
	Rel-18 draft CR for 38.101-1 Allow 4-MIMO layer per cc for Type-2 supported UE for collocated deployment 
Moderator’s note: This CR is to enable 4-MIMO layer per cc configuration for Type-2 supported UE for collocated deployment. If not approved, UE MIMO capability is limited even in collocated scenario. 
	

	R4-2316337
CAT-F:
	ZTE
	Draft CR for 38.101-1 Correction of the NOTE for intra-band non-contiguous CA configurations in non-collocated operation considering the new UE capability signalling and new BS signalling
Moderator’s note: This CR mentions that as the New UE capability and New BS signalling are introduced, the requirements for the two UE types need to be specified based on the New UE capability signalling and New BS signalling.
	



CRs for 38.101-3
	T-doc 
	Company
	Title/Comments
	Recommendation

	R4-2315449
CAT-B:
	Samsung, KDDI
	Rel-18 draft CR for 38.101-3 Allow 4-MIMO layer per cc for Type-2 supported UE for collocated deployment
Moderator’s note: This CR is to enable 4-MIMO layer per cc configuration for Type-2 supported UE for collocated deployment. If not approved, UE MIMO capability is limited even in collocated scenario.
	

	R4-2316338
CAT-F:
	ZTE
	Draft CR for 38.101-3 Correction of the NOTE for ENDC operation considering the new BS signalling 
Moderator’s note: This CR mentions that as the New BS signalling are introduced, the requirements for the two UE types need to be specified based on interBandMRDC-WithOverlapDL-Bands-r16 and New BS signalling.
	



