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Topic #1: LTM
Issue 1-1: L1-RSRP accuracy requirements
· Candidate solutions:
· Option 1: for intra-frequency L1-RSRP measurement, the legacy L1-RSRP accuracy requirements specified in clauses 10.1.19 for FR1 and 10.1.20 for FR2, respectively can be reused at least for UE capable of RTD>CP. (CMCC)
· Option 2: Whether to specify new relative accuracy requirements for FR1 inter-frequency L1-RSRP measurements needs further consideration. (HW)
· Recommended WF
· Continue discussion.

Issue 1-2: test coverage
· Candidate solutions:
· Proposal 1: For LTM the following test cases can be specified: (HW)
· Test case for cell switching delay
· Test case for intra-frequency L1-RSRP measurement with UE capability within CP
· Test case for inter-frequency L1-RSRP measurement 
· Other tests are not precluded based on further conclusion of core requirements.Recommended WF
· [bookmark: _Toc146729696][bookmark: _Toc146729697]Proposal 2: Define LTM L1 measurement test cases for intra- and inter-frequency measurements. The details are pending core part conclusion. (Nokia)
· Proposal 3: Define test cases for L3 measurement reporting in L1 report for intra- and inter-frequency measurements. The details are pending core part conclusion. (Nokia)
· [bookmark: _Toc146729699]Proposal 4: RAN4 to consider defining a test case for early TA acquisition based on PDCCH order separately from LTM cell switch and/or together with LTM cell switch. Details of the test case(s) are pending core part agreements. (Nokia)
· [bookmark: _Toc146729700]Proposal 5: For LTM cell switch, RAN4 to consider defining test cases for (Nokia)
· RACH-based cell switch with TCI activation+indication at cell switch command
· RACH-based cell switch with early TCI state activation
· RACH-less cell switch with TCI state activation+indication at cell switch command
· RACH-less cell switch with early TCI state activation
· [bookmark: _Toc146729701]Proposal 6: RAN4 to define LTM cell switch test cases for FR1 and FR2 and target cell being a neighbour cell or a current serving cell. (Nokia)
· Recommended WF
· Continue discussion.

Topic #2: NR-DC with selective activation of cell groups via L3 enhancements
Issue 2-1: whether to introduce test case for NR-DC with selective activation of cell groups via L3 enhancements.
· Candidate solutions:
· Option 1: yes (E///, CMCC, HW, vivo, Nokia, Apple, QC)
· Recommended WF
· Continue discussion.


Issue 2-2: test coverage
· Candidate solutions:
· Option 1: define the following two test cases (vivo)
· Subsequent conditional PSCell change delay (intra-frequency CPC from FR1-FR2 NR-DC to FR1-FR2 NR-DC)
· Subsequent conditional PSCell change delay (inter-frequency CPC from FR1-FR1 NR-DC to FR1-FR1 NR-DC)
· Option 1a: define the following two test cases (E///)
· Subsequent Pscell change from FR1 source to FR1 target
· Subsequent Pscell change from FR1 source to FR2 target
· Option 1b: define the following two test cases (Apple)
· FR1-FR1 NR-DC to FR1-FR1 NR-DC
· FR1-FR1 NR-DC to FR1-FR2 NR-DC (with testability issue)
· Recommended WF
· Continue discussion.

Issue 2-3: test configuration
· Candidate solutions:
· Option 1: use two existing test cases as reference point, A5.5.13  and A.7.5.12. Two additional time period need to add to the new text case for subsequent CPC. T5 is the time when UE 2nd time send PRACH preamble and T6 is the UE receive the test system RRC_Release message. (E///)
· Option 2: test parameters in existing conditional PSCell change can be used as baseline for subsequent Conditional PSCell Change test cases. (Apple)
· Recommended WF
· Continue discussion.

Topic #3: improvement on SCell/SCG setup delay
Issue 3-1: 
· Candidate solutions:
· Option 1: The performance part of improvement on SCell/SCG setup delay wait for more progress on core part. (HW, Apple)
· [bookmark: _Toc146729702]Option 2: For eEMR, define test cases for verifying measurement accuracy of UE reported idle/inactive mode measurements for the cases with and without enhanced measurements. The details of the measurements and reporting are depending on further RAN4 and RAN2 agreements.  (Nokia)
· Recommended WF
· Continue discussion.


Topic #4: enhanced CHO configurations
CHO including target MCG and target SCG in NR-DC (obj.3)
Issue 4-1: whether to introduce test case for CHO including target MCG and target SCG in NR-DC (obj.3).
· Candidate solutions:
· Option 1: yes (CMCC, HW, vivo, Nokia, QC)
· Option 2: no (Apple)
· Recommended WF
· Continue discussion.


Issue 4-2: scope and scenario for CHO including target MCG and target SCG in NR-DC (obj.3).
· Candidate solutions:
· Option 1: define test for both FR1+FR2 and FR1+FR1 NR-DC. (CMCC, Nokia)
· Option 1a: (HW)
· Conditional handover including target MCG in FR1 and target SCG in FR1 in NR-DC
· Conditional handover including target MCG in FR1 and target SCG in FR2 in NR-DC
· Option 1c: (E///)
· Inter-frequency CHO target MCG in FR1 and SCG within FR1 from FR1 source to FR1 target
· Inter-frequency CHO target MCG in FR1 and SCG within FR1 from FR1 source to FR2 target
· Option 2: (vivo)
· TC1: Conditional handover with PSCell change from NR-DC to NR-DC with parallel processing (both PCell and PSCell are in FR1)
· TC2: Conditional handover with PSCell change from NR-DC to NR-DC with sequential processing (both PCell and PSCell are in FR1)
· TC3: Conditional handover with PSCell change from NR-DC to NR-DC with parallel processing (PCell is in FR1 and PSCell is in FR2)
· TC4: Conditional handover with PSCell change from NR-DC to NR-DC with sequential processing (PCell is in FR1 and PSCell is in FR2)
· Recommended WF
· Continue discussion.


Issue 4-3: test coverage for CHO including target MCG and target SCG in NR-DC (obj.3).
· Candidate solutions:
· Option 1: define test to cover both PCell handover delay and PSCell handover delay. (CMCC)
· Recommended WF
· Continue discussion.

Issue 4-4: whether to introduce test cases with testability issue
· Candidate solutions:
· Option 1: Yes. Update clause A.3.13A accordingly. (vivo)
· Recommended WF
· Continue discussion.


CHO including target MCG and candidate SCG in NR-DC (obj.4)
Issue 4-5: scope and scenario for CHO including target MCG and candidate SCG in NR-DC (obj.4)
· Candidate solutions:
· Option 1: define test for both FR1+FR2 and FR1+FR1 NR-DC. (CMCC, Nokia)
· Option 1a: (HW)
· Conditional handover including target MCG in FR1 and candidate SCG for CPC/CPA in FR1 in NR-DC
· Conditional handover including target MCG in FR1 and candidate SCG for CPC/CPA in FR2 in NR-DC
· Option 1c: (E///)
· Inter-frequency CHO target MCG in FR1 and CPC for SCG within FR1 from FR1 source to FR1 target
· Inter-frequency CHO target MCG in FR1 and CPC for SCG within FR1 from FR1 source to FR2 target
· Option 1d: (Apple)
· FR1-FR1 NR-DC to FR1-FR1 NR-DC
· FR1-FR1 NR-DC to FR1-FR2 NR-DC (with testability issue)
· Option 2: (vivo)
· TC1: Conditional handover with conditional PSCell change from NR-DC to NR-DC (from FR1-FR1 to FR1-FR1)
· TC2: Conditional handover with conditional PSCell change from NR-DC to NR-DC (from FR1-FR1 to FR1-FR2)
· TC3: Conditional handover with conditional PSCell change from NR-DC to NR-DC (from FR1-FR1 to FR2-FR2)
· Recommended WF
· Continue discussion.


Issue 4-6: test coverage for CHO including target MCG and candidate SCG in NR-DC (obj.4)
· Candidate solutions:
· Proposal 1: tests for following case (CMCC)
· when the CHO execution condition is met but no CPC execution condition is met, and CHO-only configuration is provided
· CHO-only configuration is not provided
· [bookmark: _Toc146729704]Proposal 2: No need to define test case for CHO with candidate PSCell for the case when CPC condition is not met and the UE proceeds with CHO-only. (Nokia)
· Recommended WF
· Continue discussion.


Issue 4-7: whether to introduce test cases with testability issue
· Candidate solutions:
· Option 1: Yes. Update clause A.3.13A accordingly. (vivo, Apple)
· Recommended WF
· Continue discussion.



Issue 4-8: test configuration for CHO including target MCG and candidate SCG in NR-DC (obj.4)
· Candidate solutions:
· Option 1: test parameters in test cases for conditional handover and handover with PSCell can be used as baseline for conditional handover including target MCG and candidate SCG. (vivo, Apple)
· Recommended WF
· Continue discussion.


