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[bookmark: OLE_LINK4]=================================Start of Change #1====================================
12.7.X	Interruptions to WAN due to due to sidelink carrier addition/release
This sub-clause contains the requirements related to the interruptions on the PCell/serving cell due to sidelink component carrier addition/release. It is applicable for UE is in sidelink resource allocation mode 2.
A UE capable of V2X sidelink communication may indicate its interest (initiation or termination) in V2X sidelink communication to the connected gNodeB using IE SidelinkUEInformationNR in TS38.331[2].
The UE is allowed an interruption of up to the duration shown in table 12.7.X-1 on the PCell/serving cell during the RRC reconfiguration procedure that includes the V2X sidelink carrier addition/release command. This interruption is for both uplink and downlink of the PCell/serving cell.
Table 12.7.X-1: Interruption length at V2X RRC reconfiguration
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	NR Slot length (ms)
	Interruption length
(number of slots)

	0
	1
	2

	1
	0.5
	3

	2
	0.25
	5

	3
	0.125
	9



Editor’s note: FFS on following conditions when the interruptions requirements don’t apply. 
The interruptions in this clause shall not apply when one of the following conditions is met:
-	While receiving paging,
-	While receiving system information.
-	T310 timer is running for RLF on PCell 
-	performing candidate beam detection on PCell/serving cell as specfied in section 8.5.5. and 8.5.6 



=================================End of Change #1====================================

image1.png




image2.png




