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Agreement
Issue 1-1-1: MRP requirements for PC1 of 29GHz

Tentative Agreement: 
· The single CC MPR for PC1 in 256QAM operation shall be 3 dB more than that of 64QAM.
Issue 1-1-2: MRP requirements for PC2 of 29GHz

Tentative Agreement: 
· The single CC MPR for PC2 in 256QAM operation shall be 3 dB more than that of 64QAM.
Issue 1-1-3: MRP requirements for PC5 of 29GHz

Tentative Agreement: 
· The single CC MPR for PC5 in 256QAM operation shall be 3 dB more than that of 64QAM.
Issue 1-1-4: MRP requirements for 39GHz
Tentative Agreement: 

· The single CC MPR for PC1/2/5 in 256QAM operation shall be 4 dB more than that of 64QAM for 39 GHz band. How to capture this in the spec is FFS.
Issue 1-1-5: MRP requirements for inter-band CA

Agreement: 

· No special treatment is necessary for inter-band CA MPRs for UL256QAM.
Issue 1-1-6: MRP requirements for MIMO

Agreement: 

· No special treatment is necessary for UL MIMO MPRs for UL256QAM.

Issue 1-2-1: The feasibility of PC3

Agreement: 

· RAN4 suggests to remove PC3 from the object of FR2-1 UL 256QAM in the WID
Issue 1-2-2: how to capture no PTRS in EVM test

Tentative Agreement: 

· No further discussion.

Issue 2-1-2: How to capture MPR values for PC2/5 

Tentative Agreement:
· Introduce a new table into related clause of PC2 6.2.2.2 for 256QAM:
	Modulation
	MPRWT, BWchannel

	
	Inner RB allocations,

Region 1
	Edge RB allocations



	DFT-s-OFDM
	256 QAM
	TBD
	TBD

	CP-OFDM
	256 QAM
	TBD
	TBD


Issue 2-1-1: How to specify the EVM with limit MCS for UL256QAM

Tentative Agreement:
· No need limit in RAN4 Spec.

Open issues
Issue 1-1-4: MRP requirements for intra-band CA

· Proposals

· Option 1: Intra-band CA MPRs for both, contig. and NC, and forPC1/2/5 in 256QAM operation are increased from their respective 64QAM values by 3 dB.

· Option2: Others.
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