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9	Radiated transmitter characteristics 
Editor note: 
All the tables might be removed based on the conclusion how to capture the regulatory requirement for NTN VSAT.

9.1	General
9.2	Transmitter power
9.2.1	UE maximum output power

9.2.2	Off-axis EIRP limit
9.2.2.1      Minimum requirement for Mobile VSAT
	Applicable band 
	Minimum requirement
	Note

	n512
	EN 303 978 Clause 4.2.3
	

	n511
	FCC
	

	n510
	
	



9.2.2.2      Minimum requirement for Fixed VSAT
	Applicable band 
	Minimum requirement 
	

	n512
	EN 301 360 Clause 4.2.4
	

	n511
	FCC 
	

	n510
	
	



[9.2.3	On-axis EIRP  limit]
9.2.3.1      Minimum requirement for Mobile VSAT
9.2.3.2      Minimum requirement for Fixed VSAT
9.2.4	Configured transmitted power

9.3	Output power dynamics
9.4	Transmitter signal quality
9.5	Output RF spectrum emissions
9.5.1	General
9.5.2	Occupied bandwidth
9.5.3	ACLR
9.5.4	Out of Band Emissions
9.5.5	Spurious Emissions
Please add the generic spurious emission in this part.
9.5.5.1       On-axis spurious requirement
9.5.5.1.1      Minimum requirement for Mobile VSAT
	Applicable band 
	Minimum requirement
	Note

	n512
	EN 303 978 Clause 4.2.2
	

	n511
	FCC
	

	n510
	
	


9.5.5.1.2      Minimum requirement for Fixed VSAT.
	Applicable band 
	Minimum requirement 
	

	n512
	EN 301 360 Clause 4.2.3
	

	n511
	FCC
	

	n510
	
	



9.5.5.2	Off-axis spurious requirement
9.5.5.2.1      Minimum requirement for Mobile VSAT
	Applicable band 
	Minimum requirement
	Note

	n512
	EN 303 978 Clause 4.2.1
	

	n511
	FCC
	

	n510
	
	


   
9.5.5.2.2      Minimum requirement for Fixed VSAT
	Applicable band 
	Minimum requirement 
	

	n512
	EN 301 360 Clause 4.2.2
	

	n511
	FCC
	

	n510
	
	






9.6	Antenna point accuracy
9.6.1      Minimum requirement for Mobile VSAT
	Applicable band 
	Minimum requirement
	Note

	n512
	EN 303 978, manufacturer declaration based, and On-axis cross polarization isolation specification
	

	n511
	FCC
	

	n510
	
	




9.6.2      Minimum requirement for Fixed VSAT
	Applicable band 
	Minimum requirement 
	

	n512
	EN 301 360 Clause 4.2.6
	

	n511
	FCC
	

	n510
	
	




10	Radiated receiver characteristics 
10.1	General
10.2	Diversity characteristics
2Rx
10.3	Reference sensitivity
10.3.1	General
10.3.2.1	Reference sensitivity power level for Mobile VSAT 
	
	EIS
	

	Class 1
	XX NF=2.5dB
	

	Class 2
	XX NF=6dB
	




10.3.2.2	Reference sensitivity power level for Fixed VSAT 
	
	EIS
	

	Class 1
	XX NF=2.5dB
	

	Class 2
	XX NF=6dB
	


10.4	Maximum input level
10.4.1	Minimum requirement for Mobile VSAT 

10.4.2	Minimum requirement for Fixed VSAT 

10.5	Adjacent channel selectivity
10.5.1	Minimum requirement for Mobile VSAT 

10.5.2	Minimum requirement for Fixed VSAT 

10.6	Blocking characteristics
10.6.1	Minimum requirement for Mobile VSAT 

10.6.2	Minimum requirement for Fixed VSAT 

10.7	Spurious emissions
10.7.1	Minimum requirement for Mobile VSAT 

10.7.2	Minimum requirement for Fixed VSAT 



Annex	D for antenna modelling for NTN VSAT
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