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1	Introduction
This is a TP to TR 38.718-02-01 to add CA_n41C-n77A in the uplink to existing CA combination. This implies need for triple-beat analysis.
************************************* Start of TP*****************************************
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Table 5.X.1.1-1: CA band combination of band n41+n77
	NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	n41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD

	n77
	3300 MHz
	–
	4200 MHz
	3300 MHz
	–
	4200 MHz
	TDD
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Table 5.x.1.2-1: Supported bandwidths per CA band combination of band n41+n77 
	CA operating/channel bandwidth [MHz]

	NR CA configuration
	Uplink CA configuration or single uplink carrier
	NR Band
	Channel bandwidth (MHz)
	Bandwidth combination set

	CA_n41C-n77A
	CA_n41C-n77A
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
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5.x.1.4	∆TIB and ∆RIB values
These values are already part of the specification. There’s nothing new for the proposed bandwidth combination set. 
5.x.1.5	REFSENs requirements
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5.x.1.6	OOB blocking exception requirements
There is no OOB exception for the CA combination.
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