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Topic #1: Transmitter power for V2X
Issue 1-1: PEMAX,CA for SL CA
Background: RAN4#106bis R4-2306637 WF on SL CA.
< GTW Agreement>: Specify PEMAX,CA for SL CA
· PEMAX,CA is not applied to S-SSB
<Way Forward>: Send LS to RAN2 to capture PEMAX,CA for SL CA.

Issue 1-2: Configured trasmitted power for SL CA

Option 4: OPPO

PCMAX_L ≤ PCMAX ≤ PCMAX_H
PCMAX_L  = MIN{10 log10 ∑ pEMAX,c  - TC , PPowerClass,CA – MAX(MAX(MPR, A-MPR) + ΔTIB,c + TC, P-MPR),  PRegulatory }
PCMAX_H  = MIN{10 log10 ∑ pEMAX,c , ,PPowerClass,CA, PRegulatory}
<Online Agreement>: Add PEMAX,CA based on Option 4.
Issue 1-3: PSSCH/PSCCH MPR for SL CA

<Online Agreement>:
Table: PSSCH/PSCCH MPR simulation results for SL Contiguous CA [with Contiguous RB allocations]
	Modulation
	MPR for bandwidth class B(dB)

	
	inner
	outer

	CP-OFDM
	QPSK
	≤ 3.0
	≤ 5.0

	
	16QAM
	≤ 3.0
	≤ 5.0

	
	64QAM
	≤ 4.5
	≤ 5.0

	
	256QAM
	≤ 6.5
	≤ 7.0


Issue 1-4: PSFCH and S-SSB MPR for SL CA

<Way Forward>: Encourage companies to bring simulation results for PSFCH and S-SSB MPR in SL CA.
Issue 1-5: A-MPR for SL CA

<Online Agreement>: Consider NS_52 for SL CA A-MPR
<Way Forward>: Encourage companies to check the FCC regulation, whether NS_52 is regulated to be applied.
