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<Start of Changes>
9.2	Transmitter power
9.2.1	UE maximum output power
9.2.1.1      Minimum requirement for Mobile VSAT
	Applicable band 
	Minimum requirement
	Note

	n512
	EN 303 978 Clause 4.2.3
	

	n511
	FCC 25.204(b)~(e)(4), 25.205, 25.212(e)
	



9.2.1.2      Minimum requirement for Fixed VSAT
	Applicable band 
	Minimum requirement 
	

	n512
	EN 301 360 Clause 4.2.4
	

	n511
	FCC 25.204(b)~(e)(4), 25.205, 25.212(e)
	

	n510
	FCC 25.204(b)~(e)(4), 25.205, 25.212(e)
	



<Next of Changes>

9.2.2	Off-axis EIRP limit
9.2.2.1      Minimum requirement for Mobile VSAT
	Applicable band 
	Minimum requirement
	Note

	n512
	EN 303 978 Clause 4.2.3
	

	n511
	FCC 25.209(a)(1), (3), (6); (b)(3), (e), 25.218(i)
	



9.2.2.2      Minimum requirement for Fixed VSAT
	Applicable band 
	Minimum requirement 
	

	n512
	EN 301 360 Clause 4.2.4
	

	n511
	FCC 25.209(a)(1), (3), (6); (b)(3), (e), 25.218(i)
	

	n510
	FCC 25.209(a)(1), (3), (6); (b)(3), (e), 25.218(i)
	


<Next of Changes>
9.5.4	Out of Band Emissions
9.5.4.1      Minimum requirement for Mobile VSAT
	Applicable band 
	Minimum requirement
	Note

	n512
	
	

	n511
	FCC 25.202(f)(1)~(3)
	Measurement bandwidth is 4kHz


9.5.4.2      Minimum requirement for Fixed VSAT.
	Applicable band 
	Minimum requirement 
	

	n512
	
	

	n511
	FCC 25.202(f)(1)~(3)
	Measurement bandwidth is 4kHz

	n510
	FCC 25.202(f)(1)~(3)
	Measurement bandwidth is 4kHz



<Next of Changes>
9.5.5	Spurious Emissions
Please add the generic spurious emission in this part.
9.5.5.1       On-axis spurious requirement
9.5.5.1.1      Minimum requirement for Mobile VSAT
	Applicable band 
	Minimum requirement
	Note

	n512
	EN 303 978 Clause 4.2.2
	

	n511
	FCC 25.202(f)(4)
	Measurement bandwidth is 4kHz


9.5.5.1.2      Minimum requirement for Fixed VSAT.
	Applicable band 
	Minimum requirement 
	

	n512
	EN 301 360 Clause 4.2.3
	

	n511
	FCC 25.202(f)(4)
	Measurement bandwidth is 4kHz

	n510
	FCC 25.202(f)(4)
	Measurement bandwidth is 4kHz



<Next of Changes>
9.5.5.2	Off-axis spurious requirement
9.5.5.2.1      Minimum requirement for Mobile VSAT
	Applicable band 
	Minimum requirement
	Note

	n512
	EN 303 978 Clause 4.2.1
	

	n511
	FCC 25.202(f)(4)
	Measurement bandwidth is 4kHz


   
9.5.5.2.2      Minimum requirement for Fixed VSAT
	Applicable band 
	Minimum requirement 
	

	n512
	EN 301 360 Clause 4.2.2
	

	n511
	FCC 25.202(f)(4)
	Measurement bandwidth is 4kHz

	n510
	FCC 25.202(f)(4)
	Measurement bandwidth is 4kHz



<End of Change>
