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<Start of Change 1>
A.X.3.2.2	Random Access for ATG UE
[bookmark: _Toc535476511]A.X.3.2.2.1	4-step RA type contention based random access test in FR1 for NR standalone
A.X.3.2.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in Clause 6.2D.2.2 and Clause 7.1D.2 in an AWGN with residual doppler model.
For this test one cell is used and configured as PCell in FR1. Supported test parameters are shown in Table A.X.3.2.2.1.1-1. UE capable of SA with PCell in FR1 needs to be tested by using the parameters in Table A.X.3.2.2.1.1-2.
Table A.X.3.2.2.1.1-1: Supported test configurations for contention based random access test in FR1 for NR standalone
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, 

	2
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.X.3.2.2.1.1-2: General test parameters for contention based random access test in FR1 for NR Standalone
	Parameter
	Unit
	Test-1
	Comments

	SSB Configuration
	Config 1
	
	SSB pattern 1 in FR1
	As defined in A.3.10, except for number of SSBs per SS-burst and SS/PBCH block index as below

	
	Config 2
	
	SSB pattern 2 in FR1
	

	Number of SSBs per SS-burst
	
	2
	Different from the definition in A.3.10

	SS/PBCH block index
	
	0,1
	Different from the definition in A.3.10

	Duplex Mode for Cell 1
	Config 1
	
	FDD
	

	
	Config 2
	
	TDD
	

	TDD Configuration
	Config 2
	
	TDDConf.2.1
	

	
	Config 2
	
	TBD
	

	CSI-RS for tracking
	Config 1
	
	TRS.1.1 FDD
	

	
	Config 2
	
	TRS.1.2 TDD
	

	OCNG Pattern Note 1 
	
	OP.1
	As defined in A.3.2.1.

	PDSCH parameters Note 4
	Config 1
	
	SR.1.1 FDD
	As defined in A.3.1.1.

	
	Config 2
	
	SR.2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	

	
	Config 2
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.1.1 FDD
	

	
	Config 2
	
	CCR.2.1 TDD
	

	NR RF Channel Number
	
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	

	SSB with index 0
	

	dB
	3
	Power of SSB with index 0 is set to be above configured rsrp-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-98
	

	
	
	Config 2
	
	-101
	

	
	

	dB
	3
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-95
	

	SSB with index 1
	

	dB
	-17
	Power of SSB with index 1 is set to be below configured rsrp-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-98 
	

	
	
	Config 2
	
	-101
	

	
	

	dB
	-17
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-115
	

	Io Note 2
	Config 1
	dBm
	-65.3/9.36MHz
	For symbols without SSB index 1

	
	Config 2
	
	-62.2/38.16MHz
	

	ss-PBCH-BlockPower
	dBm/ SCS
	-5
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	23
	As defined in clause 6.2.4 in TS 38.101-1.

	PRACH Configuration
	
	FR1 PRACH configuration 1
	As defined in A.3.8.

	Propagation Condition 
	-
	AWGN with residual doppler
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.
Note 3:	Void
Note 4:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



A.X.3.2.2.1.2	Test Requirements
The test requirements defined in clause A.6.3.2.2.1.2 shall apply for ATG.
[bookmark: _Toc535476512]A.X.3.2.2.2	4-step RA type non-contention based random access test in FR1 for NR standalone
A.X.3.2.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in Clause 6.2D.2.2 and Clause 7.1D.2 in an AWGN with residual doppler model.
For this test one cell is used and configured as PCell in FR1. Supported test parameters are shown in Table A.X.3.2.2.2.1-1. UE capable of SA with PCell in FR1 needs to be tested by using the parameters in Table A.X.3.2.2.2.1-2 for SSB-based non-contention based random access test (Test 1) and CSI-RS-based non-contention based random access test (Test 2). Test 2 is only applicable to UE which supports csi-RSRP-AndRSRQ-MeasWithSSB or csi-RSRP-AndRSRQ-MeasWithoutSSB.
Table A.X.3.2.2.2.1-1: Supported test configurations for non-contention based random access test in FR1 for NR standalone
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.X.3.2.2.2.1-2: General test parameters for non-contention based random access test in FR1 for NR Standalone
	Parameter
	Unit
	Test-1
	Test-2
	Comments

	SSB Configuration
	Config 1
	
	SSB pattern 1 in FR1
	SSB pattern 1 in FR1
	As defined in A.3.10, except for number of SSBs per SS-burst and SS/PBCH block index as below

	
	Config 2
	
	SSB pattern 2 in FR1
	SSB pattern 2 in FR1
	

	Number of SSBs per SS-burst
	
	2
	2
	Different from the definition in A.3.10

	SS/PBCH block index
	
	0,1
	0,1
	Different from the definition in A.3.10

	CSI-RS Configuration
	Config 1
	
	N/A
	CSI-RS.1.1 FDD
	As defined in A.3.1.4

	
	Config 2
	
	
	CSI-RS.2.1 TDD
	

	Duplex Mode for Cell 1
	Config 1
	
	FDD
	FDD
	

	
	Config 2
	
	TDD
	TDD
	

	TDD Configuration
	Config 2
	
	TDDConf.2.1
	TDDConf.2.1
	

	
	Config 2
	
	TBD
	TBD
	

	CSI-RS for tracking
	Config 1
	
	TRS.1.1 FDD
	TRS.1.1 FDD
	

	
	Config 2
	
	TRS.1.2 TDD
	TRS.1.2 TDD
	

	OCNG Pattern Note 1 
	
	OP.1
	OP.1
	As defined in A.3.2.1.

	PDSCH parameters Note 4
	Config 1
	
	SR.1.1 FDD
	SR.1.1 FDD
	As defined in A.3.1.1.

	
	Config 2
	
	SR.2.1 TDD
	SR.2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 TDD
	CR.1.1 TDD
	

	
	Config 2
	
	CR.2.1 TDD
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.1.1 TDD
	CCR.1.1 TDD
	

	
	Config 2
	
	CCR.2.1 TDD
	CCR.2.1 TDD
	

	NR RF Channel Number
	
	1
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	
	

	SSB with index 0
	

	dB
	3
	3
	Power of SSB with index 0 is set to be above configured rsrp-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-98
	-98
	

	
	
	Config 2
	
	-101
	-101
	

	
	

	dB
	3
	3
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-95
	-95
	

	SSB with index 1
	

	dB
	-17
	-17
	Power of SSB with index 1 is set to be below configured rsrp-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-98 
	-98 
	

	
	
	Config 2
	
	-101
	-101
	

	
	

	dB
	-17
	-17
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-115
	-115
	

	Io Note 2
	Config 1
	dBm
	-65.3/9.36MHz
	-65.3/9.36MHz
	For symbols without SSB index 1

	
	Config 2
	
	-62.2/38.16MHz
	-62.2/38.16MHz
	

	ss-PBCH-BlockPower
	dBm/ SCS
	-5
	-5
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	23
	23
	As defined in clause 6.2.4 in TS 38.101-1.

	PRACH Configuration
	
	FR1 PRACH configuration 2
	FR1 PRACH configuration 3
	As defined in A.3.8.2.

	Propagation Condition 
	-
	AWGN with residual doppler
	AWGN
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.
Note 3:	Void
Note 4:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



A.X.3.2.2.2.2	Test Requirements
The test requirements defined in clause A.6.3.2.2.2.2 shall apply for ATG.
A.X.3.2.2.3	2-step RA type contention based random access test in FR1 for NR standalone
A.X.3.2.2.3.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the 2-step RA type random access procedure is according to the requirements and that the MsgA PRACH, MsgA PUSCH power settings and timing are within specified limits. This test will verify the requirements in Clause 6.2D.2.3 and Clause 7.1D.2 in an AWGN with residual doppler model.
For this test one cell is used and configured as PCell in FR1. Supported test parameters are shown in Table A.X.3.2.2.3.1-1. UE capable of SA with PCell in FR1 needs to be tested by using the parameters in Table A.X.3.2.2.3.1-2.
Table A.X.3.2.2.3.1-1: Supported test configurations for 2-step RA type contention based random access with successRAR test in FR1 for NR standalone
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability


Table A.X.3.2.2.3.1-2: General test parameters for 2-step RA type contention based random access with successRAR test in FR1 for NR standalone
	[bookmark: _Hlk47548940]Parameter
	Unit
	Test-1
	Comments

	SSB Configuration
	Config 1
	
	SSB pattern 1 in FR1
	As defined in A.3.10, except for number of SSBs per SS-burst and SS/PBCH block index as below

	
	Config 2
	
	SSB pattern 2 in FR1
	

	Number of SSBs per SS-burst
	
	2
	Different from the definition in A.3.10

	SS/PBCH block index
	
	0,1
	Different from the definition in A.3.10

	Duplex Mode for Cell 2
	Config 1
	
	FDD
	

	
	Config 2
	
	TDD
	

	TDD Configuration
	Config 2
	
	TDDConf.2.1
	

	
	Config 2
	
	TBD
	

	OCNG Pattern Note 1 
	
	OP.1
	As defined in A.3.2.1.

	PDSCH parameters Note 3
	Config 1
	
	SR.1.1 FDD
	As defined in A.3.1.1.

	
	Config 2
	
	SR.2.1 TDD
	

	NR RF Channel Number
	
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	

	SSB with index 0
	

	dB
	3
	Power of SSB with index 0 is set to be above configured msgA-RSRP-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-98
	

	
	
	Config 2
	
	-101
	

	
	

	dB
	3
	

	
	SS-RSRP
	dBm/ SCS
	-95
	

	SSB with index 1
	

	dB
	-17
	Power of SSB with index 1 is set to be below configured msgA-RSRP-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-98
	

	
	
	Config 2
	
	-101
	

	
	

	dB
	-17
	

	
	SS-RSRP
	dBm/ SCS
	-115
	

	Io Note 2
	Config 1
	dBm
	-65.3/9.36MHz
	For symbols without SSB index 1

	
	Config 2
	
	-62.2/38.16MHz
	

	ss-PBCH-BlockPower
	dBm/ SCS
	-5
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	23
	As defined in clause 6.2.4 in TS 38.101-1.

	MsgA Configuration
	
	FR1 MsgA configuration 1
	As defined in A.3.20.2.1.

	msgA-RSRP-ThresholdSSB
	dBm
	RSRP_51
	The actual value of the threshold is -105dBm, as defined in TS 38.331 [2].

	Propagation Condition 
	-
	AWGN with residual doppler
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.
Note 3:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



A.X.3.2.2.3.2	Test Requirements
The test requirements defined in clause A.6.3.2.2.3.2 shall apply for ATG.
A.X.3.2.2.4	2-step RA type non-contention based test in FR1 for NR standalone
A.X.3.2.2.4.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the MsgA PRACH, MsgA PUSCH power settings and timing are within specified limits. This test will verify the requirements in Clause 6.2D.2.3 and Clause 7.1D.2 in an AWGN with residual doppler model.
For this test one cell is used and configured as PCell in FR1. Supported test parameters are shown in Table A.X.3.2.2.4.1-1. UE capable of SA with PCell in FR1 needs to be tested by using the parameters in Table A.X.3.2.2.4.1-2.
Table A.X.3.2.2.4.1-1: Supported test configurations for non-contention based random access test in FR1 for NR standalone
	Config
	Description

	1
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.X.3.2.2.4.1-2: General test parameters for non-contention based random access test in FR1 for NR Standalone
	Parameter
	Unit
	Test-1
	Comments

	SSB Configuration
	Config 1
	
	SSB pattern 2 in FR1
	As defined in A.3.10, except for number of SSBs per SS-burst and SS/PBCH block index as below

	Number of SSBs per SS-burst
	
	2
	Different from the definition in A.3.10

	SS/PBCH block index
	
	0,1
	Different from the definition in A.3.10

	Duplex Mode for Cell 1
	Config 1
	
	TDD
	

	TDD Configuration
	Config 1
	
	TDDConf.2.1
	

	
	Config 1
	
	TBD
	

	OCNG Pattern Note 1 
	
	OP.1
	As defined in A.3.2.1.

	PDSCH parameters Note 4
	Config 1
	
	SR.2.1 TDD
	As defined in A.3.1.1.

	NR RF Channel Number
	
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	

	msgA-RSRP-ThresholdSSB
	dBm
	RSRP_51
	The actual value of the threshold is -105dBm, as defined in TS 38.331 [2].

	SSB with index 0
	

	dB
	3
	Power of SSB with index 0 is set to be above configured msgA-RSRP-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-101
	

	
	

	dB
	3
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-95
	

	SSB with index 1
	

	dB
	-17
	Power of SSB with index 1 is set to be below configured msgA-RSRP-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-101
	

	
	

	dB
	-17
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-115
	

	Io Note 2
	Config 1
	dBm
	-62.2/38.16MHz
	For symbols without SSB index 1

	ss-PBCH-BlockPower
	dBm/ SCS
	-5
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	23
	As defined in clause 6.2.4 in TS 38.101-1.

	MsgA Configuration
	
	FR1 MsgA configuration 2
	As defined in A.3.20.2.2.

	Propagation Condition 
	-
	AWGN with residual doppler
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.
Note 3:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



A.X.3.2.2.4.2	Test Requirements
[bookmark: OLE_LINK5][bookmark: OLE_LINK6]The test requirements defined in clause A.6.3.2.2.4.2 shall apply for ATG.
<End of Change 1>
<Start of Change 2>
[bookmark: OLE_LINK31][bookmark: OLE_LINK32]A.X.3.2.3	SA: RRC Connection Release with Redirection for ATG UE
A.X.3.2.3.1	Redirection from NR in FR1 to NR in FR1
A.X.3.2.3.1.1	Test Purpose and Environment
This test is to verify RRC connection release with redirection from NR to NR requirements specified in clause 6.2D.3.2.1.
A.X.3.2.3.1.2	Test Parameters
Supported test configurations are shown in table A.X.3.2.3.1.2-1. The time delay is tested by using the parameters in table A.X.3.2.3.1.2-2, and A.X.3.2.3.1.2-3. 
The test consists of two successive time periods, with time duration of T1, and T2 respectively. The RRCRelease message shall be sent to the UE during period T1 and the start of T2 is the instant when the last TTI containing the RRC message is sent to the UE. Prior to time duration T2, the UE shall not have any timing information of Cell 2. Cell 2 is powered up at the beginning of the T2. Cell 1 and Cell 2 belong to different tracking areas.
Table A.X.3.2.3.1.2-1: Redirection from NR to NR test configurations 
	Config
	Description

	1
	Source cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
Target cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	Source cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
Target cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	Source cell: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
Target cell: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.X.3.2.3.1.2-2: General test parameters for Redirection from NR to NR test case
	Parameter
	Unit
	Value
	Comment

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	Filter coefficient
	
	0
	L3 filtering is not used

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	Time offset between cells
	
	3 s
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	2.3
	



Table A.X.3.2.3.1.2-3: Cell specific test parameters for Redirection from NR to NR test case
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	NR RF Channel Number
	
	1
	2

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	SSB Configuration
	Config 1
	
	SSB.1 FR1

	
	Config 2
	
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1

	CSI-RS for tracking
	Config 1
	
	TRS.1.1 FDD

	
	Config 2
	
	TRS.1.1 TDD

	
	Config 3
	
	TRS.1.2 TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	
	Config 3
	
	TBD

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	BWP BW
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	DRx Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD

	
	Config 2
	
	SR.1.1 TDD

	
	Config 3
	
	SR2.1 TDD

	CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD

	
	Config 2
	
	CR.1.1 TDD

	
	Config 3
	
	CR2.1 TDD

	OCNG Patterns
	
	OCNG pattern 1

	SMTC configuration
	Config 1,2
	
	SMTC.1 FR1

	
	Config 3
	
	SMTC.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	PUCCH/PUSCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	PRACH configuration 
	
	FR1 PRACH configuration 1

	BWP configuration
	Initial DL BWP
	
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	
Note2
	dBm/15kHz
	-98

	
Note2
	Config 1,2
	dBm/SCS
	-98

	
	Config 3
	
	-95

	

	dB
	4
	4
	-infinity
	4

	

	dB
	4
	4
	-infinity
	4

	IoNote3
	Config 1,2
	dBm/
9.36MHz
	-64.59
	-64.59
	-70.05
	-64.59

	
	Config 3
	dBm/
38.16MHz
	-58.49
	-58.49
	-63.94
	-58.49

	Propagation condition
	-
	AWGN with residual doppler

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



A.X.3.2.3.1.3	Test Requirements
The test requirements defined in clause A.6.3.2.3.1.3 shall apply for ATG.

<End of Change 2>
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