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[bookmark: _Hlk142466867]1ST  MODIFICATION
[bookmark: _Hlk142549618]9.1.5.4	L1-RSRP measurements within measurement gap
The requirements in this clause apply for SSB-based L1-RSRP measurements within measurement gap for LTM in clause 9.x.y.
When SSB-based L1-RSRP measurements are configured on one or more frequecny layers within measurement gap, the carrier sepcific scaling factor for a target L1-RSRP measurement on a inter-frequency layer with index i is designated as CSSFwithin_gap,i and is derived in this chapter, with the consideration of the impact from the following measurement types:
-	SSB-based intra-frequency measurement object with no measurement gap in clause 9.2.5 and 9.2A.5, when all of the SMTC occasions of this intra-frequency measurement object are overlapped by the measurement gap.
-	SSB-based intra-frequency measurement object with measurement gap in clause 9.2.6 and 9.2A.6.
-	CSI-RS based inter-frequency measurement in clause 9.10.3, when CSI-RS resources for L3 measurement of this inter-frequency measurement object are overlapped by the measurement gap.
-	CSI-RS based inter-frequency measurement in clause 9.10.3, when CSI-RS resources for L3 measurement of this inter-frequency measurement object are partially overlapped by the measurement gap.
-	SSB-based inter-frequency measurement object with measurement gap in clause 9.3.4.
-	SSB-based inter-frequency measurement object without measurement gap for UE capable of interFrequencyMeas-NoGap in clause 9.3.9, when
-	all of the SMTC occasions of this inter-frequency measurement object are overlapped by the measurement gap, or
-	part of the SMTC occasions of this inter-frequency measurement object are overlapped by the measurement gap, but the flag interFrequencyConfig-NoGap-r16 is not configured by the Network.
-	Intra-frequency RSSI/CO measurement with measurement gap in clause 9.2A.7.
-	Intra-frequency RSSI/CO measurement with no measurement gap in clause 9.2A.7 when all of the RMTC occasions of this intra-frequency RSSI/CO measurement are overlapped by the measurement gap(s).
-	Inter-frequency RSSI/CO measurement in clause 9.3A.8 and 9.3A.9.
-	E-UTRA Inter-RAT measurement object in clauses 9.4.2 and 9.4.3.
-	NR PRS-based measurements for positioning in clause 9.9.
-	E-UTRA Inter-RAT RSTD and E-CID measurements in clauses 9.4.4 and 9.4.5.
-	For a UE in E-UTRA-NR dual connectivity operation, NR SSB-based Inter-RAT measurement object configured by the E-UTRAN PCell (TS 36.133 [15] clause 8.17.4) on an NR serving carrier 
-	the SSB is not completely contained in the active BWP of the UE, or 
-	all of the SMTC occasions of this inter-RAT measurement object are overlapped by the measurement gap;
-	NR SSB-based Inter-RAT measurement object configured by the E-UTRAN PCell (TS 36.133 [15] clause 8.17.4) on an NR non-serving carrier.
-	E-UTRAN Inter-frequency measurement object configured by the E-UTRAN PCell (TS 36.133 [15] clause 8.17.3) and by the E-UTRAN PSCell (TS 36.133 [15] clause 8.19.3).
-	E-UTRAN Inter-frequency RSTD measurement configured by the E-UTRAN PCell (TS 36.133 [15] clause 8.17.15).
-	UTRA Inter-RAT measurement object configured by the E-UTRAN PCell (TS 36.133 [15] clauses 8.17.5 to 8.17.12).
-	GSM Inter-RAT measurements configured by the E-UTRAN PCell (TS 36.133 [15] clauses 8.17.13 and 8.17.14).
-	SSB-based inter-frequency L1-RSRP measurement with measurement gap in clause 9.x.y
The UE is expected to conduct the measurement of this inter-frequency L1-RSRP measurement layer i only within the measurement gap.
If the higher layer signaling in TS 38.331 [2] of smtc2 is present and smtc1 is fully overlapping with measurement gaps and smtc2 is partially overlapping with measurement gaps, CSSFwithin_gap,i and requirements derived from CSSFoutside_gap,i are not specified.
In derivation of CSSFwithin_gap,i , number of SSB layers shouldshall include SSB for mobility and that as associated SSB for CSI-RS mobility. Tthe ssbfrequency is counted only once if the ssbfrequency for mobility and associated SSB are the same, or ssbfrequency and smtc in multiple MOs are the same.
END OF 1ST MODIFICATION

