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<< Start of change >>
[bookmark: OLE_LINK2][bookmark: OLE_LINK5]6.5K.3.3	Additional spurious emissions
6.5K.3.3.1	Requirement for network signalling value "NS_UAV_44"
When "NS UAV_44" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5K.3.3.1-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5K.3.3.1-1: Additional requirements for "NS_UAV_44"
	Frequency range
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth
	Note

	
	5, 10, 15, 20, 25, 30, 40 MHz
	
	

	2620 ≤ f < 2645
	-15.5
	5 MHz
	1

	2645 ≤ f < 2690
	-40
	1 MHz
	

	2690 ≤ f ≤ 2900
	-50
	1 MHz
	

	NOTE 1:	For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.



6.5K.3.3.2	Requirement for network signalling value "NS_UAV_46" 
When "NS_UAV_46" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5K.3.3.2-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5K.3.3.2-1: Additional requirements for "NS_UAV_46"
	Frequency range
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth

	
	5, 10, 15, 20, 25, 30, 35, 40, 50 MHz
	

	1675 2690 ≤ f ≤ 29001710
	-540
	1 MHz



6.5K.3.3.3	Requirement for network signalling value “NS_UAV_70" 
When "NS UAV_70" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5K.3.3.3-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5K.3.3.3-1: Additional requirements for "NS_UAV_70"
	Frequency range
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth

	
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50 MHz
	

	1675 ≤ f ≤ 1710
	-40
	1 MHz
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