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[bookmark: _Toc145920231][bookmark: _Toc155406527]7.3K	Spherical coverage requirement for simultaneous reception from multiple directions
[bookmark: _Toc155406528]7.3K.0	General
For this release, the requirement applies only to FR2-1 UEs that support the following set of capabilities:
1.	simultaneousReceptionDiffTypeD-r16
2.	At least one of:
a.	singleDCI-SDM-scheme-r16 or 
b.	multiDCI-MultiTRP-r16 and either of:
i.	overlapPDSCHsFullyFreqTime-r16.
ii.	overlapPDSCHsInTimePartiallyFreq-r16
The requirement applies for simultaneous reception of rank 2 PDSCH, where each layer uses overlapping RBs in both time and frequency  and is associated with a unique TCI state and AoA. The scheduled TCI states for the rank 2 PDSCH shall be configured with different QCL type-D reference signals respectively. The DL power at the center of quiet zone from each AoA equals the EIS spherical coverage requirement from sub-clause 7.3.4. 
For UEs supporting singleDCI-SDM-scheme-r16, the cumulative throughput in the DL associated with both TCI-states shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified A.3.3.2-5 and A.3.3.2-6 (with one sided dynamic OCNG Pattern OP.1 TDD for the DL-signal as described in Annex A.5.2.1).
For UEs supporting multiDCI-MultiTRP-r16, the throughput in the DL associated with each TCI-state shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified A.3.3.2-1 and A.3.3.2-2 (with one sided dynamic OCNG Pattern OP.1 TDD for the DL-signal as described in Annex A.5.2.1). 
The requirement shall be met for an uplink transmission using QPSK DFT-s-OFDM waveforms and for uplink transmission bandwidth less than or equal to the downlink transmission bandwidth. The UL is assigned to any one of the two TCI-states scheduled for simultaneous DL, with reference measurement channel as specified in Annex A.2.3.2. The transmitter shall be set to PUMAX as defined in clause 6.2.4.
Unless otherwise specified, the minimum requirements shall be verified with the network signalling value NS_200 (Table 6.2.3.1-1) configured. 
[bookmark: _Toc155406529]7.3K.1	(Reserved)
[bookmark: _Toc155406530]7.3K.2	(Reserved)
[bookmark: _Toc155406531]7.3K.3	2AoA spherical coverage of power class 3
The requirements apply to the UE when tested in a test system as described in Annex L. The requirement is verified with the test metric of throughput (Link= 2AoA spherical coverage grid, Meas=Link Angle).
The spherical coverage requirement for simultaneous reception from multiple directions applies to the probability to support simultaneous reception of rank 2 PDSCH defined in sub-clause 7.3K.0. The probability (see Annex L) is defined as the spatial average over the full sphere around the UE of the probability of any one direction to support 2 AoA reception. In the applicable test system (see Annex L), the probability of any one direction of the UE to support 2 AoA reception for any specific AoA separation is the ratio of the number of unique AoA pairs that include that direction and can support 2 AoA reception to the total number of verified unique AoA pairs that include that direction. 
The requirement applies only for the UE’s declared orientation in the positioner of the test system. The requirement for each AoA separation condition applies only for the UE’s declared orientation in the positioner of the test system for that AoA separation. The minimum required overall probability to support 2 AoA reception for power class 3 UEs for any channel bandwidth is specified by AoA separation in table 7.3K.3-1. The UE is required to fulfil the requirement at any one declared AoA separation. 
Unless otherwise stated, the DL power at the center of quiet zone from each AoA equals to the EIS spherical coverage requirement from sub clause 7.3.4 for the bands listed in table 7.3K.3-1.
Table 7.3K.3-1: Requirement for power class 3
	Operating band
	AoA separation (degrees)
	Probability (%)

	n257, n258, n261
	30
	18.5

	
	60
	13.5

	
	90
	12.5

	
	120
	20.5

	
	150
	28.5



[bookmark: _Toc155406532]7.3K.4	(Reserved)
[bookmark: _Toc155406533]7.3K.5	(Reserved)
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