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1Introduction
The core part of the Rel-18 WI on enhanced support of reduced capability NR devices was finalized at last meeting. According to the work plan [1], RAN4 should start discussing the performance part of the WI in this meeting. Based on the conclusion achieved in core part discussion, the introduced feature of enhanced eDRX cycle length in RRC_INACTIVE state has impact on RRM requirements. In this contribution, we will provide our views on RRM test cases related to the extended DRX in RRC_INACTIVE with values above 1024ms.
2 Discussion
The Rel-17 RedCap WI introduced extended DRX cycles for RRC_IDLE state and RRC_INACTIVE state as an optional feature for both RedCap and non-RedCap UEs, while the eDRX cycle configured for RRC_INACTIVE state can only be up to 10.24s. In Rel-18, enhanced eDRX cycle length in RRC_INACTIVE state beyond 10.24s was further introduced. 
Generally, the related RRM measurement requirements for the eDRX_INACTIVE cycle > 10.24s were defined following the same logic as for the eDRX_IDLE cycle > 10.24s. In Rel-17 RedCap discussion, no test case for eDRX feature was defined. Hence, with similar procedure, we propose to not define test cases to verify the Rel-18 enhanced eDRX feature.
Proposal 1: NOT define test cases to verify the enhanced eDRX requirements in RRC_INACTIVE state.

3 Conclusion
Proposal 1: NOT define test cases to verify the enhanced eDRX requirements in RRC_INACTIVE state.
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