
[bookmark: Title]3GPP TSG-RAN WG4 Meeting #110				                                                                                                                                                                                                                     R4-2401199
Athens, GR, 26 Feb – 01 Mar, 2024
[bookmark: Source]Agenda item:	8.14.2
Source: 	Xiaomi
Title: 	Rel-18 RAN4 UE feature list for Rel18 Positioning WI
[bookmark: DocumentFor]Document for:	Approval
0. Introduction
In the last RAN4 meeting, the UE feature list for Rel18 Positioning WI in [1] was agreed. In this contribution, we provided some revision on these UE feature list based on RAN1 feature list agreed [2]. 

1. Discussion
Proposal 1: 
	Features
	Index
	Feature group
	Components

	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	37.
NR_pos_enh2
	37-1
	Support of reduced number of samples for PRS based positioning measurements with frequency hopping for RRC_CONNECTED
	1. Support of reduced number of samples in PRS based positioning measurements with frequency hopping
	RAN1 feature 28-1, 27-3-1, 4541-5-1
	No
	NA
	RedCap UE does not support reduced number of samples for PRS based positioning measurements with frequency hopping
	Per Band
	No
	No
	NA
	Component 1 candidate value: true/false

Need for the LMF to know if the feature is supported: True


	Optional with capability signalling

	37.
NR_pos_enh2
	37-1A
	Support of reduced number of samples for PRS based positioning measurements with frequency hopping for RRC_IDLE and RRC_INACTIVE
	1. Support of reduced number of samples in PRS based positioning measurements with frequency hopping
	RAN1 feature 28-1, 27-3-1, 4541-5-1
	No
	NA
	RedCap UE does not support reduced number of samples for PRS based positioning measurements with frequency hopping
	Per Band
	No
	No
	NA
	Component 1 candidate value: true/false

Need for the LMF to know if the feature is supported: True


	Optional with capability signalling

	37.
NR_pos_enh2
	37-2
	Support of reduced number of samples in positioning measurements with PRS bandwidth aggregation for RRC_CONNECTED
	1. Support of reduced number of samples in positioning measurements with PRS bandwidth aggregation
	Component 1 RAN1 feature 41-4-1

	No
	NA
	UE does not support reduced number of samples in positioning measurements with PRS bandwidth aggregation
	Per Band
	No
	No
	NA
	Component 1 candidate value: true/false

Need for the LMF to know if the feature is supported: True


	Optional with capability signalling

	37.
NR_pos_enh2
	37-2A
	Support of reduced number of samples in positioning measurements with PRS bandwidth aggregation for RRC_IDLE and RRC_INACTIVE
	1. Support of reduced number of samples in positioning measurements with PRS bandwidth aggregation
	Component 1 RAN1 feature 41-4-1

	No
	NA
	UE does not support reduced number of samples in positioning measurements with PRS bandwidth aggregation
	Per Band
	No
	No
	NA
	Component 1 candidate value: true/false

Need for the LMF to know if the feature is supported: True


	Optional with capability signalling
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