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<Start of Change #1>
9.5.3.1	Periodic Reporting
Reported L1-RSRP measurements contained in periodic L1-RSRP measurement reports shall meet the requirements in clauses 10.1.19 for FR1 and 10.1.20 for FR2, respectively.
The UE shall only send periodic L1-RSRP measurement reports for an active BWP, unless the UE supports [FG53-1], provided that the SSB is within the configured UE-specific CBW.
The UE shall transmit the periodic L1-RSRP reporting on PUCCH over the air interface according to the periodicity defined in clause 5.2.1.4 in TS 38.214 [26]. In case Cell DRX is configured for the UE supporting [Cell_DRX_operation], UE shall transmit the periodic L1-RSRP reporting on PUCCH over the air interface according to the UE behaviour defined in clause 5.34.3 in TS 38.321.
9.5.3.2	Semi-Persistent Reporting
Reported L1-RSRP measurements contained in a Semi-Persistent L1-RSRP measurement report shall meet the requirements in clauses 10.1.19 for FR1 and 10.1.20 for FR2, respectively. This requirement applies for semi-persistent L1-RSRP reports send on PUSCH or PUCCH.
The UE shall only send semi-persistent L1-RSRP measurement reports on PUSCH, if a DCI request has been received.
The UE shall only send semi-persistent L1-RSRP measurement reports on PUCCH, if an activation command [7] has been received.
The UE shall transmit the semi-persistent L1-RSRP reporting on PUSCH or PUCCH over the air interface according to the periodicity defined in clause 5.2.1.4 in TS 38.214 [26]. In case Cell DRX is configured for the UE supporting [Cell_DRX_operation], UE shall transmit the semi-persistent L1-RSRP reporting on PUCCH or PUSCH over the air interface according to the UE behaviour defined in clause 5.34.3 in TS 38.321.
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<Start of Change #2>
9.8.3.1	Periodic Reporting
Reported L1-SINR measurements contained in periodic L1-SINR measurement reports shall meet the requirements in clauses 10.1.27 for FR1 and 10.1.28 for FR2, respectively.
The UE shall transmit the periodic L1-SINR reporting on PUCCH over the air interface according to the periodicity defined in clause 5.2.1.4 in TS 38.214 [26]. In case Cell DRX is configured for the UE supporting [Cell_DRX_operation], UE shall transmit the periodic L1-RSRP reporting on PUCCH over the air interface according to the UE behaviour defined in clause 5.34.3 in TS 38.321.
9.8.3.2	Semi-Persistent Reporting
Reported L1-SINR measurements contained in a Semi-Persistent L1-SINR measurement report shall meet the requirements in clauses 10.1.27 for FR1 and 10.1.28 for FR2, respectively. This requirement applies for semi-persistent L1-SINR reports send on PUSCH or PUCCH.
The UE shall only send semi-persistent L1-SINR measurement reports on PUSCH, if a DCI for triggering report has been received.
The UE shall only send semi-persistent L1-SINR measurement reports on PUCCH, if an activation command as described in clause 6.1.3.16 in TS38.321 [7] has been received.
The UE shall transmit the semi-persistent L1-SINR reporting on PUSCH or PUCCH over the air interface according to the periodicity defined in clause 5.2.1.4 in TS 38.214 [26]. In case Cell DRX is configured for the UE supporting [Cell_DRX_operation], UE shall transmit the semi-persistent L1-RSRP reporting on PUCCH or PUSCH over the air interface according to the UE behaviour defined in clause 5.34.3 in TS 38.321.
<End of Change #2>

<Start of Change #3>
9.13.3.1	Periodic Reporting 
Reported L1-RSRP measurements contained in periodic L1-RSRP measurement reports shall meet the requirements in clauses 10.1.19 for FR1 and 10.1.20 for FR2, respectively. 
The UE shall only send periodic L1-RSRP measurement reports for an active BWP. 
The UE shall transmit the periodic L1-RSRP reporting on PUCCH over the air interface according to the periodicity defined in clause 5.2.1.4 in TS 38.214 [26]. In case Cell DRX is configured for the UE supporting [Cell_DRX_operation], UE shall transmit the periodic L1-RSRP reporting on PUCCH over the air interface according to the UE behaviour defined in clause 5.34.3 in TS 38.321.

9.13.3.2	Semi-Persistent Reporting 
Reported L1-RSRP measurements contained in a Semi-Persistent L1-RSRP measurement report shall meet the requirements in clauses 10.1.19 for FR1 and 10.1.20 for FR2, respectively. This requirement applies for semi-persistent L1-RSRP reports send on PUSCH or PUCCH. 
The UE shall only send semi-persistent L1-RSRP measurement reports on PUSCH, if a DCI request has been received. 
The UE shall only send semi-persistent L1-RSRP measurement reports on PUCCH, if an activation command [7] has been received. 
The UE shall transmit the semi-persistent L1-RSRP reporting on PUSCH or PUCCH over the air interface according to the periodicity defined in clause 5.2.1.4 in TS 38.214 [26]. In case Cell DRX is configured for the UE supporting [Cell_DRX_operation], UE shall transmit the semi-persistent L1-RSRP reporting on PUCCH or PUSCH over the air interface according to the UE behaviour defined in clause 5.34.3 in TS 38.321.
<End of Change #3>

