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<Start of Change>
[bookmark: _Toc76736854][bookmark: _Toc77241266][bookmark: _Toc77241771][bookmark: _Toc83743147][bookmark: _Toc83909668][bookmark: _Toc91071635]6.3E.3	Output power dynamics for inter-band V2X con-current operation
For inter-band con-current NR V2X operation, the output power dynamics requirement shall be applied per each component carrier. The output dynamic requirements specified in clause 6.3 of TS 36.101 [4] apply for E-UTRA UL transmission and the requirements specified in clause 6.3E of TS 38.101-1 [2] apply for NR SL transmission. The output dynamic requirements specified in clause 6.3.2G, 6.3.3G, 6.3.4G of TS 36.101 [4] apply for E-UTRA SL transmission and the requirements specified in clause 6.3 of TS 38.101-1 [2] apply for NR UL transmission.
6.3H	Output power dynamics for DC with UL MIMO	Comment by Huawei: Editoral change: Should move 6.3H and following 6.3L from current position (after 6.2L.4) to the place after 6.3E.3.
<unchanged parts are omitted>
<Next Change>
[bookmark: _Toc45890670][bookmark: _Toc45891894][bookmark: _Toc45892304][bookmark: _Toc45892714][bookmark: _Toc52353128][bookmark: _Toc53174951][bookmark: _Toc61378280][bookmark: _Toc61378755][bookmark: _Toc67953945][bookmark: _Toc68733612][bookmark: _Toc68784928][bookmark: _Toc76736888][bookmark: _Toc77241300][bookmark: _Toc77241805][bookmark: _Toc83743181][bookmark: _Toc83909702][bookmark: _Toc91071669]6.4E.2.2	Transmit modulation quality for Inter-band V2X
For inter-band V2X with transmission assigned to one E-UTRA band and one NR band, the requirements shall apply on each component carrier as defined in clause 6.5.2 in TS 36.101 [4] and in clause 6.4.2 in TS 38.101-1 [2], respectively, with all component carriers active. If multiple component carriers are assigned to one E-UTRA band, the requirements in clauses 6.5.2A in TS 36.101 [4] apply for those component carriers.
6.4H	Transmit signal quality for DC with UL MIMO	Comment by Huawei: Editoral change: Should move 6.4H and following 6.4L from current position (after 6.3L.3) to the place after 6.4E.2.2.
6.4H.1	Frequency error for DC with UL MIMO
6.4H.1.1	void
6.4H.1.2	void
6.4H.1.3	Frequency error for inter-band EN-DC with UL MIMO within FR1
For inter-band EN-DC with UL MIMO and uplink assigned to one E-UTRA band and one NR band, the requirements shall apply on each component carrier as defined in clause 6.5.1 in TS 36.101 [4] and in clause 6.4D.1 in TS 38.101-1 [2], respectively, with all component carriers active.
6.4H.2	Transmit modulation quality for DC with UL MIMO
6.4H.2.1	void
6.4H.2.2	void
6.4H.2.3	Transmit modulation quality for inter-band EN-DC with UL MIMO within FR1
For inter-band EN-DC with UL MIMO and uplink assigned to one E-UTRA band and one NR band, the requirements shall apply on each component carrier as defined in clause 6.5.2 in TS 36.101 [4] and in clause 6.4D.2 in TS 38.101-1 [2], respectively, with all component carriers active.
<Next Change>
6.4L	Transmit signal quality for DC with Tx Diversity
6.4L.1	Frequency error for DC with Tx Diversity
6.4L.1.1	void
6.4L.1.2	void
6.4L.1.3	Frequency error for inter-band EN-DC with Tx Diversity within FR1
[bookmark: OLE_LINK1]For inter-band EN-DC with Tx Diversity and uplink assigned to one E-UTRA band and one NR band, the requirements shall apply on each component carrier as defined in clause 6.5.1 in TS 36.101 [4] and in clause 6.4G.1 in TS 38.101-1 [2], respectively, with all component carriers active.
6.4L.2	Transmit modulation quality for DC with Tx Diversity
6.4L.2.1	void
6.4L.2.2	void
6.4L.2.3	Transmit modulation quality for inter-band EN-DC with Tx Diversity within FR1
For inter-band EN-DC with Tx Diversity and uplink assigned to one E-UTRA band and one NR band, the requirements shall apply on each component carrier as defined in clause 6.5.2 in TS 36.101 [4] and in clause 6.4G.2 in TS 38.101-1 [2], respectively, with all component carriers active.
<Next Change>
[bookmark: _Toc45890739][bookmark: _Toc45891963][bookmark: _Toc45892373][bookmark: _Toc45892783][bookmark: _Toc52353197][bookmark: _Toc53175020][bookmark: _Toc61378358][bookmark: _Toc61378833][bookmark: _Toc67954025][bookmark: _Toc68733692][bookmark: _Toc68785008][bookmark: _Toc76736968][bookmark: _Toc77241380][bookmark: _Toc77241885][bookmark: _Toc83743261][bookmark: _Toc83909782][bookmark: _Toc91071749][bookmark: _Toc29802954][bookmark: _Toc29802329][bookmark: _Toc29801905][bookmark: _Toc21344418]6.5E.4.2	Inter-band V2X con-current operation
For the inter-band con-current NR V2X operation, the requirements specified in subclause 6.7.1 of TS 36.101 [4] shall apply for the E-UTRA uplink in licensed band and the requirements specified in subclause 6.5E.4 of TS 38.101-1 [2] shall apply for the sidelink in NR Band n47.  
6.5H	Output RF spectrum emissions for DC with UL MIMO	Comment by Huawei: Editoral change: Should move 6.5H and following 6.5L from current position (after 6.4L.1.3) to the place after 6.5E.4.2.
<Next Change>
6.5H.2.3	Inter-band EN-DC with UL MIMO within FR1
Unless otherewise stated, the OOBE requirements specified in clause 6.6.2.1 of TS 36.101 [4], sub- clause 6.6.2 of TS 36.101 [4] and clause 6.5D.2 of TS 38.101-1 [2] apply for each component carrier.
6.5H.3	Spurious emissions for DC with UL MIMO
6.5H.3.1	void
6.5H.3.2	void
6.5H.3.3	Inter-band EN-DC with UL MIMO within FR1
The requirements in 6.5B.3.3 apply except that:
-	and For for the NR component carrier configured with UL MIMO, the configurations of UL MIMO are according to  general spurious emissions specified in clause 6.5D.3.1 of TS 38.101-1 [2] are applied, and the coexistence band protection requirements specified in clause 6.5D.3.2 of [2] are applied.
<End of Change>
