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<First Change>
[bookmark: _Toc21344222][bookmark: _Toc29801706][bookmark: _Toc29802130][bookmark: _Toc29802755][bookmark: _Toc36107497][bookmark: _Toc37251256][bookmark: _Toc45888055][bookmark: _Toc45888654][bookmark: _Toc61367295][bookmark: _Toc61372678][bookmark: _Toc68230618][bookmark: _Toc69084031][bookmark: _Toc75467038][bookmark: _Toc76509060][bookmark: _Toc76718050][bookmark: _Toc83580360][bookmark: _Toc84404869][bookmark: _Toc84413478]5.5A	Configurations for CA
[bookmark: _Toc21344223][bookmark: _Toc29801707][bookmark: _Toc29802131][bookmark: _Toc29802756][bookmark: _Toc36107498][bookmark: _Toc37251257][bookmark: _Toc45888056][bookmark: _Toc45888655][bookmark: _Toc61367296][bookmark: _Toc61372679][bookmark: _Toc68230619][bookmark: _Toc69084032][bookmark: _Toc75467039][bookmark: _Toc76509061][bookmark: _Toc76718051][bookmark: _Toc83580361][bookmark: _Toc84404870][bookmark: _Toc84413479]5.5A.0	General
[bookmark: _Toc21344224]The configurations for CA operating band including Band n41 also apply for the corresponding CA operating bands with Band n90 replacing Band n41 but with otherwise identical parameters. For brevity the said configuration for CA operating bands with Band n90 are not listed in the tables below but are covered by this specification.
Non‑contiguous resource allocation and almost contiguous allocation are not applicable for each NR carrier of intra‑band contiguous and non-contiguous CA configurations.
For a CA configuration with one or more operating band supporting asymmetric channel bandwidths as specified in sub-clause 5.3.6, requirements are defined for an asymmetric UL and DL channel bandwidth combination of a supported asymmetric channel bandwidth combination set for an operating band of the CA configuration when the said UL and DL channel bandwidths are also contained in a supported bandwidth combination set of the CA configuration.
For a higher order band combination of which CA_n20-n28 is a subset, the frequency range in band n28 is restricted for the higher order band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.
[bookmark: _Hlk87528426]The configuration tables for CA describe Bandwidth Combination Sets. Bandwidth Combination Set 4 and 5 contain all possible defined channel bandwidths for each band in the combination. The fact that BCS4 and BCS5 contain all channel bandwidths for each band does not alter if a bandwidth is mandatory or optional for a given band. Bandwidths that are identified as optional in Table 5.3.5-1 for a given release are still optional for UEs that support BCS4 or BCS5, where the bandwidths the UE supports for each band, the maximum bandwidth and/or minimum bandwidth for the band in the band combination are indicated in the UE capabilities. Note that tThe minimum bandwidth per CC and maximum aggregated FDD, TDD and total bandwidth per band combination may beis indicated only forin BCS5 as described in 38.306 [15] and BCS5 shall not be indicated together with BCS4 for a CA configuration. For inter-band CA combinations including FR1 intra-band CA and with BCS4 or BCS5 in the following configuration tables, the Bandwidth Combination Sets for the FR1 intra-band CA are BCS4 or BCS5, respectively.
By default, power class 3 is applicable for the CA configurations listed in the following clauses. The applicability of higher power class(es) is explicitly indicated in the CA configuration tables in clauses 5.5A.1, 5.5A.2 and 5.5A.3. A UE supporting a given power class for a CA configuration shall meet the corresponding transmitter and receiver requirements in Clause 6 and Clause 7, respectively.
<Next Change>
[bookmark: _Toc21344228][bookmark: _Toc29801712][bookmark: _Toc29802136][bookmark: _Toc29802761][bookmark: _Toc36107503][bookmark: _Toc37251262][bookmark: _Toc45888064][bookmark: _Toc45888663][bookmark: _Toc61367304][bookmark: _Toc61372687][bookmark: _Toc68230627][bookmark: _Toc69084040][bookmark: _Toc75467048][bookmark: _Toc76509070][bookmark: _Toc76718060]
[bookmark: _Toc83580370][bookmark: _Toc84404879][bookmark: _Toc84413488]5.5C	Configurations for SUL
The configuration tables for SUL describe Bandwidth Combination Sets. Bandwidth Combination Set 4 and 5 contains all possible defined channel bandwidths for each band in the combination. The fact that BCS4 and BCS5 contains all channel bandwidths for each band does not alter if a bandwidth is mandatory or optional for a given band. Bandwidths that are identified as optional in Table 5.3.5-1 for a given release are still optional for UEs that support BCS4 or BCS5. , where the bandwidths the UE supports for each band, the maximum bandwidth and/or minimum bandwidth for the band in the band combination are indicated in the UE capabilities. Note that tThe minimum bandwidth per CC and aggregated FDD, TDD and total bandwidth per band combination may beis indicated only forin BCS5 as described in 38.306 [15] and BCS5 shall not be indicated together with BCS4 for a SUL configuration. For SUL band combinations including FR1 intra-band CA and with BCS4 or BCS5, the Bandwidth Combination Sets for the FR1 intra-band CA are BCS4 or BCS5.
For the NR SUL band configurations with inter-band CA in sub-clause 5.5C, when the capability [BandCombination-UplinkTxSwitch-r18] is present, three or four bands can be configured in the uplink with simultaneous uplink transmission on up to two bands, and the corresponding requirements for SUL band configurations with inter-band CA and with uplink assigned to one or two bands shall apply. For each uplink band pair in the NR SUL band configurations with inter-band CA, according to the capability [uplinkTxSwitchingOptionForBandPair],
–	if switchedUL is supported, uplink transmission on any one band of the band pair in the band combination shall be supported according to the scheduling commands, and the corresponding requirements for SUL band configuration with inter-band CA and with uplink assigned to one band on band X or band Y apply;
–	if dualUL is supported, simultaneous uplink transmission on the two NR UL bands from the band pair for which dualUL is declared in the band combination shall be supported according to the scheduling commands, and the corresponding requirements for SUL band configuration with inter-band CA and with uplink CA between the two uplink bands apply.
For SUL band configuration with inter-band CA, band pair(s) of two non-SUL bands with switchedUL or dualUL by the parameter [uplinkTxSwitchingOption] is supported, and any other band pair(s) including SUL with switchedUL is supported, in release 18.
<End of changes>


