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<Unchanged part skipped>
Table A.3.2.1.1-9: PDSCH Reference Channel for FDD CC and CA scenario
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-9.1 FDD
	R.PDSCH.1-9.2 FDD
	R.PDSCH.1-9.3 FDD
	R.PDSCH.1-9.4 FDD
	R.PDSCH.1-9.5 FDD

	Channel bandwidth
	MHz
	5
	15
	20
	25
	30

	Subcarrier spacing
	kHz
	15
	15
	15
	15
	15

	Number of allocated resource blocks
	PRBs
	25
	79
	106
	133
	160

	Number of consecutive PDSCH symbols
	
	12
	12
	12
	12
	12

	Allocated slots per 2 frames
	Slots
	19
	19
	19
	19
	19

	MCS table
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	MCS index
	
	13
	13
	13
	13
	13

	Modulation
	
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Target Coding Rate
	
	0.48
	0.48
	0.48
	0.48
	0.48

	Number of MIMO layers
	
	2
	2
	2
	2
	2

	Number of DMRS REs
	
	12
	12
	12
	12
	12

	Overhead for TBS determination
	
	0
	0
	0
	0
	0

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 1,…, 19
	Bits
	12552
	39936
	53288
	67584
	79896

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 1,…, 19
	Bits
	24
	24
	24
	24
	24

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot i = 0
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 1,…, 19
	CBs
	2
	5
	7
	9
	10

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 10, 11
	Bits
	2524825200
	7977679632
	106944106848
	134112134064
	161280

	  For Slots i =1,…, 9, 12, …, 19
	Bits
	26400
	83424
	111936
	140448
	168960

	Max. Throughput averaged over 2 frames
	Mbps
	11.924
	37.939
	50.624
	64.205
	75.901

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames





Table A.3.2.1.1-10: PDSCH Reference Channel for FDD CC and CA scenario
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-10.1 FDD
	R.PDSCH.1-10.2 FDD
	
	
	

	Channel bandwidth
	MHz
	40
	50
	
	
	

	Subcarrier spacing
	kHz
	15
	15
	
	
	

	Number of allocated resource blocks
	PRBs
	216
	270
	
	
	

	Number of consecutive PDSCH symbols
	
	12
	12
	
	
	

	Allocated slots per 2 frames
	Slots
	19
	19
	
	
	

	MCS table
	
	64QAM
	64QAM
	
	
	

	MCS index
	
	13
	13
	
	
	

	Modulation
	
	16QAM
	16QAM
	
	
	

	Target Coding Rate
	
	0.48
	0.48
	
	
	

	Number of MIMO layers
	
	2
	2
	
	
	

	Number of DMRS REs
	
	12
	12
	
	
	

	Overhead for TBS determination
	
	0
	0
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	
	
	

	  For Slots i = 1,…, 19
	Bits
	108552
	135296
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	
	
	

	  For Slots i = 1,…, 19
	Bits
	24
	24
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot i = 0
	CBs
	N/A
	N/A
	
	
	

	  For Slots i = 1,…, 19
	CBs
	13
	17
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	
	
	

	  For Slots i = 10, 11
	Bits
	217728
	272256272160
	
	
	

	  For Slots i =1,…, 9, 12, …, 19
	Bits
	228096
	285120
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	103.124
	128.531
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
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Table A.3.2.1.2-1: PDSCH Reference Channel for FDD (64QAM)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-1.1 FDD
	
	
	
	

	Channel bandwidth
	MHz
	20
	
	
	
	

	Subcarrier spacing
	kHz
	30
	
	
	
	

	Number of allocated resource blocks
	PRBs
	51
	
	
	
	

	Number of consecutive PDSCH symbols
	
	12
	
	
	
	

	Allocated slots per 2 frames
	Slots
	39
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	19
	
	
	
	

	Modulation
	
	64QAM
	
	
	
	

	Target Coding Rate
	
	0.51
	
	
	
	

	Number of MIMO layers
	
	2
	
	
	
	

	Number of DMRS REs
	
	12
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	
	
	
	

	  For Slots i = 1,…, 39
	Bits
	40976
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	
	
	
	

	  For Slots i = 1,…, 39
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot i = 0
	CBs
	N/A
	
	
	
	

	  For Slots i = 1,…, 39
	CBs
	5
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	
	
	
	

	  For Slots i = 20, 21
	Bits
	7732877112
	
	
	
	

	  For Slots i = 1,…, 19, 22, …, 39
	Bits
	80784
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	79.903
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
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<Unchanged part skipped>
Table A.3.2.2.1-2: PDSCH Reference Channel for TDD CC with UL-DL pattern FR1.15-1 and CA scenario
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-2.1 TDD
	R.PDSCH.1-2.2 TDD
	R.PDSCH.1-2.3 TDD
	R.PDSCH.1-2.4 TDD
	R.PDSCH.1-2.5 TDD

	Channel bandwidth
	MHz
	5
	10
	15
	20
	25

	Subcarrier spacing
	kHz
	15
	15
	15
	15
	15

	Number of allocated resource blocks
	PRBs
	25
	52
	79
	106
	133

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	
	8
	8
	8
	8
	8

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,19}
	
	12
	12
	12
	12
	12

	Allocated slots per 2 frames
	Slots
	15
	15
	15
	15
	15

	MCS table
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	MCS index
	
	13
	13
	13
	13
	13

	Modulation
	
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Target Coding Rate
	
	0.48
	0.48
	0.48
	0.48
	0.48

	Number of MIMO layers
	
	2
	2
	2
	2
	2

	Number of DMRS REs
	
	
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	
	12
	12
	12
	12
	12

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,19}
	
	12
	12
	12
	12
	12

	Overhead for TBS determination
	
	0
	0
	0
	0
	0

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	Bits
	8064
	16896
	25608
	33816
	43032

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,19}
	Bits
	12552
	26120
	39936
	53288
	67584

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	Bits
	24
	24
	24
	24
	24

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,19}
	Bits
	24
	24
	24
	24
	24

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot i = 0
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	CBs
	1
	3
	4
	5
	6

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,19}
	CBs
	2
	4
	5
	7
	9

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 10, 11
	Bits
	2524825200
	52416
	7977679632
	106944106848
	134112134064

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	Bits
	16800
	34944
	53088
	71232
	89376

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,9,12,…,19}
	Bits
	26400
	54912
	83424
	111936
	140448

	Max. Throughput averaged over 2 frames
	Mbps
	8.516
	17.745
	27.086
	36.072
	45.778

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.2.1-3: PDSCH Reference Channel for TDD CC with UL-DL pattern FR1.15-1 and CA scenario
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-3.1 TDD
	R.PDSCH.1-3.2 TDD
	R.PDSCH.1-3.3 TDD
	
	

	Channel bandwidth
	MHz
	30
	40
	50
	
	

	Subcarrier spacing
	kHz
	15
	15
	15
	
	

	Number of allocated resource blocks
	PRBs
	160
	216
	270
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	
	8
	8
	8
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,19}
	
	12
	12
	12
	
	

	Allocated slots per 2 frames
	Slots
	15
	15
	15
	
	

	MCS table
	
	64QAM
	64QAM
	64QAM
	
	

	MCS index
	
	13
	13
	13
	
	

	Modulation
	
	16QAM
	16QAM
	16QAM
	
	

	Target Coding Rate
	
	0.48
	0.48
	0.48
	
	

	Number of MIMO layers
	
	2
	2
	2
	
	

	Number of DMRS REs
	
	
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	
	12
	12
	12
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,19}
	
	12
	12
	12
	
	

	Overhead for TBS determination
	
	0
	0
	0
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	Bits
	51216
	69672
	86040
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,19}
	Bits
	79896
	108552
	135296
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	Bits
	24
	24
	24
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,19}
	Bits
	24
	24
	24
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot i = 0
	CBs
	N/A
	N/A
	N/A
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	CBs
	7
	9
	11
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,19}
	CBs
	10
	13
	17
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	
	

	  For Slots i = 10, 11
	Bits
	161280
	217728
	272256272160
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	Bits
	107520
	145152
	181440
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,9,12,…,19}
	Bits
	168960
	228096
	285120
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	54.186
	73.638
	91.621
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
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Table A.3.2.2.2-1: PDSCH Reference Channel for TDD UL-DL pattern FR1.30-1 and FR1.30-1A (QPSK)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-1.1 TDD
	R.PDSCH.2-1.2 TDD
	R.PDSCH.2-1.3 TDD
	R.PDSCH.2-1.4 TDD
	

	Channel bandwidth
	MHz
	40
	40
	40
	40
	

	Subcarrier spacing
	kHz
	30
	30
	30
	30
	

	Allocated resource blocks
	PRBs
	106
	6
	106
	106
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	4
	4
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	12
	7
	12
	

	Allocated slots per 2 frames
	
	31
	31
	27
	27
	

	MCS table
	
	64QAM
	64QAM
	64QAM
	64QAMLowSE
	

	MCS index
	
	4
	4
	4
	14
	

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	

	Target Coding Rate
	
	0.30
	0.30
	0.30
	0.59
	

	Number of MIMO layers
	
	1
	1
	1
	1
	

	Number of DMRS REs
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	6
	6
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	18
	12
	12
	12
	

	Overhead for TBS determination
	
	0
	0
	0
	0
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	2664
	144
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	Bits
	8064
	480
	4608
	16392
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	16
	16
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	Bits
	24
	16
	24
	24
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	CBs
	N/A
	N/A
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	CBs
	1
	1
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	CBs
	1
	1
	1
	2
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slots i = 20, 21
	Bits
	2546425440
	1512
	1464013992
	2673627612
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	8904
	504
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,19,22,…,39}
	Bits
	26712
	1584
	15264
	27984
	

	Max. Throughput averaged over 2 frames
	Mbps
	11.419
	0.677
	6.221
	22.129
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



[bookmark: _Hlk66811904]Table A.3.2.2.2-2: PDSCH Reference Channel for TDD UL-DL pattern FR1.30-1 (16QAM)
	Parameter
	Unit
	Value
	

	Reference channel
	
	R.PDSCH.2-2.1 TDD
	R.PDSCH.2-2.2 TDD
	R.PDSCH.2-2.3 TDD
	R.PDSCH.2-2.4 TDD
	R.PDSCH.2-2.5 TDD
	R.PDSCH.2-2.6 TDD

	Channel bandwidth
	MHz
	40
	40
	40
	40
	40
	40

	Subcarrier spacing
	kHz
	30
	30
	30
	30
	30
	30

	Allocated resource blocks
	PRBs
	106
	106
	106
	106
	106
	106

	Number of consecutive PDSCH symbols
	
	
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	4
	4
	4
	4
	4
	4

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	12
	12
	12
	12
	12

	Allocated slots per 2 frames
	
	31
	31
	31
	31
	31
	31

	MCS table
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAMLowSE
	64QAM

	MCS index
	
	13
	13
	13
	13
	19
	16

	Modulation
	
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Target Coding Rate
	
	0.48
	0.48
	0.48
	0.48
	0.54
	0.64

	Number of MIMO layers
	
	1
	2
	3
	4
	2
	1

	Number of DMRS REs
	
	
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A


	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	6
	6
	12
	12
	6
	6

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	12
	24
	24
	12
	12

	Overhead for TBS determination
	
	0
	0
	0
	0
	0
	0

	Information Bit Payload per Slot 
	
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	8456
	16896
	22032
	29192
	19464
	11528

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	Bits
	26632
	53288
	73776
	98376
	60456
	35856

	Transport block CRC per Slot
	
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	24
	24
	24
	24
	24
	24

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6}for i from {1,…,39}
	Bits
	24
	24
	24
	24
	24
	24

	Number of Code Blocks per Slot
	
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	CBs
	2
	3
	3
	4
	3
	2

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	CBs
	4
	7
	9
	12
	8
	5

	Binary Channel Bits Per Slot
	
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 20, 21
	Bits
	5347253424
	106944106848
	145152144008
	193536193344
	101952101760
	5347253424

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	17808
	35616
	45792
	61056
	35616
	17808

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,19,22,…,39}
	Bits
	55968
	111936
	152640
	203520
	111936
	55968

	Max. Throughput averaged over 2 frames
	Mbps
	37.644
	75.318
	104.004
	138.646
	85.508
	50.711

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
	



Table A.3.2.2.2-3: PDSCH Reference Channel for TDD UL-DL pattern FR1.30-1 (64QAM)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-3.1 TDD
	R.PDSCH.2-3.2 TDD
	R.PDSCH.2-3.3 TDD
	R.PDSCH.2-3.4 TDD
	

	Channel bandwidth
	MHz
	40
	40
	40
	40
	

	Subcarrier spacing
	kHz
	30
	30
	30
	30
	

	Allocated resource blocks
	PRBs
	106
	106
	53 (Note 3)
	53 (Note 4)
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	
	N/A
	N/A
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	4
	4
	4
	4
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	12
	12
	12
	

	Allocated slots per 2 frames
	
	31
	31
	31
	31
	

	MCS table
	
	64QAM
	64QAM
	64QAM
	64QAM
	

	MCS index
	
	19
	19
	19
	19
	

	Modulation
	
	64QAM
	64QAM
	64QAM
	64QAM
	

	Target Coding Rate
	
	0.51
	0.51
	0.51
	0.51
	

	Number of MIMO layers
	
	2
	2
	2
	2
	

	Number of DMRS REs
	
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	
	N/A
	N/A
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	6
	12
	12
	12
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	24
	24
	24
	

	Overhead for TBS determination
	
	0
	0
	0
	0
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	27144
	23040
	11528
	11528
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	Bits
	83976
	77896
	38936
	38936
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	24
	24
	24
	24
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6}for i from {1,…,39}
	Bits
	24
	24
	24
	24
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	CBs
	N/A
	N/A
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	CBs
	4
	3
	2
	2
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	CBs
	10
	10
	5
	5
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slots i = 20, 21
	Bits
	160416160272
	137664137376
	68688
	6897668688
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	53424
	45792
	22896
	22896
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,19,22,…,39}
	Bits
	167904
	152640
	76320
	76320
	

	Max. Throughput averaged over 2 frames
	Mbps
	118.796
	109.768
	54.869
	54.869
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
Note 3:	PDSCH is scheduled in PRB numbers from 0 to 52.
Note 4:	PDSCH is scheduled in PRB numbers from 53 to 105.



Table A.3.2.2.2-4: PDSCH Reference Channel for TDD UL-DL pattern FR1.30-1 (256QAM)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-4.1 TDD
	
	
	
	

	Channel bandwidth
	MHz
	40
	
	
	
	

	Subcarrier spacing
	kHz
	30
	
	
	
	

	Allocated resource blocks
	PRBs
	106
	
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	4
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	
	
	
	

	Allocated slots per 2 frames
	
	31
	
	
	
	

	MCS table
	
	256QAM
	
	
	
	

	MCS index
	
	24
	
	
	
	

	Modulation
	
	256QAM
	
	
	
	

	Target Coding Rate
	
	0.82
	
	
	
	

	Number of MIMO layers
	
	1
	
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	6
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	29192
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	Bits
	92200
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	24
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	CBs
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	CBs
	4
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	CBs
	11
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slots i = 20, 21
	Bits
	106944106848
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	35616
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,19,22,…,39}
	Bits
	111936
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	130.308
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.2.2-5: PDSCH Reference Channel for TDD UL-DL pattern FR1.30-2
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-5.1 TDD
	
	
	
	

	Channel bandwidth
	MHz
	40
	
	
	
	

	Subcarrier spacing
	kHz
	30
	
	
	
	

	Allocated resource blocks
	PRBs
	106
	
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,39}
	
	N/A
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,39}
	
	8
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,39}
	
	12
	
	
	
	

	Allocated slots per 2 frames
	
	31
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	4
	
	
	
	

	Modulation
	
	QPSK
	
	
	
	

	Target Coding Rate
	
	0.30
	
	
	
	

	Number of MIMO layers
	
	1
	
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	For Slot 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,39}
	
	N/A
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,39}
	
	12
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,39}
	
	12
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,39}
	Bits
	5376
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,39}
	Bits
	8456
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,39}
	Bits
	24
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,39}
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,39}
	CBs
	N/A
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,39}
	CBs
	1
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,39}
	CBs
	2
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i = 20, 21
	Bits
	2673626712
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,39}
	Bits
	17808
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,19,22,…,39}
	Bits
	27984
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	11.875
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.2.2-6: PDSCH Reference Channel for TDD UL-DL pattern FR1.30-3
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-6.1 TDD
	
	
	
	

	Channel bandwidth
	MHz
	40
	
	
	
	

	Subcarrier spacing
	kHz
	30
	
	
	
	

	Allocated resource blocks
	PRBs
	106
	
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 10) = {4,8,9} for i from {0,…,39}
	
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = {3,7} for i from {0,…,39}
	
	8
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,5,6} for i from {1,…,39}
	
	12
	
	
	
	

	Allocated slots per 2 frames
	
	27
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	4
	
	
	
	

	Modulation
	
	QPSK
	
	
	
	

	Target Coding Rate
	
	0.30
	
	
	
	

	Number of MIMO layers
	
	1
	
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	For Slot 0 and Slot i, if mod(i, 10) = {4,8,9} for i from {0,…,39}
	
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = {3,7} for i from {0,…,39}
	
	12
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,5,6} for i from {1,…,39}
	
	12
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 10) = {4,8,9} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = {3,7} for i from {0,…,39}
	Bits
	5376
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,5,6} for i from {1,…,39}
	Bits
	8456
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 10) = {4,8,9} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = {3,7} for i from {0,…,39}
	Bits
	24
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,5,6} for i from {1,…,39}
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 10) = {4,8,9} for i from {0,…,39}
	CBs
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = {3,7} for i from {0,…,39}
	CBs
	1
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,5,6} for i from {1,…,39}
	CBs
	2
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 10) = {4,8,9} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i = 20, 21
	Bits
	2673626712
	
	
	
	

	  For Slot i, if mod(i, 10) = {3,7} for i from {0,…,39}
	Bits
	17808
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,5,6} for i from {1,…,19,22,…,39}
	Bits
	27984
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	10.184
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.2.2-7: PDSCH Reference Channel for TDD UL-DL pattern FR1.30-1 and CSI-RS overlapped with PDSCH
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-7.1 TDD
	
	
	
	

	Channel bandwidth
	MHz
	40
	
	
	
	

	Subcarrier spacing
	kHz
	30
	
	
	
	

	Allocated resource blocks
	PRBs
	106
	
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	4
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	
	
	
	

	Allocated slots per 2 frames
	
	31
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	13
	
	
	
	

	Modulation
	
	16QAM
	
	
	
	

	Target Coding Rate
	
	0.48
	
	
	
	

	Number of MIMO layers
	
	2
	
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	6
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	16896
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	Bits
	53288
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	24
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	CBs
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	CBs
	3
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	CBs
	7
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,5} for i from {1,…,19,22,…,39}
	Bits
	103616103456
	
	
	
	

	  For Slots i = 20
	Bits
	9862498368
	
	
	
	

	  For Slots i = 21
	Bits
	106944106848
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	35616
	
	
	
	

	  For Slot i, if mod(i, 10) = {1,2,3,4,6} for i from {1,…,19,22,…,39}
	Bits
	111936
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	75.318
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.2.2-8: PDSCH Reference Channel for TDD PMI reporting requirements with UL-DL pattern FR1.30-1
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-8.1 TDD
	R.PDSCH.2-8.2 TDD
	R.PDSCH.2-8.3 TDD
	
	

	Channel bandwidth
	MHz
	40
	40
	40
	
	

	Subcarrier spacing
	kHz
	30
	30
	30
	
	

	Allocated resource blocks
	PRBs
	106
	106
	106
	
	

	Number of consecutive PDSCH symbols
	
	12
	12
	12
	
	

	Allocated slots per 2 frames
	
	23
	23
	23
	
	

	MCS table
	
	64QAM
	64QAM
	64QAM
	
	

	MCS index
	
	13
	13
	20
	
	

	Modulation
	
	16QAM
	16QAM
	64QAM
	
	

	Target Coding Rate
	
	0.48
	0.48
	0.55
	
	

	Number of MIMO layers
	
	1
	2
	2
	
	

	Number of DMRS REs (Note 3)
	
	24
	24
	24
	
	

	Overhead for TBS determination
	
	0
	0
	0
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {7,8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	
	

	For CSI-RS Slot i, if mod(i,10) =1 for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	
	

	  For Slot i = 20
	Bits
	24576
	49176
	83976
	
	

	  For Slot i, if mod(i, 10) = {0,2,3,4,5,6} for i from {1,…,19,22,…,39}
	Bits
	24576
	49176
	83976
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {7,8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	
	

	  For CSI-RS Slot i, if mod(i,10) =1 for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	
	

	  For Slot i = 20
	Bits
	24
	24
	24
	
	

	  For Slot i, if mod(i, 10) = {0,2,3,4,5,6} for i from {1,…,19,22,…,39}
	Bits
	24
	24
	24
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {7,8,9} for i from {0,…,39}
	CBs
	N/A
	N/A
	N/A
	
	

	  For CSI-RS Slot i, if mod(i,10) =1 for i from {0,…,39}
	CBs
	N/A
	N/A
	N/A
	
	

	  For Slot i = 20
	CBs
	3
	6
	10
	
	

	  For Slot i, if mod(i, 10) = {0,2,3,4,5,6} for i from {1,…,19,22,…,39}
	CBs
	3
	6
	10
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {7,8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	
	

	For CSI-RS Slot i, if mod(i,10) =1 for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	
	

	  For Slot i = 20
	Bits
	4838448336
	9676896672
	145152145008
	
	

	  For Slot i, if mod(i, 10) = {0,2,3,4,5,6} for i from {1,…,19,22,…,39}
	Bits
	50880
	101760
	152640
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	28.2624
	56.5524
	96.5724
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
Note 3:	Number of DMRS REs includes the overhead of the DM-RS CDM groups without data



Table A.3.2.2.2-9: PDSCH Reference Channel for TDD UL-DL pattern FR1.30-4 (64QAM)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-9.1 TDD
	
	
	
	

	Channel bandwidth
	MHz
	20
	
	
	
	

	Subcarrier spacing
	kHz
	30
	
	
	
	

	Allocated resource blocks
	PRBs
	51
	
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 10) = {4,5} for i from {0,…,39}
	
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = 3 for i from {0,…,39}
	
	4
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,6,7,8,9} for i from {1,…,39}
	
	12
	
	
	
	

	Allocated slots per 2 frames
	
	31
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	19
	
	
	
	

	Modulation
	
	64QAM
	
	
	
	

	Target Coding Rate
	
	0.51
	
	
	
	

	Number of MIMO layers
	
	2
	
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 10) = {4,5} for i from {0,…,39}
	
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = 3 for i from {0,…,39}
	
	6
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,6,7,8,9} for i from {1,…,39}
	
	12
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {4,5} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = 3 for i from {0,…,39}
	Bits
	13064
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,6,7,8,9} for i from {1,…,39}
	Bits
	40976
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {4,5} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = 3 for i from {0,…,39}
	Bits
	24
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,6,7,8,9} for i from {1,…,39}
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {4,5} for i from {0,…,39}
	CBs
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = 3 for i from {0,…,39}
	CBs
	2
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,6,7,8,9} for i from {1,…,39}
	CBs
	5
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {4,5} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slots i = 20, 21
	Bits
	7732877112
	
	
	
	

	  For Slot i, if mod(i, 10) = 3 for i from {0,…,39}
	Bits
	25704
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,6,7,8,9} for i from {1,…,19,22,…,39}
	Bits
	80784
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	57.930
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



<Unchanged part skipped>
Table A.3.2.2.2-11: PDSCH Reference Channel for TDD UL-DL pattern FR1.30-5
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-11.1 TDD
	
	
	
	

	Channel bandwidth
	MHz
	40
	
	
	
	

	Subcarrier spacing
	kHz
	30
	
	
	
	

	Allocated resource blocks
	PRBs
	106
	
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	For Slot 0 and Slot i, if mod(i, 4) = {2,3} for i from {0,…,39}
	
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 0 for i from {1,…,39}
	
	12
	
	
	
	

	  For Slot i, if mod(i, 4) = 1 for i from {0,…,39}
	
	10
	
	
	
	

	Allocated slots per 2 frames
	
	31
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	4
	
	
	
	

	Modulation
	
	QPSK
	
	
	
	

	Target Coding Rate
	
	0.30
	
	
	
	

	Number of MIMO layers
	
	1
	
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	For Slot 0 and Slot i, if mod(i, 4) = {2,3} for i from {0,…,39}
	
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 0 for i from {1,…,39}
	
	18
	
	
	
	

	  For Slot i, if mod(i, 4) = 1 for i from {0,…,39}
	
	18
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 4) = {2,3} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 0 for i from {1,…,39}
	Bits
	8064
	
	
	
	

	  For Slot i, if mod(i, 4) = 1 for i from {0,…,39}
	Bits
	6528
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 4) = {2,3} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 0 for i from {1,…,39}
	Bits
	24
	
	
	
	

	  For Slot i, if mod(i, 4) = 1 for i from {0,…,39}
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 4) = {2,3} for i from {0,…,39}
	CBs
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 0 for i from {1,…,39}
	CBs
	1
	
	
	
	

	  For Slot i, if mod(i, 4) = 1 for i from {0,…,39}
	CBs
	1
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 4) = {2,3} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i = 20
	Bits
	2546425440
	
	
	
	

	  For Slot i = 21
	Bits
	2037620352
	
	
	
	

	  For Slot i, if mod(i, 4) = 0 for i from {1,…,19,22,…,39}
	Bits
	26712
	
	
	
	

	  For Slot i, if mod(i, 4) = 1 for i from {0,…,19,22,…,39}
	Bits
	21624
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	6.893
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.2.2-12: PDSCH Reference Channel for TDD UL-DL pattern FR1.30-6
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-12.1 TDD
	
	
	
	

	Channel bandwidth
	MHz
	40
	
	
	
	

	Subcarrier spacing
	kHz
	30
	
	
	
	

	Allocated resource blocks
	PRBs
	106
	
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	For Slot 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,39}
	
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 0 for i from {1,…,39}
	
	12
	
	
	
	

	  For Slot i, if mod(i, 4) = 1 for i from {0,…,39}
	
	8
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {0,…,39}
	
	10
	
	
	
	

	Allocated slots per 2 frames
	
	31
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	4
	
	
	
	

	Modulation
	
	QPSK
	
	
	
	

	Target Coding Rate
	
	0.30
	
	
	
	

	Number of MIMO layers
	
	1
	
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	For Slot 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,39}
	
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 0 for i from {1,…,39}
	
	18
	
	
	
	

	  For Slot i, if mod(i, 4) = 1 for i from {0,…,39}
	
	18
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {0,…,39}
	
	18
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 0 for i from {1,…,39}
	Bits
	8064
	
	
	
	

	  For Slot i, if mod(i, 4) = 1 for i from {0,…,39}
	Bits
	4992
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {0,…,39}
	Bits
	6528
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 0 for i from {1,…,39}
	Bits
	24
	
	
	
	

	  For Slot i, if mod(i, 4) = 1 for i from {0,…,39}
	Bits
	24
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {0,…,39}
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,39}
	CBs
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 0 for i from {1,…,39}
	CBs
	1
	
	
	
	

	  For Slot i, if mod(i, 4) = 1 for i from {0,…,39}
	CBs
	1
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {0,…,39}
	CBs
	1
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i = 20
	Bits
	2546425440
	
	
	
	

	  For Slot i = 21
	Bits
	1528815264
	
	
	
	

	  For Slot i, if mod(i, 4) = 0 for i from {1,…,19,22,…,39}
	Bits
	26712
	
	
	
	

	  For Slot i, if mod(i, 4) = 1 for i from {1,…,19,22,…,39}
	Bits
	16536
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {0,…,39}
	Bits
	21624
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	9.389
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.2.2-13: PDSCH Reference Channel for TDD CC with UL-DL pattern FR1.30-1 and CA scenario
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-13.1 TDD
	R.PDSCH.2-13.2 TDD
	R.PDSCH.2-13.3 TDD
	R.PDSCH.2-13.4 TDD
	R.PDSCH.2-13.5 TDD

	Channel bandwidth
	MHz
	5
	10
	15
	20
	25

	Subcarrier spacing
	kHz
	30
	30
	30
	30
	30

	Allocated resource blocks
	PRBs
	11
	24
	38
	51
	65

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	4
	4
	4
	4
	4

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	12
	12
	12
	12

	Allocated slots per 2 frames
	
	31
	31
	31
	31
	31

	MCS table
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	MCS index
	
	13
	13
	13
	13
	13

	Modulation
	
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Target Coding Rate
	
	0.48
	0.48
	0.48
	0.48
	0.48

	Number of MIMO layers
	
	2
	2
	2
	2
	2

	Number of DMRS REs
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	6
	6
	6
	6
	6

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	12
	12
	12
	12

	Overhead for TBS determination
	
	0
	0
	0
	0
	0

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	1800
	3840
	6144
	8192
	10504

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	Bits
	5504
	12040
	18960
	25608
	32776

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	16
	24
	24
	24
	24

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	Bits
	24
	24
	24
	24
	24

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	CBs
	1
	1
	1
	1
	2

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	CBs
	1
	2
	3
	4
	4

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 20, 21
	Bits
	1123211088
	24192
	3840038304
	5155251408
	6556865520

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	3696
	8064
	12768
	17136
	21840

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,19,22,…,39}
	Bits
	11616
	25344
	40128
	53856
	68640

	Max. Throughput averaged over 2 frames
	Mbps
	7.790
	17.022
	26.825
	36.209
	46.348

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.2.2-14: PDSCH Reference Channel for TDD CC with UL-DL pattern FR1.30-1 and CA scenario
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-14.1 TDD
	R.PDSCH.2-14.2 TDD
	R.PDSCH.2-14.3 TDD
	R.PDSCH.2-14.4 TDD
	R.PDSCH.2-14.5 TDD

	Channel bandwidth
	MHz
	30
	50
	60
	80
	90

	Subcarrier spacing
	kHz
	30
	30
	30
	30
	30

	Allocated resource blocks
	PRBs
	78
	133
	162
	217
	245

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	4
	4
	4
	4
	4

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	12
	12
	12
	12

	Allocated slots per 2 frames
	
	31
	31
	31
	31
	31

	MCS table
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	MCS index
	
	13
	13
	13
	13
	13

	Modulation
	
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Target Coding Rate
	
	0.48
	0.48
	0.48
	0.48
	0.48

	Number of MIMO layers
	
	2
	2
	2
	2
	2

	Number of DMRS REs
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	6
	6
	6
	6
	6

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	12
	12
	12
	12

	Overhead for TBS determination
	
	0
	0
	0
	0
	0

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	12552
	21504
	26120
	34816
	38936

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	Bits
	38936
	67584
	81976
	110632
	122976

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	24
	24
	24
	24
	24

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	Bits
	24
	24
	24
	24
	24

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	CBs
	2
	3
	4
	5
	5

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	CBs
	5
	9
	10
	14
	15

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 20, 21
	Bits
	7872078624
	134112134064
	163392163296
	218784218736
	247008246960

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	26208
	44688
	54432
	72912
	82320

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,19,22,…,39}
	Bits
	82368
	140448
	171072
	229152
	258720

	Max. Throughput averaged over 2 frames
	Mbps
	55.074
	95.539
	115.892
	156.316
	173.805

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.2.2-15: PDSCH Reference Channel for TDD CC with UL-DL pattern FR1.30-1 and CA scenario
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-15.1 TDD
	
	
	
	

	Channel bandwidth
	MHz
	100
	
	
	
	

	Subcarrier spacing
	kHz
	30
	
	
	
	

	Allocated resource blocks
	PRBs
	273
	
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	4
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	
	
	
	

	Allocated slots per 2 frames
	
	31
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	13
	
	
	
	

	Modulation
	
	16QAM
	
	
	
	

	Target Coding Rate
	
	0.48
	
	
	
	

	Number of MIMO layers
	
	2
	
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	6
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	44040
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	Bits
	139376
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	24
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	CBs
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	CBs
	6
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	CBs
	17
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slots i = 20, 21
	Bits
	275232275184
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	91728
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,19,22,…,39}
	Bits
	288288
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	196.966
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.2.2-16: PDSCH Reference Channel for TDD UL-DL pattern FR1.30-1
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-16.1 TDD
	R.PDSCH.2-16.2 TDD
	
	
	

	Channel bandwidth
	MHz
	40
	40
	
	
	

	Subcarrier spacing
	kHz
	30
	30
	
	
	

	Allocated resource blocks
	PRBs
	106
	106
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = {0, 7} for i from {0,…,39}
	
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 10) = {1,2,3,4,5,6} for i from {1,…,39}
	
	12
	12
	
	
	

	Allocated slots per 2 frames
	
	24
	24
	
	
	

	MCS table
	
	64QAMLowSE
	64QAMLowSE
	
	
	

	MCS index
	
	19
	19
	
	
	

	Modulation
	
	16QAM
	16QAM
	
	
	

	Target Coding Rate
	
	0.54
	0.54
	
	
	

	Number of MIMO layers
	
	1
	1
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = {0, 7} for i from {0,…,39}
	
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	12
	
	
	

	Overhead for TBS determination
	
	0
	0
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,7,8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 10) = {1,2,3,4,5,6} for i from {1,…,39}
	Bits
	30216
	30216
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,7,8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 10) = {1,2,3,4,5,6} for i from {1,…,39}
	Bits
	24
	24
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,7,8,9} for i from {0,…,39}
	CBs
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 10) = {1,2,3,4,5,6} for i from {1,…,39}
	CBs
	4
	4
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,7,8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	
	
	

	  For Slot i = 21
	Bits
	5347253424
	5097650880
	
	
	

	  For Slot i, if mod(i, 10) = {1,2,3,4,5,6} for i from {1,…,19,22,…,39}
	Bits
	55968
	55968
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	18.130
(NOTE 3)
	18.130
(NOTE 4)
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
Note 3:	Throughput is calculated under assumption of aggregation factor 2.
Note 4:	Throughput is calculated under assumption of repetition number 2
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Table A.3.2.2.4-1: PDSCH Reference Channel for TDD UL-DL pattern FR2.60-1 (16QAM)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.4-1.1 TDD
	
	
	
	

	Channel bandwidth
	MHz
	50
	
	
	
	

	Subcarrier spacing
	kHz
	60
	
	
	
	

	Allocated resource blocks
	PRBs
	66
	
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,79}
	
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {1,…, 79}
	
	10
	
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {1,…,79}
	
	13
	
	
	
	

	Allocated slots per 2 frames
	
	59
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	13
	
	
	
	

	Modulation
	
	16QAM
	
	
	
	

	Target Coding Rate
	
	0.48
	
	
	
	

	Number of MIMO layers
	
	2
	
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,79}
	
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {1,…, 79}
	
	12
	
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {1,…,79}
	
	12
	
	
	
	

	Overhead for TBS determination
	
	6
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,79}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {1,…, 79}
	Bits
	25608
	
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {1,…,79}
	Bits
	34816
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,79}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {1,…, 79}
	Bits
	24
	
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {1,…,79}
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,79}
	CBs
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {1,…, 79}
	CBs
	4
	
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {1,…,79}
	CBs
	5
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,79}
	Bits
	N/A
	
	
	
	

	  For Slot i = 40, 41
	Bits
	7005669960
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {4,…, 79}
	Bits
	54912
	
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {1,…,39,42,…,79}
	Bits
	73128
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	93.499
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
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Table A.3.2.2.5-1: PDSCH Reference Channel for TDD UL-DL pattern FR2.120-1 and FR2.120-1A (QPSK)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.5-1.1 TDD
	R.PDSCH.5-1.2 TDD
	
	
	

	Channel bandwidth
	MHz
	100
	100
	
	
	

	Subcarrier spacing
	kHz
	120
	120
	
	
	

	Allocated resource blocks
	PRBs
	66
	66
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	
	9
	2
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	
	13
	2
	
	
	

	Allocated slots per 2 frames
	
	127
	127
	
	
	

	MCS table
	
	64QAM
	64QAM
	
	
	

	MCS index
	
	4
	4
	
	
	

	Modulation
	
	QPSK
	QPSK
	
	
	

	Target Coding Rate
	
	0.30
	0.30
	
	
	

	Number of MIMO layers
	
	1
	1
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	
	12
	6
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	
	12
	6
	
	
	

	Overhead for TBS determination
	
	6
	0
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	Bits
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	Bits
	3624
	736
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	Bits
	5504
	736
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	Bits
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	Bits
	16
	16
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	Bits
	24
	16
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	CBs
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	CBs
	1
	1
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	CBs
	1
	1
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	Bits
	N/A
	N/A
	
	
	

	  For Slots i = 80, 81
	Bits
	1751417490
	2310
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	Bits
	12210
	2310
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,79,82,…,159}
	Bits
	18282
	2310
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	31.942
	4.673
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.2.5-2: PDSCH Reference Channel for TDD UL-DL pattern FR2.120-1 (16QAM)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.5-2.1 TDD
	R.PDSCH.5-2.2 TDD
	R.PDSCH.5-2.3 TDD
	
	

	Channel bandwidth
	MHz
	100
	100
	200
	
	

	Subcarrier spacing
	kHz
	120
	120
	120
	
	

	Allocated resource blocks
	PRBs
	66
	66
	132
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	
	N/A
	N/A
	N/A
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	
	9
	9
	9
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	
	13
	13
	13
	
	

	Allocated slots per 2 frames
	
	127
	127
	127
	
	

	MCS table
	
	64QAM
	64QAM
	64QAM
	
	

	MCS index
	
	13
	13
	13
	
	

	Modulation
	
	16QAM
	16QAM
	16QAM
	
	

	Target Coding Rate
	
	0.48
	0.48
	0.48
	
	

	Number of MIMO layers
	
	1
	2
	2
	
	

	Number of DMRS REs
	
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	
	N/A
	N/A
	N/A
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	
	12
	12
	12
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	
	12
	12
	12
	
	

	Overhead for TBS determination
	
	6
	6
	6
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	Bits
	N/A
	N/A
	N/A
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	Bits
	11272
	22536
	45096
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	Bits
	17424
	34816
	69672
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	Bits
	N/A
	N/A
	N/A
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	Bits
	24
	24
	24
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	Bits
	24
	24
	24
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	CBs
	N/A
	N/A
	N/A
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	CBs
	2
	3
	6
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	CBs
	3
	5
	9
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	Bits
	N/A
	N/A
	N/A
	
	

	  For Slots i = 80, 81
	Bits
	36564
	7005669960
	139920
	
	

	  For Slots i = 82
	Bits
	3502834980
	73128
	146256
	
	

	  For Slots i = 83
	Bits
	2288422308
	48840
	97680
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	Bits
	24420
	48840
	97680
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,79,84,…,159}
	Bits
	36564
	73128
	146256
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	100.799
	201.434
	403.096
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.2.5-3: PDSCH Reference Channel for TDD UL-DL pattern FR2.120-1 (64QAM)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.5-3.1 TDD
	
	
	
	

	Channel bandwidth
	MHz
	100
	
	
	
	

	Subcarrier spacing
	kHz
	120
	
	
	
	

	Allocated resource blocks
	PRBs
	66
	
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	
	N/A
	
	
	
	

	For Slots i = 80, 81
	
	13
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	
	9
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	
	13
	
	
	
	

	Allocated slots per 2 frames
	
	127
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	18
	
	
	
	

	Modulation
	
	64QAM
	
	
	
	

	Target Coding Rate
	
	0.46
	
	
	
	

	Number of MIMO layers
	
	1
	
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	
	N/A
	
	
	
	

	For Slots i = 80, 81
	
	12
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	
	12
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	
	12
	
	
	
	

	Overhead for TBS determination
	
	6
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	Bits
	N/A
	
	
	
	

	For Slots i = 80, 81
	Bits
	25104
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	Bits
	16136
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	Bits
	25104
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	Bits
	N/A
	
	
	
	

	For Slots i = 80, 81
	Bits
	24
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	Bits
	24
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	CBs
	N/A
	
	
	
	

	For Slots i = 80, 81
	CBs
	3
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	CBs
	2
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	CBs
	3
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	Bits
	N/A
	
	
	
	

	  For Slots i = 80, 81
	Bits
	5254252470
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	Bits
	36630
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,79,82,…,159}
	Bits
	54846
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	145.062
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames


<Unchanged part skipped>

Table A.3.2.2.5-5: PDSCH Reference Channel for TDD UL-DL pattern FR2.120-2 (16QAM)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.5-5.1 TDD
	R.PDSCH.5-5.2 TDD
	
	
	

	Channel bandwidth
	MHz
	100
	50
	
	
	

	Subcarrier spacing
	kHz
	120
	120
	
	
	

	Allocated resource blocks
	PRBs
	66
	32
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,159}
	
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {1,…, 159}
	
	10
	10
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {1,…,159}
	
	13
	13
	
	
	

	Allocated slots per 2 frames
	
	119
	119
	
	
	

	MCS table
	
	64QAM
	64QAM
	
	
	

	MCS index
	
	13
	13
	
	
	

	Modulation
	
	16QAM
	16QAM
	
	
	

	Target Coding Rate
	
	0.48
	0.48
	
	
	

	Number of MIMO layers
	
	2
	2
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,159}
	
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {1,…, 159}
	
	12
	12
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {1,…,159}
	
	12
	12
	
	
	

	Overhead for TBS determination
	
	6
	6
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,159}
	Bits
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {1,…, 159}
	Bits
	25608
	12552
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {1,…,159}
	Bits
	34816
	16896
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,159}
	Bits
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {1,…, 159}
	Bits
	24
	24
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {1,…,159}
	Bits
	24
	24
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,159}
	CBs
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {1,…, 159}
	CBs
	4
	2
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {1,…,159}
	CBs
	5
	3
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,159}
	Bits
	N/A
	N/A
	
	
	

	  For Slot i = 80, 81
	Bits
	7005669960
	33920
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {4,…, 159}
	Bits
	54912
	26624
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {1,…,79,82,…,159}
	Bits
	73128
	35456
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	188.739
	91.843
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.2.5-6: PDSCH Reference Channel for TDD UL-DL pattern FR2.120-2 (64QAM)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.5-6.1 TDD
	
	
	
	

	Channel bandwidth
	MHz
	100
	
	
	
	

	Subcarrier spacing
	kHz
	120
	
	
	
	

	Allocated resource blocks
	PRBs
	66
	
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,159}
	
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {1,…, 159}
	
	10
	
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {1,…,159}
	
	13
	
	
	
	

	Allocated slots per 2 frames
	
	119
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	17
	
	
	
	

	Modulation
	
	64QAM
	
	
	
	

	Target Coding Rate
	
	0.43
	
	
	
	

	Number of MIMO layers
	
	2
	
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,159}
	
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {1,…, 159}
	
	12
	
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {1,…,159}
	
	12
	
	
	
	

	Overhead for TBS determination
	
	6
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,159}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {1,…, 159}
	Bits
	34816
	
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {1,…,159}
	Bits
	47112
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,159}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {1,…, 159}
	Bits
	24
	
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {1,…,159}
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,159}
	CBs
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {1,…, 159}
	CBs
	5
	
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {1,…,159}
	CBs
	6
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,159}
	Bits
	N/A
	
	
	
	

	  For Slot i = 80, 81
	Bits
	105084114940
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {4,…, 159}
	Bits
	82368
	
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {1,…,79,82,…,159}
	Bits
	109692
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	255.724
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.2.5-7: PDSCH Reference Channel for TDD PMI reporting requirements with UL-DL pattern FR2.120-1 (16QAM)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.5-7.1 TDD
	
	
	
	

	Channel bandwidth
	MHz
	100
	
	
	
	

	Subcarrier spacing
	kHz
	120
	
	
	
	

	Allocated resource blocks
	PRBs
	66
	
	
	
	

	Number of consecutive PDSCH symbols
	
	12
	
	
	
	

	Allocated slots per 2 frames
	
	63
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	13
	
	
	
	

	Modulation
	
	16QAM
	
	
	
	

	Target Coding Rate
	
	0.48
	
	
	
	

	Number of MIMO layers
	
	1
	
	
	
	

	Number of DMRS REs (Note 3)
	
	24
	
	
	
	

	Overhead for TBS determination
	
	6
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159}
	Bits
	N/A
	
	
	
	

	For CSI-RS Slot i, if mod(i,5) =1 for i from {0,…,159}
	Bits
	N/A
	
	
	
	

	  For Slot i = 80
	Bits
	14344
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,2} for i from {1,…,79,82,…,159}
	Bits
	14344
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159}
	Bits
	N/A
	
	
	
	

	For CSI-RS Slot i, if mod(i,5) =1 for i from {0,…,159}
	Bits
	N/A
	
	
	
	

	  For Slot i = 80
	Bits
	24
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,2} for i from {1,…,79,82,…,159}
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159}
	CBs
	N/A
	
	
	
	

	For CSI-RS Slot i, if mod(i,5) =1 for i from {0,…,159}
	CBs
	N/A
	
	
	
	

	  For Slot i = 80
	CBs
	2
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,2} for i from {1,…,79,82,…,159}
	CBs
	2
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159}
	Bits
	N/A
	
	
	
	

	For CSI-RS Slot i, if mod(i,5) =1 for i from {0,…,159}
	Bits
	N/A
	
	
	
	

	  For Slot i = 80
	Bits
	2882428776
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,2} for i from {1,…,79,82,…,159}
	Bits
	30360
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	45.1836
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
Note 3:	Number of DMRS REs includes the overhead of the DM-RS CDM groups without data



Table A.3.2.2.5-8: PDSCH Reference Channel for TDD PMI reporting requirements with UL-DL pattern FR2.120-2 (16QAM)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.5-8.1 TDD
	
	
	
	

	Channel bandwidth
	MHz
	100
	
	
	
	

	Subcarrier spacing
	kHz
	120
	
	
	
	

	Allocated resource blocks
	PRBs
	66
	
	
	
	

	Number of consecutive PDSCH symbols
	
	12
	
	
	
	

	Allocated slots per 2 frames
	
	59
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	13
	
	
	
	

	Modulation
	
	16QAM
	
	
	
	

	Target Coding Rate
	
	0.48
	
	
	
	

	Number of MIMO layers
	
	1
	
	
	
	

	Number of DMRS REs (Note 3)
	
	24
	
	
	
	

	Overhead for TBS determination
	
	6
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 4) = {2,3} for i from {0,…,159}
	Bits
	N/A
	
	
	
	

	  For CSI-RS Slot i, if mod(i,8) =1 for i from {0,…,159}
	Bits
	N/A
	
	
	
	

	  For Slot i = 80
	Bits
	14344
	
	
	
	

	  For Slot i, if mod(i, 8) = {0,4,5} for i from {1,…,79,82,…,159}
	Bits
	14344
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 4) = {2,3} for i from {0,…,159}
	Bits
	N/A
	
	
	
	

	  For CSI-RS Slot i, if mod(i,8) =1 for i from {0,…,159}
	Bits
	N/A
	
	
	
	

	  For Slot i = 80
	Bits
	24
	
	
	
	

	  For Slot i, if mod(i, 8) = {0,4,5} for i from {1,…,79,82,…,159}
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 4) = {2,3} for i from {0,…,159}
	CBs
	N/A
	
	
	
	

	  For CSI-RS Slot i, if mod(i,8) =1 for i from {0,…,159}
	CBs
	N/A
	
	
	
	

	  For Slot i = 80
	CBs
	2
	
	
	
	

	  For Slot i, if mod(i, 8) = {0,4,5} for i from {1,…,79,82,…,159}
	CBs
	2
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 4) = {2,3} for i from {0,…,159}
	Bits
	N/A
	
	
	
	

	  For CSI-RS Slot i, if mod(i,8) =1 for i from {0,…,159}
	Bits
	N/A
	
	
	
	

	  For Slot i = 80
	Bits
	2882428776
	
	
	
	

	  For Slot i, if mod(i, 8) = {0,4,5} for i from {1,…,79,82,…,159}
	Bits
	30360
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	42.3148
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
Note 3:	Number of DMRS REs includes the overhead of the DM-RS CDM groups without data



Table A.3.2.2.5-9: PDSCH Reference Channel for TDD CC with UL-DL pattern FR2.120-1 and CA scenario
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.5-9.1 TDD
	R.PDSCH.5-9.2 TDD
	R.PDSCH.5-9.3 TDD
	R.PDSCH.5-9.4 TDD
	

	Channel bandwidth
	MHz
	50
	100
	200
	400
	

	Subcarrier spacing
	kHz
	120
	120
	120
	120
	

	Allocated resource blocks
	PRBs
	32
	66
	132
	264
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	
	9
	9
	9
	9
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	
	13
	13
	13
	13
	

	Allocated slots per 2 frames
	
	127
	127
	127
	127
	

	MCS table
	
	64QAM
	64QAM
	64QAM
	64QAM
	

	MCS index
	
	10
	10
	10
	10
	

	Modulation
	
	16QAM
	16QAM
	16QAM
	16QAM
	

	Target Coding Rate
	
	0.33
	0.33
	0.33
	0.33
	

	Number of MIMO layers
	
	2
	2
	2
	2
	

	Number of DMRS REs
	
	
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	
	12
	12
	12
	12
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	
	12
	12
	12
	12
	

	Overhead for TBS determination
	
	6
	6
	6
	6
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	Bits
	7680
	15880
	31752
	63528
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	Bits
	11784
	24072
	48168
	96264
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	Bits
	24
	24
	24
	24
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	Bits
	24
	24
	24
	24
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	CBs
	N/A
	N/A
	N/A
	N/A
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	CBs
	1
	2
	4
	8
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	CBs
	2
	3
	6
	12
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slots i = 80, 81
	Bits
	33920
	7005669960
	139920
	279840
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…, 159}
	Bits
	23680
	48840
	97680
	195360
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,79,84,…,159}
	Bits
	35456
	73128
	146256
	292512
	

	Max. Throughput averaged over 2 frames
	Mbps
	68.262
	139.750
	279.601
	558.899
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



<Unchanged part skipped>

Table A.3.2.2.5-11: PDSCH Reference Channel for TDD UL-DL pattern FR2.120-2 
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.5-11.1 TDD
	
	
	
	

	Channel bandwidth
	MHz
	100
	
	
	
	

	Subcarrier spacing
	kHz
	120
	
	
	
	

	Allocated resource blocks
	PRBs
	66
	
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {2,…,159}
	
	13
	
	
	
	

	Allocated slots per 2 frames
	
	78
	
	
	
	

	MCS table
	
	64QAMLowSE
	
	
	
	

	MCS index
	
	16
	
	
	
	

	Modulation
	
	16QAM
	
	
	
	

	Target Coding Rate
	
	0.37
	
	
	
	

	Number of MIMO layers
	
	1
	
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {2,…,159}
	
	12
	
	
	
	

	Overhead for TBS determination
	
	6
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0, 1 and Slot i, if mod(i, 4) = {2,3} for i from {0,…,159}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {2,…,159}
	Bits
	13320
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0, 1 and Slot i, if mod(i, 4) = {2,3} for i from {0,…,159}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {2,…,159}
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0, 1 and Slot i, if mod(i, 4) = {2,3} for i from {0,…,159}
	CBs
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {2,…,159}
	CBs
	2
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0,1 and Slot i, if mod(i, 4) = {2, 3} for i from {0,…,159}
	Bits
	N/A
	
	
	
	

	  For Slot i = 80, 81
	Bits
	3502834980
	
	
	
	

	  For Slot i, if mod(i, 4) = {0,1} for i from {2,…,159}
	Bits
	36564
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	25.974
(Note 3)
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
Note 3:	Throughput is calculated under assumption of aggregation factor 2.



END OF CHANGE 1

