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Introduction
This email discussion focuses on demodulation requirements for Rel-18 NCR-MT, including agenda 8.28.6 .
Topic #1: NCR-MT demodulation requirements
Main technical topic overview. The structure can be done based on sub-agenda basis. 
Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2401712
	Huawei, HiSilicon
	Simulation results on demodulation performance requirements for NR network-controlled repeaters

	R4-2402046
	ZTE Corporation
	Simulation results for NCR-MT demodulation requirements

	R4-2402710
	Nokia, Nokia Shanghai Bell
	Observation 1: The FRC for PDCCH FR2 agreed in RAN4#109 is for FR1.
Proposal 1: RAN4 to use the following FRC for PDCCH FR2:


Observation 2: The table in Issue 1-3-2 agreed in RAN4#109 is supposed to be for FR2 instead of FR1.
Proposal 2: RAN4 to use the FRC table on Issue 1-3-2 agreed in RAN4#109 for FR2 instead of FR1.
Observation 3: The ideal simulation results from interested companies have been aligned, in which the spans are below the agreed threshold.
Proposal 3: RAN4 to define demodulation performance requirements for Rel-18 NCR-MT based on the collected PDSCH and PDCCH simulation results from interested companies in RAN4#110.

	R4-2402711
	Nokia, Nokia Shanghai Bell
	Simulation Results on NCR PDSCH and PDCCH Demodulation Requirements



Open issues summary
Before Meeting, moderators shall summarize list of open issues, candidate options and possible WF (if applicable) based on companies’ contributions.
Sub-topic 1-2 PDCCH requirements

Issue 1-2-1: FRCs for NCR-MT PDCCH FR2 requirements
· Proposals
· Option 1:  RAN4 to use the following FRC for PDCCH FR2:  (Nokia)
	Reference channel
	M-FR2-F.2-1
	M-FR2-F.2-2
	M-FR2-F.2-3

	Subcarrier spacing (kHz)
	120
	120
	120

	CORESET frequency domain allocation
	60
	60
	60

	CORESET time domain allocation
	1
	1
	1

	Aggregation level
	2
	4
	8

	DCI Format
	1_0
	1_1
	1_1

	Payload (without CRC) (bits)
	40
	56
	56



· Recommended WF
· Option 1 can be agreed.

Topic #2: CRs
Main technical topic overview. The structure can be done based on sub-agenda basis. 
Companies’ contributions summary
Moderator: companies are encouraged to check the recommendation for each contributions.
	T-doc number
	Company
	Proposals / Observations

	R4-24017113
	Huawei, HiSilicon
	For introducing FRC for NCR-MT, update clause 2, add new clause B, change original clause B to clause D.

	R4-24017114
	Huawei, HiSilicon
	For introducing conducted performance requirements(CSI) for NCR-MT, update clause 2, add new clause 8.3.

	R4-24017115
	Huawei, HiSilicon
	For introducing propagation conditions for NCR-MT, add new clause I, change original clause H to clause J.

	R4-2402048
	ZTE Corporation
	Add conduced performance requirements for TS 38.106, which include PDSCH, PDCCH, CSI requirements.

	R4-2402049
	ZTE Corporation
	Add Fixed Reference Channels for TS 38.115-1, which include PDSCH, PDCCH, CSI performance parts.

	R4-2402050
	ZTE Corporation
	Add radiated performance requirements for TS 38.115-2, which include PDSCH, PDCCH requirements.

	R4-2402415
	Ericsson
	Radiated performance requirements covering PDSCH,. PDCCH and CQI reporting are added.

	R4-2402416
	Ericsson
	Test requirements and procedures added for PDSCH and PDCCH

	R4-2402417
	Ericsson
	New section 8.1.3 added with CSI reporting performance tests and requirements.

	R4-2402712
	Nokia, Nokia Shanghai Bell
	Adding Appendix C on Propagation Condition in 38.106

	R4-2402713
	Nokia, Nokia Shanghai Bell
	Adding Appendix G on Propagation Condition in 38.115-1 

	R4-2402714
	Nokia, Nokia Shanghai Bell
	Adding tables of FRCs for FR2 NCR-MT in Appendix




Open issues summary

38.106
	T-doc number
	Company
	Proposals / Observations
	Recommended WF/ Comments

	R4-24017113
	Huawei, HiSilicon
	For introducing FRC for NCR-MT, update clause 2, add new clause B, change original clause B to clause D.
	

	R4-2402048
	ZTE Corporation
	Add conduced performance requirements for TS 38.106, which include PDSCH, PDCCH, CSI requirements.
	

	R4-2402415
	Ericsson
	Radiated performance requirements covering PDSCH,. PDCCH and CQI reporting are added.
	

	R4-2402712
	Nokia, Nokia Shanghai Bell
	Adding Appendix C on Propagation Condition in 38.106
	




38.115-1

	T-doc number
	Company
	Proposals / Observations
	Recommended WF/ Comments

	R4-24017114
	Huawei, HiSilicon
	For introducing conducted performance requirements(CSI) for NCR-MT, update clause 2, add new clause 8.3.
	

	R4-2402049
	ZTE Corporation
	Add Fixed Reference Channels for TS 38.115-1, which include PDSCH, PDCCH, CSI performance parts.
	

	R4-2402416
	Ericsson
	Test requirements and procedures added for PDSCH and PDCCH
	

	R4-2402713
	Nokia, Nokia Shanghai Bell
	Adding Appendix G on Propagation Condition in 38.115-1 
	





38.115-2

	T-doc number
	Company
	Proposals / Observations
	Recommended WF/ Comments

	R4-24017115
	Huawei, HiSilicon
	For introducing propagation conditions for NCR-MT, add new clause I, change original clause H to clause J.
	

	R4-2402050
	ZTE Corporation
	Add radiated performance requirements for TS 38.115-2, which include PDSCH, PDCCH requirements.
	

	R4-2402417
	Ericsson
	New section 8.1.3 added with CSI reporting performance tests and requirements.
	

	R4-2402714
	Nokia, Nokia Shanghai Bell
	Adding tables of FRCs for FR2 NCR-MT in Appendix
	





Topic #3: Recommendation for Tdocs
	T-doc number
	Suggested status
	Comments

	R4-2401712
	Noted
	

	R4-2402046
	Noted
	

	R4-2402710
	Noted
	

	R4-2402711
	Noted
	

	R4-2402047
	Noted
	

	R4-24017113
	Endorsement
	

	R4-24017114
	Endorsement
	

	R4-24017115
	Endorsement
	

	R4-2402048
	Endorsement
	

	R4-2402049
	Endorsement
	

	R4-2402050
	Endorsement
	

	R4-2402415
	Endorsement
	

	R4-2402416
	Endorsement
	

	R4-2402417
	Endorsement
	

	R4-2402712
	Endorsement
	

	R4-2402713
	Endorsement
	

	R4-2402714
	Endorsement
	

	R4-2402381
	Agreement
	

	R4-2402534
	Agreement
	

	R4-2402715
	[bookmark: _GoBack]Agreement
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