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7.2.2.2.4	Minimum requirements for HST-DPS
The performance requirements are specified in Table 7.2.2.2.4-3, with the addition of test parameters in Table 7.2.2.2.4-2 and the downlink physical channel setup according to Annex C.5.1.
The test purposes are specified in Table 7.2.2.2.4-1.
Table 7.2.2.2.4-1: Tests purpose
	Purpose
	Test index

	Verify UE performance in the HST-DPS scenario defined in B.3.3
	1-1, 1-2



Table 7.2.2.2.4-2: Test parameters
	[bookmark: _Hlk92186407]Parameter
	Unit
	Value

	Duplex mode
	
	TDD

	Active DL BWP index
	
	1

	PDCCH configuration
	TCI state
	
	Note 1

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S)
	
	1

	
	Length (L)
	
	Specific to each Reference channel

	
	PDSCH aggregation factor
	
	1

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	2

	
	Resource allocation type
	
	Type 0

	
	RBG size
	
	Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	
	TCI state
	
	Note 1

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	2

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	CSI-RS for tracking
	Resource set #1
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	0 for CSI-RS resource 1,2,3,4

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 2 for CSI-RS resource 1 and 3

	
	
	
	
	l0 = 6 for CSI-RS resource 2 and 4

	
	
	CSI-RS periodicity
	Slots
	80 for CSI-RS resource 1,2,3,4

	
	
	CSI-RS offset
	Slots
	2 for CSI-RS resource 1 and 2

	
	
	
	
	3 for CSI-RS resource 3 and 4

	
	
	QCL info
	
	TCI state #4

	
	
	Frequency Occupation
	
	Start PRB 0

	
	
	
	
	Number of PRB =ceil(BWP size/4)*4

	
	Resource set #2
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	0 for CSI-RS resource 5,6,7,8

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 4 for CSI-RS resource 5 and 7

	
	
	
	
	l0 = 8 for CSI-RS resource 6 and 8

	
	
	CSI-RS periodicity
	Slots
	80 for CSI-RS resource 5,6,7,8

	
	
	CSI-RS offset
	Slots
	5 for CSI-RS resource 5 and 6

	
	
	
	
	6 for CSI-RS resource 7 and 8

	
	
	QCL info
	
	TCI state #5

	
	
	Frequency Occupation
	
	Start PRB 0

	
	
	
	
	Number of PRB =ceil(BWP size/4)*4

	
	Resource set #3
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	1 for CSI-RS resource 9,10,11,12

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 5 for CSI-RS resource 9 and 11

	
	
	
	
	l0 = 9 for CSI-RS resource 10 and 12

	
	
	CSI-RS periodicity
	Slots
	80 for CSI-RS resource 9,10,11,12

	
	
	CSI-RS offset
	Slots
	5 for CSI-RS resource 9 and 10

	
	
	
	
	6 for CSI-RS resource 11 and 12

	
	
	QCL info
	
	TCI state #6

	
	
	Frequency Occupation
	
	Start PRB 0

	
	
	
	
	Number of PRB =ceil(BWP size/4)*4

	
	Resource set #4
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	1 for CSI-RS resource 13,14,15,16

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 4 for CSI-RS resource 13 and 15

	
	
	
	
	l0 = 8 for CSI-RS resource 14 and 16

	
	
	CSI-RS periodicity
	Slots
	80 for CSI-RS resource 13,14,15,16

	
	
	CSI-RS offset
	Slots
	5 for CSI-RS resource 13 and 14

	
	
	
	
	6 for CSI-RS resource 15 and 16

	
	
	QCL info
	
	TCI state #7

	
	
	Frequency Occupation
	
	Start PRB 0

	
	
	
	
	Number of PRB =ceil(BWP size/4)*4

	
	Resource set #13 (Note2)
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	2 for CSI-RS resource 17,18,19,20

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 5 for CSI-RS resource 17 and 19

	
	
	
	
	l0 = 9 for CSI-RS resource 18 and 20

	
	
	CSI-RS periodicity
	Slots
	80 for CSI-RS resource 17,18,19,20

	
	
	CSI-RS offset
	Slots
	5 for CSI-RS resource 17 and 18

	
	
	
	
	6 for CSI-RS resource 19 and 20

	
	
	QCL info
	
	TCI state #12

	
	
	Frequency Occupation
	
	Start PRB 0

	
	
	
	
	Number of PRB =ceil(BWP size/4)*4

	
	Resource set #14 (Note2)
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	2 for CSI-RS resource 21,22,23,24

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 4 for CSI-RS resource 21 and 23

	
	
	
	
	l0 = 8 for CSI-RS resource 22 and 24

	
	
	CSI-RS periodicity
	Slots
	80 for CSI-RS resource 21,22,23,24

	
	
	CSI-RS offset
	Slots
	5 for CSI-RS resource 21 and 22

	
	
	
	
	6 for CSI-RS resource 23 and 24

	
	
	QCL info
	
	TCI state #13

	
	
	Frequency Occupation
	
	Start PRB 0

	
	
	
	
	Number of PRB =ceil(BWP size/4)*4

	
	Resource set #15 (Note2)
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	3 for CSI-RS resource 25,26,27,28

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 5 for CSI-RS resource 25 and 27

	
	
	
	
	l0 = 9 for CSI-RS resource 26 and 28

	
	
	CSI-RS periodicity
	Slots
	80 for CSI-RS resource 25,26,27,28

	
	
	CSI-RS offset
	Slots
	5 for CSI-RS resource 25 and 26

	
	
	
	
	6 for CSI-RS resource 27 and 28

	
	
	QCL info
	
	TCI state #14

	
	
	Frequency Occupation
	
	Start PRB 0

	
	
	
	
	Number of PRB =ceil(BWP size/4)*4

	
	Resource set #16 (Note2)
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	3 for CSI-RS resource 29,30,31,32

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 4 for CSI-RS resource 29 and 31

	
	
	
	
	l0 = 8 for CSI-RS resource 30 and 32

	
	
	CSI-RS periodicity
	Slots
	80 for CSI-RS resource 29,30,31,32

	
	
	CSI-RS offset
	Slots
	5 for CSI-RS resource 29 and 30

	
	
	
	
	6 for CSI-RS resource 31 and 32

	
	
	QCL info
	
	TCI state #15

	
	
	Frequency Occupation
	
	Start PRB 0

	
	
	
	
	Number of PRB =ceil(BWP size/4)*4

	NZP CSI-RS for CSI acquisition
	Resource set #5
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	0

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 12

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	0

	
	
	QCL info
	
	TCI state #0

	
	Resource set #6
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	2

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 12

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	0

	
	
	QCL info
	
	TCI state #1

	
	Resource set #7
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	4

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 12

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	0

	
	
	QCL info
	
	TCI state #2

	
	Resource set #8
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	6

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 12

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	0

	
	
	QCL info
	
	TCI state #3

	
	Resource set #17 (Note2)
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	0

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 13

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	1

	
	
	QCL info
	
	TCI state #8

	
	Resource set #18 (Note2)
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	2

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 13

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	1

	
	
	QCL info
	
	TCI state #9

	
	Resource set #19 (Note2)
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	4

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 13

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	1

	
	
	QCL info
	
	TCI state #10

	
	Resource set #20 (Note2)
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	6

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 13

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	1

	
	
	QCL info
	
	TCI state #11

	CSI-RS for beam refinement
	Resource set #9
	First subcarrier index in the PRB used for CSI-RS 
	
	k0=0 for CSI-RS resource 1,2

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 8 for CSI-RS resource 1
l0 = 9 for CSI-RS resource 2

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	0

	
	
	QCL info
	
	TCI state #0

	
	Resource set #10
	First subcarrier index in the PRB used for CSI-RS 
	
	k0=1 for CSI-RS resource 3,4

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 8 for CSI-RS resource 3
l0 = 9 for CSI-RS resource 4

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	0

	
	
	QCL info
	
	TCI state #1

	
	Resource set #11
	First subcarrier index in the PRB used for CSI-RS 
	
	k0=2 for CSI-RS resource 5,6

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 8 for CSI-RS resource 5
l0 = 9 for CSI-RS resource 6

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	0

	
	
	QCL info
	
	TCI state #2

	
	Resource set #12
	First subcarrier index in the PRB used for CSI-RS 
	
	k0=3 for CSI-RS resource 7,8

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 8 for CSI-RS resource 7
l0 = 9 for CSI-RS resource 8

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	0

	
	
	QCL info
	
	TCI state #3

	
	Resource set #21 (Note2)
	First subcarrier index in the PRB used for CSI-RS 
	
	k0=0 for CSI-RS resource 9,10

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 10 for CSI-RS resource 9
l0 = 11 for CSI-RS resource 10

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	1

	
	
	QCL info
	
	TCI state #8

	
	Resource set #22 (Note2)
	First subcarrier index in the PRB used for CSI-RS 
	
	k0=1 for CSI-RS resource 11,12

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 10 for CSI-RS resource 11
l0 = 11 for CSI-RS resource 12

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	1

	
	
	QCL info
	
	TCI state #9

	
	Resource set #23 (Note2)
	First subcarrier index in the PRB used for CSI-RS 
	
	k0=2 for CSI-RS resource 13,14

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 10 for CSI-RS resource 13
l0 = 11 for CSI-RS resource 14

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	1

	
	
	QCL info
	
	TCI state #10

	
	Resource set #24 (Note2)
	First subcarrier index in the PRB used for CSI-RS 
	
	k0=3 for CSI-RS resource 15,16

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 10 for CSI-RS resource 15
l0 = 11 for CSI-RS resource 16

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	1

	
	
	QCL info
	
	TCI state #11

	[bookmark: _Hlk92186216]TCI state #0
	Type 1 QCL information
	CSI-RS resource
	
	CSI-RS resource 1 from 'CSI-RS for tracking Resource set #1' configuration

	
	
	QCL Type
	
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	CSI-RS resource 1 from 'CSI-RS for tracking Resource set #1' configuration

	
	
	QCL Type
	
	Type D

	TCI state #1
	Type 1 QCL information
	CSI-RS resource
	
	CSI-RS resource 5 from 'CSI-RS for tracking Resource set #2' configuration

	
	
	QCL Type
	
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	CSI-RS resource 5 from 'CSI-RS for tracking Resource set #2' configuration

	
	
	QCL Type
	
	Type D

	TCI state #2
	Type 1 QCL information
	CSI-RS resource
	
	CSI-RS resource 9 from 'CSI-RS for tracking Resource set #3' configuration

	
	
	QCL Type
	
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	CSI-RS resource 9 from 'CSI-RS for tracking Resource set #3' configuration

	
	
	QCL Type
	
	Type D

	TCI state #3
	Type 1 QCL information
	CSI-RS resource
	
	CSI-RS resource 13 from 'CSI-RS for tracking Resource set #4' configuration

	
	
	QCL Type
	
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	CSI-RS resource 13 from 'CSI-RS for tracking Resource set #4' configuration

	
	
	QCL Type
	
	Type D

	TCI state #8 (Note2)
	Type 1 QCL information
	CSI-RS resource
	
	CSI-RS resource 17 from 'CSI-RS for tracking Resource set #13' configuration

	
	
	QCL Type
	
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	CSI-RS resource 17 from 'CSI-RS for tracking Resource set #13' configuration

	
	
	QCL Type
	
	Type D

	TCI state #9 (Note2)
	Type 1 QCL information
	CSI-RS resource
	
	CSI-RS resource 21 from 'CSI-RS for tracking Resource set #14' configuration

	
	
	QCL Type
	
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	CSI-RS resource 21 from 'CSI-RS for tracking Resource set #14' configuration

	
	
	QCL Type
	
	Type D

	TCI state #10 (Note2)
	Type 1 QCL information
	CSI-RS resource
	
	CSI-RS resource 25 from 'CSI-RS for tracking Resource set #15' configuration

	
	
	QCL Type
	
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	CSI-RS resource 25 from 'CSI-RS for tracking Resource set #15' configuration

	
	
	QCL Type
	
	Type D

	TCI state #11 (Note2)
	Type 1 QCL information
	CSI-RS resource
	
	CSI-RS resource 29 from 'CSI-RS for tracking Resource set #16' configuration

	
	
	QCL Type
	
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	CSI-RS resource 29 from 'CSI-RS for tracking Resource set #16' configuration

	
	
	QCL Type
	
	Type D

	TCI state #4
	Type 1 QCL information
	SSB index
	
	SSB #0

	
	
	QCL Type
	
	Type C

	
	Type 2 QCL information
	SSB index
	
	SSB #0

	
	
	QCL Type
	
	Type D

	TCI state #5
	Type 1 QCL information
	SSB index
	
	SSB #1

	
	
	QCL Type
	
	Type C

	
	Type 2 QCL information
	SSB index
	
	SSB #1

	
	
	QCL Type
	
	Type D

	TCI state #6
	Type 1 QCL information
	SSB index
	
	SSB #2

	
	
	QCL Type
	
	Type C

	
	Type 2 QCL information
	SSB index
	
	SSB #2

	
	
	QCL Type
	
	Type D

	TCI state #7
	Type 1 QCL information
	SSB index
	
	SSB #3

	
	
	QCL Type
	
	Type C

	
	Type 2 QCL information
	SSB index
	
	SSB #3

	
	
	QCL Type
	
	Type D

	TCI state #12 (Note2)
	Type 1 QCL information
	SSB index
	
	SSB #4

	
	
	QCL Type
	
	Type C

	
	Type 2 QCL information
	SSB index
	
	SSB #4

	
	
	QCL Type
	
	Type D

	TCI state #13 (Note2)
	Type 1 QCL information
	SSB index
	
	SSB #5

	
	
	QCL Type
	
	Type C

	
	Type 2 QCL information
	SSB index
	
	SSB #5

	
	
	QCL Type
	
	Type D

	TCI state #14 (Note2)
	Type 1 QCL information
	SSB index
	
	SSB #6

	
	
	QCL Type
	
	Type C

	
	Type 2 QCL information
	SSB index
	
	SSB #6

	
	
	QCL Type
	
	Type D

	TCI state #15 (Note2)
	Type 1 QCL information
	SSB index
	
	SSB #7

	
	
	QCL Type
	
	Type C

	
	Type 2 QCL information
	SSB index
	
	SSB #7

	
	
	QCL Type
	
	Type D

	Number of HARQ Processes
	
	8

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	Specific to each TDD UL-DL pattern and as defined in Annex A.1.3

	Note 1: For Test 1-1, SSB # (2k mod 8) , CSI-RS (for tracking) resource set # ((k mod 4)+1), CSI-RS (for CSI acquisition) resource set # ((k mod 4) + 5) and CSI-RS (for beam refinement) resource set # ((k mod 4) + 9) are transmitted by kth RRH; SSB # ((2k mod 8)+1) , CSI-RS (for tracking) resource set # ((k mod 4) + 13), CSI-RS (for CSI acquisition) resource set # ((k mod 4) + 17) and CSI-RS (for beam refinement) resource set # ((k mod 4) + 21) are transmitted by kth RRH. TCI state switching command scheduled by MAC CE with MCS 4 is transmitted in slot #i that satisfy (i≠0). 

PDCCH and PDSCH associated with TCI # (k mod 4) is transmitted by kth RRH from slot#

to slot#
,

PDCCH and PDSCH associated with TCI # ((k mod 4)+8) is transmitted by kth RRH from slot#

to slot#
,

where k is the RRH number, n = 28800 is half of the number of slots between two RRH,  = 4 is the number of slots between PDSCH and corresponding HARQ-ACK information,   = 24 is the number of slots for MAC CE processing,  = 132 is the number of slots to first SSB transmission occasion after MAC CE command is decoded by the UE, = 16 is the number of slots for SSB processing,  = 66 is the number of slots to first TRS transmission occasion after first SSB is processed by the UE, = 16 is the number of slots for TRS processing. 
PDCCH and PDSCH are DTXed in other slots in which throughput statistics are not considered.

For Test 1-2, SSB # (k mod 4) , CSI-RS (for tracking) resource set # ((k mod 4)+1), CSI-RS (for CSI acquisition) resource set # ((k mod 4) + 5) and CSI-RS (for beam refinement) resource set # ((k mod 4) + 9) are transmitted by kth RRH. TCI state switching command scheduled by MAC CE with MCS 4 is transmitted in slot #i that satisfy. 

PDCCH and PDSCH associated with TCI # (k mod 4) is transmitted by kth RRH from slot#

to slot#

[bookmark: _Hlk92190133]where k is the RRH number, n = 57600 is half of the number of slots between two RRH,  = 4 is the number of slots between PDSCH and corresponding HARQ-ACK information,   = 24 is the number of slots for MAC CE processing. 
PDCCH and PDSCH are DTXed in other slots in which throughput statistics are not considered.
Note 2: Only configured for Test 1-1.



~~~~~~End of Change 1~~~~~~
~~~~~~Start of Change 2~~~~~~
[bookmark: _Toc106543622][bookmark: _Toc106737720][bookmark: _Toc107233487][bookmark: _Toc107235105][bookmark: _Toc107420075][bookmark: _Toc107477373][bookmark: _Toc114566234][bookmark: _Toc123936546][bookmark: _Toc124377563]B.3.4.1	Unidirectional Deployment Channel Profile
The FR2 HST DPS Unidirectional Deployment Channel Profile is a single tap propagation channel, switching transmission point between adjacent RRHs when the UE reaches a distance equal to DS_offset from the serving RRH as illustrated in Figure B.3.4.1-1:
[image: A diagram of a power line

Description automatically generated]
Figure B.3.4.1-1: Unidirectional deployment of FR2 HST-DPS
 RRH k is visible for the train only in the range:
		(B.3.4.1.1)
However, RRH k is considered for PDSCH and PDCCH signal transmission only in the range:
		(B.3.4.1.2)
Propagation delay difference are not considered between signals from different RRHs.
Power level  (dB) for the signal from each RRH equals to 0. Doppler shift  (Hz) is given by:
	
		(B.3.4.1.3)
Doppler shift is given by equation B.3.4.1.3, where the required input parameters listed in table B.3.4.1-1 and the resulting Doppler shift shown in Figures  B.3.4.1-2 and B.3.4.1-3 are applied for all frequency bands.
[Omitting unchanged text]
~~~~~~End of Change 2~~~~~~
~~~~~~Start of Change 3~~~~~~
[bookmark: _Toc123936547][bookmark: _Toc124377564]B.3.4.2	Bidirectional Deployment Channel Profile
The FR2 HST DPS Bidirectional Deployment Channel Profile is a single tap propagation channel, switching transmission point between adjacent RRHs as illustrated in Figure B.3.4.2-1:
[image: A diagram of a wireless network

Description automatically generated]
Figure B.3.4.2-1: Bidirectional deployment of FR2 HST-DPS
As shown in Figures B.3.4.2-1, RRH k is visible for the train only in the range:
		(B.3.4.2.1)
However, as shown in Figures B.3.3-3 and B.3.3-5, RRH k is considered for PDSCH and PDCCH signal transmission only in the range:
		(B.3.4.2.2)
Note that UE is receiving PDSCH and PDCCH from the 2nd-nearest RRH. Propagation delay difference are not considered between signals from different RRHs.

Power level  (dB) for the signal from each RRH equals to 0. Doppler shift  (Hz) is given by:
	
	
		 (B.3.4.2.3)

Doppler shift is given by equation B.3.4.2.3, where the required input parameters listed in table B.3.4.2-1 and the resulting Doppler shift shown in Figures  B.3.4.2-2 and B.3.4.2-3 are applied for all frequency bands.
Table B.3.4.2-1: FR2 HST-DPS Bidirectional scenario
	Parameter
	Value

	
	HST-DPS-FR2-BI-B

	

	700 m

	

	150 m

	

	350 km/h

	

	9722 Hz



Static channel matrix will be used as defined in Annex B.1.

~~~~~~End of Change 3~~~~~~
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