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----------------------START OF CHANGE 1----------------------------
9.9A.2	RSTD measurements for RedCap
9.9A.2.1	Introduction
The requirements in clause 9.9A.2 shall apply provided the RedCap UE has received NR-DL-TDOA-RequestLocationInformation message from LMF via LPP [34] requesting the RedCap UE to measure and report DL RSTD measurements defined in TS 38.215 [4].
The requirements in clause 9.9A.2.5 shall apply provided the RedCap UE does not support, or support but not configured, to measure PRS resources with Frequency Hopping (FH), subject to UE capability indicated via [nr-Requested-DL-PRS-measurementBasedOnMultihopRxTBD].
The requirements in clause 9.9A.2.6 shall apply provided the RedCap UE supports and is configured to measure PRS resources with Frequency Hopping (FH), subject to UE capability indicated via [nr-Requested-DL-PRS-measurementBasedOnMultihopRxTBD].
…

9.9A.2.6	Measurements Period Requirements with FH
9.9A.2.6.1	Measurements Period Requirements with FH with MG
When physical layer receives last of NR-TDOA-ProvideAssistanceData message and NR-TDOA-RequestLocationInformation message from LMF via LPP [34], requesting RedCap UE to measure DL RSTD measurement with FH, the RedCap UE shall be able to measure multiple (up to the RedCap UE capability specified in Clause 9.9A.2.3) DL RSTD measurements, defined in TS 38.215 [4], during the measurement period  defined in Clause 9.9A.2.5.1 with using the following definition for :
	 is the number of PRS RSTD measurement samples, where
-	= 2 if the RedCap UE supports supportedDL-PRS-ProcessingSamples-RRC-CONNECTED [34], and the LMF requests the UE to perform positioning measurements with reduced number of samples.
-	= 4 otherwise.
Measurement sample under FH is defined as a PRS measurement over multiple hops within a single measurement gap occasion.
The number of hops within a single MG occasion is FFS[equal to the total number of hops required to cover the entire bandwidth of PRS resources. Otherwise, requirements in this clause shall not apply]
Editor Note: FFS details of measurement period requirements with FH
9.9A.3	PRS-RSRP measurements for RedCap
9.9A.3.1	Introduction
The requirements in clause 9.9A.3 shall apply provided the RedCap UE has received a message from LMF via LPP [34] requesting the RedCap UE to measure and report PRS-RSRP measurements defined in TS 38.215 [4].
The requirements in clause 9.9A.3.5 shall apply provided the RedCap UE does not support, or support but not configured, to measure PRS resources with Frequency Hopping (FH), subject to UE capability indicated via [nr-Requested-DL-PRS-measurementBasedOnMultihopRxTBD].
The requirements in clause 9.9A.3.6 shall apply provided the RedCap UE supports and is configured to measure PRS resources with Frequency Hopping (FH), subject to UE capability indicated via [nr-Requested-DL-PRS-measurementBasedOnMultihopRxTBD].
…

9.9A.3.6	Measurements Period Requirements with FH
9.9A.3.6.1	Measurements Period Requirements with FH with MG
When the physical layer receives NR-DL-AoD-ProvideAssistanceData message and NR-DL-AoD-RequestLocationInformation message from LMF via LPP [34], requesting RedCap UE to measure PRS-RSRP measurement with FH, the RedCap UE shall be able to measure multiple (up to the RedCapUE capability specified in Clause 9.9A.3.3) PRS-RSRP measurements, defined in TS 38.215 [4], from configured PRS resources for configured TRPs on configured positioning frequency layers, within  ms as defined Clause 9.9A.3.5.1 with using the following definition for :
	 is the number of PRS RSRP measurement samples, where
-	= 2 if the UE supports supportedDL-PRS-ProcessingSamples-RRC-CONNECTED [34], and the LMF requests the UE to perform positioning measurements with reduced number of samples.
-	= 4 otherwise.
Measurement sample under FH is defined as a PRS measurement over multiple hops within a single measurement gap occasion.
The number of hops within a single MG occasion is FFS[equal to the total number of hops required to cover the entire bandwidth of PRS resources. Otherwise, requirements in this clause shall not apply]
Editor Note: FFS details of measurement period requirements with FH
----------------------END OF CHANGES 1----------------------------

