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<Start of Change 1>
[bookmark: _Toc535476539]A.X1.Y1.Z1	Radio link Monitoring
In the following clause, any uplink signal transmitted by the UE is used for detecting the In-/Out-of-Sync state of the UE. In terms of measurement, the uplink signal is verified on the basis of the UE output power:
For UE with multiple transmit antennas, transmit OFF power is measured as the mean power at each transmit connector.
-	UE output power higher than Transmit OFF power -50 dBm (as defined in TS 38.101-1 [18]) means uplink signal
-	UE output power equal to or less than Transmit OFF power -50 dBm (as defined in TS 38.101-1 [18]) means no uplink signal.
[bookmark: _Toc535476527]A.X1.Y1.Z1.1	Radio Link Monitoring Out-of-sync Test for FR1 PCell configured with SSB-based RLM RS in non-DRX mode
[bookmark: _Toc535476528]A.X1.Y1.Z1.1.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PCell. This test will partly verify the FR1 radio link monitoring requirements in clause 8.1D.
In the test, UE is configured to perform RLM on SSB, with detectionResource included in RadioLinkMonitoringRS set to SSB#0, and purpose set to ‘rlf’. Supported test configurations are shown in table A.X1.Y1.Z1.1.1-1. The test parameters are given in Tables A.X1.Y1.Z1.1.1-2, A.X1.Y1.Z1.1.1-3, and A.X1.Y1.Z1.1.1-4 below. There is one cell (Cell 1), which is the active NR cell, in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.X1.Y1.Z1.1.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell 1. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. The UE is configured to perform inter-frequency measurements using Gap Pattern ID #0 (40ms) in test 1.
UE positioning and UE speed are set by AT command. UE speed is 0km/h, UE specific positioning is emulated by test system.
The specific gNB reference location is emulated by test system.

Table A.X1.Y1.Z1.1.1-1: Supported test configurations for FR1 PCell
	Configuration
	Description

	1
	FDD, SSB SCS 15 kHz, data SCS 15 kHz, BW 10 MHz

	2
	TDD, SSB SCS 15 kHz, data SCS 15 kHz, BW 10 MHz

	3
	TDD, SSB SCS 30 kHz, data SCS 30 kHz, BW 40 MHz

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.X1.Y1.Z1.1.1-2: General test parameters for FR1 out-of-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active PCell
	
	Cell 1

	RF Channel Number
	
	1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2, 3
	
	TDD

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	DL initial BWP configuration
	Config 1, 2, 3
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2, 3
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2, 3
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2, 3
	
	ULBWP.1.1

	TDD Configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD

	
	Config 2
	
	CR.1.1 TDD

	
	Config 3
	
	CR.2.1 TDD

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.1.3 FDD

	
	Config 2
	
	CCR.1.3 TDD

	
	Config 3
	
	CCR.2.2 TDD

	SSB Configuration
	Config 1
	
	SSB.1 FR1

	
	Config 2
	
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1

	SMTC Configuration
	Config 1, 2
	
	SMTC.1

	
	Config 3
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	15 kHz

	
	Config 3
	
	30 kHz

	PRACH Configuration 
	Config 1, 2
	
	Table  A.3.8.2.1-1

	
	Config 3
	
	Table  A.3.8.2.1-1

	SSB index assigned as RLM RS
	
	0

	OCNG parameters
	
	OP.1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	2x2 Low

	Out of sync transmission parameters
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	gp0

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS configuration for CSI reporting
	Config 1
	
	CSI-RS.1.1 FDD

	
	Config 2
	
	CSI-RS.1.1 TDD

	
	Config 3
	
	CSI-RS.2.1 TDD

	CSI-RS for tracking
	Config 1
	
	TRS.1.1 FDD

	
	Config 2
	
	TRS.1.1 TDD

	
	Config 3
	
	TRS.1.2 TDD

	T1 for UE with one or multiple omnidirectional antenna(s)
	s
	0.2

	T1 for UE with the antennas array
	s
	0.2

	T2 for UE with one or multiple omnidirectional antenna(s)
	s
	0.48

	T2 for UE with the antennas array
	s
	1.28

	T3 for UE with one or multiple omnidirectional antenna(s)
	s
	0.48

	T3 for UE with the antennas array
	s
	1.28

	D1 for UE with one or multiple  omnidirectional antenna(s)
	s
	0.44

	D1 for UE with the antennas array
	s
	1.24

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.X1.Y1.Z1.1.1-3: Cell specific test parameters for FR1 (Cell 1) for out-of-sync radio link monitoring tests in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3

	EPRE ratio of PDCCH DMRS to SSS
	dB
	4

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	dB
	0

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR on RLM-RS
	Config 1
	dB
	1
	-7
	-15

	
	Config 2
	
	1
	-7
	-15

	
	Config 3
	
	1
	-7
	-15

	

	Config 1
	dBm/15kHz
	-98

	
	Config 2
	
	-98

	
	Config 3
	
	-98

	

	Config 1
	dBm/SCS
	-98

	
	Config 2
	
	-98

	
	Config 3
	
	-95

	Propagation condition
	Config 1, 2
	
	AWGN+220 Hz

	
	Config 3
	
	AWGN+500 Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 3:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 4:	The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in Figure A.X1.Y1.Z1.1.1-1.
Note 5:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is A.3.6.



Table A.X1.Y1.Z1.1.1-4: Measurement gap configuration for out-of-sync tests in non-DRX mode
	Field
	Test 1

	
	Value

	gapOffset
	0

	Note:	Ensure that RLM RS is partially overlapped with measurement gap



[image: ]
Figure A.X1.Y1.Z1.1.1-1: SNR variation for out-of-sync testing
[bookmark: _Toc535476529]A.X1.Y1.Z1.1.2	Test Requirements
The UE behaviour in each test during time durations T1, T2 and T3 shall be as follows:
During the period from time point A to time point B the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting.
The UE shall stop transmitting uplink signal no later than time point C (D1 second after the start of the time duration T3).
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476530]A.X1.Y1.Z1.2	Radio Link Monitoring In-sync Test for FR1 PCell configured with SSB-based RLM RS in non-DRX mode
[bookmark: _Toc535476531]A.X1.Y1.Z1.2.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PCell. This test will partly verify the FR1 radio link monitoring requirements in clause 8.1D.
In the test, UE is configured to perform RLM on SSB, with detectionResource included in RadioLinkMonitoringRS set to SSB#0, and purpose set to ‘rlf’. Supported test configurations are shown in table A.X1.Y1.Z1.2.1-1. The test parameters are given in Tables A.X1.Y1.Z1.2.1-2, and A.X1.Y1.Z1.2.1-3 below. There is one cell (Cell 1), which is the active cell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.X1.Y1.Z1.2.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell 1. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell 1. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. 
UE positioning and UE speed are set by AT command. UE speed is 0km/h, UE specific positioning is emulated by test system.
The specific gNB reference location is emulated by test system.

Table A.X1.Y1.Z1.2.1-1: Supported test configurations for FR1 PCell
	Configuration
	Description

	1
	FDD, SSB SCS 15 kHz, data SCS 15 kHz, BW 10 MHz

	2
	TDD, SSB SCS 15 kHz, data SCS 15 kHz, BW 10 MHz

	3
	TDD, SSB SCS 30 kHz, data SCS 30 kHz, BW 40 MHz

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.X1.Y1.Z1.2.1-2: General test parameters for FR1 in-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active PCell
	
	Cell 1

	RF Channel Number
	
	1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2, 3
	
	TDD

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	DL initial BWP configuration
	Config 1, 2, 3
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2, 3
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2, 3
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2, 3
	
	ULBWP.1.1

	TDD Configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD

	
	Config 2
	
	CR.1.1 TDD

	
	Config 3
	
	CR.2.1 TDD

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.1.1 FDD

	
	Config 2
	
	CCR.1.1 TDD

	
	Config 3
	
	CCR.2.1 TDD

	SSB Configuration
	Config 1
	
	SSB.1 FR1

	
	Config 2
	
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1

	SMTC Configuration
	Config 1, 2
	
	SMTC.1

	
	Config 3
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	15 kHz

	
	Config 3
	
	30 kHz

	PRACH Configuration 
	Config 1, 2
	
	Table  A.3.8.2.1-1

	
	Config 3
	
	Table  A.3.8.2.1-1

	SSB index assigned as RLM RS
	
	0

	OCNG parameters
	
	OP.1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	2x2 Low

	In sync transmission parameters
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	Out of sync transmission parameters
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	1000

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS configuration for CSI reporting
	Config 1
	
	CSI-RS.1.1 FDD

	
	Config 2
	
	CSI-RS.1.1 TDD

	
	Config 3
	
	CSI-RS.2.1 TDD

	CSI-RS for tracking
	Config 1, 4
	
	TRS.1.1 FDD

	
	Config 2, 5
	
	TRS.1.1 TDD

	
	Config 3, 6
	
	TRS.1.2 TDD

	[bookmark: _Hlk157775374]T1 for UE with one or multiple omnidirectional antenna(s)
	s
	0.2

	T1 for UE with the antennas array
	s
	0.2

	T2 for UE with one or multiple omnidirectional antenna(s)
	s
	0.2

	T2 for UE with the antennas array
	s
	0.4

	T3 for UE with one or multiple omnidirectional antenna(s)
	s
	0.24

	T3 for UE with the antennas array
	s
	0.44

	T4 for UE with one or multiple omnidirectional antenna(s)
	s
	0.2

	T4 for UE with the antennas array
	s
	0.2

	T5 for UE with one or multiple omnidirectional antenna(s)
	s
	0.88

	T5 for UE with the antennas array
	s
	0.88

	D1 for UE with one or multiple omnidirectional antenna(s)
	s
	0.84

	D1 for UE with the antennas array
	s
	0.84

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.X1.Y1.Z1.2.1-3: Cell specific test parameters for FR1 (Cell 1) for in-sync radio link monitoring tests in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	0

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	dB
	0

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR on RLM-RS
	Config 1
	dB
	1
	-7
	-15
	-4.5
	1

	
	Config 2
	
	1
	-7
	-15
	-4.5
	1

	
	Config 3
	
	1
	-7
	-15
	-4.5
	1

	

	Config 1
	dBm/15 kHz
	-98

	
	Config 2
	
	-98

	
	Config 3
	
	-98

	

	Config 1
	dBm/SCS
	-98

	
	Config 2
	
	-98

	
	Config 3
	
	-95

	Propagation condition
	Config 1, 2
	
	AWGN +220 Hz

	
	Config 3
	
	AWGN +500 Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 3:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 4:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in Figure A.X1.Y1.Z1.2.1-1.
Note 5:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 and T4 is modified as specified in clause A.3.6.



Table A.X1.Y1.Z1.2.1-4: Void
[image: ]
Figure A.X1.Y1.Z1.2.1-1: SNR variation for in-sync testing
[bookmark: _Toc535476532]A.X1.Y1.Z1.2.2	Test Requirements
The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the period from time point A to time point F (D1 second after the start of time duration T5) the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting.
The rate of correct events observed during repeated tests shall be at least 90%.
A.X1.Y1.Z1.5	Radio Link Monitoring Out-of-sync Test for FR1 PCell configured with CSI-RS-based RLM in non-DRX mode
[bookmark: _Toc535476540]A.X1.Y1.Z1.5.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PCell when no DRX is used. This test will partly verify the FR1 PCell CSI-RS Out-of-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.X1.Y1.Z1.5.1-1, A.X1.Y1.Z1.5.1-2, A.X1.Y1.Z1.5.1-3, and A.X1.Y1.Z1.5.1-3A below. There is one cell, cell 1 which is the PCell, in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.X1.Y1.Z1.5.1-1 shows the variation of the downlink SNR in the PCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CSI reporting of 5ms. In the test, DRX configuration is not enabled. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms) in test. In the test, SSB0 is configured as the BFD-RS.
UE positioning and UE speed are set by AT command. UE speed is 0km/h, UE specific positioning is emulated by test system.
The specific gNB reference location is emulated by test system.

Table A.X1.Y1.Z1.5.1-1: Supported test configurations for FR1 PCell
	Configuration
	Description

	1
	FDD duplex mode, 15 kHz SSB SCS, 10 MHz bandwidth

	2
	TDD duplex mode, 15 kHz SSB SCS, 10 MHz bandwidth

	3
	TDD duplex mode, 30 kHz SSB SCS, 40 MHz bandwidth

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.X1.Y1.Z1.5.1-2: General test parameters for FR1 PCell for CSI-RS out-of-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active PCell 
	
	Cell 1

	RF Channel Number
	
	1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2, 3
	
	TDD

	TDD Configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	DL initial BWP configuration
	Config 1, 2, 3
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2, 3
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2, 3
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2, 3
	
	ULBWP.1.1

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD

	
	Config 2
	
	CR.1.1 TDD

	
	Config 3
	
	CR.2.1 TDD

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.1.3 FDD

	
	Config 2
	
	CCR.1.3 TDD

	
	Config 3
	
	CCR.2.2 TDD

	SSB Configuration
	Config 1
	
	SSB.1 FR1

	
	Config 2
	
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1

	SMTC Configuration
	Config 1, 2
	
	SMTC.1

	
	Config 3
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	15 kHz

	
	Config 3
	
	30 kHz

	TRS configuration
	Config 1
	
	TRS.1.1 FDD

	
	Config 2
	
	TRS.1.1 TDD

	
	Config 3
	
	TRS.1.2 TDD

	CSI-RS for RLM
	Config 1
	
	Resource #4 in TRS.1.1 FDD

	
	Config 2
	
	Resource #4 in TRS.1.1 TDD

	
	Config 3
	
	Resource #4 in TRS.1.2 TDD

	TCI configuration for PDCCH/PDSCH
	
	TCI.State. 2

	OCNG parameters
	
	OP.1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	2x2 Low

	Out of sync transmission parameters
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	gp0

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS configuration for CSI reporting
	Config 1
	
	CSI-RS.1.1 FDD

	
	Config 2
	
	CSI-RS.1.1 TDD

	
	Config 3
	
	CSI-RS.2.1 TDD

	T1
	s
	0.2

	T2
	s
	0.48

	T3
	s
	0.48

	D1
	s
	0.44

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.X1.Y1.Z1.5.1-3: Cell specific test parameters for FR1 for CSI-RS out-of-sync radio link monitoring in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3

	EPRE ratio of PDCCH DMRS to SSSPDCCH_beta
	dB
	4

	EPRE ratio of PDCCH to PDCCH DMRSPDCCH_DMRS_beta
	dB
	

	EPRE ratio of PBCH DMRS to SSSPBCH_beta
	dB
	0

	EPRE ratio of PBCH to PBCH DMRSPSS_beta
	dB
	

	EPRE ratio of PSS to SSSSSS_beta
	dB
	

	EPRE ratio of PDSCH DMRS to SSS PDSCH_beta
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR on RLM-RS
	Config 1
	dB
	1
	-7
	-15

	
	Config 2
	
	1
	-7
	-15

	
	Config 3
	
	1
	-7
	-15

	

	Config 1
	dBm/15kHz
	-98

	
	Config 2
	
	-98

	
	Config 3
	
	-98

	Propagation condition
	Config 1, 2
	
	AWGN +220 Hz

	
	Config 3
	
	AWGN +500 Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.X1.Y1.Z1.5.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is [A.3.6].



Table A.X1.Y1.Z1.5.1-3A: Measurement gap configuration for FR1 CSI-RS out-of-sync radio link monitoring in non-DRX mode
	Field
	Test 1

	
	Value

	gapOffset
	0

	Note 1:	Void



Table A.X1.Y1.Z1.5.1-4: Void


Figure A.X1.Y1.Z1.5.1-1: SNR variation for CSI-RS out-of-sync testing
[bookmark: _Toc535476541]A.X1.Y1.Z1.5.2	Test Requirements
The UE behaviour during time durations T1, T2, and T3 shall be as follows:
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
The UE shall stop transmitting uplink signal in Cell 1 no later than time point C (D1 ms after the start of the time duration T3) on the PCell.
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476542]A.X1.Y1.Z1.6	Radio Link Monitoring In-sync Test for FR1 PCell configured with CSI-RS-based RLM in non-DRX mode
[bookmark: _Toc535476543]A.X1.Y1.Z1.6.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the in sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PCell when no DRX is used. This test will partly verify the FR1 PCell CSI-RS In-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.X1.Y1.Z1.6.1-1, A.X1.Y1.Z1.6.1-2, and A.X1.Y1.Z1.6.1-3 below. There is one cells, cell 1which is the PCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.X1.Y1.Z1.6.1-1 shows the variation of the downlink SNR in the PCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5ms. In the test, DRX configuration is not enabled. In the test, SSB0 is configured as the BFD-RS.
UE positioning and UE speed are set by AT command. UE speed is 0km/h, UE specific positioning is emulated by test system.
The specific gNB reference location is emulated by test system.

Table A.X1.Y1.Z1.6.1-1: Supported test configurations for FR1 PCell
	Configuration
	Description

	1
	FDD duplex mode, 15 kHz SSB SCS, 10 MHz bandwidth

	2
	TDD duplex mode, 15 kHz SSB SCS, 10 MHz bandwidth

	3
	TDD duplex mode, 30kHz SSB SCS, 40 MHz bandwidth

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.X1.Y1.Z1.6.1-2: General test parameters for FR1 PCell for CSI-RS in-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active PCell 
	
	Cell 1

	RF Channel Number
	
	1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2, 3
	
	TDD

	TDD Configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	DL initial BWP configuration
	Config 1, 2, 3
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2, 3
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2, 3
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2, 3
	
	ULBWP.1.1

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD

	
	Config 2
	
	CR.1.1 TDD

	
	Config 3
	
	CR.2.1 TDD

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.1.1 FDD

	
	Config 2
	
	CCR.1.1 TDD

	
	Config 3
	
	CCR.2.1 TDD

	SSB Configuration
	Config 1
	
	SSB.1 FR1

	
	Config 2
	
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1

	SMTC Configuration
	Config 1, 2
	
	SMTC.1

	
	Config 3
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	15 kHz

	
	Config 3
	
	30 kHz

	TRS configuration
	Config 1
	
	TRS.1.1 FDD

	
	Config 2
	
	TRS.1.1 TDD

	
	Config 3
	
	TRS.1.2 TDD

	CSI-RS for RLM
	Config 1
	
	Resource #4 in TRS.1.1 FDD

	
	Config 2
	
	Resource #4 in TRS.1.1 TDD

	
	Config 3
	
	Resource #4 in TRS.1.2 TDD

	TCI configuration for PDCCH/PDSCH
	
	TCI.State. 2

	OCNG parameters
	
	OP.1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	2x2 Low

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	In sync transmission parameters
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	1000

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS configuration for CSI reporting
	Config 1
	
	CSI-RS.1.1 FDD 

	
	Config 2
	
	CSI-RS.1.1 TDD

	
	Config 3
	
	CSI-RS.2.1 TDD

	T1
	s
	0.2

	T2
	s
	0.2

	T3
	s
	0.44

	T4
	s
	0.2

	T5
	s
	0.88

	T6
	s
	0.84

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.X1.Y1.Z1.6.1-3: Cell specific test parameters for FR1 for CSI-RS in-sync radio link monitoring in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSSPDCCH_beta
	dB
	4

	EPRE ratio of PDCCH to PDCCH DMRSPDCCH_DMRS_beta
	dB
	

	EPRE ratio of PBCH DMRS to SSSPBCH_beta
	dB
	0

	EPRE ratio of PBCH to PBCH DMRSPSS_beta
	dB
	

	EPRE ratio of PSS to SSSSSS_beta
	dB
	

	EPRE ratio of PDSCH DMRS to SSS PDSCH_beta
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR on RLM-RS
	Config 1
	dB
	1
	-7
	-15
	-4.5
	1

	
	Config 2
	
	1
	-7
	-15
	-4.5
	1

	
	Config 3
	
	1
	-7
	-15
	-4.5
	1

	

	Config 1
	dBm/15kHz
	-98

	
	Config 2
	
	-98

	
	Config 3
	
	-98

	Propagation condition
	Config 1, 2
	
	AWGN +220 Hz

	
	Config 3
	
	AWGN +500 Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in figure A.X1.Y1.Z1.6.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is specified in clause A.3.6.1.1.



Table A.X1.Y1.Z1.6.1-4: Void

[image: ]
Figure A.X1.Y1.Z1.6.1-1: SNR variation for CSI-RS in-sync testing
[bookmark: _Toc535476544]A.X1.Y1.Z1.6.2	Test Requirements
The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the period from time point A to time point F (T6 second after the start of time duration T5) the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting on the PCell.
The rate of correct events observed during repeated tests shall be at least 90%.

<End of Change 1>

<Start of Change 2>
[bookmark: _Toc535476556]A.X1.Y1.Z2.1	Beam Failure Detection and Link Recovery Test for FR1 PCell configured with SSB-based BFD and LR in non-DRX mode
[bookmark: _Toc535476557]A.X1.Y1.Z2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects SSB-based beam failure in the set q0 configured for a serving cell and that the UE performs correct SSB-based link recovery based on beam candidate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP, during the evaluation period, and link recovery, when no DRX is used. This test will partly verify the SSB based beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.5D.
The test parameters are given in Tables A.X1.Y1.Z2.1.1-1, A.X1.Y1.Z2.1.1-2, A.X1.Y1.Z2.1.1-3 and A.X1.Y1.Z2.1.1-4 below. There is one cell, cell 1 which is the active cell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.X1.Y1.Z2.1.1-1 shows the variation of the downlink SNR of the SSB in set q0 in the active cell to emulate SSB based beam failure. Figure A.X1.Y1.Z2.1.1-2 shows the variation of the downlink L1-RSRP of the SSB in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5  ms. In the test, DRX configuration is not enabled. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms) in test 1.
UE positioning and UE speed are set by AT command. UE speed is 0km/h, UE specific positioning is emulated by test system.
The specific gNB reference location is emulated by test system.

Table A.X1.Y1.Z2.1.1-1: Supported test configurations for FR1 PCell
	Configuration
	Description

	1
	FDD duplex mode, 15 kHz SSB SCS, 10 MHz bandwidth

	2
	TDD duplex mode, 15 kHz SSB SCS, 10 MHz bandwidth

	3
	TDD duplex mode, 30 kHz SSB SCS, 40 MHz bandwidth

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.X1.Y1.Z2.1.1-2: General test parameters for FR1 PCell for SSB-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active PSCell
	
	Cell 1
	

	RF Channel Number
	
	1
	

	Duplex mode
	Config 1
	
	FDD
	

	
	Config 2, 3
	
	TDD
	

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52
	

	
	Config 2
	
	10: NRB,c = 52
	

	
	Config 3
	
	40: NRB,c = 106
	

	DL initial BWP configuration
	Config 1, 2, 3
	
	DLBWP.0.1
	

	DL dedicated BWP configuration
	Config 1, 2, 3
	
	DLBWP.1.1
	

	UL initial BWP configuration
	Config 1, 2, 3
	
	ULBWP.0.1
	

	UL dedicated BWP configuration
	Config 1, 2, 3
	
	ULBWP.1.1
	

	TDD Configuration
	Config 1
	
	Not Applicable
	

	
	Config 2
	
	TDDConf.1.1
	

	
	Config 3
	
	TDDConf.2.1
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	

	
	Config 2
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.1.1 FDD
	

	
	Config 2
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR.2.1 TDD
	

	SSB Configuration
	Config 1
	
	SSB.3 FR1
	

	
	Config 2
	
	SSB.3 FR1
	

	
	Config 3
	
	SSB.4 FR1
	

	SMTC Configuration
	Config 1, 2
	
	SMTC.1
	

	
	Config 3
	
	SMTC.1
	

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	15 KHz
	

	
	Config 3
	
	30 KHz
	

	PRACH Configuration
	Config 1, 2
	
	Table  A.3.8.2.2-1
	

	
	Config 3
	
	Table  A.3.8.2.2-1
	

	SSB Index assigned as BFD RS (q0)
	
	0
	

	SSB Index assigned as CBD RS (q1)
	
	1
	

	OCNG parameters
	
	OP.1
	

	CP length	
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	Beam failure detection transmission parameters 
	DCI format
	
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	OFF
	

	Gap pattern ID 
	
	gp0
	

	gapOffset
	
	0
	

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdSSB
	Config 1, 2
	dBm/SCS kHz
	-98
	Threshold used for Qin_LR_SSB

	
	Config 3
	
	-95
	

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see clause 5.17 of TS 38.321 [7]

	beamFailureDetectionTimer
	
	pbfd4
	see clause 5.17 of TS 38.321 [7]

	CSI-RS configuration  for CSI reporting
	Config 1
	
	CSI-RS.1.1 FDD
	

	
	Config 2
	
	CSI-RS.1.1 TDD
	

	
	Config 3
	
	CSI-RS.2.1 TDD
	

	CSI-RS for tracking 
	Config 1
	
	TRS.1.1 FDD
	

	
	Config 2
	
	TRS.1.1 TDD
	

	
	Config 3
	
	TRS.1.2 TDD
	

	SSB Index assigned as RLM RS
	
	
	0, 1
	

	T310 Timer
	
	ms
	1000
	

	N310
	
	
	2
	

	T1 for UE with one or multiple omnidirectional antenna(s)
	s
	0.2
	During this time the the UE shall be fully synchronized to cell 1

	T1 for UE with the antennas array
	s
	0.2
	During this time the the UE shall be fully synchronized to cell 1

	T2 for UE with one or multiple omnidirectional antenna(s)
	s
	0.37
	

	T2 for UE with the antennas array
	s
	0.37
	

	T3 for UE with one or multiple omnidirectional antenna(s)
	s
	0.24
	

	T3 for UE with the antennas array
	s
	0.68
	

	T4 for UE with one or multiple omnidirectional antenna(s)
	s
	0
	

	T4 for UE with the antennas array
	s
	0
	

	T5 for UE with one or multiple omnidirectional antenna(s)
	s
	0.17
	

	T5 for UE with the antennas array
	s
	0.41
	

	D1 for UE with one or multiple omnidirectional antenna(s)
	s
	0.13
	

	D1 for UE with the antennas array
	s
	0.37
	

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.X1.Y1.Z2.1.1-3: Cell specific test parameters for FR1 PCell for SSB-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	0

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR_SSB of set q0
	Config 1
	dB
	5
	-3
	-12
	-12
	-12

	
	Config 2
	
	5
	-3
	-12
	-12
	-12

	
	Config 3
	
	5
	-3
	-12
	-12
	-12

	SNR_SSB of set q1
	Config 1
	dB
	-10
	-10
	10
	10
	10

	
	Config 2
	
	-10
	-10
	10
	10
	10

	
	Config 3
	
	-10
	-10
	10
	10
	10

	SSB_RP of set q1
	Config 1
	dBm/SCS kHz
	-108
	-108
	-88
	-88
	-88

	
	Config 2
	
	-108
	-108
	-88
	-88
	-88

	
	Config 3
	
	-105
	-105
	-85
	-85
	-85

	

	Config 1
	dBm/15 KHz
	-98

	
	Config 2
	
	-98

	
	Config 3
	
	-98

	Propagation condition
	Config 1, 2
	
	AWGN +220 Hz

	
	Config 3
	
	AWGN +500 Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is modified as specified in clause A.3.6.



Table A.X1.Y1.Z2.1.1-4: Void
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Figure A.X1.Y1.Z2.1.1-1: SNR variation for SSB-based beam failure detection and link recovery testing in non-DRX mode
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Figure A.X1.Y1.Z2.1.1-2: L1-RSRP level variation for SSB-based beam failure detection and link recovery testing in non-DRX mode

A.X1.Y1.Z2.1.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
During T3 the UE shall detect beam failure and initiate link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = 120+10 ms after the start of T5, the UE shall transmit preamble on a beam associated with the candidate beam set q1. The UE shall not transmit preamble on a beam associated with the candidate beam set q1 earlier than time point B.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476562]A.X1.Y1.Z2.3	Beam Failure Detection and Link Recovery Test for FR1 PCell configured with CSI-RS-based BFD and LR in non-DRX mode
[bookmark: _Toc535476563]A.X1.Y1.Z2.3.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects CSI-RS-based beam failure in the set q0 configured for a serving cell and that the UE performs correct CSI-RS-based link recovery based on beam candicate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP, during the evaluation period, and link recovery, when no DRX is used. This test will partly verify the CSI-RS based beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.5D.
The test parameters are given in Tables A.X1.Y1.Z2.3.1-1, A.X1.Y1.Z2.3.1-2, and below. There is one cell, cell 1 which is the active cell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.X1.Y1.Z2.3.1-1 shows the variation of the downlink SNR of the CSI-RS in set q0 in the active cell to emulate CSI-RS based beam failure. Figure A.X1.Y1.Z2.3.1-2 shows the variation of the downlink L1-RSRP of the CSI-RS in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. In the test, DRX configuration is not enabled.
UE positioning and UE speed are set by AT command. UE speed is 0km/h, UE specific positioning is emulated by test system.
The specific gNB reference location is emulated by test system.

Table A.X1.Y1.Z2.3.1-1: Supported test configurations for FR1 PCell
	Configuration
	Description

	1
	FDD duplex mode, 15 kHz SSB SCS, 10 MHz bandwidth

	2
	TDD duplex mode, 15 kHz SSB SCS, 10 MHz bandwidth

	3
	TDD duplex mode, 30 kHz SSB SCS, 40 MHz bandwidth

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.X1.Y1.Z2.3.1-2: General test parameters for FR1 PCell for CSI-RS-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active PCell 
	
	Cell 1
	

	RF Channel Number
	
	1
	

	Duplex mode
	Config 1
	
	FDD
	

	
	Config 2, 3
	
	TDD
	

	TDD Configuration
	Config 1
	
	Not Applicable
	

	
	Config 2
	
	TDDConf.1.1
	

	
	Config 3
	
	TDDConf.2.1
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	A.3.1.2

	
	Config 2
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.1.1 FDD
	A.3.1.3

	
	Config 2
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR.2.1 TDD
	

	SSB Configuration
	Config 1
	
	SSB.3 FR1
	A.3.10

	
	Config 2
	
	SSB.3 FR1
	

	
	Config 3
	
	SSB.4 FR1
	

	SSB Configuration
	Config 1
	
	SSB. 3  FR1
	A.3.10

	
	Config 2
	
	SSB. 3 FR1
	

	
	Config 3
	
	SSB. 4  FR1
	

	SMTC Configuration
	Config 1, 2
	
	SMTC.1
	A.3.11

	
	Config 3
	
	SMTC.1
	

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	15 KHz
	

	
	Config 3
	
	30 KHz
	

	PRACH 
Configuration
	Config 1, 2
	
	FR1 PRACH configuration 4
	A.3.8.2

	
	Config 3
	
	FR1 PRACH configuration 4
	A.3.8.2

	csi-RS-Index assigned as beam failure detection RS in set q0
	
	0
	

	OCNG parameters
	
	OP.1
	A.3.2.1

	CP length	
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	Beam failure detection transmission parameters
	DCI format
	
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	OFF
	

	Gap pattern ID 
	
	N.A.
	

	csi-RS-Index assigned as candidate beam detection RS in set q1
	
	1
	N

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdCSI-RS
	Config 1, 2
	dBm/SCS kHz
	-98
	Threshold used for Qin_LR_CSI-RS

	
	Config 3
	
	-95
	

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see clause 5.17 of TS 38.321 [7]

	beamFailureDetectionTimer
	
	pbfd4
	see clause 5.17 of TS 38.321 [7]

	CSI-RS configuration for q0 and q1
	Config 1
	
	CSI-RS.1.2 FDD
	A.3.14

	
	Config 2
	
	CSI-RS.1.2 TDD
	

	
	Config 3
	
	CSI-RS.2.2 TDD
	

	CSI-RS configuration for CSI reporting
	Config 1
	
	CSI-RS.1.1 FDD
	A.3.14

	
	Config 2
	
	CSI-RS.1.1 TDD
	

	
	Config 3
	
	CSI-RS.2.1 TDD
	

	TRS configuration
	Config 1
	
	TRS.1.1 FDD
	

	
	Config 2
	
	TRS.1.1 TDD
	

	
	Config 3
	
	TRS.1.2 TDD
	

	CSI-RS-Index assigned as RLM RS
	Config 1
	
	CSI-RS.1.2 FDD
	A.3.14

	
	Config 2
	
	CSI-RS.1.2 TDD
	

	
	Config 3
	
	CSI-RS.2.2 TDD
	

	T310 Timer
	ms
	1000
	

	N310
	
	2
	

	T1
	s
	0.2
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	0.18
	

	T3
	s
	0.14
	

	T4
	s
	0
	

	T5
	s
	0.08
	

	D1
	s
	0.04
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.




Table A.X1.Y1.Z2.3.1-3: Cell specific test parameters for FR1 PCell for CSI-RS-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	0

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR_CSI-RS of set q0
	Config 1
	dB
	5
	-3
	-12
	-12
	-12

	
	Config 2
	
	5
	-3
	-12
	-12
	-12

	
	Config 3
	
	5
	-3
	-12
	-12
	-12

	SNR_CSI-RS of set q1
	Config 1
	dB
	-10
	-10
	10
	10
	10

	
	Config 2
	
	-10
	-10
	10
	10
	10

	
	Config 3
	
	-10
	-10
	10
	10
	10

	CSI-RS_RP of set q1
	Config 1
	dBm/SCS kHz
	-108
	-108
	-88
	-88
	-88

	
	Config 2
	
	-108
	-108
	-88
	-88
	-88

	
	Config 3
	
	-105
	-105
	-85
	-85
	-85

	

	Config 1
	dBm/15 KHz
	-98

	
	Config 2
	
	-98

	
	Config 3
	
	-98

	Propagation condition
	Config 1, 2
	
	AWGN +220 Hz

	
	Config 3
	
	AWGN +500 Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Void
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the REs carrying CSI-RS.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is modified as specified in clause A.3.6.



Table A.X1.Y1.Z2.3.1-4: Void
Table A.X1.Y1.Z2.3.1-5: Void
[bookmark: _Toc535476564][image: グラフ が含まれている画像

自動的に生成された説明]
Figure A.X1.Y1.Z2.3.1-1: SNR variation for CSI-RS-based beam failure detection and link recovery testing in non-DRX mode

[image: 文字と写真のスクリーンショット

自動的に生成された説明]
Figure A.X1.Y1.Z2.3.1-2: L1-RSRP level variation for CSI-RS based beam failure detection and link recovery testing in non-DRX mode

A.X1.Y1.Z2.3.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
During T3 the shall detect beam failure and initiat link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = 30+10 ms after the start of T5, the UE shall transmit preamble on a beam associated with the candidate beam set q1. The UE shall not transmit preamble on a beam associated with the candidate beam set q1 earlier than time point B.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.

<End of Change 2>


<Start of Change 3>
[bookmark: _Toc535476569]A.X1.Y1.Z3.1	DCI-based and Timer-based Active BWP Switch
A.X1.Y1.Z3.1.2	NR FR1 DL active BWP switch with non-DRX in SA
[bookmark: _Toc383691580]A.X1.Y1.Z3.1.2.1	Test Purpose and Environment
The purpose of this test is to verify the DL BWP switch delay requirement defined in clause 8.6D.
The supported test configurations are shown in Table A.X1.Y1.Z3.1.2.1-1. The test scenario comprises of one cell (Cell 1) as given in Table A.X1.Y1.Z3.1.2.1-2. Cell-specific parameters of the cell are specified in Table A.X1.Y1.Z3.1.2.1-3 below. 
PDCCHs indicating new transmissions shall be sent continuously on Cell 1 to ensure that the UE will have ACK/NACK sending. 
Before the test starts, 
-	UE is connected to Cell 1 on radio channel 1.
-	UE is configured with 2 different UE-specific downlink bandwidth parts, BWP-1 and BWP-2 before starting the test. BWP-1 and BWP-2 always include bandwidth of the initial DL BWP and SSB.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1.
-	UE is configured with a bwp-InactivityTimer timer value for Cell1. 
The cell has constant signal levels throughout the test. 
The test consists of 3 successive time periods, with durations of T1, T2, and T3, respectively. 
During T1,
	Time period T1 starts when a DCI format 1_1 command for DL BWP switch, sent from the test equipment to the UE, is received at the UE side in Cell1’s slot # denoted i. The UE shall switch its bandwidth part from BWP-1 to BWP-2.
	The UE shall be able to receive PDSCH on the first DL slot that occurs after the beginning of Cell1’s DL slot (i+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the Cell1 no later than the first UL slot that occurs after the beginning of slot (i+TBWPswitchDelay+k1). The UE shall be continuously scheduled on Cell1’s BWP-2 starting from the first DL slot that occurs after the beginning of slot (i+TBWPswitchDelay).
During T2, the test equipment won’t transmit DCI format for PDSCH reception on Cell1. 
During T3,
	The time period T3 starts from the slot #j, where j is the first slot of the subframe immediately after bwp-InactivityTimer timer expires. The UE shall switch its bandwidth part from BWP-2 back to the default bandwidth part – BWP-1.
	The UE shall be able to receive PDSCH on the first DL slot that occurs after the beginning of Cell1’s slot (j+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the Cell1 at latest on the first UL slot that occurs after the beginning of slot (j+TBWPswitchDelay+k1). The UE shall be continuously scheduled on Cell1’s BWP-1 starting from the first DL slot that occurs after the beginning of slot (j+TBWPswitchDelay).
The test equipment verifies the DL BWP switch time by counting the slots from the time when the BWP switch command is received or bwp-InactivityTimer timer expires till an ACK/NACK is received.
UE positioning and UE speed are set by AT command. UE speed is 0km/h, UE specific positioning is emulated by test system.
The specific gNB reference location is emulated by test system.

Table A.X1.Y1.Z3.1.2.1-1: DL BWP switch supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations.
Note 2:	A UE which fulfils the requirements in test case A.X1.Y1.Z3.1.1 can skip the test cases in A.X1.Y1.Z3.1.2.



Table A.X1.Y1.Z3.1.2.1-2: General test parameters for DL BWP switch in SA
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	1
	One NR radio channel is used for this test

	Active Cell
	
	Cell 1
	Cell1 on RF channel number 1.

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	bwp-InactivityTimer
	ms
	200
	

	PDCCH and PDSCH maximum number of HARQ transmission
	
	1
	

	T1
	s
	0.2
	

	T2
	s
	0.2
	

	T3
	s
	0.2
	



Table A.X1.Y1.Z3.1.2.1-3: NR Cell specific test parameters for DL BWP switch in SA
	Parameter
	Unit
	Cell 1

	Frequency Range
	
	FR1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	
	10 MHz: NRB,c = 52

	
	Config 2
	
	10 MHz: NRB,c = 52

	
	Config 3
	
	40 MHz: NRB,c = 106 

	Active BWP ID
	
	1, 2

	Initial DL BWP Configuration
	Config 1,2,3
	
	DLBWP.0.2 Note 4

	Active DL BWP-1 Configuration
	Config 1,2,3
	
	DLBWP.1.1 Note 4

	Active DL BWP-2 Configuration
	Config 1,2,3
	
	DLBWP.1.3 Note 4

	Initial UL BWP Configuration
	Config 1,2,3
	
	ULBWP.0.2 Note 4

	Active UL BWP-1 Configuration
	Config 1,2,3
	
	ULBWP.1.1 Note 4

	Active UL BWP-2 Configuration
	Config 1
	
	N/A

	
	Config 2,3
	
	ULBWP.1.3 Note 4

	PDSCH Reference measurement channel
	Config 1
	
	SR.1.1 FDD

	
	Config 2
	
	SR.1.1 TDD

	
	Config 3
	
	SR.2.1 TDD

	RMSI CORESET parameters
	Config 1
	
	CR.1.1 FDD

	
	Config 2
	
	CR.1.1 TDD

	
	Config 3
	
	CR.2.1 TDD

	Dedicated CORESET parameters
	Config 1
	
	CCR.1.2 FDD

	
	Config 2
	
	CCR.1.2 TDD

	
	Config 3
	
	CCR.2.4 TDD

	OCNG Patterns
	
	OP.1

	SSB Configuration
	Config 1,2
	
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1

	SMTC Configuration
	
	
	SMTC.1 

	Correlation Matrix and Antenna Configuration
	
	1x2 Low

	TRS Configuration
	Config 1,4
	
	TRS.1.1 FDD

	
	Config 2,5
	
	TRS.1.1 TDD

	
	Config 3,6
	
	TRS.1.2 TDD

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	NocNote 2
	Config 1,2
	dBm/SCS
	-104

	
	Config 3
	
	-101

	NocNote 2
	dBm/15kHz
	-104

	SS-RSRP Note 3
	Config 1,2
	dBm/SCS
	-87

	
	Config 3
	
	-84

	Ês/Iot
	dB
	17

	Ês/Noc
	dB
	17

	IoNote3
	Config 1,2
	dBm/
9.36MHz
	-58.96

	
	Config 3
	dBm/
38.16MHz
	-52.86


	Propagation condition
	Config 1, 2
	
	AWGN +220 Hz

	
	Config 3
	
	AWGN +500 Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in clause 12 of TS 38.213 [3].



A.X1.Y1.Z3.1.2.2	Test Requirements
During T1, the UE shall start to send the ACK/NACK for PCell from the first UL slot that occurs after the beginning of DL slot (i+TBWPswitchDelay+k1).
During T3, the UE shall start to send the ACK/NACK for PCell from the first UL slot that occurs after the beginning of DL slot (j+TBWPswitchDelay+k1).
Where, k1 is the timing between DL data receiving and acknowledgement as specified in [7]. 
Depending on UE capability bwp-SwitchingDelay [2], UE shall finish BWP switch within the time duration TBWPswitchDelay defined in Table 8.6.2-1.
All of the above test requirements shall be fulfilled in order for the observed Cell1 active BWP switch delay to be counted as correct. 
The rate of correct events observed during repeated tests shall be at least 90%.
UE positioning and UE speed are set by AT command. UE speed is 0km/h, UE specific positioning is emulated by test system.
The specific gNB reference location is emulated by test system.

NOTE:	During T1, T3 if there are no uplink resources for reporting the ACK/NACK in the first UL slot that occurs after beginning of DL slot (i+TBWPswitchDelay+k1), (j+TBWPswitchDelay+k1), then the UE shall use the next available uplink resource for reporting the corresponding ACK/NACK.
A.X1.Y1.Z3.2	RRC-based Active BWP Switch
[bookmark: _Toc535476574]A.X1.Y1.Z3.2.1	NR FR1 DL active BWP switch of Cell with non-DRX in SA
A.X1.Y1.Z3.2.1.1	Test Purpose and Environment
[bookmark: _Hlk51939857]The purpose of this test is to verify the DL BWP switch delay requirement for RRC-based BWP switch defined in clause 8.6D.
The supported test configurations are shown in Table A.X1.Y1.Z3.2.1.1-1. The test scenario comprises of one Cell (Cell 1) as given in Table A.X1.Y1.Z3.2.1.1-2. Cell-specific parameters of Cell are specified in Table A.X1.Y1.Z3.2.1.1-3 below.
PDCCHs indicating new transmissions shall be sent continuously on Cell 1 to ensure that the UE will have ACK/NACK sending.
Before the test starts,
-	UE is connected to Cell 1 on radio channel 1.
-	UE has bandwidth part BWP-1 in its RRC-configuration for Cell 1.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1 of initial condition in Cell 1.
All cells have constant signal levels throughout the test.
The test consists of 1 time period, with duration of T1.
During T1,
	Time period T1 starts when a RRCReconfiguration with updated bandwidth part configuration, sent from the test equipment to the UE, is completely received at the UE side in PCell’s slot # denoted i. The UE shall reconfigure its bandwidth part with the updated bandwidth part BWP-1 of final condition.
	The UE shall be able to receive PDSCH on PCell from the first DL slot that occurs after the beginning of DL slot as defined in clause 8.6.3 and starts to report valid ACK/NACK for the PCell from the first UL slot that occurs after the beginning of DL slot on BWP-1 of final condition. The UE shall be continuously scheduled on PCell’s BWP-1 of final condition starting from the first DL slot right after slot .
	TRRCprocessingDelay and TBWPswitchDelayRRC are defined in clause 8.6.3.
The test equipment verifies the DL BWP switch time in Cell by counting the time from the time when the RRC Reconfiguration message including updated BWP configuration is sent till the time when a vaild ACK/NACK is received is received.
UE positioning and UE speed are set by AT command. UE speed is 0km/h, UE specific positioning is emulated by test system.
The specific gNB reference location is emulated by test system.

Table A.X1.Y1.Z3.2.1.1-1: DL BWP switch supported test configurations in SA scenario
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations



Table A.X1.Y1.Z3.2.1.1-2: General test parameters for DL BWP switch in SA scenario
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	1
	One NR radio channel is used for this test

	Active Cell
	
	Cell 1
	Cell on RF channel number 1.

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	PDCCH and PDSCH maximum number of HARQ transmission
	
	1
	

	T1
	s
	0.2
	



Table A.X1.Y1.Z3.2.1.1-3: NR Cell specific test parameters for DL BWP switch in SA scenario
	Parameter
	Unit
	Cell 1

	Frequency Range
	
	FR1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	
	10 MHz: NRB,c = 52

	
	Config 2
	
	10 MHz: NRB,c = 52

	
	Config 3
	
	40 MHz: NRB,c = 106

	Active BWP ID
	
	1

	Initial DL BWP Configuration
	Config 1,2, 3
	
	DLBWP.0.2

	Initial UL BWP Configuration
	Config 1,2, 3
	
	ULBWP.0.2

	Initial Condition
	Active DL BWP-1 Configuration
	Config 1, 2, 3
	
	DLBWP.1.3

	
	Active UL BWP-1 Configuration
	Config 1, 2, 3
	
	ULBWP.1.3

	Final
Condition
	Active DL BWP-1 Configuration
	Config 1, 2, 3
	
	DLBWP.1.1

	
	Active UL BWP-1 Configuration
	Config 1, 2, 3
	
	ULBWP.1.1

	PDSCH Reference measurement channel
	Config 1
	
	SR.1.1 FDD

	
	Config 2
	
	SR.1.1 TDD

	
	Config 3
	
	SR2.1 TDD

	RMSI CORESET parameters
	Config 1
	
	CR.1.1 FDD

	
	Config 2
	
	CR.1.1 TDD

	
	Config 3
	
	CR2.1 TDD

	Dedicated CORESET parameters
	Config 1
	
	CCR.1.2 FDD

	
	Config 2
	
	CCR.1.2 TDD

	
	Config 3
	
	CCR.2.4 TDD

	OCNG Patterns
	
	OP.1

	SSB Configuration
	Config 1,2
	
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1

	SMTC Configuration
	
	SMTC.1

	TRS Configuration
	Config 1
	
	TRS.1.1 FDD

	
	Config 2
	
	TRS.1.1 TDD

	
	Config 3
	
	TRS.1.2 TDD

	Propagation condition
	Config 1, 2
	
	AWGN +220 Hz

	
	Config 3
	
	AWGN +500 Hz

	Antenna Configuration
	
	1x2 Low

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS(Note 1)
	
	

	NocNote 2
	Config 1,2
	dBm/SCS
	-104

	
	Config 3
	
	-101

	SS-RSRP Note 3
	Config 1,2
	dBm/SCS
	-87

	
	Config 3
	
	-84

	Ês/Iot
	dB
	17

	Ês/Noc
	dB
	17

	IoNote3
	Config 1,2
	dBm/
9.36MHz
	-58.96

	
	Config 3
	dBm/
38.16MHz
	-52.86

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in clause 12 of TS 38.213 [3].



A.X1.Y1.Z3.2.1.2	Test Requirements
During T1, the UE shall be ready for the reception of uplink grant for the Cell from the first DL slot that occurs right after the begining of slot  and starts to report valid ACK/NACK for PCell from the first UL slot that occurs after the beginning of DL slot. 
Where, k1 is the timing between DL data receiving and acknowledgement as specified in [7].
All of the above test requirements shall be fulfilled in order for the observed Cell active BWP switch delay to be counted as correct.
The rate of correct events observed during repeated tests shall be at least 90%.

<End of Change 3>


<Start of Change 4>
A.X1.Y1.Z4	UE specific CBW change
A.X1.Y1.Z4.1	UE specific CBW change on PCell in FR1 in non-DRX 
A.X1.Y1.Z4.1.1	Test Purpose and Environment
The purpose of this test is to verify the UE specific CBW change delay requirement defined in clause 8.13D.
The supported test configurations are shown in Table A.X1.Y1.Z4.1.1-1. The test scenario comprises of one Cell (Cell 1), which is PCell as given in Table A.X1.Y1.Z4.1.1-2. Cell-specific parameters are specified in Table A.X1.Y1.Z4.1.1-3.
PDCCHs indicating new transmissions shall be sent continuously on Cell 1 to ensure that the UE sends ACK/NACK during the test.
Before the test starts:
· UE is connected to Cell 1 (PCell) on radio channel 1.
· UE has bandwidth part BWP-1 in its RRC-configuration for Cell 1 (PCell).
· UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1 of initial condition in PCell.
· UE has been configured with UE specific CBW (CBW-1).
· UE is indicated in SCS-SpecificCarrier [2] that the UE specific CBW is CBW-1 as the initial condition in Cell 1 (PCell).
Cell1 (PCell) has constant signal levels throughout the test.
The test consists of 1 time period, with duration of T1.
During T1,
	Time period T1 starts when a RRCReconfiguration containing SCS-SpecificCarrier with updated UE specific CBW, sent from the test equipment to the UE, is completely received at the UE side in PCell’s slot # denoted i. The UE shall reconfigure its UE specific CBW with the updated CBW-2 for the final condition.
	The UE shall be able to receive PDSCH on PCell from the first DL slot that occurs after the beginning of DL slot as defined in clause 8.13 and starts to report valid ACK/NACK for PCell from the first UL slot that occurs after the beginning of DL slot on the PCell’s BWP-1 on CBW-2 for the final condition. The UE shall be continuously scheduled on the PCell’s BWP-1 on CBW-2  for the final condition starting from the first DL slot right after slot .
	 and  are defined in clause 8.13.
The test equipment verifies the UE specific CBW switching delay in PCell by estimating the time from the moment the RRC Reconfiguration message including updated UE specific CBW configuration is sent until the moment a vaild ACK/NACK is received.
UE positioning and UE speed are set by AT command. UE speed is 0km/h, UE specific positioning is emulated by test system.
The specific gNB reference location is emulated by test system.

Table A.X1.Y1.Z4.1.1-1: Supported test configurations for UE specific CBW change in SA scenario
	Configuration
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations



Table A.X1.Y1.Z4.1.1-2: General test parameters for UE specific CBW change in SA scenario
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	1
	One NR radio channel is used for this test

	Active Cell
	
	Cell 1
	Cell on RF channel number 1.

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	T1
	s
	0.2
	





Table A.X1.Y1.Z4.1.1-3: NR Cell specific test parameters for UE specific CBW change in SA scenario
	Parameter
	Unit
	Cell 1

	Frequency Range
	
	FR1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	
	10 MHz: NRB,c = 52

	
	Config 2
	
	10 MHz: NRB,c = 52

	
	Config 3
	
	40 MHz: NRB,c = 106 

	Active DL BWP ID
	Config 1,2, 3
	
	1

	Initial DL BWP Configuration (BWP-1)
	Config 1,2, 3
	
	DLBWP.0.2

	Initial UL BWP Configuration
	Config 1,2, 3
	
	ULBWP.0.2

	Initial Condition

	Active DLCBW-1 Configureation
	Config 1, 2, 3
	
	DLCBW.1.1

	
	Active UL 
CBW-1
Configuration
	Config 1, 2, 3
	
	ULCBW.1.1

	Final Condition

	Active DLCBW-1 Configureation
	Config 1, 2, 3
	
	DLCBW.1.2

	
	Active UL 
CBW-1
Configuration
	Config 1, 2, 3
	
	ULCBW.1.2

	PDSCH Reference measurement channel
	Config 1
	
	SR.1.1 FDD

	
	Config 2
	
	SR.1.1 TDD

	
	Config 3
	
	SR2.1 TDD

	RMSI CORESET parameters
	Config 1
	
	CR.1.1 FDD  

	
	Config 2
	
	CR.1.1 TDD

	
	Config 3
	
	CR2.1 TDD

	Dedicated CORESET parameters
	Config 1
	
	CCR.1.1 FDD  

	
	Config 2
	
	CCR.1.1 TDD

	
	Config 3
	
	CCR.2.1 TDD

	OCNG Patterns
	
	OP.1

	SSB Configuration
	Config 1,2
	
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1

	SMTC Configuration
	
	SMTC.1

	TRS Configuration

	Config 1
	
	TRS.1.1 FDD

	
	Config 2
	
	TRS.1.1 TDD

	
	Config 3
	
	TRS.1.2 TDD

	Propagation condition
	Config 1, 2
	
	AWGN +220 Hz

	
	Config 3
	
	AWGN +500 Hz

	Antenna Configuration
	
	1x2 Low

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS(Note 1)
	
	

	NocNote 2
	Config 1,2
	dBm/SCS
	-104

	
	Config 3
	
	-101

	SS-RSRP Note 3
	Config 1,2
	dBm/SCS
	-87

	
	Config 3
	
	-84

	Ês/Iot
	dB
	17

	Ês/Noc
	dB
	17

	IoNote3
	Config 1,2
	dBm/
9.36MHz
	-58.96

	
	Config 3
	dBm/
38.16MHz
	-52.86

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.1 is linked with ULBWP.0.1; DLBWP.1.1 is linked with ULBWP.1.1; as defined in clause 12 of TS 38.213 [3].



A.X1.Y1.Z4.1.2	Test Requirements
During T1, the UE shall be ready for the reception of uplink grant for the PCell from the first DL slot that occurs right after the begining of slot  and starts to report valid ACK/NACK for PCell from the first UL slot that occurs after the beginning of DL slot.
Where, k1 is the timing between DL data receiving and acknowledgement as specified in [7]. 
All of the above test requirements shall be fulfilled in order for the observed UE specific CBW change delay on the PCell to be counted as correct.
The rate of correct events observed during repeated tests shall be at least 90%.



<End of Change 4>



<Start of Change 5>
A.X1.Y1.Z5	Pathloss reference signal switching delay
A.X1.Y1.Z5.1	MAC-CE based pathloss reference signal switch delay
A.X1.Y1.Z5.1.1	Test Purpose and Environment
The purpose of this test is to verify the MAC-CE based pathloss reference signal switch delay requirement defined in clause 8.14D.
The supported test configurations are shown in Table A.X1.Y1.Z5.1.1-1. The test scenario comprises of one cell (Cell 1) as given in Table A.X1.Y1.Z5.1.1-2. Cell-specific parameters of the cell are specified in Table A.X1.Y1.Z5.1.1-3 below.
The test consists of 3 successive time periods, with duration of T1, T2 and T3, respectively.
Prior to the start of the time duration T1, 
-	UE is connected to Cell 1 on radio channel 1.
-	UE shall be fully synchronized to SSB #0.
During T1,
-	The UE shall track SSB #1 so that SSB #1 as a pathloss reference signal is known to the UE.
Time period T2 starts when the UE is configured of the power headroom reporting functionality by upper layers by the test equipment and the UE shall transmit a PHR during T2.
During T2,
-	UE is configured with a phr-ProhibitTimer timer value for Cell 1. 
-	UE is configured with a phr-Tx-PowerFactorChange value for Cell 1. 
During T3,
	Time period T3 starts when a PDSCH carrying MAC-CE activation for pathloss reference signal switch, sent from the test equipment to the UE to swicth the pathloss reference signal from SSB 0 to SSB 1, is received at the UE side in Cell1’s slot # denoted i. The UE shall switch its pathloss reference signal to the target one and send PHR.
	The UE shall be able to apply the target pathloss reference signal of the serving cell on which pathloss reference signal switch occurs no later than the slot i + +  as defined in clause 8.14.  The UE shall be able to apply old pathloss reference signals until the slot i + +  as defined in clause 8.14.
The test equipment verifies the pathloss RS switch time by counting the slots from the time when the pathloss RS switch command is transmitted till a PHR is received during T3.
UE positioning and UE speed are set by AT command. UE speed is 0km/h, UE specific positioning is emulated by test system.
The specific gNB reference location is emulated by test system.

Table A.X1.Y1.Z5.1.1-1: MAC-CE based pathloss reference signal switch supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations.



Table A.X1.Y1.Z5.1.1-2: General test parameters for MAC-CE based pathloss reference signal switch in SA
	Parameter
	Unit
	Value
	Comment

	Active PCell
	
	Cell 1
	

	RF Channel Number
	
	1
	

	Duplex mode
	Config 1
	
	FDD
	

	
	Config 2, 3
	
	TDD
	

	DL initial BWP configuration
	Config 1, 2, 3
	
	DLBWP.0.1
	

	DL dedicated BWP configuration
	Config 1, 2, 3
	
	DLBWP.1.1
	

	UL initial BWP configuration
	Config 1, 2, 3
	
	ULBWP.0.1
	

	UL dedicated BWP configuration
	Config 1, 2, 3
	
	ULBWP.1.1
	

	TDD Configuration
	Config 1
	
	Not Applicable
	

	
	Config 2
	
	TDDConf.1.1
	

	
	Config 3
	
	TDDConf.2.1
	

	CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	

	
	Config 2
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	

	SSB Configuration
	Config 1
	
	SSB.1 FR1
	

	
	Config 2
	
	SSB.1 FR1
	

	
	Config 3
	
	SSB.2 FR1
	

	SMTC Configuration
	Config 1, 2
	
	SMTC.1
	

	
	Config 3
	
	SMTC.1
	

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	15 kHz
	

	
	Config 3
	
	30 kHz
	

	SSB index assigned as pathloss RS
	
	0 in T1, 0 in T2, 1 in T3
	

	OCNG parameters
	
	OP.1
	

	CP length	
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	1x2 Low
	

	DRX
	
	OFF
	

	Gap pattern ID 
	
	gp0
	

	phr-ProhibitTimer
	sub frame
	0
	

	phr-Tx-PowerFactorChange
	dB
	5
	

	phr-PeriodicTimer
	sub frame
	infinity
	

	Filter coefficient
	
	0
	L3 filtering is not used

	T1
	s
	[2]
	

	T2
	s
	[2]
	

	T3
	s
	0.2
	



Table A.X1.Y1.Z5.1.1-3: NR Cell specific test parameters for MAC-CE based pathloss reference signal switch in SA
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3

	EPRE ratio of PDCCH DMRS to SSS
	dB
	4

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	dB
	0

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	
SSB with index 0
	

	dB
	[7]

	
	

	Config 1, 2, 3

	dBm/15kHz
	[-101]


	
	

	dB
	[7]

	
	SS-RSRP Note 4
	Config 1, 2
	dBm/ SCS
	[-94]

	
	
	Config 3
	
	[-91]

	
SSB with index 1
	

	dB
	[-3]

	
	

	Config 1, 2, 3

	dBm/15kHz
	[-101]


	
	

	dB
	[-3]

	
	SS-RSRP Note 4
	Config 1, 2
	dBm/ SCS
	[-104]

	
	
	Config 3
	
	[-101]

	Io Note 5
	Config 1, 2
	dBm
	-65.3/9.36MHz

	
	Config 3
	
	-59.2/38.16MHz

	Propagation condition
	Config 1, 2
	
	AWGN +220 Hz

	
	Config 3
	
	AWGN +500 Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 3:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 4:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.
Note 5:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.



A.X1.Y1.Z5.1.2	Test Requirements
During T3, the UE shall start to send the PHR for PCell no later than the slot i + + .
During T3, the UE shall start to send the PHR for PCell no earlier than the slot i + + .
Where,  is the timing between pathloss reference MAC-CE activation command and acknowledgement as specified in [7],  is the periodicity of the target pathloss reference signal which is SSB in this test.
During T3, UE shall send L1-RSRP report with measurement results for both SSB0 and SSB1. 
All of the above test requirements shall be fulfilled in order for the observed pathloss RS switch delay to be counted as correct. 
The rate of correct events observed during repeated tests shall be at least 90%.
Note: The UE shall be given proper uplink transmission grant during T2 and T3.



<End of Change 5>
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