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Issue 1-3: Random access requirements applicability
· Proposals
· Option 1: Random access requirements in Clause 12.1.1.2, TS 38.174 are applicable to mIAB-MT.
· Agreement
· Option 1 

Issue 1-4: Timing requirements 
· Proposals
· Option 1: Existing timing requirements in Section 12.2, TS 38.174  are applicable to mIAB-M
· Agreement
· Option 1 

Issue 1-5: Timer accuracy requirements 
· Agreement
· RAN4 to define mIAB-MT timer accuracy requirements by reusing UE requirements from Clause 7.2 of TS 38.133.

Issue 1-6: UL spatial relation switch requirements 
· Agreement
· RAN4 to introduce Uplink spatial relation switch delay requirements for mIAB-MTs by reusing UE requirements in Section 8.12 from TS 38.133


Issue 1-8: 2-step RACH
Agreement: 
· Only introduce 4-step non-contention based RA test based on the corresponding UE test in TS 38.133

Issue 1-9: Measurement performance requirements
· Proposals
· Option 1: The measurement performance requirements for mIAB-MT should be introduced in Clause 12.5B of TS 38.174. The requirements to be reused from TS 38.133 can be found in the list below:
· 	Clause 10.1.2 – FR1 RSRP
· 	Clause 10.1.3 – FR2 RSRP
· 	Clause 10.1.6 – RSRP reporting mapping
· 	Clause 10.1.7 – FR1 RSRQ 
· 	Clause 10.1.8 – FR2 RSRQ
· 	Clause 10.1.11 – RSRQ reporting mapping
· 	Clause 10.1.12 – FR1 SINR
· 	Clause 10.1.13 – FR2 SINR
· 	Clause 10.1.16 – SINR report mapping
· 	Clause 10.1.19 – FR1 L1-RSRP 
· 	Clause 10.1.20 – FR2 L1-RSRP
· Agreement
· Option 1 

Issue 1-10: Measurement accuracy test cases 
· Proposals
· Option 1:
 Introduce the following measurement accuracy test cases based on the corresponding tests from TS 38.133:
· FR1 SS-RSRP accuracy test : Section A.6.7.1.1
· FR1 SS-RSRQ accuracy test: Section A.6.7.2.1
· FR1 SS-SINR accuracy test: Section A.6.7.3.1
· FR1 L1-SINR accuracy test: Section A.6.7.4.1
· FR2 SS-RSRP accuracy test : Section A.7.7.1.1
· FR2 SS-RSRQ accuracy test: Section A.7.7.2.1
· FR2 SS-SINR accuracy test: Section A.7.7.3.1
· FR2 L1-SINR accuracy test: Section A.7.7.4.1
· Agreement:
· Option 1

Issue 1-11: Transmit timing test handling
· Proposals
· Option 1: Legacy NR IAB-MT Transmit Timing Tests for FR1/FR2-1 (Clauses G.2.2.1.1/2 of TS 38.174) shall be applicable and reused for mIAB-MTs.
Agreement: Option 1


Issue 1-12:  UL spatial relation switching tests
· Proposals
· Option 1: RAN4 to define MAC-CE based uplink spatial relation switch and RRC based spatial relation switch test cases by reusing UE test cased defined in A.5.5.9.1 and A.5.5.9.1 of TS 38.133.
Agreement: Option 1.

Issue 1-13: Test configurations
· Proposals
· Option 1: Reuse the test configurations in Annex G.1 for the mIAB-MT RRM tests.
· Option 2: changes/additions are needed to the test configuations
· Option 3: discuss needed changes based on the draft CRs
· Option 4: others
· Recommended WF
· Take Option 1 as baseline, discuss changes/additions based on the draft CRs.
· Agreement: 
· Take Option 1 as baseline, discuss changes/additions based on the draft CRs.

Issue 1-14: HO test cases
Agreement: Postpone discussion to next meeting and consider all draft CRs at the same time

Issue 1-11: CR split 
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