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1. Topic #1: RRM core requirements for NR SL CA
Issue 1-1: Constraints on interruptions to WAN at SL carrier addition/release
Agreements:
· Carrier addition/release during RLF/CBD procedures should be avoided as much as possible to reduce the WAN interruption. Otherwise, WAN interruption is still allowed and Interruption requirement is applicable during RLF/CBD procedures.
2. Topic #2: RRM performance requirements for R18 SL 
2.1. Sub-topic 2-1: RRM performance requirement for SL CA
Issue 2-4: Test case list for SL CA RRM
Agreement:
· Only TC2 for selection / Reselection of Synchronization Reference Source for Sidelink Carrier Aggregation will be introduced.
· No TC1 is introduced for interruptions to WAN due to Sidelink Carrier Aggregation 
	Test case
	Note
	Volunteer Company

	TC2: Selection / Reselection of Synchronization Reference Source for Sidelink Carrier Aggregation 
	with GNSS as the highest priority under SL CA
	Xiaomi



2.2. Sub-topic 2-2: RRM performance requirement for SL-U
Accuracy
Issue 2-5: Accuracy requirements – RSSI
Agreement: 
· Reuse SL-RSSI accuracy requirements for SL-U congestion control
· FFS: Define RSSI accuracy requirements for SL-U LBT measurement, e.g., reuse NR-U RSSI accuracy
· FFS how to capture the requirements in the specification (e.g., add it in existing table or introduce new clause)

Issue 2-6: Accuracy requirements – RSRP
Agreement: 
· Reuse SL measurement accuracy requirements, such as PSBCH-RSRP, and L1 SL-RSRP for SL-U. 

Test configuration
Issue 2-7: Whether to define new CCA models for SL-U test cases
Agreement: 
· Define new CCA models for SL-U using the NR-U CCA models as baseline. 
Issue 2-8: Whether to define new RMCs for PSCCH and PSSCH due to CCA. 
Way forward:
· Come back next meeting
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Test case list
Issue 2-12: Test case list for SL-U RRM
Agreement: 
· Introduce the TC for Initiation/Cease of SLSS transmission.
· Do not introduce the TC for Selection/Reselection of synchronization Reference source
· Do not introduce the TC for UE Transmit timing
· Do not introduce the TC for L1 SL-RSRP measurement
· Do not introduce the TC for Congestion control measurement
· Do not introduce the TC for Interruption
	Test case
	Note
	Volunteer Company

	Initiation/Cease of SLSS transmission
	with SyncRef UE as synchronization reference source under SL-U operation
	Huawei




