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1.Agreement 

Agreement:
· The following test case list are agreed to verify the RRM requirements of NR NCR-MT:
	No
	Requirements
	Type of Test
	Basic test configuration

	1
	RRC Re-establishment
	RRC Re-establishment for NR NCR-MT
	Developed based on the existing NR IAB-MT tests for in TS38.106

	2
	Transmit Timing
	NR NCR-MT transmit timing tests for FR1
	Developed based on the existing NR IAB-MT transmit timing tests for FR1 in TS38.106

	3
	
	NR NCR-MT transmit timing tests for FR2
	Developed based on the existing NR IAB-MT transmit timing tests for FR2 in TS38.106

	4
	Radio Link Monitoring
	NR NCR-MT SSB based RLM out-of-sync test for FR1
	Developed based on the existing NR IAB-MT SSB based RLM out-of-sync test for FR1 in TS38.106

	5
	
	NR NCR-MT SSB based RLM in-sync test for FR1
	Developed based on the existing NR IAB-MT SSB based RLM in-sync test for FR1

	6
	
	NR NCR-MT CSI-RS based RLM out-of-sync test for FR1
	Developed based on the existing NR IAB-MT CSI-RS based RLM out-of-sync test for FR1 in TS38.106

	7
	
	NR NCR-MT CSI-RS based RLM in-sync test for FR1
	Developed based on the existing NR IAB-MT CSI-RS based RLM in-sync test for FR1 in TS38.106

	8
	
	NR NCR-MT SSB based RLM out-of-sync test for FR2
	Developed based on the existing NR IAB-MT SSB based RLM out-of-sync test for FR2 in TS38.106

	9
	
	NR NCR-MT SSB based RLM in-sync test for FR2
	Developed based on the existing NR IAB-MT SSB based RLM in-sync test for FR2 in TS38.106

	10
	
	NR NCR-MT CSI-RS based RLM out-of-sync test for FR2
	Developed based on the existing NR IAB-MT CSI-RS based RLM out-of-sync test for FR2 in TS38.106

	11
	
	NR NCR-MT CSI-RS based RLM in-sync test for FR2
	Developed based on the existing NR IAB-MT CSI-RS based RLM in-sync test for FR2 in TS38.106

	12
	Link recovery procedure
	NR NCR-MT SSB based BFD and link recovery test for FR1
	Developed based on the existing NR IAB-MT SSB based BFD and link recovery test for FR1 in TS38.106

	13
	
	NR NCR-MT CSI-RS based BFD and link recovery test for FR1
	Developed based on the existing NR IAB-MT CSI-RS based BFD and link recovery test for FR1 in TS38.106

	14
	
	NR NCR-MT SSB based BFD and link recovery test for FR2
	Developed based on the existing NR IAB-MT SSB based BFD and link recovery test for FR2 in TS38.106

	15
	
	NR NCR-MT CSI-RS based BFD and link recovery test for FR2
	Developed based on the existing NR IAB-MT CSI-RS based BFD and link recovery test for FR2 in TS38.106



· The RRM test cases apply for Local-area NCR-MT classes only.


· Agreement:
· RAN4 to specify NCR-MT RRM test configurations by reusing the Appendix G.1 IAB-MT RRM test configurations from TS 38.174 as baseline;
· The actual NCR-MT RRM test can be conducted by any set of configuration parameters which are left to implementations and manufacturer declarations.
· RAN4 to define conditions for measurements on NR Inter/Intra-frequency Cells for RRC Connection Re-establishment for Local Area IAB-MTs (like in Appendix H.1 in TS 38.174 for IAB-MT).
·  to add the test configuration of FDD bands on top of IAB-MT test configuration for NCR-MT;
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For Access beam switching delay test case 
· Option 1: To define the test case  
· Option 2:  Not to define the test case

