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1. Introduction
[bookmark: OLE_LINK2]A text proposal for TR 38.718-03-01 to add CA_n5A-n7A-n25A and CA_n5A-n7A-n25(2A) configurations as specified in WID [1]. 
[bookmark: _Toc443593759][bookmark: _Toc460338137][bookmark: _Toc492043890][bookmark: _Toc492044144][bookmark: _Toc494295307]2. Text Proposal
---Start of changes---
5.x	CA_n5-n7-n25
5.x.1	Common for 1 band UL and 2 bands UL CA
5.x.1.1	Operating bands for CA
Table 5.x.1.1-1: Inter-band CA operating bands involving FR1 (three bands)
	NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	n5
	824 MHz – 849 MHz
	869 MHz – 894 MHz
	FDD

	n7
	2500 MHz – 2570 MHz
	2620 MHz – 2690 MHz
	FDD

	n25
	1850 MHz – 1915 MHz
	1930 MHz – 1995 MHz
	FDD


5.x.1.2	Channel bandwidths per operating band for CA
Table 5.x.1.2-1: Supported bandwidths per CA band combination of band n5+n7+n25 
	NR CA configuration
	Uplink CA configuration or single uplink carrier
	NR Band
	Channel bandwidth (MHz)
	Bandwidth combination set

	CA_n5A-n7A-n25A
	CA_n5A-n7A
CA_n5A-n25A
CA_n7A-n25A
	n5
	5, 10, 15, 20, 25
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 35, 40, 45
	

	CA_n5A-n7A-n25(2A)
	CA_n5A-n7A
CA_n5A-n25A
CA_n7A-n25A
	n5
	5, 10, 15, 20, 25
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n25
	CA_n25(2A)
	


5.x.1.3	∆TIB,c and ∆RIB,c values
For CA_n5A-n7A-n25A, the TIB,c and RIB,c values are given in the tables below.
Table 5.x.1.3-1: ΔTIB,c due to NR CA (three bands)
	Inter-band CA combination
	ΔTIB,c for NR bands (dB)8

	
	Component band in order of bands in configuration9

	CA_n5-n7-n25
	0.3
	0.5
	0.5

	NOTE 8:	“-” denotes ΔTIB,c = 0.
NOTE 9:	The component band order in the configuration should be listed by the order of NR bands, such as for CA_n1-n3-n5 the band order from left to right is n1, n3 and n5.


Table 5.x.1.3-2: ΔRIB,c due to NR CA (three bands)
	Inter-band CA combination
	ΔRIB,c for NR bands (dB)9

	
	Component band in order of bands in configuration10

	CA_n5-n7-n25
	-
	-
	-

	NOTE 9:	 “-” denotes ΔRIB,c = 0.
NOTE 10:	The component band order in the configuration should be listed by the order of NR bands, such as for CA_n1-n3-n8 the band order from left to right is n1, n3 and n8.



5. x.2	Specific for 2 bands UL CA
5. x.2.1	UE co-existence studies
Table 5.x.2.1-1 lists Band n5 + Band n7 2UL bands CA  2nd, 3rd, 4th and 5th order IMD for the UE coexistence analysis.
Table 5.x.2.1-2 lists Band n5 + Band n25 2UL bands CA  2nd, 3rd, 4th and 5th order IMD for the UE coexistence analysis.
Table 5.x.2.1-3 lists Band n7 + Band n25 2UL bands CA  2nd, 3rd, 4th and 5th order IMD for the UE coexistence analysis.
Based on Table 5.x.2.1-1, it can be seen that:
- IMD3 of band n5 UL and band n7 UL falls into band n5 DL
- IMD5 of band n5 UL and n7 UL falls into band n5 DL
- IMD5 of band n5 UL and n7 UL falls into band n7 DL

Based on Table 5.x.2.1-2, it can be seen that
- IMD2 of band n5 UL and n25 UL falls into band n7 DL.

Based on Table 5.x.2.1-3, it can be seen that no harmonic or IMD issues from UL CA_n7-n5.
Table 5.x.2.1-1: Band n5 and Band n7 UL harmonics and IMD products
	UE DL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	DL frequency (MHz)
	869
	894
	2620
	2690

	3rd Band DL
	1930
	1995
	
	



	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	824
	849
	2500
	2570

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1648
	1698
	5000
	5140

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2472
	2547
	7500
	7710

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4* fy_low
	4* fy_high

	4th harmonics frequency limits (MHz)
	3296
	3396
	10000
	10280

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5* fy_low
	5* fy_high

	5th harmonics frequency limits (MHz)
	4120
	4245
	12500
	12850

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1651
	1746
	3324
	3419

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	922
	802
	4151
	4316

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4148
	4268
	5824
	5989

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	98
	47
	6651
	6886

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	4972
	5117
	8324
	8559

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	3492
	3302
	6648
	6838

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	9456
	9151
	896
	726

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	6062
	5802
	2453
	2668

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	10824
	11129
	5796
	5966

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	9148
	9408
	7472
	7687



Table 5.x.2.1-2: Band n5 and Band n25 UL harmonics and IMD products
	UE DL carriers
	fx_low
	fx_high
	fy_low
	fy_high
	

	DL frequency (MHz)
	869
	894
	1930
	1995
	

	3rd Band DL
	2620
	2690
	
	
	



	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	824
	849
	1850
	1915

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1648
	1698
	3700
	3830

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2472
	2547
	5550
	5745

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4* fy_low
	4* fy_high

	4th harmonics frequency limits (MHz)
	3296
	3396
	7400
	7660

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5* fy_low
	5* fy_high

	5th harmonics frequency limits (MHz)
	4120
	4245
	9250
	9575

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1001
	1091
	2674
	2764

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	267
	152
	2851
	3006

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	3498
	3613
	4524
	4679

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	557
	697
	4701
	4921

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	4322
	4462
	6374
	6594

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	2182
	2002
	5348
	5528

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	6836
	6551
	1546
	1381

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	4097
	3852
	1153
	1358

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	8224
	8509
	5146
	5311

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	7198
	7443
	6172
	6377



[bookmark: _GoBack]Table 5.x.2.1-3: Band n7 and Band n25 UL harmonics and IMD products
	UE DL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	DL frequency (MHz)
	2620
	2690
	1930
	1995

	3rd Band DL
	869
	894
	
	



	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	2500
	2570
	1850
	1915

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	5000
	5140
	3700
	3830

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	7500
	7710
	5550
	5745

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4* fy_low
	4* fy_high

	4th harmonics frequency limits (MHz)
	10000
	10280
	7400
	7660

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5* fy_low
	5* fy_high

	5th harmonics frequency limits (MHz)
	12500
	12850
	9250
	9575

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	720
	585
	4350
	4485

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	3085
	3290
	1130
	1330

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	6850
	7055
	6200
	6400

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	5585
	5860
	2980
	3245

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	9350
	9625
	8050
	8315

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	1170
	1440
	8700
	8970

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	5160
	4830
	8430
	8085

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	745
	410
	4010
	3670

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	9900
	10230
	11850
	12195

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	10550
	10885
	11200
	11540



5. x.2.2	REFSENS requirements
Table 5.x.2.2-1 lists the MSD required for the dual connectivity configuration for the cases that IMD interference fall into the own 3rd Rx frequency band. The MSD values for CA_n2-n5-n41 are reused.
Table 5.x.2.2-1: MSD for the CA configuration
	Band / Channel bandwidth / NRB / Duplex mode

	NR CA band combination
	NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	Source of IMD

	CA_n5-n7-n25
	n5
	830
	5
	25
	875
	N/A
	FDD
	N/A

	
	n7
	N/A
	5
	N/A
	2685
	30.0
	FDD
	IMD2

	
	n25
	1855
	5
	25
	1935
	N/A
	FDD
	N/A



---End of changes---
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