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<< Start of changes >>
[bookmark: _Toc97562299][bookmark: _Toc104122532][bookmark: _Toc104205483][bookmark: _Toc104206690][bookmark: _Toc104503650][bookmark: _Toc106127581][bookmark: _Toc123057946][bookmark: _Toc124255241][bookmark: _Toc124255432][bookmark: _Toc124255569][bookmark: _Toc131688407][bookmark: _Toc137373049][bookmark: _Toc138884992][bookmark: _Toc145689809][bookmark: _Toc155376528][bookmark: _Hlk97557257][bookmark: _Toc21344368][bookmark: _Toc29801854][bookmark: _Toc29802278][bookmark: _Toc29802903][bookmark: _Toc36107645][bookmark: _Toc37251411][bookmark: _Toc45888291][bookmark: _Toc45888890][bookmark: _Toc61367584][bookmark: _Toc61372967][bookmark: _Toc68230915][bookmark: _Toc69084328][bookmark: _Toc75467338][bookmark: _Toc76509360][bookmark: _Toc76718350][bookmark: _Toc83580689][bookmark: _Toc84405198][bookmark: _Toc84413807][bookmark: _Toc97562302][bookmark: _Toc104122535][bookmark: _Toc104205486][bookmark: _Toc104206693][bookmark: _Toc104503653][bookmark: _Toc106127584][bookmark: _Toc123057949][bookmark: _Toc124255244][bookmark: _Toc124255435][bookmark: _Toc124255572][bookmark: _Toc131688410][bookmark: _Toc137373052][bookmark: _Toc138884995][bookmark: _Toc145689812][bookmark: _Toc155376531]6.5.3	Spurious emission
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Unless otherwise stated, the spurious emission limits apply for the frequency ranges that are more than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth. The spurious emission limits in Table 6.5.3.1-2 apply for all transmitter band configurations (NRB) and channel bandwidths.
Table 6.5.3.1-1: Boundary between NR out of band and general spurious emission domain
	Channel bandwidth
	OOB boundary FOOB (MHz)

	BWChannel
	BWChannel + 5



Table 6.5.3.1-2: Requirement for general spurious emissions limits
	Frequency Range
	Maximum Level
	Measurement bandwidth
	NOTE

	9 kHz ≤ f < 150 kHz
	-36 dBm
	1 kHz
	

	150 kHz ≤ f < 30 MHz
	-36 dBm
	10 kHz
	

	30 MHz ≤ f < 1000 MHz
	-36 dBm
	100 kHz
	

	1 GHz ≤ f < 5th harmonic of the upper frequency edge of the UL operating band in GHz
	-30 dBm
	1 MHz
	



[bookmark: _Toc97562301][bookmark: _Toc104122534][bookmark: _Toc104205485][bookmark: _Toc104206692][bookmark: _Toc104503652][bookmark: _Toc106127583][bookmark: _Toc123057948][bookmark: _Toc124255243][bookmark: _Toc124255434][bookmark: _Toc124255571][bookmark: _Toc131688409][bookmark: _Toc137373051][bookmark: _Toc138884994][bookmark: _Toc145689811][bookmark: _Toc155376530]6.5.3.2	Spurious emissions for UE co-existence
This clause specifies the requirements for NR NTN satellite bands for UE coexistence with protected bands.
Table 6.5.3.2-1: Requirements for spurious emissions for UE co-existence
	NR NTN satellite Band
	Spurious emission for UE co-existence

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	n255
	NR Band n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n24, n25, n26, n28, n29, n30, n34, n38, n39, n40, n41, n48, n50, n51, n53, n65, n66, n67, n70, n71, n74, n75, n76, n85, n90, n91, n92, n93, n94, n100, n101
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	NR Band n77, n78, n79
	FDL_low
	-
	FDL_high
	-50
	1
	2

	n256
	NR Band n1, n3, n5, n7, n8, n12, n13, n14, n18, n20, n24, n26, n28, n29, n30, n38, n39, n40, n41, n48, n50, n51, n53, n65, n66, n67, n71, n74, n75, n76, n78, n79, n85, n90, n91, n92, n93, n94, n101, n100, n101
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 33, 35
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	NR Band n77
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	NR Band n2, n25, n70
	FDL_low
	-
	FDL_high
	NA
	NA
	3

	NOTE 1:	The protected NR or E-UTRA bands are specified in clause 5.2 from 3GPP TS 38.101-1 [5] or 3GPP TS 36.101 [10]. FDL_low and FDL_high refer to each frequency band specified in Table 5.2-1 in 3GPP TS 38.101-1 [5] or 3GPP TS 36.101 [10].
NOTE 2:	As exceptions, measurements with a level up to the applicable requirements defined in Table 6.5.3.1-2 are permitted for each assigned NR carrier used in the measurement due to 2nd, 3rd, 4th or 5th harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2 MHz + N x LCRB x RBsize kHz), where N is 2, 3, 4, 5 for the 2nd, 3rd, 4th or 5th harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.
NOTE 3:	The co-existence between n256 and band n2, n25 and n70 is subject to regional/national regulation.



6.5.3.3	Additional spurious emissions
[bookmark: _Toc104122536][bookmark: _Toc104205487][bookmark: _Toc104206694][bookmark: _Toc104503654][bookmark: _Toc106127585][bookmark: _Toc123057950][bookmark: _Toc124255245][bookmark: _Toc124255436][bookmark: _Toc124255573][bookmark: _Toc131688411][bookmark: _Toc137373053][bookmark: _Toc138884996][bookmark: _Toc145689813][bookmark: _Toc155376532]6.5.3.3.1	General
These requirements are specified in terms of an additional spectrum emission requirement. Additional spurious emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
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When "NS_02N" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.2-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.2-1: Additional requirements for "NS_02N"
	Frequency bandrange
(MHz)
	Channel bandwidth / Spectrum emission limit1 (dBm)
	Measurement bandwidth 
	NOTE

	
	5 MHz, 10 MHz, 15 MHz, 20 MHz
	
	

	1559≤ f <≤ 1605
	-50
	700 Hz
	Averaged over any 2 millisecond active transmission interval

	1605≤ f ≤ 1610
	-50 + 24/5 (f-1605)
	700Hz
	

	1559 ≤ f <≤ 1605
	-40
	1MHz
	Averaged over any 2 millisecond active transmission interval

	1605≤ f ≤ 1610
	-40 + 24/5 (f-1605)
	1MHz
	

	NOTE:	The EIRP requirement in regulation is converted to conducted requirement using a 0 dBi antenna.



<< Unchanged sections omitted >>
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The reference sensitivity power level REFSENS is the minimum mean power applied to each one of the UE antenna ports for all UE categories, at which the throughput shall meet or exceed the requirements for the specified reference measurement channel.
In later clauses of Clause 7 where the value of REFSENS is used as a reference to set the corresponding requirement:
	-  in In all bands, the UE shall be verified against those requirements by applying the REFSENS value in Table 7.3.2-1.
[bookmark: _Toc97562310][bookmark: _Toc104122544][bookmark: _Toc104205495][bookmark: _Toc104206702][bookmark: _Toc104503662][bookmark: _Toc106127593][bookmark: _Toc123057958][bookmark: _Toc124255253][bookmark: _Toc124255444][bookmark: _Toc124255581][bookmark: _Toc131688419][bookmark: _Toc137373061][bookmark: _Toc138885004][bookmark: _Toc145689821][bookmark: _Toc155376540]7.3.2	Reference sensitivity power level
[bookmark: _Hlk78840538]The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annex A3.2.2 of 3GPP TS 38.101-1 [5], with parameters specified in Table 7.3.2-1.
[bookmark: _Hlk101788946]Table 7.3.2-1: Two antenna port reference sensitivity QPSK PREFSENS for FDD bands
	Operating band / SCS / Channel bandwidth

	Operating Band
	SCS kHz
	5
MHz
(dBm)
	10
MHz
(dBm)
	15
MHz
(dBm)
	20
MHz
(dBm)
	25
MHz
(dBm)
	30 MHz (dBm)
	35 MHz (dBm)
	40
MHz
(dBm)
	45 MHz (dBm)
	50
MHz
(dBm)

	n256
	15
	-99.5
	-96.3
	-94.5
	-93.8
	
	
	
	
	
	

	
	30
	
	-96.6
	-94.6
	-94.0
	
	
	
	
	
	

	
	60
	
	-97.0
	-94.9
	-94.2
	
	
	
	
	
	

	n255
	15
	-100.0
	-96.8
	-95.0
	-93.8
	
	
	
	
	
	

	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	
	
	
	
	
	

	NOTE：The transmitter shall be set to PUMAX as defined in clause 6.2.4 of 3GPP TS 38.101-1 [5].



The reference receiver sensitivity (REFSENS) requirement specified in Table 7.3.2-1 shall be met with uplink transmission bandwidth less than or equal to that specified in Table 7.3.2-2.
less than or equal to that specified in Table 7.3.2-2.
Table 7.3.2-2: Uplink configuration for reference sensitivity
	Operating band / SCS (kHz) / Channel bandwidth (MHz) / Duplex mode

	Operating Band
	SCS
	5
	10
	15
	20
	Duplex Mode

	
	15
	25
	50
	75
	100
	

	n256
	30
	
	24
	36
	50
	FDD

	
	60
	
	10
	18
	24
	

	
	15
	25
	50
	75
	[75]
	

	n255
	30
	
	24
	36
	[36]
	FDD

	
	60
	
	10
	18
	[18]
	

	NOTE:	UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth in( Table 5.3.2-1 of 3GPP TS 38.101-1 [5]).



[bookmark: _Toc97562311][bookmark: _Toc104122545][bookmark: _Toc104205496][bookmark: _Toc104206703][bookmark: _Toc104503663][bookmark: _Toc106127594]The minimum requirements specified in Table 7.3.2-1 shall be verified with the network signalling value NS_01 configured in (Table 6.2.3.1-1 of 3GPP TS 38.101-1 [5]) configured.
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