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	[bookmark: OLE_LINK8]Reason for change:
	In agreed CR R4-2220820, REFSENS requirement for n256 was corrected to align with n65 instead of 0.5dB tighter than n65 as RF front-end implementation is expected to be the same for both bands. However, it wasn’t completely implemented in the specification. 
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[bookmark: _Hlk78840538]The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annex A3.2.2 of 3GPP TS 38.101-1 [5], with parameters specified in Table 7.3.2-1.
[bookmark: _Hlk101788946]Table 7.3.2-1: Two antenna port reference sensitivity QPSK PREFSENS for FDD bands
	Operating band / SCS / Channel bandwidth

	Operating Band
	SCS kHz
	5
MHz
(dBm)
	10
MHz
(dBm)
	15
MHz
(dBm)
	20
MHz
(dBm)
	25
MHz
(dBm)
	30 MHz (dBm)
	35 MHz (dBm)
	40
MHz
(dBm)
	45 MHz (dBm)
	50
MHz
(dBm)

	n256
	15
	-99.5
	-96.3
	-94.5
	-93.38
	
	
	
	
	
	

	
	30
	
	-96.6
	-94.6
	-94.03.5
	
	
	
	
	
	

	
	60
	
	-97.0
	-94.9
	-94.23.7
	
	
	
	
	
	

	n255
	15
	-100.0
	-96.8
	-95.0
	-93.8
	
	
	
	
	
	

	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	
	
	
	
	
	

	NOTE：The transmitter shall be set to PUMAX as defined in clause 6.2.4 of 3GPP TS 38.101-1 [5].



The reference receiver sensitivity (REFSENS) requirement specified in Table 7.3.2-1 shall be met with uplink transmission bandwidth less than or equal to that specified in Table 7.3.2-2.
Table 7.3.2-2: Uplink configuration for reference sensitivity
	Operating band / SCS (kHz) / Channel bandwidth (MHz) / Duplex mode

	Operating Band
	SCS
	5
	10
	15
	20
	Duplex Mode

	
	15
	25
	50
	75
	100
	

	n256
	30
	
	24
	36
	50
	FDD

	
	60
	
	10
	18
	24
	

	
	15
	25
	50
	75
	[75]
	

	n255
	30
	
	24
	36
	[36]
	FDD

	
	60
	
	10
	18
	[18]
	

	NOTE:	UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth in Table 5.3.2-1.



The minimum requirements specified in Table 7.3.2-1 shall be verified with the network signalling value NS_01 configured in Table 6.2.3.1-1.
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