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Introducing measurement period for transport channel SIR measurement to be reported back from the UE to the RNC




Summary of change:
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Introduction of new section 9.1.13 and subsections in page 46. The section includes

9.1.13 which defines the measurement period. This is given as [80] ms

9.1.13.1 which states an accuracy requirement. However, this may be deleted

9.1.13.2. Which defines the range of the parameter and is subject to change, e.g. by making it coarse.
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The requirement on accuaracy may be deleted and this needs to be stated clearly and communicated to TSG T WG1 RF sub working group. 
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9.1.13
SIR

The measurement period shall be [80] ms.

9.1.13.1
Accuracy requirement

Table 9-35

Parameter
Unit
Accuracy [dB]
Conditions




Range

SIR
dB
( [3]
For -7<SIR<20 dB when Io > -105 dBm

9.1.13.2
SIR measurement report mapping

The reporting range for SIR  is from -11 ... 20 dB.

In table 9-36 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9-36

Reported value
Measured quantity value
Unit

UTRAN_SIR_00
SIR < ‑11.0 
dB

UTRAN_SIR_01
-11.0 ( SIR < ‑10.5
dB

UTRAN_SIR_02
-10.5 ( SIR < ‑10.0
dB

…
…
…

UTRAN_SIR_61
19.0 ( SIR < 19.5
dB

UTRAN_SIR_62
19.5 ( SIR < 20.0
dB

UTRAN_SIR_63
20.0 ( SIR
dB
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