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1. Introduction

The value of T reconfirm abort parameter for pattern 2 is specified in table 8.8 in TS25.133 as shown below:
Table 8.8: The worst-case time for BSIC re-confirmation of one GSM cell

	
	TGL1

[slots]
	TGL2

[slots]
	TGD

[slots]
	TGPL1

[frames]
	TGPL2

[frames]
	Tre-confirm_abort [s]
	Nre-confirm_abort

[patterns]

	Pattern 1
	7
	-
	undefined 
	3
	TGPL1
	1.32
	44

	Pattern 2
	7
	-
	undefined 
	8
	TGPL1
	5.04
	63

	Pattern 3
	7
	-
	undefined 
	15
	TGPL1
	8.1
	54

	Pattern 4
	7
	7
	69
	23
	TGPL1
	10.12
	44

	Pattern 5
	7
	7
	69
	8
	TGPL1
	2.64
	33

	Pattern 6
	14
	-
	undefined 
	8
	TGPL1
	1.6
	20

	Pattern 7
	14
	14
	60
	8
	TGPL1
	0.80
	10

	Pattern 8
	10
	-
	undefined 
	8
	TGPL1
	2.64
	33

	Pattern 9
	10
	-
	undefined 
	23
	TGPL1
	8.05
	35

	Pattern 10
	7
	7
	47
	8
	TGPL1
	2.64
	33

	Pattern 11
	7
	7
	38
	12
	TGPL1
	2.64
	22

	Pattern 12
	14
	-
	undefined 
	24
	TGPL1
	5.04
	21

	Pattern 13
	14
	14
	45
	12
	TGPL1
	1.20
	10

	Pattern 14
	10
	-
	undefined 
	13
	TGPL1
	4.94
	38

	Pattern 15
	10
	10
	75
	12
	TGPL1
	2.64
	22


Annex A, Table A.5.0D in TS25.133 specifies a different value, while referring to table 8.8 above:

Table A.5.0D: General test parameters for Correct reporting of GSM neighbours in AWGN propagation condition

	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.101 section A.3.1

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Compressed mode patterns
- GSM carrier RSSI measurement

- GSM Initial BSIC identification


- GSM BSIC re-confirmation
	
	DL Compressed mode reference pattern 2 in Set 2 

Pattern 2 

Pattern 2 


	Only applicable for UE requiring compressed mode patterns
As specified in table A.22 TS 25.101 section A.5

As specified in section 8.1.2.5.2.1 table 8.7.

As specified in section 8.1.2.5.2.2 table 8.8.

	Active cell
	
	Cell 1
	

	Inter-RAT measurement quantity
	
	GSM Carrier RSSI
	

	BSIC verification required
	
	Required
	

	Threshold other system
	dBm
	-80
	Absolute GSM carrier RSSI threshold for event 3B and 3C.

	Hysteresis
	dB
	0
	

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	Monitored cell list size
	
	24 FDD neighbours on Channel 1

6 GSM neighbours including ARFCN 1
	Measurement control information is sent before the compressed mode patterns starts.

	N Identify abort
	
	66
	Taken from table 8.7.

	T Reconfirm abort
	
	5.5
	Taken from table 8.8.

	T1
	s
	20
	

	T2
	s
	5
	

	T3
	s
	1
	


2. Actions 
To RAN4:

T1 kindly asks RAN4 to:

-Clarify the inconsistency in the tables in TS25.133. 

- Specify the value that should be used for conformance tests in TS34.121.
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