3GPP TSG-RAN WG4 Meeting #84
R4-1708030
Berlin, Germany, 21 – 25 Aug, 2017
Source: 
Huawei, Hisilicon
Title: 
TP for TR 36.715-03-01 co-existence studies, UE requirements relaxation for CA_3A-8A-32A_BCS0
Agenda Item:
8.3.2
Document for:
Approval
1 Background
The new basket WID for intra CA was approved in RAN #76 meeting. This contribution provides a TP for TR 36.715-03-01 to finish the co-existence studies, delta Tib and Rib values for CA_3A-8A-32A_BCS0.
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Text Proposal
<Start of Text Proposal for TR 36.715-03-01>
6.x.3 Co-existence studies
The 2nd and 3rd harmonics products caused in the UE by transmitting CA_3A-8A-32A_BCS0 carriers are derived in the constituent 2DL CAs.
6.x.4
∆TIB,c and ∆RIB,c values
Since Band 32 and Band 11 are almost in the same frequency for the DL, then the ΔTIB and ΔRIB can be reused from CA_3A-8A-11A. Band 32 is downlink only. So there is no need to define delta Tib for Band 32.
For three simultaneous DL and only one UL,, the (TIB,c and (RIB,c  values are shown in table 6.x.4-1 and table 6.x.4-2, respectively.
Table 6.x.4-1: ΔTIB,c for 3DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB]

	CA_3A-8A-32A
	3
	0.8

	
	8
	0.3


Table 6.x.4-2: ΔRIB,c for 3DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c  [dB]

	CA_3A-8A-32A
	3
	0.3

	
	8
	0

	
	32
	0.5


6.x.5
REFSENS

B3+B8 is a combination of harmonic fall down in UE but it was agreed that this issue is not specified. Because of that, Band 3 REFSENS is “NA” when Band 8 Tx hits the B3 Rx. Then, the following exception is required to be defined:

Table 6.x.5-1: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions)

	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_3A-8A-32A4
	3
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	8
	
	
	N/A
	N/A
	
	
	

	
	11
	
	
	N/A
	N/A
	
	
	

	NOTE 4:
No requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the low band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of the high band. The reference sensitivity is only verified when this is not the case (the requirements specified in clause 7.3.1 apply).




Table 6.x.5-2: Uplink configuration for the low band (exceptions)

	E-UTRA Band / Channel bandwidth of the high band / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex mode

	CA_3A-8A-32A
	8
	
	
	8
	16
	25
	25
	FDD


<End of Text Proposal>
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