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---Start of changes---

5.2.2.2.3
EN-DC (four bands)

Table 5.2.2.2.3-1: Band combinations EN-DC (four bands)
	
	


	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	


	EN-DC Band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_1-3-5_ n78
	CA_1-3-5 
	n78
	DC_3_n78

	DC_1-3-5_n257
	CA_1-3-5 
	n257
	No

	DC_1-3-7_n28
	CA_1-3-7 
	n28
	No

	DC_1-3-7_n78
	CA_1-3-7 
	n78
	DC_3_n78

	DC_1-3-7_n257
	CA_1-3-7 
	n257
	No

	DC_1-3-19_n78
	CA_1-3-19 
	n78
	DC_3_n78

	DC_1-3-19_n79
	CA_1-3-19 
	n79
	No

	DC_1-3-19_n257
	CA_1-3-19 
	n257
	No

	DC_1-3-20_n28
	CA_1-3-20 
	n28
	No

	DC_1-3-20_n78
	CA_1-3-20 
	n78
	DC_3_n78

	DC_1-3-21_n77
	CA_1-3-21 
	n77
	DC_1_n77, DC_3_n77

	DC_1-3-21_n78
	CA_1-3-21 
	n78
	DC_3_n78

	DC_1-3-21_n79
	CA_1-3-21 
	n79
	No

	DC_1-3-21_n257
	CA_1-3-21 
	n257
	No

	DC_1-5-7_n78 
	CA_1-5-7 
	n78
	No

	DC_1-5-7_n257
	CA_1-5-7 
	n257
	No

	DC_1-7-20_n28
	CA_1-7-20 
	n28
	No

	DC_1-7-20_n78
	CA_1-7-20 
	n78
	No

	DC_3-5-7_n78
	CA_3-5-7 
	n78
	DC_3_n78

	DC_3-5-7_n257
	CA_3-5-7 
	n257
	No

	DC_3-7-7_n78
	CA_3-7-7 
	n78
	DC_3_n78

	DC_3-7-7_n257
	CA_3-7-7 
	n257
	No

	DC_3-7-20_n28
	CA_3-7-20 
	n28
	No

	DC_3-7-20_n78
	CA_3-7-20 
	n78
	DC_3_n78

	DC_3-19-21_n77
	CA_3-19-21 
	n77
	DC_3_n77

	DC_3-19-21_n78
	CA_3-19-21 
	n78
	DC_3_n78

	DC_3-19-21_n79
	CA_3-19-21 
	n79
	No

	DC_3-19-21_n257
	CA_3-19-21 
	n257
	No

	DC_5-7-7_n78
	CA_5-7-7 
	n78
	No

	DC_5-7-7_n257
	CA_5-7-7 
	n257
	No


---Text omitted---

5.3.2.3.3
Inter-band EN-DC configurations (four bands)

Table 5.3.2.3.3-1: Inter-band EN-DC configurations (four bands)
	

	


	
	

	
	
	
	

	


	EN-DC 

configuration
	Uplink EN-DC

configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A-3A-5A_n257A
	DC_1A_n257A

DC_3A_n257A

DC_5A_n257A
	CA_1A-3A-5A
	n257A

	DC_1A-3A-7A_n28A
	DC_1A_n28A

DC_3A_n28A

DC_7A_n28A
	CA_1A-3A-7A
	n28A

	DC_1A-3A-7A_n257A
	DC_1A_n257A

DC_3A_n257A

DC_7A_n257A
	CA_1A-3A-7A
	n257A

	DC_1A-3A-19A_n78A
	DC_1A_n78A

DC_3A_n78A

DC_19A_n78A
	CA_1A-3A-19A
	n78A

	DC_1A-3A-19A_n79A
	DC_1A_n79A

DC_3A_n79A

DC_19A_n79A
	CA_1A-3A-19A
	n79A

	DC_1A-3A-19A_n257A
	DC_1A_n257A

DC_3A_n257A

DC_19A_n257A
	CA_1A-3A-19A
	n257A

	DC_1A-3A-21A_n77A
	DC_1A_n77A

DC_3A_n77A

DC_21A_n77A
	CA_1A-3A-21A
	n77A

	DC_1A-3A-21A_n78A
	DC_1A_n78A

DC_3A_n78A

DC_21A_n78A
	CA_1A-3A-21A
	n78A

	DC_1A-3A-21A_n79A
	DC_1A_n79A

DC_3A_n79A

DC_21A_n79A
	CA_1A-3A-21A
	n79A

	DC_1A-3A-21A_n257A
	DC_1A_n257A

DC_3A_n257A

DC_21A_n257A
	CA_1A-3A-21A
	n257A

	DC_1A-5A-7A_n78A
	DC_1A_n78A

DC_5A_n78A

DC_7A_n78A
	CA_1A-5A-7A 
	n78A

	DC_1A-5A-7A_n257A
	DC_1A_n257A

DC_5A_n257A

DC_7A_n257A
	CA_1A-5A-7A
	n257A

	DC_3A-5A-7A_n78A
	DC_3A_n78A

DC_5A_n78A

DC_7A_n78A
	CA_3A-5A-7A
	n78A

	DC_3A-5A-7A_n257A
	DC_3A_n257A

DC_5A_n257A

DC_7A_n257A
	CA_3A-5A-7A
	n257A

	DC_3A-7A-7A_n78A
	DC_3A_n78A

DC_7A_n78A
	CA_3A-7A-7A
	n78A

	DC_3A-7A-7A_n257A
	DC_3A_n257A

DC_7A_n257A
	CA_3A-7A-7A
	n257A

	DC_3A-19A-21A_n77A
	DC_3A_n77A

DC_19A_n77A

DC_21A_n77A
	CA_3A-19A-21A
	n77A

	DC_3A-19A-21A_n78A
	DC_3A_n78A

DC_19A_n78A

DC_21A_n78A
	CA_3A-19A-21A
	n78A

	DC_3A-19A-21A_n79A
	DC_3A_n79A

DC_19A_n79A

DC_21A_n79A
	CA_3A-19A-21A
	n79A

	DC_3A-19A-21A_n257A
	DC_3A_n257A

DC_19A_n257A

DC_21A_n257A
	CA_3A-19A-21A
	n257A

	DC_5A-7A-7A_n78A
	DC_5A_n78A

DC_7A_n78A
	CA_5A-7A-7A
	n78A

	DC_5A-7A-7A_n257A
	DC_5A_n257A

DC_7A_n257A
	CA_5A-7A-7A
	n257A

	NOTE 1:
Uplink CA configurations are the configurations supported by the present release of specifications.


---End of changes---
