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< start of changes >
Transmitter characteristics

6.1
General

Unless otherwise stated, the transmitter characteristics are specified at the antenna connector of the UE with a single or multiple transmit antenna(s). For UE with integral antenna only, a reference antenna with a gain of 0 dBi is assumed.

6.2
Transmitter power

6.2.1
UE maximum output power
The following UE Power Classes define the maximum output power for any transmission bandwidth within the channel bandwidth of NR carrier unless otherwise stated. The period of measurement shall be at least one sub frame (1ms).

Table 6.2.1-1: UE Power Class

	EUTRA band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)

	n41
	
	
	26
	+2/-33
	23
	± 23

	n71
	
	
	
	
	23
	+2/-2.5

	n77
	
	
	26
	+2/-3
	23
	+2/-3

	n78
	
	
	26
	+2/-3
	23
	+2/-3

	n79
	
	
	26
	+2/-3
	23
	+2/-3

	n80
	
	
	
	
	23
	+2

	n81
	
	
	
	
	23
	+2

	n82
	
	
	
	
	23
	± 2

	n83
	
	
	
	
	23
	± 2/-2.5

	n84
	
	
	
	
	23
	± 2

	n86
	
	
	
	
	23
	± 2

	NOTE 1:
PPowerClass is the maximum UE power specified without taking into account the tolerance 

NOTE 2: 
Power class 3 is default power class unless otherwise stated

NOTE 3:
Refers to the transmission bandwidths (Figure 5.3.3-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB


For a power class 2 capable UE operating on n41, when an IE P-max as defined in TS 38.331 [?] of 23 dBm or lower is indicated in the cell, the requirements for power class 2 are not applicable, and the corresponding requirements for a power class 3 UE shall apply.
For each supported frequency band other than n41, the UE shall:
· If a UE supports a different power class than the default UE power class for the band and the supported power class enables the higher maximum output power than that of the default power class:

-
if the band is a TDD band and 50% or more slots in radio frame are used for UL transmission; or

-
if the IE P-Max as defined in TS 38.331 [?] is not provided; or

-
if the IE P-Max as defined in TS 38.331 [?] is provided and set to the maximum output power of the default power class or lower;

-
apply all requirements for the default power class to the supported power class and set the configured transmitted power as specified in sub-clause 6.2.4;

-
else (i.e the IE P-Max as defined in TS 38.331 [?] is provided and set to the higher value than the maximum output power of the default power class):

-
apply all requirements for the supported power class and set the configured transmitted power class as specified in sub-clause 6.2.4;

< end of changes >
