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1. Introduction
In last RAN4 meeting, document [1] discussed the issues of reorganizing EN-DC configuration. Some way to group the EN-DC configurations are summarized as following:
Grouping based on common E-UTRA CA
· Widely used already both for FR1 and FR2
· Reduces separate rows in tables quite much especially in FR2
Grouping based on common band combination
· Used only in two occasions
· Reduces separate rows even more that same E-UTRA CA approach
Grouping based common uplink configuration
· Used only for NR-DC
· Least amount of information compression from these three at least in current format
· Could be further optimized by merging E-UTRA CA
Grouping based highest fallback method
· Not in use at the moment
· Biggest compression of the listed
· leads to re-grouping of some common E-UTRA CA based cases like DC_5A_n260X
· When a new configuration is introduced which has higher BW class than the one in spec then an update would be needed
· Fallback rules needs to crystal clear in spec (should be anyways)
During last RAN4 meeting discussion, the following agreement was reached:
Agreement: At least two right columns are deleted from the configuration tables. Further optimization will be discussed in Apr and May.
This document will further discuss this issue and give our understanding and proposals.

2. Discussion
To make the specification more readable, it is our understanding that the rule should follow the current specification rules as much as possible. It may be a combination of the above method rather than a single method. We prefer to group based on following rules:
· Group the band combinations according the following rules
· The combinations that have the same constitute bands and the same uplink configurations will be grouped in the same row.
· The combinations that have the same constitute bands and different uplink configurations will be grouped to different rows according to the uplink confirmation.
· The sequence of the EN-DC combinations are arranged according to the following rules;
· The first band number in the EN-DC combination in ascend manner.
· Further, CA bandwidth class for the first band in ascend manner.
· Second band number in the EN-DC combination in ascend manner
· Further, bandwidth class for the first band in ascend manner
· Apply similar rules to the third band number and so on
· ….

3. Conclusion
[bookmark: _GoBack]This document discussed how to group the EN-DC configuration, and gave our rule proposals as above, and proposes restructuring EN-DC configuration in sub-clause 5.5B in TS38.101-3 as in annex.

4. Reference
[1]	R4-1900066, How do we group EN-DC combinations in spec, Nokia, Nokia Shanghai Bell
[2]	3GPP TS 38.101-3 vf.5.0: “NR; User Equipment (UE) radio transmission and reception; Part 3: Range 1 and Range 2 Interworking operation with other radios”

5. Annex
[bookmark: _Toc535319271]5.5B	Configuration for DC
[bookmark: _Toc535319272]5.5B.1	General
The channel bandwidth and bandwidth classes are specified for operation with EN-DC, NGEN-DC or NR-DC configured.
[bookmark: _Toc535319273]5.5B.2	Intra-band contiguous EN-DC
Supported channel bandwidths for E-UTRA operating bands are defined in [4] and for NR operating bands in TS 38.101-1 [2].
Table 5.5B.2-1: Intra-band contiguous EN-DC configurations
	[bookmark: _Hlk515953743]EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_(n)41AA
	DC_(n)41AA
	41A
	n41A

	DC_(n)41CA
DC_(n)41DA
	DC_(n)41AA, DC_41A_n41A
	CA_41C
	n41A

	DC_(n)41DA
	DC_(n)41AA, DC_41A_n41A
	CA_41D
	n41A

	DC_(n)71AA
	DC_(n)71AA
	71A
	n71A2

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Requirements in this specification apply for NR SCS of 15 kHz only.



[bookmark: _Toc535319274]5.5B.3	Intra-band non-contiguous EN-DC
Supported channel bandwidths for E-UTRA operating bands are defined in TS 36.101 [4] and for NR operating bands in TS 38.101-1 [2].
Table 5.5B.3-1: Intra-band non-contiguous EN-DC configurations
	EN-DC
Configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_3A_n3A
	DC_3A_n3A2
	3A
	n3A

	DC_41A_n41A
DC_41C_n41A
DC_41D_n41A
	DC_41A_n41A
	41A
	n41A

	DC_41C_n41A
	DC_41A_n41A
	CA_41C
	n41A

	DC_41D_n41A
	DC_41A_n41A
	CA_41D
	n41A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Only single switched UL is supported in Rel.15



[bookmark: _Toc535319275]5.5B.4	Inter-band EN-DC within FR1
[bookmark: _Toc535319276]5.5B.4.1	Inter-band EN-DC configurations within FR1 (two bands)
Table 5.5B.4.1-1: Inter-band EN-DC configurations within FR1 (two bands)
	[bookmark: _Hlk516090533]EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A_n28A
	DC_1A_n28A
	1A
	n28A

	DC_1A_n40A
	DC_1A_n40A
	1A
	n40A

	DC_1A_n51A
	DC_1A_n51A
	1A
	n51A

	DC_1A_n77A
DC_1A_n77C
	DC_1A_n77A
	1A
	n77A
CA_n77C

	DC_1A_n78A
DC_1A_n78C
	DC_1A_n78A
	1A
	n78A
CA_n78C

	DC_1A_n79A
DC_1A_n79C
	DC_1A_n79A
	1A
	n79A
CA_n79C

	DC_2A_n5A
	DC_2A_n5A
	2A
	n5A

	DC_2A_n66A
	DC_2A_n66A
	2A
	n66A

	DC_2A_n71A
	DC_2A_n71A
	2A
	n71A

	DC_2A_n78A
	DC_2A_n78A
	2A
	n78A

	DC_3A_n7A
	DC_3A_n7A
	3A
	n7A

	DC_3A_n28A
	DC_3A_n28A
	3A
	n28A

	DC_3A_n40A
	DC_3A_n40A
	3A
	n40A

	DC_3A_n51A
	DC_3A_n51A
	3A
	n51A

	DC_3A_n77A
DC_3A_n77C
	DC_3A_n77A
	3A
	n77A
CA_n77C

	DC_3A_n78A
DC_3A_n78C
	DC_3A_n78A
	3A
	n78A
CA_n78C

	DC_3A_n79A
DC_3A_n79C
	DC_3A_n79A
	3A
	n79A
CA_n79C

	DC_3C_n78A
	DC_3A_n78A
	CA_3C
	n78A

	DC_5A_n40A
	DC_5A_n40A
	5A
	n40A

	DC_5A_n66A
	DC_5A_n66A
	5A
	n66A

	DC_5A_n78A
	DC_5A_n78A
	5A
	n78A

	DC_7A-7A_n78A
	DC_7A_n78A
	CA_7A-7A
	n78A

	DC_7A_n28A
	DC_7A_n28A
	7A
	n28A

	DC_7A_n51A
	DC_7A_n51A
	7A
	n51A

	DC_7A_n78A
DC_7A-7A_n78A
	DC_7A_n78A
	7A
	n78A

	DC_7C_n78A
	DC_7C_n78A
	CA_7C
	n78A

	DC_8A_n40A
	DC_8A_n40A
	8A
	n40A

	DC_8A_n77A
	DC_8A_n77A
	8A
	n77A

	DC_8A_n78A
	DC_8A_n78A
	8A
	n78A

	DC_8A_n79A
	DC_8A_n79A
	8A
	n79A

	DC_11A_n77A
	DC_11A_n77A
	11A
	n77A

	DC_11A_n78A
	DC_11A_n78A
	11A
	n78A

	DC_11A_n79A
	DC_11A_n79A
	11A
	n79A

	DC_12A_n5A
	DC_12A_n5A
	12A
	n5A

	DC_12A_n66A
	DC_12A_n66A
	12A
	n66A

	DC_18A_n77A
	DC_18A_n77A
	18A
	n77A

	DC_18A_n78A
	DC_18A_n78A
	18A
	n78A

	DC_18A_n79A
	DC_18A_n79A
	18A
	n79A

	DC_19A_n77A
DC_19A_n77C
	DC_19A_n77A
	19A
	n77A
CA_n77C

	DC_19A_n78A
DC_19A_n78C
	DC_19A_n78A
	19A
	n78A
CA_n78C

	DC_19A_n79A
DC_19A_n79C
	DC_19A_n79A
	19A
	n79A
CA_n79C

	DC_20A_n8A
	DC_20A_n8A
	20A
	n8A

	DC_20A_n28A4
	DC_20A_n28A
	20A
	n28A

	DC_20A_n51A
	DC_20A_n51A
	20A
	n51A

	DC_20A_n77A
	DC_20A_n77A
	20A
	n77A

	DC_20A_n78A
	DC_20A_n78A
	20A
	n78A

	DC_21A_n77A
DC_21A_n77C
	DC_21A_n77A
	21A
	n77A
CA_n77C

	DC_21A_n78A
DC_21A_n78C
	DC_21A_n78A
	21A
	n78A
CA_n78C

	DC_21A_n79A
DC_21A_n79C
	DC_21A_n79A
	21A
	n79A
CA_n79C

	DC_25A_n41A
	DC_25A_n41A
	25A
	n41A

	DC_26A_n41A
	DC_26A_n41A
	26A
	n41A

	DC_26A_n77A
	DC_26A_n77A
	26A
	n77A

	DC_26A_n78A
	DC_26A_n78A
	26A
	n78A

	DC_26A_n79A
	DC_26A_n79A
	26A
	n79A

	DC_28A n51A
	DC_28A_n51A
	28A
	n51A

	DC_28A_n77A
DC_28A_n77C
	DC_28A_n77A
	28A
	n77A
CA_n77C

	DC_28A_n78A
DC_28A_n78C
	DC_28A_n78A
	28A
	n78A
CA_n78C

	DC_28A_n79A
DC_28A_n79C
	DC_28A_n79A
	28A
	n79A
CA_n79C

	DC_30A_n5A
	DC_30A_n5A
	30A
	n5A

	DC_30A_n66A
	DC_30A_n66A
	30A
	n66A

	DC_38A_n78A
	N/A
	38A
	n78A

	DC_39A_n78A
	DC_39A_n78A
	39A
	n78A

	DC_39A_n79A
	DC_39A_n79A
	39A
	n79A

	DC_40A_n77A
	N/A
	40A
	n77A

	DC_41A_n77A
	DC_41A_n77A
	41A
	n77A

	DC_41C_n77A
	DC_41C_n77A
	
	

	DC_41A_n78A
	DC_41A_n78A
	41A
	n78A

	DC_41C_n78A
	DC_41C_n78A
	
	

	DC_41A_n79A
	DC_41A_n79A
	41A
	n79A

	DC_41C_n77A
	DC_41C_n77A
	CA_41C
	n77A

	DC_41C_n78A
	DC_41C_n78A
	CA_41C
	n78A

	DC_41C_n79A
	DC_41C_n79A
	CA_41C
	n79A

	DC_42A_n51A
	DC_42A_n51A
	42A
	n51A

	DC_42A_n77A3,4
DC_42A_n77C3,4
DC_42C_n77A3,4
DC_42C_n77C3,4
DC_42D_n77A3,4
DC_42E_n77A3,4
	N/A
	42A
	n77A
CA_n77C

	DC_42A_n78A3,4
DC_42A_n78C3,4
DC_42C_n78A3,4
DC_42C_n78C3,4
DC_42D_n78A3,4
DC_42E_n78A3,4
	N/A
	42A
	n78A
CA_n78C

	DC_42A_n79A
DC_42A_n79C
DC_42C_n79A
DC_42C_n79C
DC_42D_n79A
DC_42E_n79A
	N/A
	42A
	n79A
CA_n79C

	DC_42C_n77A3,4
	N/A
	CA_42C
	n77A

	DC_42C_n78A3,4
	N/A
	CA_42C
	n78A

	DC_42C_n79A
	N/A
	CA_42C
	n79A

	DC_42C_n77C3,4
	N/A
	CA_42C
	CA n77C

	DC_42C_n78C3,4
	N/A
	CA_42C
	CA n78C

	DC_42C_n79C
	N/A
	CA_42C
	CA n79C

	DC_42D_n77A3,4
	N/A
	CA_42D
	n77A

	DC_42D_n78A3,4
	N/A
	CA_42D
	n78A

	DC_42D_n79A
	N/A
	CA_42D
	n79A

	DC_42E_n77A3,4
	N/A
	CA_42E
	n77A

	DC_42E_n78A3,4
	N/A
	CA_42E
	n78A

	DC_42E_n79A
	N/A
	CA_42E
	n79A

	DC_46A_n78A2
DC_46C_n78A2
DC_46D_n78A2
DC_46E_n78A2
	N/A
	46A
	n78A

	DC_46C_n78A2
	N/A
	CA_46C
	n78A

	DC_46D_n78A2
	N/A
	CA_46D
	n78A

	DC_46E_n78A2
	N/A
	CA_46E
	n78A

	DC_66A_n5A
	DC_66A_n5A
	66A
	n5A

	DC_66A_n71A
	DC_66A_n71A
	66A
	n71A

	DC_66A_n78A
	DC_66A_n78A
	66A
	n78A

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.
NOTE 2:	Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band for Band 46 is paired with the uplink operating band (external E-UTRA band) of the carrier aggregation configuration that is supporting the configured Pcell.
NOTE 3: The minimum requirements apply only when there is non-simultaneous Tx/Rx operation between E-UTRA and NR carriers. This restriction applies also for these carriers when applicable EN-DC cong\figuration is part of a higher order EN-DC configuration.
NOTE 4: The minimum requirements for inter-band EN-DC apply when the maximum power spectral density imbalance between downlink carriers is within [6] dB. The power spectral density imbalance condition also applies for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration.



[bookmark: _Toc535319277]5.5B.4.2	Inter-band EN-DC configurations within FR1 (three bands)
Table 5.5B.4.2-1: Inter-band EN-DC configurations within FR1 (three bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A-3A_n28A
	DC_1A_n28A
DC_3A_n28A
	CA_1A-3A
	n28A

	DC_1A-3A_n77A
DC_1A-3A_n77C
	DC_1A_n77A
DC_3A_n77A
	CA_1A-3A
	n77A
CA_n77C

	DC_1A-3A_n78A
DC_1A-3A_n78C
DC_1A-3C_n78A
	DC_1A_n78A
DC_3A_n78A
	CA_1A-3A
	n78A
CA_n78C

	DC_1A-3A_n79A
DC_1A-3A_n79C
	DC_1A_n79A
DC_3A_n79A
	CA_1A-3A
	n79A
CA_n79C

	DC_1A-3C_n78A
	DC_1A_n78A
DC_3A_n78A
	CA_1A-3C
	n78A

	DC_1A-5A_n78A
	DC_1A_n78A
DC_5A_n78A
	CA_1A-5A
	n78A

	DC_1A-7A_n28A
	DC_1A_n28A
DC_7A_n28A
	CA_1A-7A
	n28A

	DC_1A-7A_n78A
DC_1A-7A-7A_n78A
	DC_1A_n78A
DC_7A_n78A
	CA_1A-7A
	n78A

	DC_1A-7A-7A_n78A
	DC_1A_n78A
DC_7A_n78A
	CA_1A-7A-7A
	n78A

	DC_1A-8A_n78A
	DC_1A_n78A
DC_8A_n78A
	CA_1A-8A
	n78A

	DC_1A-18A_n77A
	DC_1A_n77A
DC_18A_n77A
	CA_1A-18A
	n77A

	DC_1A-18A_n78A
	DC_1A_n78A
DC_18A_n78A
	CA_1A-18A
	n78A

	DC_1A-18A_n79A
	DC_1A_n79A
DC_18A_n79A
	CA_1A-18A
	n79A

	DC_1A-19A_n77A
DC_1A-19A_n77C
	DC_1A_n77A
DC 19A_n77A
	CA_1A-19A
	n77A
CA_n77C

	DC_1A-19A_n78A
DC_1A-19A_n78C
	DC_1A_n78A
DC_19A_n78A
	CA_1A-19A
	n78A
CA_n78C

	DC_1A-19A_n79A
DC_1A-19A_n79C
	DC_1A_n79A
DC_19A_n79A
	CA_1A-19A
	n79A
CA_n79C

	DC_1A-19A_n77A
	DC_1A_n77A
DC 19A_n77A
	CA_1A-19A
	n77A

	DC_1A-19A_n78A
	DC_1A_n78A
DC_19A_n78A
	CA_1A-19A
	n78A

	DC_1A-19A_n79A
	DC_1A_n79A
DC_19A_n79A
	CA_1A-19A
	n79A

	DC_1A-20A_n28A
	DC_1A_n28A
DC_20A_n28A
	CA_1A-20A
	n28A

	DC_1A-20A_n78A
	DC_1A_n78A
DC_20A_n78A
	CA_1A-20A
	n78A

	DC_1A-21A_n77A
DC_1A-21A_n77C
	DC_1A_n77A
DC_21A_n77A
	CA_1A-21A
	n77A
CA_n77C

	DC_1A-21A_n78A
DC_1A-21A_n78C
	DC_1A_n78A
DC_21A_n78A
	CA_1A-21A
	n78A
CA_n78C

	DC_1A-21A_n79A
DC_1A-21A_n79C
	DC_1A_n79A
DC_21A_n79A
	CA_1A-21A
	n79A
CA_n79C

	DC_1A-21A_n77A
	DC_1A_n77A
DC_21A_n77A
	CA_1A-21A
	n77A

	DC_1A-21A_n78A
	DC_1A_n78A
DC_21A_n78A
	CA_1A-21A
	n78A

	DC_1A-21A_n79A
	DC_1A_n79A
DC_21A_n79A
	CA_1A-21A
	n79A

	DC_1A-28A_n77A
DC_1A-28A_n77C
	DC_1A_n77A
DC_28A_n77A
	CA_1A-28A
	n77A
CA_n77C

	DC_1A-28A_n78A
DC_1A-28A_n78C
	DC_1A_n78A
DC_28A_n78A
	CA_1A-28A
	n78A
CA_n78C

	DC_1A_n28A-n78A
	DC_1A_n28A,
DC_1A_n78A
	
	

	DC_1A-28A_n79A
DC_1A-28A_n79C
	DC_1A_n79A
DC_28A_n79A
	CA_1A-28A
	n79A
CA_n79C

	DC_1A_n28A-n78A
	DC_1A_n28A,
DC_1A_n78A
	1A
	CA_n28A-n78A

	DC_1A-41A_n77A
DC_1A-41C_n77A
	DC_1A_n77A
DC_41A_n77A
DC_41C_n77A
	CA_1A-41A
CA_1A-41C
	n77A

	DC_1A-41A_n78A
DC_1A-41C_n78A
	DC_1A_n78A
DC_41A_n78A
DC_41C_n78A
	CA_1A-41A
CA_1A-41C
	n78A

	DC_1A-41C_n79A
	DC_1A_n79A
DC_41C_n79A
	CA_1A-41C
	n79A

	DC_1A-42A_n77A
DC_1A-42A_n77C
DC_1A-42C_n77A
DC_1A-42C_n77C
DC_1A-42D_n77A
DC_1A-42E_n77A
	DC_1A_n77A
	CA_1A-42A
	n77A
CA_n77C

	DC_1A-42A_n78A
DC_1A-42A_n78C
DC_1A-42C_n78A
DC_1A-42C_n78C
DC_1A-42D_n78A
DC_1A-42E_n78A
	DC_1A_n78A
	CA_1A-42A
	n78A
CA_n78C

	DC_1A-42A_n79A
DC_1A-42A_n79C
DC_1A-42C_n79A
DC_1A-42C_n79C
DC_1A-42D_n79A
DC_1A-42E_n79A
	DC_1A_n79A
	CA_1A-42A
	n79A
CA_n79C

	DC_1A-42C_n77A
DC_1A-42C_n77C
	DC_1A_n77A
	CA_1A-42C
	n77A
CA_n77C

	DC_1A-42C_n78A
DC_1A-42C_n78C
	DC_1A_n78A
	CA_1A-42C
	n78A
CA_n78C

	DC_1A-42C_n79A
DC_1A-42C_n79C
	DC_1A_n79A
	CA_1A-42C
	n79A
CA_n79C

	DC_1A-42D_n77A
	DC_1A_n77A
	CA_1A-42D
	n77A

	DC_1A-42D_n78A
	DC_1A_n78A
	CA_1A-42D
	n78A

	DC_1A-42D_n79A
	DC_1A_n79A
	CA_1A-42D
	n79A

	DC_1A-42E_n77A
	DC_1A_n77A
	CA_1A-42E
	n77A

	DC_1A-42E_n78A
	DC_1A_n78A
	CA_1A-42E
	n78A

	DC_1A-42E_n79A
	DC_1A_n79A
	CA_1A-42E
	n79A

	DC_1A_n77A-n79A
	DC_1A_n77A
DC_1A_n79A
	1A
	CA_n77A-n79A

	DC_1A_n78A-n79A
	DC_1A_n78A
DC_1A_n79A
	1A
	CA_n78A-n79A

	DC_1A_SUL_n78A-n84A
	DC_1A_n78A,
DC_1A_n84A_ULSUP-TDM_n78A,
DC_1A_n84A_ULSUP-FDM_n78A
	1A
	SUL_n78A-n84A

	DC_2A-5A_n66A
	DC_2A_n66A
DC_5A_n66A
	CA_2A-5A
	n66A

	DC_2A-12A_n66A
	DC_2A_n66A
DC_12A_n66A
	CA_2A-12A
	n66A

	DC_2A-30A_n66A
	DC_2A_n66A
DC_30A_n66A
	CA_2A-30A
	n66A

	DC_2A-66A_n71A
	DC_2A_n71A
DC_66A_n71A
	CA_2A-66A
	n71A

	DC_2A-(n)71AA
	DC_2A_n71A
DC_(n)71AA
	CA_2A-71A
	n71A

	DC_3A_n3A-n77A
	DC_3A_n77A
DC_3A_n3A2
	3A
	CA_n3A-n77A

	DC_3A_n3A-n78A
	DC_3A_n78A
DC_3A_n3A2
	3A
	CA_n3A-n78A

	DC_3A-5A_n78A
	DC_3A_n78A
DC_5A_n78A
	CA_3A-5A
	n78A

	DC_3A-7A_n28A
	DC_3A_n28A
DC_7A_n28A
	
	

	DC_3A-7A_n78A
DC_3C-7A_n78A
DC_3A-7A-7A_n78A
	DC_3A_n78A
DC_7A_n78A
	CA_3A-7A-7A
	n78A

	DC_3A-7A_n28A
	DC_3A_n28A
DC_7A_n28A
	CA_3A-7A
	n28A

	DC_3A-7A_n78A
	DC_3A_n78A
DC_7A_n78A
	CA_3A-7A
	n78A

	DC_3A-7C_n78A
DC_3C-7C_n78A
	DC_3A_n78A
DC_7C_n78A
	CA_3A-7C
	n78A

	DC_3C-7C_n78A
	DC_3A_n78A
DC_7C_n78A
	CA_3C-7C
	n78A

	DC_3C-7A_n78A
	DC_3A_n78A
DC_7A_n78A
	CA_3C-7A
	n78A

	DC_3A-8A_n78A
	DC_3A_n78A
DC_8A_n78A
	CA_3A-8A
	n78A

	DC_3A-19A_n77A
DC_3A-19A_n77C
	DC_3A_n77A
DC_19A_n77A
	CA_3A-19A
	n77A
CA_n77C

	DC_3A-19A_n78A
DC_3A-19A_n78C
	DC_3A_n78A
DC_19A_n78A
	CA_3A-19A
	n78A
CA_n78C

	DC_3A-19A_n79A
DC_3A-19A_n79C
	DC_3A_n79A
DC_19A_n79A
	CA_3A-19A
	n79A
CA_n79C

	DC_3A-20A_n28A
	DC_3A_n28A
DC_20A_n28A
	CA_3A-20A
	n28A

	DC_3A-20A_n78A
DC_3C-20A_n78A
	DC_3A_n78A
DC_20A_n78A
	CA_3A-20A
	n78A

	DC_3C-20A_n78A
	DC_3A_n78A
DC_20A_n78A
	CA_3C-20A
	n78A

	DC_3A-21A_n77A
DC_3A-21A_n77C
	DC_3A_n77A
DC_21A_n77A
	CA_3A-21A
	n77A
CA_n77C

	DC_3A-21A_n78A
DC_3A-21A_n78C
	DC_3A_n78A
DC_21A_n78A
	CA_3A-21A
	n78A
CA_n78C

	DC_3A-21A_n79A
DC_3A-21A_n79C
	DC_3A_n79A
DC_21A_n79A
	CA_3A-21A
	n79A
CA_n79C

	DC_3A-28A_n77A
DC_3A-28A_n77C
	DC_3A_n77A
DC_28A_n77A
	CA_3A-28A
	n77A
CA_n77C

	DC_3A-28A_n78A
DC_3A-28A_n78C
	DC_3A_n78A
DC_28A_n78A
	CA_3A-28A
	n78A
CA_n78C

	DC_3A_n28A-n78A
	DC_3A_n28A,
DC_3A_n78A
	
	

	DC_3A-28A_n79A
DC_3A-28A_n79C
	DC_3A_n79A
DC_28A_n79A
	CA_3A-28A
	n79A
CA_n79C

	DC_3A_n28A-n78A
	DC_3A_n28A,
DC_3A_n78A
	3A
	CA_n28A-n78A

	DC_3A-38A_n78A
	DC_3A_n78A
	CA_3A-38A
	n78A

	DC_3A-41A_n78A
	DC_3A_n78A
DC_41A_n78A
	CA_3A-41A
	n78A


	DC_3A-42A_n77A
DC_3A-42A_n77C
DC_3A-42C_n77A
DC_3A-42C_n77C
DC_3A-42D_n77A
DC_3A-42E_n77A
	DC_3A_n77A
	CA_3A-42A
	n77A
CA_n77C

	DC_3A-42A_n78A
DC_3A-42A_n78C
DC_3A-42C_n78A
DC_3A-42C_n78C
DC_3A-42D_n78A
DC_3A-42E_n78A
	DC_3A_n78A
	CA_3A-42A
	n78A
CA_n78C

	DC_3A-42A_n79A
DC_3A-42A_n79C
DC_3A-42C_n79A
DC_3A-42C_n79C
DC_3A-42D_n79A
DC_3A-42E_n79A
	DC_3A_n79A
	CA_3A-42A
	n79A
CA_n79C

	DC_3A-42C_n77A
DC_3A-42C_n77C
	DC_3A_n77A
	CA_3A-42C
	n77A
CA_n77C

	DC_3A-42C_n78A
DC_3A-42C_n78C
	DC_3A_n78A
	CA_3A-42C
	n78A
CA_n78C

	DC_3A-42C_n79A
DC_3A-42C_n79C
	DC_3A_n79A
	CA_3A-42C
	n79A
CA_n79C

	DC_3A-42D_n77A
	DC_3A_n77A
	CA_3A-42D
	n77A

	DC_3A-42D_n78A
	DC_3A_n78A
	CA_3A-42D
	n78A

	DC_3A-42D_n79A
	DC_3A_n79A
	CA_3A-42D
	n79A

	DC_3A-42E_n77A
	DC_3A_n77A
	CA_3A-42E
	n77A

	DC_3A-42E_n78A
	DC_3A_n78A
	CA_3A-42E
	n78A

	DC_3A-42E_n79A
	DC_3A_n79A
	CA_3A-42E
	n79A

	DC_3A_n77A-n79A
	DC_3A_n77A
DC_3A_n79A
	3A
	CA_n77A-n79A

	DC_3A_n78A-n79A
	DC_3A_n78A
DC_3A_n79A
	3A
	CA_n78A-n79A

	DC_3A_SUL_n78A-n80A
	DC_3A_n78A
DC_3A_n80A_ULSUP-TDM_n78A
DC_3A_n80A_ULSUP-FDM_n78A
	3A
	SUL_n78A-n80A

	DC_3A_SUL_n78A-n82A
	DC_3A_n78A
DC_3A_n82A
	3A
	SUL_n78A-n82A

	DC_3A_SUL_n79A-n80A
	DC_3A_n79A,
DC_3A_n80A_ULSUP-TDM_n79A,
DC_3A_n80A_ULSUP-FDM_n79A
	3A
	SUL_n79A-n80A

	DC_5A-7A_n78A
DC_5A-7A-7A_n78A
	DC_5A_n78A
DC_7A_n78A
	CA_5A-7A-7A
	n78A

	DC_5A-7A_n78A
	DC_5A_n78A
DC_7A_n78A
	CA_5A-7A
	n78A

	DC_5A-30A_n66A
	DC_5A_n66A
DC_30A_n66A
	CA_5A-30A
	n66A

	DC_7A-20A_n28A
	DC_7A_n28A
DC_20A_n28A
	CA_7A-20A
	n28A

	DC_7A-20A_n78A
	DC_7A_n78A
DC_20A_n78A
	CA_7A-20A
	n78A

	DC_7A-28A_n78A
	DC_7A_n78A
DC_28A_n78A
	CA_7A-28A
	n78A

	DC_7C-28A_n78A
	DC_7C_n78A
DC_28A_n78A
	
	

	DC_7A_n28A-n78A
	DC_7A_n28A,
DC_7A_n78A
	7A
	CA_n28A-n78A

	DC_7C-28A_n78A
	DC_7C_n78A
DC_28A_n78A
	CA_7C-28A
	n78A

	DC_7A-46A_n78A3
DC_7A-46C_n78A3
DC_7A-46D_n78A3
DC_7A-46E_n78A3
	DC_7A_n78A
	CA_7A-46A
	n78A

	DC_7A-46C_n78A3
	DC_7A_n78A
	CA_7A-46C
	n78A

	DC_7A-46D_n78A3
	DC_7A_n78A
	CA_7A-46D
	n78A

	DC_7A-46E_n78A3
	DC_7A_n78A
	CA_7A-46E
	n78A

	DC_8A_SUL_n78A-n81A
	DC_8A_n78A,
DC_8A_n81A_ULSUP-TDM_n78A,
DC_8A_n81A_ULSUP-FDM_n78A
	8A
	SUL_n78A-n81A

	DC_8A_SUL_n79A-n81A
	DC_8A_n79A,
DC_8A_n81A_ULSUP-TDM_n79A,
DC_8A_n81A_ULSUP-FDM_n79A
	8A
	SUL_n79A-n81A

	DC_12A-30A_n66A
	DC_12A_n66A
DC_30A_n66A
	CA_12A-30A
	n66A

	DC_18A-28A_n77A
	DC_18A_n77A
DC_28A_n77A
	CA_18A-28A
	n77A

	DC_18A-28A_n78A
	DC_18A_n78A
DC_28A_n78A
	CA_18A-28A
	n78A

	DC_18A-28A_n79A
	DC_18A_n79A
DC_28A_n79A
	CA_18A-28A
	n79A

	DC_19A-21A_n77A
DC_19A-21A_n77C
	DC_19A_n77A
DC_21A_n77A
	
	

	DC_19A-21A_n78A
DC_19A-21A_n78C
	DC_19A_n78A
DC_21A_n78A
	CA_19A-21A
	n78A
CA_n78C

	DC_19A-21A_n79A
DC_19A-21A_n79C
	DC_19A_n79A
DC_21A_n79A
	CA_19A-21A
	n79A
CA_n79C

	DC_19A-21A_n77A
DC_19A-21A_n77C
	DC_19A_n77A
DC_21A_n77A
	CA_19A-21A
	n77A
CA_n77C

	DC_19A-42A_n77A
DC_19A-42A_n77C
DC_19A-42C_n77A
DC_19A-42C_n77C
	DC_19A_n77A
	CA_19A-42A
	n77A
CA_n77C

	DC_19A-42A_n78A
DC_19A-42A_n78C
DC_19A-42C_n78A
DC_19A-42C_n78C
	DC_19A_n78A
	CA_19A-42A
	n78A
CA_n78C

	DC_19A-42A_n79A
DC_19A-42A_n79C
DC_19A-42C_n79A
DC_19A-42C_n79C
	DC_19A_n79A
	CA_19A-42A
	n79A
CA_n79C

	DC_19A-42C_n77A
DC_19A-42C_n77C
	DC_19A_n77A
	CA_19A-42C
	n77A
CA_n77C

	DC_19A-42C_n78A
DC_19A-42C_n78C
	DC_19A_n78A
	CA_19A-42C
	n78A
CA_n78C

	DC_19A-42C_n79A
DC_19A-42C_n79C
	DC_19A_n79A
	CA_19A-42C
	n79A
CA_n79C

	DC_19A_n77A-n79A
	DC_19A_n77A
DC_19A_n79A
	19A
	CA_n77A-n79A

	DC_19A_n78A-n79A
	DC_19A_n78A
DC_19A_n79A
	19A
	CA_n78A-n79A

	DC_20A_n8A-n75A
	DC_20A_n8A
	20A
	CA_n8A-n75A

	DC_20A_n28A-n75A
	DC_20A_n28A
	20A
	CA_n28A-n75A

	DC_20A_n28A-n78A
	DC_20A_n28A
DC_20A_n78A
	20A
	CA_n28A-n78A

	DC_20A_n75A-n78A
	DC_20A_n78A
	20A
	CA_n75A-n78A

	DC_20A_n76A-n78A
	DC_20A_n78A
	20A
	CA_n76A-n78A

	DC_20A_SUL_n78A-n82A
	DC_20A_n78A,
DC_20A_n82A_ULSUP-TDM_n78A,
DC_20A_n82A_ULSUP-FDM_n78A
	20A
	SUL_n78A-n82A

	DC_20A_SUL_n78A-n83A
	DC_20A_n78A
DC_20A_n83A
	20A
	SUL_n78A-n83A

	DC_21A-28A_n77A
DC_21A-28A_n77C
	DC_21A_n77A
DC_28A_n77A
	CA_21A-28A
	n77A
CA_n77C

	DC_21A-28A_n78A
DC_21A-28A_n78C
	DC_21A_n78A
DC_28A_n78A
	CA_21A-28A
	n78A
CA_n78C

	DC_21A-28A_n79A
DC_21A-28A_n79C
	DC_21A_n79A
DC_28A_n79A
	CA_21A-28A
	n79A
CA_n79C

	DC_21A-42A_n77A
DC_21A-42A_n77C
DC_21A-42C_n77A
DC_21A-42C_n77C
	DC_21A_n77A
	CA_21A-42A
	n77A
CA_n77C

	DC_21A-42A_n78A
DC_21A-42A_n78C
DC_21A-42C_n78A
DC_21A-42C_n77C
	DC_21A_n78A
	CA_21A-42A
	n78A
CA_n78C

	DC_21A-42A_n79A
DC_21A-42A_n79C
DC_21A-42C_n79A
DC_21A-42C_n77C
	DC_21A_n79A
	CA_21A-42A
	n79A
CA_n79C

	DC_21A-42C_n77A
DC_21A-42C_n77C
	DC_21A_n77A
	CA_21A-42C
	n77A
CA_n77C

	DC_21A-42C_n78A
DC_21A-42C_n77C
	DC_21A_n78A
	CA_21A-42C
	n78A
CA_n78C

	DC_21A-42C_n79A
DC_21A-42C_n77C
	DC_21A_n79A
	CA_21A-42C
	n79A
CA_n79C

	DC_21A_n77A-n79A
	DC_21A_n77A
DC_21A_n79A
	21A
	CA_n77A-n79A

	DC_21A_n78A-n79A
	DC_21A_n78A
DC_21A_n79A
	21A
	CA_n78A-n79A

	DC_28A_SUL_n78A-n83A
	DC_28A_n78A,
DC_28A_n83A_ULSUP-TDM_n78A,
DC_28A_n83A_ULSUP-FDM_n78A
	28A
	SUL_n78A-n83A

	DC_28A-42A_n77A
DC_28A-42A_n77C
DC_28A-42C_n77A
	DC_28A_n77A
	CA_28A-42A
	n77A
CA_n77C

	DC_28A-42A_n78A
DC_28A-42A_n78C
DC_28A-42C_n78A
	DC_28A_n78A
	CA_28A-42A
	n78A
CA_n78C

	DC_28A-42A_n79A
DC_28A-42A_n79C
DC_28A-42C_n79A
	DC_28A_n79A
	CA_28A-42A
	n79A
CA_n79C

	DC_28A_SUL_n78A-n83A
	DC_28A_n78A,
DC_28A_n83A_ULSUP-TDM_n78A,
DC_28A_n83A_ULSUP-FDM_n78A
	
	

	DC_28A-42C_n77A
	DC_28A_n77A
	CA_28A-42C
	n77A

	DC_28A-42C_n78A
	DC_28A_n78A
	CA_28A-42C
	n78A

	DC_28A-42C_n79A
	DC_28A_n79A
	CA_28A-42C
	n79A

	DC_41A-42A_n77A
DC_41A-42C_n77A 
DC_41C-42C_n77A
	DC_41A_n77A
	CA_41A-42A
	n77A

	DC_41C-42C_n77A
	DC_41A_n77A
	CA_41C-42C
	n77A

	DC_41A-42C_n77A
	DC_41A_n77A
	CA_41A-42C
	n77A

	DC_41C-42A_n77A
	DC_41C_n77A
	CA_41C-42A
	n77A

	DC_41A-42A_n78A
DC_41A-42C_n78A
DC_41C-42C_n78A
	DC_41A_n78A
	CA_41A-42A
	n78A

	DC_41C-42A_n78A
	DC_41C_n78A
	CA_41C-42A
	n78A

	DC_41C-42C_n78A
	DC_41A_n78A
	CA_41C-42C
	n78A

	DC_41A-42C_n78A
	DC_41A_n78A
	CA_41A-42C
	n78A

	DC_41A-42A_n79A
DC_41A-42C_n79A
DC_41C-42C_n79A
	DC_41A_n79A
	CA_41A-42A
CA_41A-42C
	n79A

	DC_41C-42C_n79A
	DC_41A_n79A
	CA_41C-42C
	n79A

	DC_41C-42A_n79A
	DC_41C_n79A
	CA_41C-42A
	n79A

	DC_66A_(n)71AA
	DC_66A_n71A
DC_(n)71AA
	CA_66A_71A
	n71A

	DC_66A_SUL_n78A-n86A
	DC_66A_n78A,
DC_66A_n86A_ULSUP-TDM_n78A,
DC_66A_n86A_ULSUP-FDM_n78A
	66A
	SUL_n78A-n86A

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.
NOTE 2:	Only single switched UL is supported in Rel.15
NOTE 3:	Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band for Band 46 is paired with the uplink operating band (external E-UTRA band) of the carrier aggregation configuration that is supporting the configured Pcell.



[bookmark: _Toc535319278]5.5B.4.3	Inter-band EN-DC configurations within FR1 (four bands)
Table 5.5B.4.3-1: Inter-band EN-DC configurations within FR1 (four bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A-3A-5A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_5A_n78A
	CA_1A-3A-5A
	n78A

	DC_1A-3A-7A_n28A
	DC_1A_n28A
DC_3A_n28A
DC_7A_n28A
	CA_1A-3A-7A
	n28A

	DC_1A-3A-7A_n78A
DC_1A-3C-7A_n78A
DC_1A-3A-7A-7A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_7A_n78A
	CA_1A-3A-7A
	n78A

	DC_1A-3C-7A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_7A_n78A
	CA_1A-3C-7A
	n78A

	DC_1A-3A-7A-7A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_7A_n78A
	CA_1A-3A-7A-7A
	n78A

	DC_1A-3A-8A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_8A_n78A
	CA_1A-3A-8A
	n78A

	DC_1A-3A-19A_n77A
DC_1A-3A-19A_n77C
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A
	CA_1A-3A-19A
	n77A
CA_n77C

	DC_1A-3A-19A_n78A
DC_1A-3A-19A_n78C
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A
	CA_1A-3A-19A
	n78A
CA_n78C

	DC_1A-3A-19A_n79A
DC_1A-3A-19A_n79C
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A
	CA_1A-3A-19A
	n79A
CA_n79C

	DC_1A-3A-20A_n28A
	DC_1A_n28A
DC_3A_n28A
DC_20A_n28A
	CA_1A-3A-20A
	n28A

	DC_1A-3A-20A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_20A_n78A
	CA_1A-3A-20A
	n78A

	DC_1A-3A-21A_n77A
DC_1A-3A-21A_n77C
	DC_1A_n77A
DC_3A_n77A
DC_21A_n77A
	CA_1A-3A-21A
	n77A
CA_n77C

	DC_1A-3A-21A_n78A
DC_1A-3A-21A_n78C
	DC_1A_n78A
DC_3A_n78A
DC_21A_n78A
	CA_1A-3A-21A
	n78A
CA_n78C

	DC_1A-3A-21A_n79A
DC_1A-3A-21A_n79C
	DC_1A_n79A
DC_3A_n79A
DC_21A_n79A
	CA_1A-3A-21A
	n79A
CA_n79C

	DC_1A-3A-28A_n77A
	DC_1A_n77A
DC_3A_n77A
DC_28A_n77A
	CA_1A-3A-28A
	n77A

	DC_1A-3A-28A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_28A_n78A
	CA_1A-3A-28A
	n78A

	DC_1A-3A_n28A-n78A
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A
	
	

	DC_1A-3A-28A_n79A
	DC_1A_n79A
DC_3A_n79A
DC_28A_n79A
	CA_1A-3A-28A
	n79A

	DC_1A-3A_n28A-n78A
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A
	CA_1A-3A
	CA_n28A-n78A

	DC_1A-3A-42A_n77A
DC_1A-3A-42A_n77C
DC_1A-3A-42C_n77A
DC_1A-3A-42C_n77C
	DC_1A_n77A
DC_3A_n77A
	CA_1A-3A-42A
	n77A
CA_n77C

	DC_1A-3A-42A_n78A
DC_1A-3A-42A_n78C
DC_1A-3A-42C_n78A
DC_1A-3A-42C_n78C
	DC_1A_n78A
DC_3A_n78A
	CA_1A-3A-42A
	n78A
CA_n78C

	DC_1A-3A-42A_n79A
DC_1A-3A-42A_n79C
DC_1A-3A-42C_n79A
DC_1A-3A-42C_n79C
	DC_1A_n79A
DC_3A_n79A
	CA_1A-3A-42A
	n79A
CA_n79C

	DC_1A-3A-42C_n77A
	DC_1A_n77A
DC_3A_n77A
	CA_1A-3A-42C
	n77A

	DC_1A-3A-42C_n78A
	DC_1A_n78A
DC_3A_n78A
	CA_1A-3A-42C
	n78A

	DC_1A-3A-42C_n79A
	DC_1A_n79A
DC_3A_n79A
	CA_1A-3A-42C
	n79A

	DC_1A-3A-42C_n77C
	DC_1A_n77A
DC_3A_n77A
	CA_1A-3A-42C
	CA_n77C

	DC_1A-3A-42C_n78C
	DC_1A_n78A
DC_3A_n78A
	CA_1A-3A-42C
	CA_n78C

	DC_1A-3A-42C_n79C
	DC_1A_n79A
DC_3A_n79A
	CA_1A-3A-42C
	CA_n79C

	DC_1A-5A-7A_n78A
DC_1A-5A-7A-7A_n78A
	DC_1A_n78A
DC_5A_n78A
DC_7A_n78A
	CA_1A-5A-7A 
	n78A

	DC_1A-5A-7A-7A_n78A
	DC_1A_n78A
DC_5A_n78A
DC_7A_n78A
	CA_1A-5A-7A-7A 
	n78A

	DC_1A-7A-20A_n28A
	DC_1A_n28A
DC_7A_n28A
DC_20A_n28A
	CA_1A-7A-20A
	n28A

	DC_1A-7A-20A_n78A
	DC_1A_n78A
DC_7A_n78A
DC_20A_n78A
	CA_1A-7A-20A
	n78A

	DC_1A-7A_n28A-n78A
	DC_1A_n28A
DC_1A_n78A
DC_7A_n28A
DC_7A_n78A
	CA_1A-7A
	CA_n28A-n78A

	DC_1A-18A-28A_n77A
	DC_1A_n77A
DC_18A_n77A
DC_28A_n77A
	CA_1A-18A-28A
	n77A

	DC_1A-18A-28A_n78A
	DC_1A_n78A
DC_18A_n78A
DC_28A_n78A
	CA_1A-18A-28A
	n78A

	DC_1A-18A-28A_n79A
	DC_1A_n79A
DC_18A_n79A
DC_28A_n79A
	CA_1A-18A-28A
	n79A

	DC_1A-19A-21A_n77A
DC_1A-19A-21A_n77C
	DC_1A_n77A
DC_19A_n77A
DC_21A_n77A
	CA_1A-19A-21A
	CA_n77A
CA_n77C

	DC_1A-19A-21A_n78A
DC_1A-19A-21A_n78C
	DC_1A_n78A
DC_19A_n78A
DC_21A_n78A
	CA_1A-19A-21A
	CA_n78A
CA_n78C

	DC_1A-19A-21A_n79A
DC_1A-19A-21A_n79C
	DC_1A_n79A
DC_19A_n79A
DC_21A_n79A
	CA_1A-19A-21A
	CA_n79A
CA_n79C

	DC_1A-19A-42A_n77A
DC_1A-19A-42A_n77C
DC_1A-19A-42C_n77A
DC_1A-19A-42C_n77C
	DC_1A_n77A
DC_19A_n77A
	CA_1A-19A-42A
	n77A
CA_n77C

	DC_1A-19A-42A_n78A
DC_1A-19A-42A_n78C
DC_1A-19A-42C_n78A
DC_1A-19A-42C_n78C
	DC_1A_n78A
DC_19A_n78A
	CA_1A-19A-42A
	n78A
CA_n78C

	DC_1A-19A-42A_n79A
DC_1A-19A-42A_n79C
DC_1A-19A-42C_n79A
DC_1A-19A-42C_n79C
	DC_1A_n79A
DC_19A_n79A
	CA_1A-19A-42A
	n79A
CA_n79C

	DC_1A-19A-42C_n77A
	DC_1A_n77A
DC_19A_n77A
	CA_1A-19A-42C
	n77A

	DC_1A-19A-42C_n78A
	DC_1A_n78A
DC_19A_n78A
	CA_1A-19A-42C
	n78A

	DC_1A-19A-42C_n79A
	DC_1A_n79A
DC_19A_n79A
	CA_1A-19A-42C
	n79A

	DC_1A-19A-42C_n77C
	DC_1A_n77A
DC_19A_n77A
	CA_1A-19A-42C
	CA_n77C

	DC_1A-19A-42C_n78C
	DC_1A_n78A
DC_19A_n78A
	CA_1A-19A-42C
	CA_n78C

	DC_1A-19A-42C_n79C
	DC_1A_n79A
DC_19A_n79A
	CA_1A-19A-42C
	CA_n79C

	DC_1A-20A_n28A-n78A
	DC_1A_n28A
DC_1A_n78A
DC_20A_n28A
DC_20A_n78A
	CA_1A-20A
	CA_n28A-n78A

	DC_1A-21A-28A_n77A
	DC_1A_n77A
DC_21A_n77A
DC_28A_n77A
	CA_1A-21A-28A
	n77A

	DC_1A-21A-28A_n78A
	DC_1A_n78A
DC_21A_n78A
DC_28A_n78A
	CA_1A-21A-28A
	n78A

	DC_1A-21A-28A_n79A
	DC_1A_n79A
DC_21A_n79A
DC_28A_n79A
	CA_1A-21A-28A
	n79A

	DC_1A-21A-42A_n77A
DC_1A-21A-42A_n77C
DC_1A-21A-42C_n77A
DC_1A-21A-42C_n77C
	DC_1A_n77A
DC_21A_n77A
	CA_1A-21A-42A
	n77A
CA_n77C

	DC_1A-21A-42A_n78A
DC_1A-21A-42A_n78C
DC_1A-21A-42C_n78A
DC_1A-21A-42C_n78C
	DC_1A_n78A
DC_21A_n78A
	CA_1A-21A-42A
	n78A
CA_n78C

	DC_1A-21A-42A_n79A
DC_1A-21A-42A_n79C
DC_1A-21A-42C_n79A
DC_1A-21A-42C_n79C
	DC_1A_n79A
DC_21A_n79A
	CA_1A-21A-42A
	n79A
CA_n79C

	DC_1A-21A-42C_n77A
	DC_1A_n77A
DC_21A_n77A
	CA_1A-21A-42C
	n77A

	DC_1A-21A-42C_n78A
	DC_1A_n78A
DC_21A_n78A
	CA_1A-21A-42C
	n78A

	DC_1A-21A-42C_n79A
	DC_1A_n79A
DC_21A_n79A
	CA_1A-21A-42C
	n79A

	DC_1A-21A-42C_n77C
	DC_1A_n77A
DC_21A_n77A
	CA_1A-21A-42C
	CA_n77C

	DC_1A-21A-42C_n78C
	DC_1A_n78A
DC_21A_n78A
	CA_1A-21A-42C
	CA_n78C

	DC_1A-21A-42C_n79C
	DC_1A_n79A
DC_21A_n79A
	CA_1A-21A-42C
	CA_n79C

	DC_1A-28A-42A_n77A
DC_1A-28A-42C_n77A
	DC_1A_n77A
DC_28A_n77A
	CA_1A-28A-42A
	n77A

	DC_1A-28A-42A_n78A
DC_1A-28A-42C_n78A
	DC_1A_n78A
DC_28A_n78A
	CA_1A-28A-42A
	n78A

	DC_1A-28A-42A_n79A
DC_1A-28A-42C_n79A
	DC_1A_n79A
DC_28A_n79A
	CA_1A-28A-42A
	n79A

	DC_1A-28A-42C_n77A
	DC_1A_n77A
DC_28A_n77A
	CA_1A-28A-42C
	n77A

	DC_1A-28A-42C_n78A
	DC_1A_n78A
DC_28A_n78A
	CA_1A-28A-42C
	n78A

	DC_1A-28A-42C_n79A
	DC_1A_n79A
DC_28A_n79A
	CA_1A-28A-42C
	n79A

	DC_1A-41A-42A_n77A
DC_1A-41A-42C_n77A
DC_1A-41C-42A_n77A
DC_1A-41C-42C_n77A
	DC_1A_n77A
DC_41A_n77A
	CA_1A-41A-42A
	n77A

	DC_1A-41A-42C_n77A
	DC_1A_n77A
DC_41A_n77A
	CA_1A-41A-42C
	n77A

	DC_1A-41C-42A_n77A
	DC_1A_n77A
DC_41A_n77A
	CA_1A-41C-42A
	n77A

	DC_1A-41A-42A_n78A
DC_1A-41A-42C_n78A
DC_1A-41C-42A_n78A
DC_1A-41C-42C_n78A
	DC_1A_n78A
DC_41A_n78A
	CA_1A-41A-42A
	n78A

	DC_1A-41A-42C_n78A
	DC_1A_n78A
DC_41A_n78A
	CA_1A-41A-42C
	n78A

	DC_1A-41C-42A_n78A
	DC_1A_n78A
DC_41A_n78A
	CA_1A-41C-42A
	n78A

	DC_1A-41A-42A_n79A
DC_1A-41A-42C_n79A
DC_1A-41C-42A_n79A
DC_1A-41C-42C_n79A
	DC_1A_n79A
DC_41A_n79A
	CA_1A-41A-42A
	n79A

	DC_1A-41A-42C_n79A
	DC_1A_n79A
DC_41A_n79A
	CA_1A-41A-42C
	n79A

	DC_1A-41C-42A_n79A
	DC_1A_n79A
DC_41A_n79A
	CA_1A-41C-42A
	n79A

	DC_1A-41C-42C_n77A
	DC_1A_n77A
DC_41A_n77A
	CA_1A-41C-42C
	n77A

	DC_1A-41C-42C_n78A
	DC_1A_n78A
DC_41A_n78A
	CA_1A-41C-42C
	n78A

	DC_1A-41C-42C_n79A
	DC_1A_n79A
DC_41A_n79A
	CA_1A-41C-42C
	n79A

	DC_2A-66A-(n)71AA
	DC_2A_n71A
DC_66A_n71A
DC_(n)71AA
	CA_2A-66A-71A
	n71A

	DC_3A-5A-7A_n78A
DC_3A-5A-7A-7A_n78A
	DC_3A_n78A
DC_5A_n78A
DC_7A_n78A
	CA_3A-5A-7A-7A
	n78A

	DC_3A-5A-7A_n78A
	DC_3A_n78A
DC_5A_n78A
DC_7A_n78A
	CA_3A-5A-7A
	n78A

	DC_3A-7A-20A_n28A
	DC_3A_n28A
DC_7A_n28A
DC_20A_n28A
	CA_3A-7A-20A
	n28A

	DC_3A-7A-20A_n78A
	DC_3A_n78A
DC_20A_n78A
DC_7A_n78A 
	CA_3A-7A-20A
	n78A

	DC_3A-7A-28A_n78A
DC_3A-7C-28A_n78A
	DC_3A_n78A
DC_7A_n78A
DC_28A_n78A
	CA_3A-7A-28A
	n78A

	DC_3A-7C-28A_n78A
	DC_3A_n78A
DC_7A_n78A
DC_28A_n78A
	CA_3A-7C-28A
	n78A

	DC_3A-7A_n28A-n78A
	DC_3A_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A
	CA_3A-7A
	CA_n28A-n78A

	DC_3A-19A-21A_n77A
DC_3A-19A-21A_n77C
	DC_3A_n77A
DC_19A_n77A
DC_21A_n77A
	CA_3A-19A-21A
	n77A
CA_n77C

	DC_3A-19A-21A_n78A
DC_3A-19A-21A_n78C
	DC_3A_n78A
DC_19A_n78A
DC_21A_n78A
	CA_3A-19A-21A
	n78A
CA_n78C

	DC_3A-19A-21A_n79A
DC_3A-19A-21A_n79C
	DC_3A_n79A
DC_19A_n79A
DC_21A_n79A
	CA_3A-19A-21A
	n79A
CA_n79C

	DC_3A-19A-42A_n77A
DC_3A-19A-42A_n77C
DC_3A-19A-42C_n77A
DC_3A-19A-42C_n77C
	DC_3A_n77A
DC_19A_n77A
	CA_3A-19A-42A
	n77A
CA_n77C

	DC_3A-19A-42C_n77A
DC_3A-19A-42C_n77C
	DC_3A_n77A
DC_19A_n77A
	CA_3A-19A-42C
	n77A
CA_n77C

	DC_3A-19A-42A_n78A
DC_3A-19A-42A_n78C
DC_3A-19A-42C_n78A
DC_3A-19A-42C_n78C
	DC_3A_n78A
DC_19A_n78A
	CA_3A-19A-42A
	n78A
CA_n78C

	DC_3A-19A-42C_n78A
DC_3A-19A-42C_n78C
	DC_3A_n78A
DC_19A_n78A
	CA_3A-19A-42C
	n78A
CA_n78C

	DC_3A-19A-42A_n79A
DC_3A-19A-42A_n79C
DC_3A-19A-42C_n79A
DC_3A-19A-42C_n79C
	DC_3A_n79A
DC_19A_n79A
	CA_3A-19A-42A
	n79A
CA_n79C

	DC_3A-19A-42C_n79A
DC_3A-19A-42C_n79C
	DC_3A_n79A
DC_19A_n79A
	CA_3A-19A-42C
	n79A
CA_n79C

	DC_3A-20A_n28A-n78A
	DC_3A_n28A
DC_3A_n78A
DC_20A_n28A
DC_20A_n78A
	CA_3A-20A
	CA_n28A-n78A

	DC_3A-21A-42A_n77A
DC_3A-21A-42A_n77C
DC_3A-21A-42C_n77A
DC_3A-21A-42C_n77C
	DC_3A_n77A
DC_21A_n77A
	CA_3A-21A-42A
	n77A
CA_n77C

	DC_3A-21A-42A_n78A
DC_3A-21A-42A_n78C
DC_3A-21A-42C_n78A
DC_3A-21A-42C_n78C
	DC_3A_n78A
DC_21A_n78A
	CA_3A-21A-42A
	n78A
CA_n78C

	DC_3A-21A-42A_n79A
DC_3A-21A-42A_n79C
DC_3A-21A-42C_n79A
DC_3A-21A-42C_n79C
	DC_3A_n79A
DC_21A_n79A
	CA_3A-21A-42A
	n79A
CA_n79C

	DC_3A-21A-42C_n77A
	DC_3A_n77A
DC_21A_n77A
	CA_3A-21A-42C
	n77A

	DC_3A-21A-42C_n78A
	DC_3A_n78A
DC_21A_n78A
	CA_3A-21A-42C
	n78A

	DC_3A-21A-42C_n79A
	DC_3A_n79A
DC_21A_n79A
	CA_3A-21A-42C
	n79A

	DC_3A-21A-42C_n77C
	DC_3A_n77A
DC_21A_n77A
	CA_3A-21A-42C
	CA_n77C

	DC_3A-21A-42C_n78C
	DC_3A_n78A
DC_21A_n78A
	CA_3A-21A-42C
	CA_n78C

	DC_3A-21A-42C_n79C
	DC_3A_n79A
DC_21A_n79A
	CA_3A-21A-42C
	CA_n79C

	DC_3A-28A-42A_n77A
DC_3A-28A-42C_n77A
	DC_3A_n77A
DC_28A_n77A
	CA_3A-28A-42A
	n77A

	DC_3A-28A-42A_n78A
DC_3A-28A-42C_n78A
	DC_3A_n78A
DC_28A_n78A
	CA_3A-28A-42A
	n78A

	DC_3A-28A-42A_n79A
DC_3A-28A-42C_n79A
	DC_3A_n79A
DC_28A_n79A
	CA_3A-28A-42A
	n79A

	DC_3A-28A-42C_n77A
	DC_3A_n77A
DC_28A_n77A
	CA_3A-28A-42C
	n77A

	DC_3A-28A-42C_n78A
	DC_3A_n78A
DC_28A_n78A
	CA_3A-28A-42C
	n78A

	DC_3A-28A-42C_n79A
	DC_3A_n79A
DC_28A_n79A
	CA_3A-28A-42C
	n79A

	DC_7A-20A_n28A-n78A
	DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A
	CA_7A-20A
	CA_n28A-n78A

	DC_19A-21A-42A_n77A
DC_19A-21A-42A_n77C
DC_19A-21A-42C_n77A
DC_19A-21A-42C_n77C
	DC_19A_n77A
DC_21A_n77A
	CA_19A-21A-42A
	n77A
CA_n77C

	DC_19A-21A-42A_n78A
DC_19A-21A-42A_n78C
DC_19A-21A-42C_n78A
DC_19A-21A-42C_n78C
	DC_19A_n78A
DC_21A_n78A
	CA_19A-21A-42A
	n78A
CA_n78C

	DC_19A-21A-42A_n79A
DC_19A-21A-42A_n79C
DC_19A-21A-42C_n79A
DC_19A-21A-42C_n79C
	DC_19A_n79A
DC_21A_n79A
	CA_19A-21A-42A
	n79A
CA_n79C

	DC_19A-21A-42C_n77A
	DC_19A_n77A
DC_21A_n77A
	CA_19A-21A-42C
	n77A

	DC_19A-21A-42C_n78A
	DC_19A_n78A
DC_21A_n78A
	CA_19A-21A-42C
	n78A

	DC_19A-21A-42C_n79A
	DC_19A_n79A
DC_21A_n79A
	CA_19A-21A-42C
	n79A

	DC_19A-21A-42C_n77C
	DC_19A_n77A
DC_21A_n77A
	CA_19A-21A-42C
	CA_n77C

	DC_19A-21A-42C_n78C
	DC_19A_n78A
DC_21A_n78A
	CA_19A-21A-42C
	CA_n78C

	DC_19A-21A-42C_n79C
	DC_19A_n79A
DC_21A_n79A
	CA_19A-21A-42C
	CA_n79C

	DC_21A-28A-42A_n77A
DC_21A-28A-42C_n77A
	DC_21A_n77A
DC_28A_n77A
	CA_21A-28A-42A
	n77A

	DC_21A-28A-42A_n78A
DC_21A-28A-42C_n78A
	DC_21A_n78A
DC_28A_n78A
	CA_21A-28A-42A
	n78A

	DC_21A-28A-42A_n79A
DC_21A-28A-42C_n79A
	DC_21A_n79A
DC_28A_n79A
	CA_21A-28A-42A
	n79A

	DC_21A-28A-42C_n77A
	DC_21A_n77A
DC_28A_n77A
	CA_21A-28A-42C
	n77A

	DC_21A-28A-42C_n78A
	DC_21A_n78A
DC_28A_n78A
	CA_21A-28A-42C
	n78A

	DC_21A-28A-42C_n79A
	DC_21A_n79A
DC_28A_n79A
	CA_21A-28A-42C
	n79A

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.



[bookmark: _Toc535319279]5.5B.4.4	Inter-band EN-DC configurations within FR1 (five bands)
Table 5.5B.4.4-1: Inter-band EN-DC configurations within FR1 (five bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A-3A-5A-7A_n78A
DC_1A-3A-5A-7A-7A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_5A_n78A
DC_7A_n78A
	CA_1A-3A-5A-7A
	n78A

	DC_1A-3A-7A-20A_n28A
	DC_1A_n28A
DC_3A_n28A
DC_7A_n28A
DC_20A_n28A
	CA_1A-3A-7A-20A
	n28A

	DC_1A-3A-5A-7A-7A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_5A_n78A
DC_7A_n78A
	CA_1A-3A-5A-7A-7A
	n78A

	DC_1A-3A-7A-20A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_7A_n78A
DC_20A_n78A
	CA_1A-3A-7A-20A
	n78A

	DC_1A-3A-7A_n28A-n78A
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A
	CA_1A-3A-7A
	CA_n28A-n78A

	DC_1A-3A-19A-21A_n77A
DC_1A-3A-19A-21A_n77C
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A
DC_21A_n77A
	CA_1A-3A-19A-21A
	n77A

	DC_1A-3A-19A-21A_n77C
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A
DC_21A_n77A
	CA_1A-3A-19A-21A
	CA_n77C

	DC_1A-3A-19A-21A_n78A
DC_1A-3A-19A-21A_n78C
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A
DC_21A_n78A
	CA_1A-3A-19A-21A
	n78A

	DC_1A-3A-19A-21A_n78C
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A
DC_21A_n78A
	CA_1A-3A-19A-21A
	CA_n78C

	DC_1A-3A-19A-21A_n79A
DC_1A-3A-19A-21A_n79C
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A
DC_21A_n79A
	CA_1A-3A-19A-21A
	n79A

	DC_1A-3A-19A-21A_n79C
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A
DC_21A_n79A
	CA_1A-3A-19A-21A
	CA_n79C

	DC_1A-3A-19A-42A_n77A
DC_1A-3A-19A-42A_n77C
DC_1A-3A-19A-42C_n77A
DC_1A-3A-19A-42C_n77C
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A
	CA_1A-3A-19A-42A
	n77A

	DC_1A-3A-19A-42A_n77C
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A
	CA_1A-3A-19A-42A
	CA_n77C

	DC_1A-3A-19A-42C_n77A
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A
	CA_1A-3A-19A-42C
	n77A

	DC_1A-3A-19A-42C_n77C
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A
	CA_1A-3A-19A-42C
	CA_n77C

	DC_1A-3A-19A-42A_n78A
DC_1A-3A-19A-42A_n78C
DC_1A-3A-19A-42C_n78A
DC_1A-3A-19A-42C_n78C
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A
	CA_1A-3A-19A-42A
	n78A

	DC_1A-3A-19A-42A_n78C
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78
	CA_1A-3A-19A-42A
	CA_n78C

	DC_1A-3A-19A-42C_n78A
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A
	CA_1A-3A-19A-42C
	n78A

	DC_1A-3A-19A-42C_n78C
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A
	CA_1A-3A-19A-42C
	CA_n78C

	DC_1A-3A-19A-42A_n79A
DC_1A-3A-19A-42A_n79C
DC_1A-3A-19A-42C_n79A
DC_1A-3A-19A-42C_n79C
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A
	CA_1A-3A-19A-42A
	n79A

	DC_1A-3A-19A-42A_n79C
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A
	CA_1A-3A-19A-42A
	CA_n79C

	DC_1A-3A-19A-42C_n79A
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A
	CA_1A-3A-19A-42C
	n79A

	DC_1A-3A-19A-42C_n79C
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A
	CA_1A-3A-19A-42C
	CA_n79C

	DC_1A-3A-20A_n28A-n78A
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A
DC_20A_n28A
DC_20A_n78A
	CA_1A-3A-20A
	CA_n28A-n78A

	DC_1A-3A-21A-42A_n77A
DC_1A-3A-21A-42A_n77C
DC_1A-3A-21A-42C_n77A
DC_1A-3A-21A-42C_n77C
	DC_1A_n77A
DC_3A_n77A
DC_21A_n77A
	CA_1A-3A-21A-42A
	n77A
CA_n77C

	DC_1A-3A-21A-42A_n78A
DC_1A-3A-21A-42A_n78C
DC_1A-3A-21A-42C_n78A
DC_1A-3A-21A-42C_n78C
	DC_1A_n78A
DC_3A_n78A
DC_21A_n78A
	CA_1A-3A-21A-42A
	n78A
CA_n78C

	DC_1A-3A-21A-42A_n79A
DC_1A-3A-21A-42A_n79C
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A
	CA_1A-3A-21A-42A
	n79A
CA_n79C

	DC_1A-3A-21A-42C_n77A
	DC_1A_n77A
DC_3A_n77A
DC_21A_n77A
	CA_1A-3A-21A-42C
	n77A

	DC_1A-3A-21A-42C_n77C
	DC_1A_n77A
DC_3A_n77A
DC_21A_n77A
	CA_1A-3A-21A-42C
	CA_n77C

	DC_1A-3A-21A-42C_n78A
	DC_1A_n78A
DC_3A_n78A
DC_21A_n78A
	CA_1A-3A-21A-42C
	n78A

	DC_1A-3A-21A-42C_n78C
	DC_1A_n78A
DC_3A_n78A
DC_21A_n78A
	CA_1A-3A-21A-42C
	CA_n78C

	DC_1A-3A-21A-42C_n79A
DC_1A-3A-21A-42C_n79C
	DC_1A_n79A
DC_3A_n79A
DC_21A_n79A
	CA_1A-3A-21A-42C
	n79A

	DC_1A-3A-21A-42C_n79C
	DC_1A_n79A
DC_3A_n79A
DC_21A_n79A
	CA_1A-3A-21A-42C
	CA_n79C

	DC_1A-3A-28A-42A_n77A
DC_1A-3A-28A-42C_n77A
	DC_1A_n77A
DC_3A_n77A
DC_28A_n77A
	CA_1A-3A-28A-42A
	n77A

	DC_1A-3A-28A-42A_n78A
DC_1A-3A-28A-42C_n78A
	DC_1A_n78A
DC_3A_n78A
DC_28A_n78A
	CA_1A-3A-28A-42A
	n78A

	DC_1A-3A-28A-42A_n79A
DC_1A-3A-28A-42C_n79A
	DC_1A_n79A
DC_3A_n79A
DC_28A_n79A
	CA_1A-3A-28A-42A
	n79A

	DC_1A-3A-28A-42C_n77A
	DC_1A_n77A
DC_3A_n77A
DC_28A_n77A
	CA_1A-3A-28A-42C
	n77A

	DC_1A-3A-28A-42C_n78A
	DC_1A_n78A
DC_3A_n78A
DC_28A_n78A
	CA_1A-3A-28A-42C
	n78A

	DC_1A-3A-28A-42C_n79A
	DC_1A_n79A
DC_3A_n79A
DC_28A_n79A
	CA_1A-3A-28A-42C
	n79A

	DC_1A-7A-20A_n28A-n78A
	DC_1A_n28A
DC_1A_n78A
DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A
	CA_1A-7A-20A
	CA_n28A-n78A

	DC_1A-19A-21A-42A_n77A
DC_1A-19A-21A-42A_n77C
DC_1A-19A-21A-42C_n77A
DC_1A-19A-21A-42C_n77C
	DC_1A_n77A
DC_19A_n77A
DC_21A_n77A
	CA_1A-19A-21A-42A
	n77A

	DC_1A-19A-21A-42A_n78A
DC_1A-19A-21A-42A_n78C
DC_1A-19A-21A-42C_n78A
DC_1A-19A-21A-42C_n78C
	DC_1A_n78A
DC_19A_n78A
DC_21A_n78A
	CA_1A-19A-21A-42A
	n78A

	DC_1A-19A-21A-42A_n79A
DC_1A-19A-21A-42A_n79C
DC_1A-19A-21A-42C_n79A
DC_1A-19A-21A-42C_n79C
	DC_1A_n79A
DC_19A_n79A
DC_21A_n79A
	CA_1A-19A-21A-42A
	n79A

	DC_1A-19A-21A-42A_n77C
	DC_1A_n77A
DC_19A_n77A
DC_21A_n77A
	CA_1A-19A-21A-42A
	CA_n77C

	DC_1A-19A-21A-42A_n78C
	DC_1A_n78A
DC_19A_n78A
DC_21A_n78A
	CA_1A-19A-21A-42A
	CA_n78C

	DC_1A-19A-21A-42A_n79C
	DC_1A_n79A
DC_19A_n79A
DC_21A_n79A
	CA_1A-19A-21A-42A
	CA_n79C

	DC_1A-19A-21A-42C_n77A
	DC_1A_n77A
DC_19A_n77A
DC_21A_n77A
	CA_1A-19A-21A-42C
	n77A

	DC_1A-19A-21A-42C_n77C
	DC_1A_n77A
DC_19A_n77A
DC_21A_n77A
	CA_1A-19A-21A-42C
	CA_n77C

	DC_1A-19A-21A-42C_n78A
	DC_1A_n78A
DC_19A_n78A
DC_21A_n78A
	CA_1A-19A-21A-42C
	n78A

	DC_1A-19A-21A-42C_n78C
	DC_1A_n78A
DC_19A_n78A
DC_21A_n78A
	CA_1A-19A-21A-42C
	CA_n78C

	DC_1A-19A-21A-42C_n79A
	DC_1A_n79A
DC_19A_n79A
DC_21A_n79A
	CA_1A-19A-21A-42C
	n79A

	DC_1A-19A-21A-42C_n79C
	DC_1A_n79A
DC_19A_n79A
DC_21A_n79A
	CA_1A-19A-21A-42C
	CA_n79C

	DC_1A-21A-28A-42A_n77A
DC_1A-21A-28A-42C_n77A
	DC_1A_n77A
DC_21A_n77A
DC_28A_n77A
	CA_1A-21A-28A-42A
	n77A

	DC_1A-21A-28A-42A_n78A
DC_1A-21A-28A-42C_n78A
	DC_1A_n78A
DC_21A_n78A
DC_28A_n78A
	CA_1A-21A-28A-42A
	n78A

	DC_1A-21A-28A-42A_n79A
DC_1A-21A-28A-42C_n79A
	DC_1A_n79A
DC_21A_n79A
DC_28A_n79A
	CA_1A-21A-28A-42A
	n79A

	DC_1A-21A-28A-42C_n77A
	DC_1A_n77A
DC_21A_n77A
DC_28A_n77A
	CA_1A-21A-28A-42C
	n77A

	DC_1A-21A-28A-42C_n78A
	DC_1A_n78A
DC_21A_n78A
DC_28A_n78A
	CA_1A-21A-28A-42C
	n78A

	DC_1A-21A-28A-42C_n79A
	DC_1A_n79A
DC_21A_n79A
DC_28A_n79A
	CA_1A-21A-28A-42C
	n79A

	DC_3A-7A-20A_n28A-n78A
	DC_3A_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A
	CA_3A-7A-20A
	CA_n28A-n78A

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.



[bookmark: _Toc535319280]5.5B.4.5	Inter-band EN-DC configurations within FR1 (six bands)
Table 5.5B.4.5-1: Inter-band EN-DC configurations within FR1 (six bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A-3A-7A-20A_n28A-n78A
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A
	CA_1A-3A-7A-20A
	CA_n28A-n78A

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.



[bookmark: _Toc535319281]5.5B.5	Inter-band EN-DC including FR2
Supported channel bandwidths for E-UTRA operating bands and CA configurations are defined in TS 36.101 [4] and for NR operating bands and CA configurations in TS 38.101-1 [2], TS 38.101-2 [3] and TS 38.101-3.
[bookmark: _Toc535319282]5.5B.5.1	Inter-band EN-DC configurations including FR2 (two bands)
Table 5.5B.5.1-1: Inter-band EN-DC configurations including FR2 (two bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A_n257A
DC_1A_n257D
DC_1A_n257E
DC_1A_n257F
	DC_1A_n257A
	1A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_2A_n257A
DC_2A_n257(2A)
DC_2C_n257A
DC_2A-2A_n257A
	DC_2A_n257A
	2A
	n257A
CA_n257(2A)

	DC_2A-2A_n257A
	DC_2A_n257A
	CA_2A-2A
	n257A

	DC_2A_n257A
	DC_2A_n257A
	2A
	n257A

	DC_2C_n257A
	DC_2A_n257A
	CA_2C
	n257A

	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_2A_n260J
DC_2A_n260K
DC_2A_n260L
DC_2A_n260M
DC_2A_n260(2A)
DC_2C_n260A
DC_2A-2A_n260A
DC_2A-2A_n260G
DC_2A-2A_n260H
DC_2A-2A_n260I
DC_2A-2A_n260J
DC_2A-2A_n260K
DC_2A-2A_n260L
DC_2A-2A_n260M
	DC_2A_n260A
	2A
	n260A
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M
CA_n260(2A)


	DC_2A-2A_n260A
DC_2A-2A_n260G
DC_2A-2A_n260H
DC_2A-2A_n260I
DC_2A-2A_n260J
DC_2A-2A_n260K
DC_2A-2A_n260L
DC_2A-2A_n260M
	DC_2A_n260A
	CA_2A-2A
	n260A
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_2C_n260A
	DC_2A_n260A
	CA_2C
	n260A

	DC_3A_n257A
DC_3A_n257D
DC_3A_n257E
DC_3A_n257F
	DC_3A_n257A
	3A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_3A_n258A
	DC_3A_n258A
	3A
	n258A

	DC_5A_n257A
DC_5A-5A_n257A
	DC_5A_n257A
	CA_5A-5A
	n257A

	DC_5B_n257A
	DC_5B_n257A
	
	

	DC_5A_n260A
DC_5A_n260B
DC_5A_n260C
DC_5A_n260D
DC_5A_n260E
DC_5A_n260F
DC_5A_n260G
DC_5A_n260H
DC_5A_n260I
DC_5A_n260J
DC_5A_n260K
DC_5A_n260L
DC_5A_n260M
DC_5A_n260O
DC_5A_n260P
DC_5A_n260Q
DC_5A_n260(2A)
DC_5A_n260(3A)
DC_5A_n260(4A)
DC_5A_n260(A-I)
DC_5A_n260(D-G)
DC_5A_n260(D-H)
DC_5A_n260(D-I)
DC_5A_n260(D-O)
DC_5A_n260(D-P)
DC_5A_n260(D-Q)
DC_5A_n260(E-O)
DC_5A_n260(E-P)
DC_5A_n260(E-Q) 
DC_5A_n260(G-I)
DC_5A-5A_n260A
	DC_5A_n260A
	CA_5A-5A
	n260A

	DC_5B_n260A
	DC_5B_n260A
	
	

	DC_5A_n257A
	DC_5A_n257A
	5A
	n257A

	DC_5A_n260A
DC_5A_n260B
DC_5A_n260C
DC_5A_n260D
DC_5A_n260E
DC_5A_n260F
DC_5A_n260G
DC_5A_n260H
DC_5A_n260I
DC_5A_n260J
DC_5A_n260K
DC_5A_n260L
DC_5A_n260M
DC_5A_n260O
DC_5A_n260P
DC_5A_n260Q
DC_5A_n260(2A)
DC_5A_n260(3A)
DC_5A_n260(4A)
DC_5A_n260(A-I)
DC_5A_n260(D-G)
DC_5A_n260(D-H)
DC_5A_n260(D-I)
DC_5A_n260(D-O)
DC_5A_n260(D-P)
DC_5A_n260(D-Q)
DC_5A_n260(E-O)
DC_5A_n260(E-P)
DC_5A_n260(E-Q) 
DC_5A_n260(G-I)
	DC_5A_n260A
	5A
	n260A
CA_n260B
CA_n260C
CA_n260D
CA_n260E
CA_n260F
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M
CA_n260O
CA_n260P
CA_n260Q
CA_n260(2A)
CA_n260(3A)
CA_n260(4A)
CA_n260(A-I)
CA_n260(D-G)
CA_n260(D-H)
CA_n260(D-I)
CA_n260(D-O)
CA_n260(D-P)
CA_n260(D-Q)
CA_n260(E-O)
CA_n260(E-P)
CA_n260(E-Q)
CA_n260(G-I)

	DC_5A_n261A
DC_5A_n261B
DC_5A_n261C
DC_5A_n261D
DC_5A_n261E
DC_5A_n261F
DC_5A_n261G
DC_5A_n261H
DC_5A_n261I
DC_5A_n261J
DC_5A_n261K
DC_5A_n261L
DC_5A_n261M
DC_5A_n261O
DC_5A_n261P
DC_5A_n261Q
DC_5A_n261(2A)
DC_5A_n261(3A)
DC_5A_n261(4A)
DC_5A_n261(D-G)
DC_5A_n261(D-H)
DC_5A_n261(D-I)
DC_5A_n261(D-O)
DC_5A_n261(D-P)
DC_5A_n261(D-Q)
DC_5A_n261(E-O)
DC_5A_n261(E-P)
DC_5A_n261(E-Q) 
	DC_5A_n261A
	5A
	n261A
CA_n261B
CA_n261C
CA_n261D
CA_n261E
CA_n261F
CA_n261G
CA_n261H
CA_n261I
CA_n261J
CA_n261K
CA_n261L
CA_n261M
CA_n261O
CA_n261P
CA_n261Q
CA_n261(2A)
CA_n261(3A)
CA_n261(4A)
CA_n261(D-G)
CA_n261(D-H)
CA_n261(D-I)
CA_n261(D-O)
CA_n261(D-P)
CA_n261(D-Q)
CA_n261(E-O)
CA_n261(E-P)
CA_n261(E-Q)

	DC_5B_n257A
	DC_5B_n257A
	CA_5B
	n257A

	DC_5B_n260A
	DC_5B_n260A
	CA_5B
	n260A

	DC_7A_n257A
DC_7A-7A_n257A
	DC_7A_n257A
	CA_7A-7A
	n257A

	DC_7A_n257A
	DC_7A_n257A
	7A
	n257A

	DC_7A_n258A
	DC_7A_n258A
	7A
	n258A

	DC_8A_n257A
	DC_8A_n257A
	8A
	n257A

	DC_8A_n258A
	DC_8A_n258A
	8A
	n258A

	DC_11A_n257A
	DC_11A_n257A
	11A
	n257A

	DC_12A_n260A
DC_12A_n260G
DC_12A_n260H
DC_12A_n260I
DC_12A_n260J
DC_12A_n260K
DC_12A_n260L
DC_12A_n260M
DC_12A_n260(A-I)
DC_12A_n260(G-I)
	DC_12A_n260A
	12A
	n260A
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M 
CA_n260(A-I) 
CA_n260(G-I)

	DC_13A_n257A
	DC_13A_n257A
	13A
	n257A

	DC_13A_n260A
	DC_13A_n260A
	13A
	n260A

	DC_18A_n257A
	DC_18A_n257A
	18A
	n257A

	DC_19A_n257A
DC_19A_n257D
DC_19A_n257E
DC_19A_n257F
	DC_19A_n257A
	19A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_20A_n258A
	DC_20A_n258A
	20A
	n258A

	DC_21A_n257A
DC_21A_n257D
DC_21A_n257E
DC_21A_n257F
	DC_21A_n257A
	21A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_26A_n257A
	DC_26A_n257A
	26A
	n257A

	DC_28A_n257A
DC_28A_n257D
DC_28A_n257E
DC_28A_n257F
	DC_28A_n257A
	28A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_28A_n258A
	DC_28A_n258A
	28A
	n258A

	DC_30A_n260A
DC_30A_n260G
DC_30A_n260H
DC_30A_n260I
DC_30A_n260J
DC_30A_n260K
DC_30A_n260L
DC_30A_n260M 
DC_30A_n260(A-I) 
DC_30A_n260(G-I)
	DC_30A_n260A
	30A
	n260A
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M 
CA_n260(A-I) 
CA_n260(G-I)

	DC_39A_n258A
	DC_39A_n258A
	39A
	n258A

	DC_41A_n257A
DC_41C_n257A
	DC_41A_n257A
	41A
CA_41C
	n257A

	DC_41C_n257A
	DC_41C_n257A
	
	

	DC_41A_n258A
	DC_41A_n258A
	41A
	n258A

	DC_41C_n257A
	DC_41C_n257A
	CA_41C
	n257A

	DC_42A_n257A
DC_42C_n257A
DC_42A_n257D
DC_42A_n257E
DC_42A_n257F 
DC_42C_n257A
DC_42E_n257A
	DC_42A_n257A
	42A
CA_42C
42A
42A
42A
	n257A
n257A
CA_n257D
CA_n257E
CA_n257F

	DC_42C_n257A
DC_42C_n257D
DC_42C_n257E
DC_42C_n257F
DC_42D_n257A
	DC_42C_n257A
	CA_42C
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_42D_n257A
	DC_42C_n257A
	CA_42D
	n257A

	DC_42E_n257A
	DC_42A_n257A
	CA_42E
	n257A

	DC_48A_n257A
DC_48A-48A_n257A
	DC_48A_n257A
	CA_48A-48A
	n257A

	DC_48C_n257A
	DC_48C_n257A
	
	

	DC_48A_n260A
DC_48A-48A_n260A
	DC_48A_n260A
	CA_48A-48A
	n260A

	DC_48A_n257A
	DC_48A_n257A
	48A
	n257A

	DC_48C_n257A
	DC_48C_n257A
	CA_48C
	n257A

	DC_48C_n260A
	DC_48C_n260A
	CA_48C
	n260A

	DC_48A_n260A
	DC_48A_n260A
	48A
	n260A

	DC_66A_n257A
DC_66A_n257(2A)
DC_66A_n257G
DC_66A_n257H
DC_66A_n257I
DC_66A_n257J
DC_66A_n257K
DC_66A_n257L
DC_66A_n257M
DC_66A-66A_n257A
	DC_66A_n257A
	CA_66A-66A
	n257A

	DC_66C_n257A
	DC_66C_n257A
	
	

	DC_66A_n260A
DC_66A_n260D
DC_66A_n260E
DC_66A_n260F
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I
DC_66A_n260J
DC_66A_n260K
DC_66A_n260L
DC_66A_n260M
DC_66A_n260O
DC_66A_n260P
DC_66A_n260Q
DC_66A_n260(2A)
DC_66A_n260(3A)
DC_66A_n260(4A)
DC_66A_n260(A-I)
DC_66A_n260(D-G)
DC_66A_n260(D-H)
DC_66A_n260(D-I)
DC_66A_n260(D-O)
DC_66A_n260(D-P)
DC_66A_n260(D-Q)
DC_66A_n260(E-O)
DC_66A_n260(E-P)
DC_66A_n260(E-Q) 
DC_66A_n260(G-I)
DC_66A-66A_n260A
DC_66A-66A_n260G
DC_66A-66A_n260H
DC_66A-66A_n260I
DC_66A-66A_n260J
DC_66A-66A_n260K
DC_66A-66A_n260L
DC_66A-66A_n260M
	DC_66A_n260A
	CA_66A-66A
	n260A
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_66A_n257A
DC_66A_n257(2A)
DC_66A_n257G
DC_66A_n257H
DC_66A_n257I
DC_66A_n257J
DC_66A_n257K
DC_66A_n257L
DC_66A_n257M
	DC_66A_n257A
	66A
	n257A
CA_n257(2A)
CA_n257G
CA_n257H
CA_n257I
CA_n257J
CA_n257K
CA_n257L
CA_n257M

	DC_66A_n260A
DC_66A_n260D
DC_66A_n260E
DC_66A_n260F
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I
DC_66A_n260J
DC_66A_n260K
DC_66A_n260L
DC_66A_n260M
DC_66A_n260O
DC_66A_n260P
DC_66A_n260Q
DC_66A_n260(2A)
DC_66A_n260(3A)
DC_66A_n260(4A)
DC_66A_n260(A-I)
DC_66A_n260(D-G)
DC_66A_n260(D-H)
DC_66A_n260(D-I)
DC_66A_n260(D-O)
DC_66A_n260(D-P)
DC_66A_n260(D-Q)
DC_66A_n260(E-O)
DC_66A_n260(E-P)
DC_66A_n260(E-Q) 
DC_66A_n260(G-I)
	DC_66A_n260A
	66A
	n260A
CA_n260D
CA_n260E
CA_n260F
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M
CA_n260O
CA_n260P
CA_n260Q
CA_n260(2A)
CA_n260(3A)
CA_n260(4A)
CA_n260(A-I)
CA_n260(D-G)
CA_n260(D-H)
CA_n260(D-I)
CA_n260(D-O)
CA_n260(D-P)
CA_n260(D-Q)
CA_n260(E-O)
CA_n260(E-P)
CA_n260(E-Q)
CA_n260(G-I)

	DC_66C_n257A
	DC_66C_n257A
	CA_66C
	n257A

	DC_66A_n261A
DC_66A_n261D
DC_66A_n261E
DC_66A_n261F
DC_66A_n261G
DC_66A_n261H
DC_66A_n261I
DC_66A_n261J
DC_66A_n261K
DC_66A_n261L
DC_66A_n261M
DC_66A_n261O
DC_66A_n261P
DC_66A_n261Q
DC_66A_n261(2A)
DC_66A_n261(3A)
DC_66A_n261(4A)
DC_66A_n261(D-G)
DC_66A_n261(D-H)
DC_66A_n261(D-I)
DC_66A_n261(D-O)
DC_66A_n261(D-P)
DC_66A_n261(D-Q)
DC_66A_n261(E-O)
DC_66A_n261(E-P)
DC_66A_n261(E-Q) 
	DC_66A_n261A
	66A
	n261A
CA_n261D
CA_n261E
CA_n261F
CA_n261G
CA_n261H
CA_n261I
CA_n261J
CA_n261K
CA_n261L
CA_n261M
CA_n261O
CA_n261P
CA_n261Q
CA_n261(2A)
CA_n261(3A)
CA_n261(4A)
CA_n261(D-G)
CA_n261(D-H)
CA_n261(D-I)
CA_n261(D-O)
CA_n261(D-P)
CA_n261(D-Q)
CA_n261(E-O)
CA_n261(E-P)
CA_n261(E-Q)

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.



[bookmark: _Toc535319283]5.5B.5.2	Inter-band EN-DC configurations including FR2 (three bands)
Table 5.5B.5.2-1: Inter-band EN-DC configurations including FR2 (three bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A-3A_n257A
DC_1A-3A_n257D
DC_1A-3A_n257E
DC_1A-3A_n257F
	DC_1A_n257A
DC_3A_n257A
	CA_1A-3A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_1A-5A_n257A
	DC_1A_n257A
DC_5A_n257A
	CA_1A-5A
	n257A

	DC_1A-7A_n257A
DC_1A-7A-7A_n257A
	DC_1A_n257A
DC_7A_n257A
	CA_1A-7A
	n257A

	DC_1A-7A-7A_n257A
	DC_1A_n257A
DC_7A_n257A
	CA_1A-7A-7A
	n257A

	DC_1A-8A_n257A
	DC_1A_n257A
DC_8A_n257A
	CA_1A-8A
	n257A

	DC_1A-18A_n257A
	DC_1A_n257A
DC_18A_n257A
	CA_1A-18A
	n257A

	DC_1A-19A_n257A
DC_1A-19A_n257D
DC_1A-19A_n257E
DC_1A-19A_n257F
	DC_1A_n257A
DC_19A_n257A
	CA_1A-19A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_1A-21A_n257A
DC_1A-21A_n257D
DC_1A-21A_n257E
DC_1A-21A_n257F
	DC_1A_n257A
DC_21A_n257A
	CA_1A-21A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_1A-28A_n257A
DC_1A-28A_n257D
DC_1A-28A_n257E
DC_1A-28A_n257F
	DC_1A_n257A
DC_28A_n257A
	CA_1A-28A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_1A-41A_n257A
	DC_1A_n257A
DC_41A_n257A
	CA_1A-41A
	n257A

	DC_1A-41C_n257A
	DC_1A_n257A
DC_41C_n257A
	CA_1A-41C
	n257A

	DC_1A-42A_n257A
DC_1A-42A_n257D
DC_1A-42A_n257E
DC_1A-42A_n257F
DC_1A-42C_n257A
DC_1A-42D_n257A
DC_1A-42E_n257A
	DC_1A_n257A
DC_42A_n257A
	CA_1A-42A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_1A-42C_n257A
	DC_1A_n257A
DC_42A_n257A
	CA_1A-42C
	n257A

	DC_1A-42D_n257A
	DC_1A_n257A
DC_42A_n257A
	CA_1A-42D
	n257A

	DC_1A-42E_n257A
	DC_1A_n257A
DC_42A_n257A
	CA_1A-42E
	n257A

	DC_2A-13A_n260A
	DC_2A_n260A
DC_13A_n260A
	CA_2A-13A
	n260A

	DC_2A-5A_n257A
	DC_2A_n257A
DC_5A_n257A
	CA_2A-5A
	n257A

	DC_2A-5A_n260A
DC_2A-5A_n260G
DC_2A-5A_n260H
DC_2A-5A_n260I
DC_2A-5A_n260J
DC_2A-5A_n260K
DC_2A-5A_n260L
DC_2A-5A_n260M
	DC_2A_n260A
DC_5A_n260A
	CA_2A-5A
	n260A
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_2A-12A_n260A
DC_2A-12A_n260G
DC_2A-12A_n260H
DC_2A-12A_n260I
DC_2A-12A_n260J
DC_2A-12A_n260K
DC_2A-12A_n260L
DC_2A-12A_n260M
	DC_2A_n260A
DC_12A_n260A
	CA_2A-12A
	n260A
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_2A-13A_n257A
	DC_2A_n257A
DC_13A_n257A
	CA_2A-13A
	n257A

	DC_2A-13A_n260A
	DC_2A_n260A
DC_13A_n260A
	
	

	DC_2A-30A_n260A
DC_2A-30A_n260G
DC_2A-30A_n260H
DC_2A-30A_n260I
DC_2A-30A_n260J
DC_2A-30A_n260K
DC_2A-30A_n260L
DC_2A-30A_n260M
	DC_2A_n260A
DC_30A_n260A
	CA_2A-30A
	n260A
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_2A-66A_n257A
	DC_2A_n257A
DC_66A_n257A
	CA_2A-66A
	n257A

	DC_2A-66A_n260A
DC_2A-66A_n260G
DC_2A-66A_n260H
DC_2A-66A_n260I
DC_2A-66A_n260J
DC_2A-66A_n260K
DC_2A-66A_n260L
DC_2A-66A_n260M
	DC_2A_n260A
DC_66A_n260A
	CA_2A-66A
	n260A
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_3A-5A_n257A
	DC_3A_n257A
DC_5A_n257A
	CA_3A-5A
	n257A

	DC_3A-7A_n257A
DC_3A-7A-7A_n257A
	DC_3A_n257A
DC_7A_n257A
	CA_3A-7A-7A
	n257A

	DC_3A-7A_n257A
	DC_3A_n257A
DC_7A_n257A
	CA_3A-7A
	n257A

	DC_3A-19A_n257A
DC_3A-19A_n257D
DC_3A-19A_n257E
DC_3A-19A_n257F
	DC_3A_n257A
DC_19A_n257A
	CA_3A-19A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_3A-21A_n257A
DC_3A-21A_n257D
DC_3A-21A_n257E
DC_3A-21A_n257F
	DC_3A_n257A
DC_21A_n257A
	CA_3A-21A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_3A-28A_n257A
DC_3A-28A_n257D
DC_3A-28A_n257E
DC_3A-28A_n257F
	DC_3A_n257A
DC_28A_n257A
	CA_3A-28A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_3A-41A_n257A
	DC_3A_n257A
DC_41A_n257A
	CA_3A-41A
	n257A

	DC_3A-42A_n257A
DC_3A-42A_n257D
DC_3A-42A_n257E
DC_3A-42A_n257F
DC_3A-42C_n257A
DC_3A-42D_n257A
DC_3A-42E_n257A
	DC_3A_n257A
DC_42A_n257A
	CA_3A-42A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_3A-42C_n257A
	DC_3A_n257A
DC_42A_n257A
	CA_3A-42C
	n257A

	DC_3A-42D_n257A
	DC_3A_n257A
DC_42A_n257A
	CA_3A-42D
	n257A

	DC_3A-42E_n257A
	DC_3A_n257A
DC_42A_n257A
	CA_3A-42E
	n257A

	DC_5A-7A_n257A
DC_5A-7A-7A_n257A
	DC_5A_n257A
DC_7A_n257A
	
	

	DC_5A-30A_n260A
DC_5A-30A_n260G
DC_5A-30A_n260H
DC_5A-30A_n260I
DC_5A-30A_n260J
DC_5A-30A_n260K
DC_5A-30A_n260L
DC_5A-30A_n260M
	DC_5A_n260A
DC_30A_n260A
	CA_5A-30A
	n260A
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_5A-66A_n257A
	DC_5A_n257A
DC_66A_n257A
	CA_5A-66A
	n257A

	DC_5A-66A_n260A
DC_5A-66A_n260G
DC_5A-66A_n260H
DC_5A-66A_n260I
DC_5A-66A_n260J
DC_5A-66A_n260K
DC_5A-66A_n260L
DC_5A-66A_n260M
	DC_5A_n260A
DC_66A_n260A
	CA_5A-66A
	n260A
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_5A-7A-7A_n257A
	DC_5A_n257A
DC_7A_n257A
	CA_5A-7A-7A
	n257A

	DC_5A-7A_n257A
	DC_5A_n257A
DC_7A_n257A
	CA_5A-7A
	n257A

	DC_12A-30A_n260A
DC_12A-30A_n260G
DC_12A-30A_n260H
DC_12A-30A_n260I
DC_12A-30A_n260J
DC_12A-30A_n260K
DC_12A-30A_n260L
DC_12A-30A_n260M
	DC_12A_n260A
DC_30A_n260A
	CA_12A-30A
	n260A
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_12A-66A_n260A
DC_12A-66A_n260G
DC_12A-66A_n260H
DC_12A-66A_n260I
DC_12A-66A_n260J
DC_12A-66A_n260K
DC_12A-66A_n260L
DC_12A-66A_n260M
	DC_12A_n260A
DC_66A_n260A
	CA_12A-66A
	n260A
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_13A-66A_n257A
	DC_13A_n257A
DC_66A_n257A
	CA_13A-66A
	n257A

	DC_13A-66A_n260A
	DC_13A_n260A
DC_66A_n260A
	CA_13A-66A
	n260A

	DC_18A-28A_n257A
	DC_18A_n257A
DC_28A_n257A
	CA_18A-28A
	n257A

	DC_19A-21A_n257A
DC_19A-21A_n257D
DC_19A-21A_n257E
DC_19A-21A_n257F
	DC_19A_n257A
DC_21A_n257A
	
	

	DC_19A-42A_n257A
DC_19A-42A_n257D
DC_19A-42A_n257E
DC_19A-42A_n257F
DC_19A-42C_n257A
	DC_19A_n257A
DC_42A_n257A
	CA_19A-42A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_19A-21A_n257A
DC_19A-21A_n257D
DC_19A-21A_n257E
DC_19A-21A_n257F
	DC_19A_n257A
DC_21A_n257A
	CA_19A-21A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_19A-42C_n257A
	DC_19A_n257A
DC_42A_n257A
	CA_19A-42C
	n257A

	DC_21A-28A_n257A
DC_21A-28A_n257D
DC_21A-28A_n257E
DC_21A-28A_n257F
	DC_21A_n257A
DC_28A_n257A
	CA_21A-28A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_21A-42A_n257A
DC_21A-42A_n257D
DC_21A-42A_n257E
DC_21A-42A_n257F
DC_21A-42C_n257A
	DC_21A_n257A
DC_42A_n257A
	CA_21A-42A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_21A-42C_n257A
	DC_21A_n257A
DC_42A_n257A
	CA_21A-42C
	n257A

	DC_28A-42C_n257A
DC_28A-42A_n257A
	DC_28A_n257A
DC_42A_n257A
	CA_28A-42C
	n257A

	DC_28A-42A_n257A
	DC_28A_n257A
DC_42A_n257A
	CA_28A-42A
	n257A

	DC_30A-66A_n260A
DC_30A-66A_n260G
DC_30A-66A_n260H
DC_30A-66A_n260I
DC_30A-66A_n260J
DC_30A-66A_n260K
DC_30A-66A_n260L
DC_30A-66A_n260M
	DC_30A_n260A
DC_66A_n260A
	CA_30A-66A
	n260A
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_41A-42A_n257A
DC_41A-42C_n257A
DC_41C-42A_n257A
DC_41C-42C_n257A
	DC_41A_n257A
DC_42A_n257A
	CA_41A-42A
	n257A

	DC_41A-42C_n257A
	DC_41A_n257A
DC_42C_n257A
	CA_41A-42C
	n257A

	DC_41C-42A_n257A
	DC_41C_n257A
DC_42A_n257A
	CA_41C-42A
	n257A

	DC_41C-42C_n257A
	DC_41A_n257A
DC_42A_n257A
	CA_41C-42C
	n257A

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.



[bookmark: _Toc535319284]5.5B.5.3	Inter-band EN-DC configurations including FR2 (four bands)
Table 5.5B.5.3-1: Inter-band EN-DC configurations including FR2 (four bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A-3A-5A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_5A_n257A
	CA_1A-3A-5A
	n257A

	DC_1A-3A-7A_n257A
DC_1A-3A-7A-7A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_7A_n257A
	CA_1A-3A-7A-7A
	n257A

	DC_1A-3A-7A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_7A_n257A
	CA_1A-3A-7A
	n257A

	DC_1A-3A-19A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
	CA_1A-3A-19A
	n257A

	DC_1A-3A-21A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_21A_n257A
	CA_1A-3A-21A
	n257A

	DC_1A-3A-28A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_28A_n257A
	CA_1A-3A-28A
	n257A

	DC_1A-3A-42A_n257A
DC_1A-3A-42C_n257A
DC_1A-3A-42C_n257D
DC_1A-3A-42C_n257F
	DC_1A_n257A
DC_3A_n257A
DC_42A_n257A
	CA_1A-3A-42A
	n257A

	DC_1A-3A-42C_n257A
	DC_1A_n257A
DC_3A_n257A
DC_42A_n257A
	CA_1A-3A-42C
	n257A

	DC_1A-3A-42C_n257D
	DC_1A_n257A
DC_3A_n257A
DC_42A_n257A
	CA_1A-3A-42C
	CA_n257D

	DC_1A-3A-42C_n257E
	DC_1A_n257A
DC_3A_n257A
DC_42A_n257A
	CA_1A-3A-42C
	CA_n257E

	DC_1A-3A-42C_n257F
	DC_1A_n257A
DC_3A_n257A
DC_42A_n257A
	CA_1A-3A-42C
	CA_n257F

	DC_1A-5A-7A_n257A
DC_1A-5A-7A-7A_n257A
	DC_1A_n257A
DC_5A_n257A
DC_7A_n257A
	CA_1A-5A-7A-7A
	n257A

	DC_1A-5A-7A_n257A
	DC_1A_n257A
DC_5A_n257A
DC_7A_n257A
	CA_1A-5A-7A
	n257A

	DC_1A-18A-28A_n257A
	DC_1A_n257A
DC_18A_n257A
DC_28A_n257A
	CA_1A-18A-28A
	n257A

	DC_1A-19A-21A_n257A
DC_1A-19A-21A_n257D
DC_1A-19A-21A_n257E
DC_1A-19A-21A_n257F
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
	CA_1A-19A-21A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_1A-19A-42A_n257A
DC_1A-19A-42C_n257A
DC_1A-19A-42C_n257D
DC_1A-19A-42C_n257E
DC_1A-19A-42C_n257F
	DC_1A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-19A-42A
	n257A

	DC_1A-19A-42C_n257A
	DC_1A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-19A-42C
	n257A

	DC_1A-19A-42C_n257D
	DC_1A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-19A-42C
	CA_n257D

	DC_1A-19A-42C_n257E
	DC_1A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-19A-42C
	CA_n257E

	DC_1A-19A-42C_n257F
	DC_1A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-19A-42C
	CA_n257F

	DC_1A-21A-28A_n257A
	DC_1A_n257A
DC_21A_n257A
DC_28A_n257A
	CA_1A-21A-28A
	n257A

	DC_1A-21A-42A_n257A
DC_1A-21A-42C_n257A
DC_1A-21A-42C_n257D
DC_1A-21A-42C_n257E
DC_1A-21A-42C_n257F
	DC_1A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-21A-42A
	n257A

	DC_1A-21A-42C_n257A
	DC_1A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-21A-42C
	n257A

	DC_1A-21A-42C_n257D
	DC_1A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-21A-42C
	CA_n257D

	DC_1A-21A-42C_n257E
	DC_1A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-21A-42C
	CA_n257E

	DC_1A-21A-42C_n257F
	DC_1A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-21A-42C
	CA_n257F

	DC_1A-28A-42A_n257A
	DC_1A_n257A
DC_28A_n257A
DC_42A_n257A
	CA_1A-28A-42A
	n257A

	DC_1A-28A-42C_n257A
	DC_1A_n257A
DC_28A_n257A
DC_42A_n257A
	CA_1A-28A-42C
	n257A

	DC_1A-41A-42A_n257A
	DC_1A_n257A
DC_41A_n257A
DC_42A_n257A
	CA_1A-41A-42A
	n257A

	DC_1A-41A-42C_n257A
	DC_1A_n257A
DC_41A_n257A
DC_42A_n257A
	CA_1A-41A-42C
	n257A

	DC_1A-41C-42A_n257A
	DC_1A_n257A
DC_41A_n257A
DC_42A_n257A
	CA_1A-41C-42A
	n257A

	DC_1A-41C-42C_n257A
	DC_1A_n257A
DC_41A_n257A
DC_42A_n257A
	CA_1A-41C-42C
	n257A

	DC_3A-5A-7A_n257A
DC_3A-5A-7A-7A_n257A
	DC_3A_n257A
DC_5A_n257A
DC_7A_n257A
	CA_3A-5A-7A-7A
	n257A

	DC_3A-5A-7A_n257A
	DC_3A_n257A
DC_5A_n257A
DC_7A_n257A
	CA_3A-5A-7A
	n257A

	DC_3A-19A-21A_n257A
	DC_3A_n257A
DC_19A_n257A
DC_21A_n257A
	CA_3A-19A-21A
	n257A

	DC_3A-19A-42A_n257A
DC_3A-19A-42C_n257A
DC_3A-19A-42C_n257D
DC_3A-19A-42C_n257E
DC_3A-19A-42C_n257F
	DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_3A-19A-42A
	n257A

	DC_3A-19A-42C_n257A
	DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_3A-19A-42C
	n257A

	DC_3A-19A-42C_n257D
	DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_3A-19A-42C
	CA_n257D

	DC_3A-19A-42C_n257E
	DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_3A-19A-42C
	CA_n257E

	DC_3A-19A-42C_n257F
	DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_3A-19A-42C
	CA_n257F

	DC_3A-21A-42A_n257A
DC_3A-21A-42C_n257A
DC_3A-21A-42C_n257D
DC_3A-21A-42C_n257E
DC_3A-21A-42C_n257F
	DC_3A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_3A-21A-42A
	n257A

	DC_3A-21A-42C_n257A
	DC_3A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_3A-21A-42C
	n257A

	DC_3A-21A-42C_n257D
	DC_3A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_3A-21A-42C
	CA_n257D

	DC_3A-21A-42C_n257E
	DC_3A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_3A-21A-42C
	CA_n257E

	DC_3A-21A-42C_n257F
	DC_3A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_3A-21A-42C
	CA_n257F

	DC_3A-28A-42A_n257A
	DC_3A_n257A
DC_28A_n257A
DC_42A_n257A
	CA_3A-28A-42A
	n257A

	DC_3A-28A-42C_n257A
	DC_3A_n257A
DC_28A_n257A
DC_42A_n257A
	CA_3A-28A-42C
	n257A

	DC_19A-21A-42A_n257A
	DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_19A-21A-42A
	n257A

	DC_19A-21A-42C_n257D
	DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_19A-21A-42C
	CA_n257D

	DC_19A-21A-42C_n257E
	DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_19A-21A-42C
	CA_n257E

	DC_19A-21A-42C_n257F
	DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_19A-21A-42C
	CA_n257F

	DC_19A-21A-42C_n257A
	DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_19A-21A-42C
	n257A

	DC_21A-28A-42A_n257A
DC_21A-28A-42C_n257A
	DC_21A_n257A
DC_28A_n257A
DC_42A_n257A
	CA_21A-28A-42A
	n257A

	DC_21A-28A-42C_n257A
	DC_21A_n257A
DC_28A_n257A
DC_42A_n257A
	CA_21A-28A-42C
	n257A

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.




[bookmark: _Toc535319285]5.5B.5.4	Inter-band EN-DC configurations including FR2 (five bands)
Table 5.5B.5.4-1: Inter-band EN-DC configurations including FR2 (five bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A-3A-5A-7A_n257A
DC_1A-3A-5A-7A-7A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_5A_n257A
DC_7A_n257A
	CA_1A-3A-5A-7A
	n257A

	DC_1A-3A-5A-7A-7A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_5A_n257A
DC_7A_n257A
	CA_1A-3A-5A-7A-7A
	n257A

	DC_1A-3A-19A-21A_n257A
DC_1A-3A-19A-21A_n257D
DC_1A-3A-19A-21A_n257E
DC_1A-3A-19A-21A_n257F
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_21A_n257A
	CA_1A-3A-19A-21A
	n257A

	DC_1A-3A-19A-21A_n257D
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_21A_n257A
	CA_1A-3A-19A-21A
	CA_n257D

	DC_1A-3A-19A-21A_n257E
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_21A_n257A
	CA_1A-3A-19A-21A
	CA_n257E

	DC_1A-3A-19A-21A_n257F
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_21A_n257A
	CA_1A-3A-19A-21A
	CA_n257F

	DC_1A-3A-19A-42A_n257A
DC_1A-3A-19A-42A_n257D
DC_1A-3A-19A-42A_n257E
DC_1A-3A-19A-42A_n257F
DC_1A-3A-19A-42C_n257A
DC_1A-3A-19A-42C_n257D
DC_1A-3A-19A-42C_n257E
DC_1A-3A-19A-42C_n257F
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-3A-19A-42A
	n257A

	DC_1A-3A-19A-42A_n257D
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-3A-19A-42A
	CA_n257D

	DC_1A-3A-19A-42A_n257E
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-3A-19A-42A
	CA_n257E

	DC_1A-3A-19A-42A_n257F
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-3A-19A-42A
	CA_n257F

	DC_1A-3A-19A-42C_n257A
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-3A-19A-42C
	n257A

	DC_1A-3A-19A-42C_n257D
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-3A-19A-42C
	CA_n257D

	DC_1A-3A-19A-42C_n257E
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-3A-19A-42C
	CA_n257E

	DC_1A-3A-19A-42C_n257F
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-3A-19A-42C
	CA_n257F

	DC_1A-3A-21A-42A_n257A
DC_1A-3A-21A-42C_n257A
DC_1A-3A-21A-42C_n257D
DC_1A-3A-21A-42C_n257E
DC_1A-3A-21A-42C_n257F
	DC_1A_n257A
DC_3A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-3A-21A-42A
	n257A

	DC_1A-3A-21A-42C_n257A
	DC_1A_n257A
DC_3A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-3A-21A-42C
	n257A

	DC_1A-3A-21A-42C_n257D
	DC_1A_n257A
DC_3A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-3A-21A-42C
	CA_n257D

	DC_1A-3A-21A-42C_n257E
	DC_1A_n257A
DC_3A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-3A-21A-42C
	CA_n257E

	DC_1A-3A-21A-42C_n257F
	DC_1A_n257A
DC_3A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-3A-21A-42C
	CA_n257F

	DC_1A-3A-28A-42A_n257A
DC_1A-3A-28A-42C_n257A
	DC_1A_n257A
DC_3A_n257A
DC_28A_n257A
DC_42A_n257A
	CA_1A-3A-28A-42A
	n257A

	DC_1A-3A-28A-42C_n257A
	DC_1A_n257A
DC_3A_n257A
DC_28A_n257A
DC_42A_n257A
	CA_1A-3A-28A-42C
	n257A

	DC_1A-19A-21A-42A_n257A
DC_1A-19A-21A-42A_n257D
DC_1A-19A-21A-42A_n257E
DC_1A-19A-21A-42A_n257F
DC_1A-19A-21A-42C_n257A
DC_1A-19A-21A-42C_n257D
DC_1A-19A-21A-42C_n257E
DC_1A-19A-21A-42C_n257F
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-19A-21A-42A
	n257A

	DC_1A-19A-21A-42A_n257D
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-19A-21A-42A
	CA_n257D

	DC_1A-19A-21A-42A_n257E
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-19A-21A-42A
	CA_n257E

	DC_1A-19A-21A-42A_n257F
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-19A-21A-42A
	CA_n257F

	DC_1A-19A-21A-42C_n257A
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-19A-21A-42C
	n257A

	DC_1A-19A-21A-42C_n257D
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-19A-21A-42C
	CA_n257D

	DC_1A-19A-21A-42C_n257E
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-19A-21A-42C
	CA_n257E

	DC_1A-19A-21A-42C_n257F
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-19A-21A-42C
	CA_n257F

	DC_1A-19A-28A-42C_n257A
	DC_1A_n257A
DC_19A_n257A
DC_28A_n257A
DC_42A_n257A
	CA_1A-19A-28A-42C
	n257A

	DC_1A-21A-28A-42A_n257A
	DC_1A_n257A
DC_21A_n257A
DC_28A_n257A
DC_42A_n257A
	CA_1A-21A-28A-42A
	n257A

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.



[bookmark: _Toc535319286]5.5B.5.5	Inter-band EN-DC configurations including FR2 (six bands)
Table 5.5B.5.5-1: Inter-band EN-DC configurations including FR2 (six bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	
	
	
	

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.



[bookmark: _Toc535319287]5.5B.6	Inter-band EN-DC including FR1 and FR2
Supported channel bandwidths for E-UTRA operating bands and CA configurations are defined in TS 36.101 [4] and for NR operating bands and CA configurations in TS 38.101-1 [2], TS 38.101-2 [3] and TS 38.101-3.
[bookmark: _Toc535319288]5.5B.6.1	Void
[bookmark: _Toc535319289]5.5B.6.2	Inter-band EN-DC configurations including FR1 and FR2 (three bands)
Table 5.5B.6.2-1: Inter-band EN-DC configurations including FR1 and FR2 (three bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A_n77A-n257A
DC_1A_n77A-n257D
DC_1A_n77A-n257E
DC_1A_n77A-n257F
DC_1A_n77C-n257A
DC_1A_n77C-n257D
DC_1A_n77C-n257E
DC_1A_n77C-n257F
	DC_1A_n77A
DC_1A_n257A
DC_1A_n77A-n257A
	1A
	CA_n77A-n257A

	DC_1A_n77A-n257D
	DC_1A_n77A
DC_1A-n257A
DC_1A_n77A-n257A
	1A
	CA_n77A-n257D

	DC_1A_n77A-n257E
	DC_1A_n77A
DC_1A_n257A
DC_1A_n77A-n257A
	1A
	CA_n77A-n257E

	DC_1A_n77A-n257F
	DC_1A_n77A
DC_1A_n257A
DC_1A_n77A-n257A
	1A
	CA_n77A-n257F

	DC_1A_n77C-n257A
	DC_1A_n77A
DC_1A_n257A
DC_1A_n77A-n257A
	1A
	CA_n77C-n257A

	DC_1A_n77C-n257D
	DC_1A_n77A
DC_1A_n257A
DC_1A_n77A-n257A
	1A
	CA_n77C-n257D

	DC_1A_n77C-n257E
	DC_1A_n77A
DC_1A_n257A
DC_1A_n77A-n257A
	1A
	CA_n77C-n257E

	DC_1A_n77C-n257F
	DC_1A_n77A
DC_1A_n257A
DC_1A_n77A-n257A
	1A
	CA_n77C-n257F

	DC_1A_n78A-n257A
DC_1A_n78A-n257D
DC_1A_n78A-n257E
DC_1A_n78A-n257F
DC_1A_n78C-n257A
DC_1A_n78C-n257D
DC_1A_n78C-n257E
DC_1A_n78C-n257F
	DC_1A_n78A
DC_1A_n257A
DC_1A_n78A-n257A
	1A
	CA_n78A-n257A

	DC_1A_n78A-n257D
	DC_1A_n78A
DC_1A-n257A
DC_1A_n78A-n257A
	1A
	CA_n78A-n257D

	DC_1A_n78A-n257E
	DC_1A_n78A
DC_1A_n257A
DC_1A_n78A-n257A
	1A
	CA_n78A-n257E

	DC_1A_n78A-n257F
	DC_1A_n78A
DC_1A_n257A
DC_1A_n78A-n257A
	1A
	CA_n78A-n257F

	DC_1A_n78C-n257A
	DC_1A_n78A
DC_1A_n257A
DC_1A_n78A-n257A
	1A
	CA_n78C-n257A

	DC_1A_n78C-n257D
	DC_1A_n78A
DC_1A_n257A
DC_1A_n78A-n257A
	1A
	CA_n78C-n257D

	DC_1A_n78C-n257E
	DC_1A_n78A
DC_1A_n257A
DC_1A_n78A-n257A
	1A
	CA_n78C-n257E

	DC_1A_n78C-n257F
	DC_1A_n78A
DC_1A_n257A
DC_1A_n78A-n257A
	1A
	CA_n78C-n257F

	DC_1A_n79A-n257A
DC_1A_n79A-n257D
DC_1A_n79A-n257E
DC_1A_n79A-n257F
DC_1A_n79C-n257A
DC_1A_n79C-n257D
DC_1A_n79C-n257E
DC_1A_n79C-n257F
	DC_1A_n79A
DC_1A_n257A
DC_1A_n79A-n257A
	1A
	CA_n79A-n257A

	DC_1A_n79A-n257D
	DC_1A_n79A
DC_1A-n257A
DC_1A_n79A-n257A
	1A
	CA_n79A-n257D

	DC_1A_n79A-n257E
	DC_1A_n79A
DC_1A_n257A
DC_1A_n79A-n257A
	1A
	CA_n79A-n257E

	DC_1A_n79A-n257F
	DC_1A_n79A
DC_1A_n257A
DC_1A_n79A-n257A
	1A
	CA_n79A-n257F

	DC_1A_n79C-n257A
	DC_1A_n79A
DC_1A_n257A
DC_1A_n79A-n257A
	1A
	CA_n79C-n257A

	DC_1A_n79C-n257D
	DC_1A_n79A
DC_1A_n257A
DC_1A_n79A-n257A
	1A
	CA_n79C-n257D

	DC_1A_n79C-n257E
	DC_1A_n79A
DC_1A_n257A
DC_1A_n79A-n257A
	1A
	CA_n79C-n257E

	DC_1A_n79C-n257F
	DC_1A_n79A
DC_1A_n257A
DC_1A_n79A-n257A
	1A
	CA_n79C-n257F

	DC_3A_n77A-n257A
DC_3A_n77A-n257D
DC_3A_n77A-n257E
DC_3A_n77A-n257F
DC_3A_n77C-n257A
DC_3A_n77C-n257D
DC_3A_n77C-n257E
DC_3A_n77C-n257F
	DC_3A_n77A
DC_3A_n257A
DC_3A_n77A-n257A
	3A
	CA_n77A-n257A

	DC_3A_n77A-n257D
	DC_3A_n77A
DC_3A_n257A
DC_3A_n77A-n257A
	3A
	CA_n77A-n257D

	DC_3A_n77A-n257E
	DC_3A_n77A
DC_3A_n257A
DC_3A_n77A-n257A
	3A
	CA_n77A-n257E

	DC_3A_n77A-n257F
	DC_3A_n77A
DC_3A_n257A
DC_3A_n77A-n257A
	3A
	CA_n77A-n257F

	DC_3A_n77C-n257A
	DC_3A_n77A
DC_3A_n257A
DC_3A_n77A-n257A
	3A
	CA_n77C-n257A

	DC_3A_n77C-n257D
	DC_3A_n77A
DC_3A_n257A
DC_3A_n77A-n257A
	3A
	CA_n77C-n257D

	DC_3A_n77C-n257E
	DC_3A_n77A
DC_3A_n257A
DC_3A_n77A-n257A
	3A
	CA_n77C-n257E

	DC_3A_n77C-n257F
	DC_3A_n77A
DC_3A_n257A
DC_3A_n77A-n257A
	3A
	CA_n77C-n257F

	DC_3A_n78A-n257A
DC_3A_n78A-n257D
DC_3A_n78A-n257E
DC_3A_n78A-n257F
DC_3A_n78C-n257A
DC_3A_n78C-n257D
DC_3A_n78C-n257E
DC_3A_n78C-n257F
	DC_3A_n78A
DC_3A_n257A
DC_3A_n78A-n257A
	3A
	CA_n78A-n257A

	DC_3A_n78A-n257D
	DC_3A_n78A
DC_3A_n257A
DC_3A_n78A-n257A
	3A
	CA_n78A-n257D

	DC_3A_n78A-n257E
	DC_3A_n78A
DC_3A_n257A
DC_3A_n78A-n257A
	3A
	CA_n78A-n257E

	DC_3A_n78A-n257F
	DC_3A_n78A
DC_3A_n257A
DC_3A_n78A-n257A
	3A
	CA_n78A-n257F

	DC_3A_n78C-n257A
	DC_3A_n78A
DC_3A_n257A
DC_3A_n78A-n257A
	3A
	CA_n78C-n257A

	DC_3A_n78C-n257D
	DC_3A_n78A
DC_3A_n257A
DC_3A_n78A-n257A
	3A
	CA_n78C-n257D

	DC_3A_n78C-n257E
	DC_3A_n78A
DC_3A_n257A
DC_3A_n78A-n257A
	3A
	CA_n78C-n257E

	DC_3A_n78C-n257F
	DC_3A_n78A
DC_3A_n257A
DC_3A_n78A-n257A
	3A
	CA_n78C-n257F

	DC_3A_n79A-n257A
DC_3A_n79A-n257D
DC_3A_n79A-n257E
DC_3A_n79A-n257F
DC_3A_n79C-n257A
DC_3A_n79C-n257D
DC_3A_n79C-n257E
DC_3A_n79C-n257F
	DC_3A_n79A
DC_3A_n257A
DC_3A_n79A-n257A
	3A
	CA_n79A-n257A

	DC_3A_n79A-n257D
	DC_3A_n79A
DC_3A_n257A
DC_3A_n79A-n257A
	3A
	CA_n79A-n257D

	DC_3A_n79A-n257E
	DC_3A_n79A
DC_3A_n257A
DC_3A_n79A-n257A
	3A
	CA_n79A-n257E

	DC_3A_n79A-n257F
	DC_3A_n79A
DC_3A_n257A
DC_3A_n79A-n257A
	3A
	CA_n79A-n257F

	DC_3A_n79C-n257A
	DC_3A_n79A
DC_3A_n257A
DC_3A_n79A-n257A
	3A
	CA_n79C-n257A

	DC_3A_n79C-n257D
	DC_3A_n79A
DC_3A_n257A
DC_3A_n79A-n257A
	3A
	CA_n79C-n257D

	DC_3A_n79C-n257E
	DC_3A_n79A
DC_3A_n257A
DC_3A_n79A-n257A
	3A
	CA_n79C-n257E

	DC_3A_n79C-n257F
	DC_3A_n79A
DC_3A_n257A
DC_3A_n79A-n257A
	3A
	CA_n79C-n257F

	DC_5A_n78A-n257A
	DC_5A_n78A
DC_5A_n257A
	5A
	CA_n78A-n257A

	DC_7A_n78A-n257A
	DC_7A_n78A
DC_7A_n257A
	7A
	CA_n78A-n257A

	DC_7A-7A_n78A-n257A
	DC_7A_n78A
DC_7A_n257A
DC_7A_n78A-n257A
	CA_7A-7A
	CA_n78A-n257A

	DC_19A_n77A-n257A
DC_19A_n77A-n257D
DC_19A_n77A-n257E
DC_19A_n77A-n257F
DC_19A_n77C-n257A
DC_19A_n77C-n257D
DC_19A_n77C-n257E
DC_19A_n77C-n257F
	DC_19A_n77A
DC_19A_n257A
DC_19A_n77A-n257A
	19A
	CA_n77A-n257A

	DC_19A_n77A-n257D
	DC_19A_n77A
DC_19A_n257A
DC_19A_n77A-n257A
	19A
	CA_n77A-n257D

	DC_19A_n77A-n257E
	DC_19A_n77A
DC_19A_n257A
DC_19A_n77A-n257A
	19A
	CA_n77A-n257E

	DC_19A_n77A-n257F
	DC_19A_n77A
DC_19A_n257A
DC_19A_n77A-n257A
	19A
	CA_n77A-n257F

	DC_19A_n77C-n257A
	DC_19A_n77A
DC_19A_n257A
DC_19A_n77A-n257A
	19A
	CA_n77C-n257A

	DC_19A_n77C-n257D
	DC_19A_n77A
DC_19A_n257A
DC_19A_n77A-n257A
	19A
	CA_n77C-n257D

	DC_19A_n77C-n257E
	DC_19A_n77A
DC_19A_n257A
DC_19A_n77A-n257A
	19A
	CA_n77C-n257E

	DC_19A_n77C-n257F
	DC_19A_n77A
DC_19A_n257A
DC_19A_n77A-n257A
	19A
	CA_n77C-n257F

	DC_19A_n78A-n257A
DC_19A_n78A-n257D
DC_19A_n78A-n257E
DC_19A_n78A-n257F
DC_19A_n78C-n257A
DC_19A_n78C-n257D
DC_19A_n78C-n257E
DC_19A_n78C-n257F
	DC_19A_n78A
DC_19A_n257A
DC_19A_n78A-n257A
	19A
	CA_n78A-n257A

	DC_19A_n78A-n257D
	DC_19A_n78A
DC_19A_n257A
DC_19A_n78A-n257A
	19A
	CA_n78A-n257D

	DC_19A_n78A-n257E
	DC_19A_n78A
DC_19A_n257A
DC_19A_n78A-n257A
	19A
	CA_n78A-n257E

	DC_19A_n78A-n257F
	DC_19A_n78A
DC_19A_n257A
DC_19A_n78A-n257A
	19A
	CA_n78A-n257F

	DC_19A_n78C-n257A
	DC_19A_n78A
DC_19A_n257A
DC_19A_n78A-n257A
	19A
	CA_n78C-n257A

	DC_19A_n78C-n257D
	DC_19A_n78A
DC_19A_n257A
DC_19A_n78A-n257A
	19A
	CA_n78C-n257D

	DC_19A_n78C-n257E
	DC_19A_n78A
DC_19A_n257A
DC_19A_n78A-n257A
	19A
	CA_n78C-n257E

	DC_19A_n78C-n257F
	DC_19A_n78A
DC_19A_n257A
DC_19A_n78A-n257A
	19A
	CA_n78C-n257F

	DC_19A_n79A-n257A
DC_19A_n79A-n257D
DC_19A_n79A-n257E
DC_19A_n79A-n257F
DC_19A_n79C-n257A
DC_19A_n79C-n257D
DC_19A_n79C-n257E
DC_19A_n79C-n257F
	DC_19A_n79A
DC_19A_n257A
DC_19A_n79A-n257A
	19A
	CA_n79A-n257A

	DC_19A_n79A-n257D
	DC_19A_n79A
DC_19A_n257A
DC_19A_n79A-n257A
	19A
	CA_n79A-n257D

	DC_19A_n79A-n257E
	DC_19A_n79A
DC_19A_n257A
DC_19A_n79A-n257A
	19A
	CA_n79A-n257E

	DC_19A_n79A-n257F
	DC_19A_n79A
DC_19A_n257A
DC_19A_n79A-n257A
	19A
	CA_n79A-n257F

	DC_19A_n79C-n257A
	DC_19A_n79A
DC_19A_n257A
DC_19A_n79A-n257A
	19A
	CA_n79C-n257A

	DC_19A_n79C-n257D
	DC_19A_n79A
DC_19A_n257A
DC_19A_n79A-n257A
	19A
	CA_n79C-n257D

	DC_19A_n79C-n257E
	DC_19A_n79A
DC_19A_n257A
DC_19A_n79A-n257A
	19A
	CA_n79C-n257E

	DC_19A_n79C-n257F
	DC_19A_n79A
DC_19A_n257A
DC_19A_n79A-n257A
	19A
	CA_n79C-n257F

	DC_21A_n77A-n257A
	DC_21A_n77A
DC_21A_n257A
	21A
	CA_n77A-n257A

	DC_21A_n78A-n257A
	DC_21A_n78A
DC_21A_n257A
	21A
	CA_n78A-n257A

	DC_21A_n79A-n257A
	DC_21A_n79A
DC_21A_n257A
	21A
	CA_n79A-n257A

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.



[bookmark: _Toc535319290]5.5B.6.3	Inter-band EN-DC configurations including FR1 and FR2 (four bands)
Table 5.5B.6.3-1: Inter-band EN-DC configurations including FR1 and FR2 (four bands) 
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A-3A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_3A_n78A
DC_3A_n257A
	CA_1A-3A
	CA_n78A-n257A

	DC_1A-5A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_5A_n78A
DC_5A_n257A
	CA_1A-5A
	CA_n78A-n257A

	DC_1A-7A_n78A-n257A
DC_1A-7A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_1A-7A-7A
	CA_n78A-n257A

	DC_1A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_1A-7A
	CA_n78A-n257A

	DC_3A-5A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_5A_n78A
DC_5A_n257A
	CA_3A-5A
	CA_n78A-n257A

	DC_3A-7A-7A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_3A-7A-7A
	CA_n78A-n257A

	DC_3A-7A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_3A-7A
	CA_n78A-n257A

	DC_5A-7A_n78A-n257A
DC_5A-7A-7A_n78A-n257A
	DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_5A-7A-7A
	CA_n78A-n257A

	DC_5A-7A_n78A-n257A
	DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_5A-7A
	CA_n78A-n257A

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.



[bookmark: _Toc535319291]5.5B.6.4	Inter-band EN-DC configurations including FR1 and FR2 (five bands)
Table 5.5B.6.4-1: Inter-band EN-DC configurations including FR1 and FR2 (five bands) 
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A-3A-5A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_3A_n78A
DC_3A_n257A
DC_5A_n78A
DC_5A_n257A
	CA_1A-3A-5A
	CA_n78A-n257A

	DC_1A-3A-7A_n78A-n257A
DC_1A-3A-7A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_3A_n78A
DC_3A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_1A-3A-7A-7A
	CA_n78A-n257A

	DC_1A-3A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_3A_n78A
DC_3A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_1A-3A-7A
	CA_n78A-n257A

	DC_1A-5A-7A_n78A-n257A
DC_1A-5A-7A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_1A-5A-7A-7A
	CA_n78A-n257A

	DC_1A-5A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_1A-5A-7A
	CA_n78A-n257A

	DC_3A-5A-7A-7A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_3A-5A-7A-7A
	CA_n78A-n257A

	DC_3A-5A-7A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_3A-5A-7A
	CA_n78A-n257A



[bookmark: _Toc535319292]5.5B.6.5	Inter-band EN-DC configurations including FR1 and FR2 (six bands)
Table 5.5B.6.5-1: Inter-band EN-DC configurations including FR1 and FR2 (six bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A-3A-5A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_3A_n78A
DC_3A_n257A
DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_1A-3A-5A-7A
	CA_n78A-n257A

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.



[bookmark: _Toc535319293]5.5B.7	Inter-band NR-DC between FR1 and FR2
[bookmark: _Toc535319294]5.5B.7.1	Inter-band NR-DC configurations between FR1 and FR2 (two bands)
Table 5.5B.7-1: Inter-band NR-DC configurations between FR1 and FR2 (two bands)
	Downlink NR DC
configuration
	Uplink NR DC
configuration
	NR configuration for FR1
	NR configuration for FR2

	DC_n77A-n257A
DC_n77A-n257D
DC_n77A-n257E
DC_n77A-n257F
DC_n77A-n257G
DC_n77A-n257H
DC_n77A-n257I
DC_n77A-n257J
DC_n77A-n257K
DC_n77A-n257L
DC_n77A-n257M
DC_n77C-n257A
DC_n77C-n257D
DC_n77C-n257E
DC_n77C-n257F
	DC_n77A-n257A
	n77A
	n257A

	
	
	n77A
	CA_n257D

	
	
	n77A
	CA_n257E

	
	
	n77A
	CA_n257F

	
	
	n77A
	CA_n257G

	
	
	n77A
	CA_n257H

	
	
	n77A
	CA_n257I

	
	
	n77A
	CA_n257J

	
	
	n77A
	CA_n257K

	
	
	n77A
	CA_n257L

	
	
	n77A
	CA_n257M

	
	
	CA_n77C
	n257A

	
	
	CA_n77C
	CA_n257D

	
	
	CA_n77C
	CA_n257E

	
	
	CA_n77C
	CA_n257F

	DC_n78A-n257A
DC_n78A-n257D
DC_n78A-n257E
DC_n78A-n257F
DC_n78A-n257G
DC_n78A-n257H
DC_n78A-n257I
DC_n78A-n257J
DC_n78A-n257K
DC_n78A-n257L
DC_n78A-n257M
DC_n78C-n257A
DC_n78C-n257D
DC_n78C-n257E
DC_n78C-n257F
	DC_n78A-n257A
	n78A
	n257A

	
	
	n78A
	CA_n257D

	
	
	n78A
	CA_n257E

	
	
	n78A
	CA_n257F

	
	
	n78A
	CA_n257G

	
	
	n78A
	CA_n257H

	
	
	n78A
	CA_n257I

	
	
	n78A
	CA_n257J

	
	
	n78A
	CA_n257K

	
	
	n78A
	CA_n257L

	
	
	n78A
	CA_n257M

	
	
	CA_n78C
	n257A

	
	
	CA_n78C
	CA_n257D

	
	
	CA_n78C
	CA_n257E

	
	
	CA_n78C
	CA_n257F

	DC_n79A-n257A
DC_n79A-n257D
DC_n79A-n257E
DC_n79A-n257F
DC_n79A-n257G
DC_n79A-n257H
DC_n79A-n257I
DC_n79A-n257J
DC_n79A-n257K
DC_n79A-n257L
DC_n79A-n257M
DC_n79C-n257A
DC_n79C-n257D
DC_n79C-n257E
DC_n79C-n257F
	DC_n79A-n257A
	n79A
	n257A

	
	
	n79A
	CA_n257D

	
	
	n79A
	CA_n257E

	
	
	n79A
	CA_n257F

	
	
	n79A
	CA_n257G

	
	
	n79A
	CA_n257H

	
	
	n79A
	CA_n257I

	
	
	n79A
	CA_n257J

	
	
	n79A
	CA_n257K

	
	
	n79A
	CA_n257L

	
	
	n79A
	CA_n257M

	
	
	CA_n79C
	n257A

	
	
	CA_n79C
	CA_n257D

	
	
	CA_n79C
	CA_n257E

	
	
	CA_n79C
	CA_n257F

	NOTE 1:	NR configuration for FR1 and FR2 are defined in TS 38.101-1 [2] and TS 38.101-2 [3] respectively.




Page 1
