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	Reason for change:
	In co-location transmitter intermodulation requirements for FR1, interfering signal positions that are partially or completely outside of any downlink operating band of the BS are excluded from the requirement, unless the interfering signal positions fall within the frequency range of adjacent downlink operating bands in the same geographical area. However, such exclusion cases are not applied to regulatory requirements in certain regions.
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	Table 6.8.5.1-1:
· NOTE 1 indicating exclusion cases is added;
· NOTE 2 indicating that NOTE 1 is not applied in band n77, n78 and n79 in certain regions is added.
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	In co-location transmitter intermodulation, unnecessary test cases shall be tested. In addition, in certain regions, co-location transimitter intermodulation requirements do not align with regulations.
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[bookmark: _Toc535442397]6.8.5.1	Requirement for BS type 1-O
The transmitter intermodulation level shall not exceed the TRP unwanted emission limits specified for OTA transmitter spurious emission in subclause 6.7.5 (except co-location with other base stations), OTA out-of-band emissions in subclause 6.7.4 and OTA ACLR in subclause 6.7.3 in the presence of a wanted signal and an interfering signal, defined in table 6.8.5.1-1.
The requirement is applicable outside the Base Station RF Bandwidth edges. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.
For RIBs supporting operation in non-contiguous spectrum, the requirement is also applicable inside a sub-block gap for interfering signal offsets where the interfering signal falls completely within the sub-block gap. The interfering signal offset is defined relative to the sub-block edges.
For RIBs supporting operation in multiple operating bands, the requirement shall apply relative to the Base Station RF Bandwidth edges of each operating band. In case the inter RF Bandwidth gap is less than 3*BWChannel MHz (where BWChannel is the minimal BS channel bandwidth of the band), the requirement in the gap shall apply only for interfering signal offsets where the interfering signal falls completely within the inter RF Bandwidth gap.
Table 6.8.5.1-1: Interfering and wanted signals for the OTA transmitter intermodulation requirement
	Parameter
	Value

	Wanted signal
	NR single or multi-carrier, or multiple intra-band contiguously or non-contiguously aggregated carriers

	Interfering signal type
	NR signal of minimum supported BS channel bandwidth (BWChannel) and SCS set to 15 kHz

	Interfering signal level
	The interfering signal level is the same power level as the BS (Prated,t,TRP) fed into a CLTA.

	Interfering signal centre frequency offset from the lower (upper) edge of the wanted signal or edge of sub-block inside a gap
	
, for n=1, 2 and 3

	NOTE 1:	Interfering signal positions that are partially or completely outside of any downlink operating band of the BS are excluded from the requirement, unless the interfering signal positions fall within the frequency range of adjacent downlink operating bands in the same geographical area.
NOTE 2:	In certain regions, NOTE 1 is not applied in Band n77, n78, n79.
NOTE 3:	The Prated,t,TRP is split between supported polarizations at the CLTA input ports.
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